BS EN 246:2021

BSI Standards Publication

Sanitary tapware — General
specifications for aerators

°
bSl. Documents

Document Sharing Hub

Full document details: BS EN 246:2021


http://www.avadocuments.com/doc/bs-en-246-2021
http://www.avadocuments.com/doc/bs-en-246-2021

BS EN 246:2021 BRITISH STANDARD

National foreword
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The UK participation in its preparation was entrusted to Technical
Committee B/504, Water supply.
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request to its committee manager.

Contractual and legal considerations
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reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2021
Published by BSI Standards Limited 2021
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Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
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European foreword

This document (EN 246:2021) has been prepared by Technical Committee CEN/TC 164 “Water supply”,
the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by May 2022, and conflicting national standards shall be
withdrawn at the latest by May 2022.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 246:2003.
In comparison with the previous edition, the following technical modifications have been made:

— Update to Table 2 (dimensions);

— Update to Table 3 (dimensions);
— Addition of new Clause 8 - Test sequence;
— Addition of new Clause 11 - Performance of aerators with integrated flow regulators.

Any feedback and questions on this document should be directed to the users’ national standards body.
A complete listing of these bodies can be found on the CEN website.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic
of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the
United Kingdom.
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1 Scope
This document specifies:

— the dimensional, mechanical, hydraulic and acoustic characteristics with which sanitary tapware
aerators (with and without flow regulation) should comply;

— the procedures for testing these characteristics.
This document is applicable to:

— Sanitary tapware aerators intended to be mounted on tapware used with sanitary appliances in
toilets, bathrooms and kitchens (e.g. single taps, combination tap assemblies, mechanical mixing
valves, thermostatic mixing valves);

— Sanitary tapware aerators used under the following pressure and temperature conditions
(see Table 1).

Table 1 — Conditions for the use of aerators

Limits of use Recommended limits for correct
operation
Dynamic Pressure 0,05 MPa <P <0,5 MPa 0,1 MPa < P<0,5 MPa
(0,5 bar < P<5 bar) (1 bar < P <5 bar)
Temperature <70°C <65°C

NOTE1 Sanitary tapware aerators can only be connected downstream of the obturator of the sanitary
tapware product.

NOTE 2  For the purposes of brevity, sanitary tapware aerators will be detailed only as aerators in the rest of
this document.

NOTE 3  The tests described in this document are type tests (laboratory tests) and not quality control tests
carried out during manufacture.

NOTE 4  Aerator swivels are to be tested in combination with a specific aerator only and are therefore
considered to be sanitary tapware accessories. (Testing of the stand-alone swivels is therefore not covered by

the scope of this document. Where swivels are used they are considered to be part of the tapware constructions,
e.g. for bidet taps).

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

EN 200, Sanitary tapware - Single taps and combination taps for water supply systems of type 1 and type
2 - General technical specification

EN 248, Sanitary tapware - General specification for electrodeposited coatings of Ni-Cr
EN 817, Sanitary tapware - Mechanical mixing valves (PN 10) - General technical specifications

EN ISO 3822-1, Acoustics - Laboratory tests on noise emission from appliances and equipment used in water
supply installations - Part 1: Method of measurement (1SO 3822-1:1999)

EN ISO 3822-4, Acoustics - Laboratory tests on noise emission from appliances and equipment used in
water supply installations - Part 4: Mounting and operating conditions for special appliances

ISO 49, Malleable cast iron fittings threaded to 1SO 7-1
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3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.
ISO and IEC maintain terminological databases for use in standardization at the following addresses:

— IEC Electropedia: available at https://www.electropedia.org/

— ISO Online browsing platform: available at https://www.iso.org/obp

31

sanitary tapware aerator

device which is fitted at the outlet of a sanitary tapware product to impact the flow rate and stream
appearance of the water stream

NOTE A distinction is made between stream appearance:

a) aerators without air intake (known as “laminar” stream),
b) aerators with air intake and

) spray models (numerous single jets).

3.2

aerator with integrated flow regulator

aerator that incorporates an integral flow regulator, fitted to the outlet of a sanitary tapware product
to impact the stream appearance of the water stream and additionally controlling the flow rate within
specified limits independent from the supply pressure

NOTE See tolerances in 11.1.3.

3.3
flow regulator
device integrated in an aerator to regulate the flow rate

NOTE The key function is to achieve a flow rate within specified limits, independent from the supply pressure.

4 Designation

4.1 Structure

An aerator is designated by:

— its type (with/without air intake);

— its thread dimension;

— its acoustic group (where applicable);

— flow rate (either ISO classification (ISO 3822-4) or the nominal flow rate for aerators with integrated
flow regulators or stand-alone flow regulators);

— reference to this document.

4.2 Examples of designation:
a) Aerator, with female thread: M22x1; I; A - EN 246
b) Aerator laminar, with male thread: M24x1; I; A - EN 246

c) Aerator, with male thread: M22x1; 6 1/min - EN 246
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