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National foreword

This British Standard is the official English language version of
EN 2591-100:2005.

The UK participation in its preparation was entrusted by Technical Committee
ACE/6, Aerospace avionic electrical and fibre optic technology, to
Subcommittee ACE/6/-/3, Aerospace — Connectors, which has the
responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep UK
interests informed;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this subcommittee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or
by using the “Search” facility of the BSI Electronic Catalogue or of British
Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 19 and a back cover.

The BSI copyright notice displayed in this document indicates when the
document was last issued.

Amendments issued since publication

Amd. No. Date Comments
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Foreword

This European Standard (EN 2591-100:2005) has been prepared by the European Association of Aerospace
Manufacturers - Standardization (AECMA-STAN).

After enquiries and votes carried out in accordance with the rules of this Association, this Standard has
received the approval of the National Associations and the Official Services of the member countries of
AECMA, prior to its presentation to CEN.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by April 2006, and conflicting national standards shall be withdrawn at the
latest by April 2006.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Cyprus, Czech Republic,
Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania,
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Slovakia, Slovenia, Spain, Sweden, Switzerland
and the United Kingdom.

Documents
Document Shgring Hub

Full document details: BS EN 2591-100:2005


http://www.avadocuments.com/doc/bs-en-2591-100-2005
http://www.avadocuments.com/doc/bs-en-2591-100-2005

EN 2591-100:2005

1 Scope

This standard specifies the general requirements for the methods of testing elements of electrical, optical and
data transmission system connections used in aerospace applications.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

N 2083, Aerospace series — Copper or copper alloy conductors for electrical cables — Product standard.

N 2084, Aerospace series — Cables, electric, single-core, general purpose, with conductors in copper or
copper alloy — Technical specification.

N 2234, Aerospace series — Cables, electrical, fire-resistant — Technical specification. 1)
EN 2346, Aerospace series — Fire resistant electrical cables — Dimensions, conductor resistance and mass. 1)
N 2591*, Aerospace series — Elements of electrical and optical connection — Test methods.

N 3745-201|, Aerospace series — Fibres and cables, optical, aircraft use — Test methods — Part 201: Visual
examination.

N 60512-1, Connectors for electronic equipment — Tests and measurements — Part 1. General
EC 60512-1:200

TR 4257, Aerospace series — Elements of electrical and optical connection — Relationship between the
numbering systems for parts of EN 2591. 2)

IEC 60050-581, International Electrotechnical Vocabulary — Chapter 581: Electromechanical components for
electronic equipment.

3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

See I[EC 60050-581 and EN 60512-1|.

3.1
element of electrical or optical connection 3)
component such as connector, module, etc., the purpose of which is to ensure the connection of circuits

3.2

flight cover (or protective cover)

accessory designed to ensure, in flight, mechanical protection and sealing of front face of a non coupled
connector

1) Published as AECMA Prestandard at the date of publication of this standard.
2) Published as AECMA Technical Report at the date of publication of this standard.

3) In test standards the term "element of connection” shall be used.
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3.3

connector with built-in protection of contacts

connector with characteristics such that male or female contacts, mounted in a plug or receptacle, cannot
come into contact with the front of the connector to which it is coupled (scoop-proof) and in which, in the event
of accidental coupling of two parts or the connector equipped with male contacts, no electrical contact can
take place

3.4

contact pressure point

point at which a square ended gauge pin of the same basic diameter as the mating contact first engages the
female contact spring member

3.5

initial measurement

examination or measurement of characteristics carried out to determine the magnitude of the variations
produced by the stress or stresses applied

This examination or measurement is carried out at the end of pre-conditioning and under normal atmospheric
conditions for measuring.

3.6

final measurement

examination or measurement of characteristics carried out at the end of the recovery to assess the condition
of the specimen after testing and to determine the magnitude of the variations in characteristics in relation to
the values recorded at initial measuring

3.7

flammability

a product is considered to be "non-flammable" when combustion due to exposure for a given duration to a
standard external flame remains localized and stops spontaneously after withdrawal of the flame

3.8
fire resistance
a product is considered to be "fire-resistant” when, subjected to a standard flame:

— it retains its electrical role for six minutes;

— the flame does not propagate to the other side of the support in the first twenty minutes.

3.9
values of alternating voltage and current
unless otherwise indicated, alternating voltage and current are indicated in root mean square values

3.10

line data bus

pair of twisted wires, shielded, having a specified impedance, a matched impedance at its two ends and used
for data transport

3.1
branch line
section of twisted wires, shielded, with a specified impedance, which connects equipment to a bus line

3.12

line coupler

element of electrical or optical connection the purpose of which is to shunt the transmission signals from a bus
line to equipment

3.13

line coupler, single
coupler consisting of one line and one branch
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