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National foreword

This British Standard has been prepared under the direction of the Health Care
Standards Policy Committee and is the English language version

of EN 27490:1991 Dental gypsum-bonded casting investments for gold alloys,
published by the European Committee for Standardization (CEN) which
endorses ISO 7490:1990 Dental gypsum-bonded casting investments for gold
alloys prepared within Technical Committee 106, “Dentistry” of the International
Organization for Standardization (ISO) with the active participation of the UK.
This British Standard supersedes BS 5189-1:1975 Gypsum-bonded investment
materials which is withdrawn.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 and ii,
the EN title page, pages 2 to 20, an inside back cover and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on the

inside front cover. Documents
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EUROPEAN STANDARD EN 27490
NORME EUROPEENNE
EUROPAISCHE NORM

October 1991

UDC 615.462:616.314-089.28:620.193.6:535.6
Descriptors: Dentistry, dental materials, polymers, tests, determination, colour, stability

English version

Dental gypsum-bonded casting investments for gold alloys

(ISO 7490:1990)

Revétements a couler a liant-platre dentaire Gipsgebundene Einbettmassen fur
pour les alliages d’or Goldlegierungen
(ISO 7490:1990) (ISO 7490:1990)

This European Standard was approved by CEN on 1991-09-30. CEN members
are bound to comply with the CEN/CENELEC Internal Regulations which
stipulate the conditions for giving this European Standard the status of a
national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Central Secretariat or to any
CEN member.

This European Standard exists in three official versions (English, French,
German). A version in any other language made by translation under the
responsibility of a CEN member into its own language and notified to the
Central Secretariat has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium,
Denmark, Finland, France, Germany, Greece, Iceland, Ireland, Italy,
Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and
United Kingdom.

CEN

European Committee for Standardization
Comité Européen de Normalisation
Europaisches Komitee fur Normung

Central Secretariat: rue de Stassart 36, B-1050 Brussels

© 1991 Copyright reserved to CEN members
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Foreword

This European Standard has been taken over by
CEN/TC 55, “Dental products” from the work of
the ISO/TC 106 “Dentistry” of the International
Organization for Standardization (ISO).

National Standards identical to this European
Standard shall be published at the latest

by 92-04-02 and conflicting national standards shall
be withdrawn at the latest by 92-04-02.

The standard was approved and in accordance with
CEN/CENELEC Internal Regulations, the following
countries are bound to implement this European
Standard: Austria, Belgium, Denmark, Finland,
France, Germany, Greece, Iceland, Ireland, Italy,
Luxembourg, Netherlands, Norway, Portugal,
Spain, Sweden, Switzerland and United Kingdom.
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1 Scope

This International Standard establishes a
classification of, and specifies requirements for,
gypsum-bonded casting investments together with
the test methods to be used to determine compliance
with these requirements.

It applies to gypsum-bonded investments suitable
for casting dental gold alloy which have liquidus
temperatures not higher than 1 080 °C.

2 Normative references

The following standards contain provisions which,
through reference in this text, constitute provisions
of this International Standard. At the time of
publication, the editions indicated were valid. All
standards are subject to revision, and parties to
agreements based on this International Standard
are encouraged to investigate the possibility of
applying the most recent editions of the standards
indicated below. Members of IEC and ISO maintain

registers of currently valid International Standards.

ISO 1561:1975, Dental inlay casting wax.
ISO 1562:1984, Dental casting gold alloys.
ISO 3310-1:1982, Test sieves — Technical

requirements and testing — Part 1: Test sieves of
metal wire cloth.

ISO 7500-1:1986, Metallic materials — Verification
of static uniaxial testing machines — Part 1: Tensile
testing machines.

3 Classification

For the purposes of this International Standard,
gypsum-bonded investments are classified as
follows:

Type 1: Thermal expansion type, for casting
inlays and crowns

Type 2: Hygroscopic expansion type, for casting
inlays and crowns

Type 3: For casting complete and partial
denture bases

In its classification, a particular material need not
be restricted to only one type.

4 Requirements
4.1 Material

The investment shall be supplied as a powder
consisting essentially of a mixture of calcium sulfate
hemihydrate and silica. The investment powder
may also contain modifying agents. However, it
shall not contain extraneous material, and shall be
dry, uniform and free from lumps. If the instructions
recommend the use of a mould liner (see clause 8),
the recommended lining material shall be available
from the manufacturer.

4.2 Particle size

The particle size distribution shall be such that,
when the powder is tested as described in 7.2.2,

not more than 1 % (m/m) is retained on a 300 um
test sieve,

not more than 5 % (m/m) on a 150 um test sieve,
and

not more than 15 % (m/m) on a 75 um test sieve.
4.3 Unset investment

When added to water in the proportions specified by
the manufacturer, and mixed as directed in 6.3, the
investment shall readily form a uniform paste.

The fluidity of types 1 and 2 investments shall be
such that, when tested in accordance

with 7.3.1, 2 min after the first contact of powder
and water, the slump shall be not more than 40 mm
high measured at its highest point.

The fluidity of type 3 investments shall be such
that, when tested in accordance with 7.3.2, 2 min
after the first contact of powder and water, the
average diameter of the slump shall be not less
than 60 mm.

4.4 Rate of setting
4.4.1 Working time
4.4.1.1 Low-speed mixingl)

When the test described in 7.3.1.2 (types 1 and 2)
or 7.3.2.2 (type 3) is repeated 5 min after the first
contact of powder and water, the mix shall still
comply with the fluidity requirements specified

in 4.3. No spatulation or vibration of the mix shall
be permitted other than that specified in 7.3.1
(types 1 and 2) or 7.3.2 (type 3).

D This requirement applies to mixes prepared by hand mixing (see 6.3.1) or in mechanical devices with a rotational frequency of

less than 700 r/min.
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4.4.1.2 High-speed mixing, types 1 and 22

When the test described in 7.3.1.2 is repeated 3 min
after the first contact of powder and water, the mix
shall still comply with the fluidity requirements
specified in 4.3. No spatulation or vibration of the
mix shall be permitted other than that specified

in 7.3.1.

4.4.2 Setting time

When the mixed investment is tested in accordance
with 7.4, the Vicat initial set shall not vary by more
than 20 % from the setting time stated by the
manufacturer (see clause 8).

4.5 Compressive strength

The set investment, when tested in accordance
with 7.5, shall comply with the requirements set out
in Table 1.

Table 1 — Compressive strength

T Minimum compressive strength, MPa?,
ype
at room temperature
1 2,3
2 2,3
3 5,6
81 MPa = 106 N/m?

4.6 Expansion

The investment, when tested in accordance

with 7.6, shall have a total linear expansion
(setting and thermal combined) which complies
with the requirements set out in Table 2. None of
the thermal expansion curves produced according
to 7.6.4.4 shall vary by more than = 0,1 % expansion
over the recommended casting range (see clause 8),
and at least one of these curves shall agree,

within 0,1 % expansion, over the recommended
casting range, with the thermal expansion curve
provided by the manufacturer (see clause 8).

Table 2 — Total expansion

Type Minimum linear expansion, %
1 1,5
2 1,5
3 1,3

4.7 Behaviour during casting

The investment mould, when tested in accordance
with 7.7.1 (types 1 and 2) or 7.7.2 (type 3), shall not
emit offensive fumes when heated, shall not
contaminate alloy cast into it, and shall not cause
pitting, fins, rough surfaces or voids in the casting.

5 Sampling

The method of procurement and the amount of
investment powder needed for testing shall be the
subject of agreement between the interested parties.
Powder from broken or damaged containers shall
not be used for testing. If the powder is supplied in
bulk, rather than in individual units, it shall be
thoroughly mixed before testing and then stored in
a moisture-proof container.

If a mould liner is recommended and is not supplied
with the investment, an adequate amount of the
recommended lining material shall be procured
from the investment manufacturer.

6 Test conditions and preparation of
test specimens

6.1 Test conditions

All mixing and testing of the investment shall be
carried out in a room free from draughts and under
atmospheric conditions of 23 °C + 2 °C

and (50 £ 5) % relative humidity.

6.2 Materials and apparatus

All apparatus and instruments used in mixing and
testing shall be clean, dry and free from particles of
gypsum. Before mixing and testing are begun,
materials and apparatus shall be brought to
ambient temperature. Irrespective of specimen size,
all mixes shall be made with at least 100 g of
powder.

6.3 Method of mixing

Carry out the mixing according to the
manufacturer’s instructions (see clause 8).

6.3.1 Hand mixing

6.3.1.1 Apparatus

6.3.1.1.1 Clean scratch-free flexible mixing bowl, of
at least 300 ml capacity.

6.3.1.1.2 Rigid spatula, with a blade at least 20 mm
wide.

6.3.1.1.3 Electric dental vibrator

6.3.1.2 Procedure

Using the mixing bowl (6.3.1.1.1) and

spatula (6.3.1.1.2), mix at least 100 g of powder
with distilled water in the recommended
proportions (see clause 8) according to the
procedure described below.

Measure the mass of the powder and the mass or
volume of the distilled water with an accuracy
of £1 %.

2) This requirement applies only to mixes prepared in mechanical devices with a rotational frequency of 1 400 r/min or higher.
These devices include provision for vacuum investing as well as mixing, and are suitable only for use with small casting rings

(types 1 and 2 investments only).
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