BS EN 280-1:2022

Mobile elevating work platforms

Part 1: Design calculations — Stability criteria —

Construction — Safety — Examinations and tests

°
bSl. Documents

Document Sharing Hub

Full document details: BS EN 280-1:2022


http://www.avadocuments.com/doc/bs-en-280-1-2022
http://www.avadocuments.com/doc/bs-en-280-1-2022

Full document details: BS EN 280-1:2022

BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 280-1:2022. It
supersedes BS EN 280:2013+A1:2015, which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee MHE/12/1, Lifting Platforms - Mobile elevating
work platforms.

Alist of organizations represented on this committee can be obtained on
request to its committee manager.

This publication has been prepared under a mandate given to the
European Standards Organizations by the European Commission and the
European Free Trade Association. It is intended to support requirements
of the EU legislation detailed in the European Foreword. A European
Annex, usually Annex ZA or ZZ, describes how this publication relates to
that EU legislation.

For the Great Britain market (England, Scotland and Wales), if UK
Government has designated this publication for conformity with UKCA
marking (or similar) legislation, it may contain an additional National
Annex. Where such a National Annex exists, it shows the correlation
between this publication and the relevant UK legislation. If there is no
National Annex of this kind, the relevant Annex ZA or ZZ in the body
of the European text will indicate the relationship to UK regulation
applicable in Great Britain. References to EU legislation may need to be
read in accordance with the UK designation and the applicable UK law.
Further information on designated standards can be found at
www.bsigroup.com/standardsandregulation.

For the Northern Ireland market, UK law will continue to implement
relevant EU law subject to periodic confirmation. Therefore

Annex ZA/Z7 in the European text, and references to EU legislation, are
still valid for this market.

UK Government is responsible for legislation. For information on
legislation and policies relating to that legislation, consult the relevant

pages of www.gov.uk.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2022
Published by BSI Standards Limited 2022 Documents
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BRITISH STANDARD

ICS 53.020.99

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 28 February 2022.

Amendments/corrigenda issued since publication

Date Text affected
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European foreword

This document (EN 280-1:2022) has been prepared by Technical Committee CEN/TC 98 “Lifting
platforms”, the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by August 2022, and conflicting national standards shall be
withdrawn at the latest by August 2022.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 280:2013+A1:2015.

EN 280-1:2022 includes the following major changes with respect to EN 280:2013+A1:2015:

— 3.12: definition of “travelling” has been specified;

— 3.29: new definition of “lowered travel position”;

— 3.30: new definition of “Safety function”;

— 3.31: new definition “Elevated travel position”;

— 4.4.1.2: requirements for the load sensing system were amended and specified;

— 4.6.1: requirements for manual adjustment of the work platform exceeding 5° was amended;

— 4.6.9: protection of hands was totally reworded with regard to different requirements for the
different types of MEWPs;

— 4.7.2:therestriction was added: “when the work platform is out of the lowered travel position and/or
transport position;

— 5.1.4.2.2.2: depression tests for MEWPs of type 2 and 3 was restructured and amended;

«_n

— Annex F (informative): the calculation example for the dynamic factor “z” for kerb obstacle collisions
was totally revised;

— Annex ZA: Adoption of the annex to new CEN-Guide 414:2017.
Various editorial changes were made for better reading and understanding of the document.

This document has been prepared under a Standardization Request given to CEN by the European
Commission and the European Free Trade Association, and supports essential requirements of EU
Directive(s).

For relationship with EU Directive(s), see informative Annex ZA, which is an integral part of this
document.

Any feedback and questions on this document should be directed to the users’ national standards body.
A complete listing of these bodies can be found on the CEN website.
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According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia,
Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland,
Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of North
Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United
Kingdom.
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Introduction

This document is a type C standard as stated in EN ISO 12100:2010.

The machinery concerned and the extent to which hazards, hazardous situations and hazardous events
are covered are indicated in the scope of this document.

When provisions of this type C standard are different from those which are stated in type A or B
standards, the provisions of this type C standard take precedence over the provisions of the other
standards, for machines that have been designed and built according to the provisions of this type C
standard.

The object of this document is to define rules for safeguarding persons and objects against the risk of
accidents associated with the operation of Mobile Elevating Work Platforms (MEWPs).

— This document does not repeat all the general technical rules applicable to every electrical,
mechanical or structural component.

— The safety requirements of this document have been drawn up on the basis that MEWPs are
periodically maintained according to manufacturers' instructions, working conditions, frequency of
use and national regulations.

It is assumed that MEWPs are used only by qualified and trained operators.

It is also assumed that MEWPs are checked for function daily by the operator before start of work and
are not put into operation unless all required control and safety devices/functions are available and in
working order.

If a MEWP is seldom used, the checks may be made before start of work.

— As far as possible this document sets out only the requirements that materials and equipment need
to meet in the interest of safety, and it is assumed that persons operating MEWPs are adequately
trained.

— Where for clarity an example of a safety measure is given in the text, this does not need to be
considered as the only possible solution. Any other solution leading to the same risk reduction is
permissible if an equivalent level of safety is achieved.

— As no satisfactory explanation could be found for the dynamic factors used for stability calculations
in previous national standards, the results of the tests carried out by the former CEN/TC 98/WG 1 to
determine a suitable factor and stability calculation method for MEWPs have been adopted. The test
method is described in Annex C (informative) as a guide for manufacturers wishing to use higher or
lower operating speeds and to take advantage of developments in control systems.

Similarly, to avoid the unexplained inconsistencies in coefficients of utilization for wire ropes found in
other standards for lifting devices, appropriate extracts of the widely accepted standard DIN 15020-1
have been taken into 4.5.2 and Annex D (normative) with a worked example in Annex E (informative).

This document may also be used as guidance for static elevating work platforms where the vertical
projection of the centre of the area of the platform can be outside the tipping lines.
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1 Scope

1.1 This document specifies safety requirements and measures for all types and sizes of Mobile
Elevating Work Platform (MEWP, see 3.1) intended to move persons to working positions where they are
carrying out work from the work platform (WP) with the intention that persons are getting on and off the
work platform only at access positions at ground level or on the chassis.

NOTE Machines designed for the handling of goods which are equipped with work platforms as
interchangeable equipment are regarded as MEWPs.

1.2 This documentis applicable to the structural design calculations and stability criteria, construction,
safety examinations and tests before MEWPs are first put into service. It identifies the hazards arising

from the use of MEWPs and describes methods for the elimination or reduction of these hazards.

[t does not cover the hazards arising from:

a) usein potentially explosive atmospheres;

b) work from the platform on external live electric systems;

c) use of compressed gases for load bearing components;

d) getting on and off the work platform at changing levels;

e) specific applications (e.g. railway, ships) covered by National or local regulations.

1.3 This document does not apply to:

a) machinery serving fixed landings (see e.g. EN 81-20:2020 and EN 81-50:2020, EN 12159:2012));

b) fire-fighting and fire rescue appliances (see e.g. EN 1777:2010);

c) unguided work cages suspended from lifting appliances (see e.g. EN 1808:2015);

d) elevating operator position on rail dependent storage and retrieval equipment (see EN 528:2021);
e) tail lifts (see EN 1756-1:2021 and EN 1756-2:2004+A1:2009);

f) mast climbing work platforms (see EN 1495:1997+A2:2009);

g) fairground equipment;

h) lifting tables (see EN 1570-1:2011+A1:2014 and EN 1570-2:2016);

i) aircraft ground support equipment (see e.g. EN 1915-1:2013 and EN 1915-2:2001+A1:2009);

j) elevating operator positions on industrial trucks (see EN ISO 3691-3:2016).
1.4 Classification:

MEWPs are divided into two main groups:

a) Group A: MEWPs where the vertical projection of the centre of the area of the platform in all platform
configurations at the maximum chassis inclination specified by the manufacturer is always inside the
tipping lines.
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b) Group B: All other MEWPs.

Relating to travelling, MEWPs are divided into three types:
1) Type 1: Travelling is only allowed with the MEWP in its transport position;

2) Type 2: Travelling with lifted work platform is controlled from a point of control at the chassis;

3) Type 3: Travelling with lifted work platform is controlled from a point of control at the work
platform.

NOTE Type 2 and type 3 can be combined.
2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

EN 12385-4:2002+A1:2008, Steel wire ropes - Safety - Part 4: Stranded ropes for general lifting
applications

EN 13001-3-1:2012+A2:2018, Cranes - General design - Part 3-1: Limit states and proof competence of steel
structure

EN 14033-1:2017, Railway applications - Track - Railbound construction and maintenance machines
Part 1: Technical requirements for running

EN 14033-2:2017, Railway applications - Track - Railbound construction and maintenance machines
Part 2: Technical requirements for travelling and working

EN 14033-3:2017, Railway applications - Track - Railbound construction and maintenance machines
Part 3: General safety requirements

EN 14033-4:2019, Railway applications - Track - Railbound construction and maintenance machines
Part 4: Technical requirements for running, travelling and working on urban rail

EN 15746-1:2020, Railway applications - Track - Road-rail machines and associated equipment - Part 1:
Technical requirements for travelling and working

EN 15746-2:2020, Railway applications - Track - Road-rail machines and associated equipment - Part 2:
General safety requirements

EN 15954-1:2013, Railway applications - Track - Trailers and associated equipment - Part 1: Technical
requirements for running and working

EN 15954-2:2013, Railway applications - Track - Trailers and associated equipment - Part 2: General safety
requirements

EN 15955-1:2013, Railway applications - Track - Demountable machines and associated equipment -
Part 1: Technical requirements for running and working

EN 15955-2:2013, Railway applications - Track - Demountable machines and associated equipment -
Part 2: General safety requirements
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EN 60068-2-64:2008,1 Environmental testing - Part 2-64: Tests - Test Fh: Vibration, broadband random

and guidance ([EC 60068-2-64:2008)

EN 61310-1:2008, Safety of machinery - Indication, marking and actuation - Part 1: Requirements for
visual, acoustic and tactile signals (IEC 61310-1:2007)

EN 60204-1:2018, Safety of machinery - Electrical equipment of machines - Part 1: General requirements
(IEC 60204-1:2016)

EN 60204-32:2008, Safety of machinery - Electrical equipment of machines - Part 32: Requirements for

hoisting machines (IEC 60204-32:2008)

EN 60529:1991|.2 Degrees of protection provided by enclosures (IP Code) (IEC 60529:1991)

EN 62061:2005,3 Safety of machinery - Functional safety of safety-related electrical, electronic and
programmable electronic control systems (IEC 62061:2005)

ENISO 3744:2010, Acoustics - Determination of sound power levels and sound energy levels of noise sources
using sound pressure - Engineering methods for an essentially free field over a reflecting plane
(IS0 3744:2010)

EN IS0 4871:2009, Acoustics - Declaration and verification of noise emission values of machinery and
equipment (I1SO 4871:1996)

EN ISO 11201:2010, Acoustics - Noise emitted by machinery and equipment - Determination of emission
sound pressure levels at a work station and at other specified positions in an essentially free field over a

reflecting plane with negligible environmental corrections (1SO 11201:2010)

EN ISO 12100:2010, Safety of machinery - General principles for design - Risk assessment and risk reduction
(IS0 12100:2010)

EN ISO 13849-1:2015, Safety of machinery - Safety-related parts of control systems - Part 1: General
principles for design (1SO 13849-1:2015)

EN ISO 13849-2:2012, Safety of machinery - Safety-related parts of control systems - Part 2: Validation
(IS0 13849-2:2012)

EN ISO 13850:2015, Safety of machinery - Emergency stop function - Principles for design (1SO 13850:2015)

EN ISO 13854:2019, Safety of machinery - Minimum gaps to avoid crushing of parts of the human body
(IS0 13854:2017)

ISO 4305:2014, Mobile cranes - Determination of stability
IS0 4309:2017, Cranes - Wire ropes - Care and maintenance, inspection and discard

EN ISO 11688-1:2009, Acoustics - Recommended practice for the design of low-noise machinery and
equipment - Part 1: Planning (ISO/TR 11688-1:1995)

As impacted by EN 60068-2-64:2008/A1:2019.

As impacted by [EN 60529:1991//AC:1993-05, EN 60529:1991/A1:2000, EN 60529:1991/A2:2013,
EN 60529:1991/A2:2013/AC:2019-02 and EN 60529:1991|/AC:2016-12.

3 As impacted by EN 62061:2005/AC 2010-02, EN 62061:2005/A1:2013 and EN 62061:2005/A2:2015.
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3 Terms and definitions

For the purposes of this document, the terms and definitions given in EN ISO 12100:2010 and the
following apply.

ISO and IEC maintain terminological databases for use in standardization at the following addresses:

— IEC Electropedia: available at https://www.electropedia.org/

— IS0 Online browsing platform: available at https://www.iso.org/obp

31

mobile elevating work platform (MEWP)

mobile machine that is intended to move persons to working positions where they are carrying out work
from the work platform with the intention that persons are getting on and off the work platform only at
access positions at ground level or on the chassis and which consists as a minimum of a work platform
with controls, an extending structure and a chassis

3.2

work platform

fenced platform or a cage which can be moved under load to the required working position and from
which erection, repair, inspection or similar work can be carried out

Note 1 to entry: See Figure 1.

3.3

extending structure

structure which is connected to the chassis and supports the work platform and which allows movement
of the work platform to its required position

Note 1 to entry: See Figure 1.

Note 2 to entry: It may, for example, be a single or a telescoping or an articulating boom or ladder, or a scissors
mechanism or any combination of them, and may or may not slew on the base.

3.4
chassis
base of the MEWP, which may be pulled, pushed, self-propelled, etc. or stationary

Note 1 to entry: See Figure 1.

3.5

stabilisers

devices and systems used to stabilise MEWPs by supporting and/or levelling the complete MEWP or the
extending structure, e.g. jacks, suspension locking devices, extending axles

Note 1 to entry: See Figure 1.

3.6
access position
position(s) to provide access to and from the work platform

Note 1 to entry: Access position and transport position can be identical.
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3.7

transport position

configuration(s) of the MEWP prescribed by the manufacturer in which the MEWP is intended to be
delivered to the place of use

Note 1 to entry: Access position and transport position can be identical.

3.8
lowering
operations to move the work platform to a lower level

Note 1 to entry: See Figure 2.

3.9
lifting
operations to move the work platform to a higher level

Note 1 to entry: See Figure 2.

3.10
rotating
circular movement of the work platform about a vertical axis

Note 1 to entry: See Figure 2.

3.11
slewing
circular movement of the extending structure about a vertical axis

Note 1 to entry: See Figure 2.

3.12
travelling
movements of the chassis except during transportation

Note 1 to entry: See Figure 2.

3.13

vehicle mounted MEWP

MEWP where the chassis is a vehicle and where travelling controls are located within the cab of the
vehicle

3.14

pedestrian controlled MEWP

MEWP where the controls for powered movement in the transport position are located so that they are
capable of being operated by a person walking close to the MEWP

3.15
self-propelled MEWP
MEWP where the travelling controls are located at the work platform
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3.16

rated load

load for which the MEWP has been designed for normal operation and which is composed of persons,
tools and material acting vertically on the work platform

Note 1 to entry: A MEWP can have more than one rated load.

3.17
load cycle
cycle starting from the access position, carrying out work and returning to the access position

3.18

wire rope drive system

system that comprises one or more wire rope(s) running on rope drums and on or over rope pulleys as
well as any associated rope drums, rope pulleys and compensating pulleys

3.19

chain drive system

system that comprises one or more chain(s) running on chain sprockets and on or over chain pulleys as
well as any associated chain sprockets, chain pulleys and compensating pulleys

3.20

type test

test on the representative model of a new design or one incorporating significant changes to an existing
design, carried out by or on behalf of the manufacturer or their authorised representative

3.21
totally manually powered MEWP
MEWP with movement powered only by manual effort

3.22
rail mounted MEWP
MEWP where travelling is guided by rails

3.23
load sensing system
system of monitoring the vertical load and vertical forces on the work platform

Note 1 to entry: The system includes the measuring device(s), the way the measuring devices are incorporated in
the machinery and the signal processing system.

3.24
moment sensing system
system of monitoring the moment acting about the tipping line tending to overturn the MEWP

Note 1 to entry: The system includes the measuring device(s), the way the measuring devices are incorporated in
the machinery and the signal processing system.

3.25

wireless control

means by which the MEWP operator’s commands are transmitted without any physical connection for at
least part of the distance between the control console and the rest of the control system
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3.26

self-revealing failure or fault

failure or fault of a component where the failure or fault is apparent to the MEWP operator and can be
revealed without the use of monitoring services

Note 1 to entry: Failure or fault may be apparent to the MEWP operator through:
— changes of operating characteristics, and/or

— visual evidence, and/or

— audible evidence, and/or

— other evidence.

3.27

working envelope

space in which the work platform is designed to work within the specified loads and forces under normal
operating conditions

Note 1 to entry: MEWPS can have more than one working envelope.

3.28
exchangeable work platform
work platform according to 3.2 which is intended to be exchanged without using tools

Note 1 to entry: Such platforms may be of different sizes and/or capacities.
Note 2 to entry: Such platforms do not modify the original function of the MEWP.

Note 3 to entry: Work platforms which are interchangeable equipment intended to be fitted on machines other
than MEWPs are not covered by this definition. For the combination refer to note in 1.1.

3.29
lowered travel position
configuration(s) of the MEWP for travel up to maximum travel speed

Note 1 to entry: The lowered travel position, access position (3.6) and transport position (3.7) can be identical.

3.30
safety function
function of a machine whose failure can result in an immediate increase of the risk(s)

Note 1 to entry: A safety function may be composed of safety devices (e.g. actuators, sensors, logic units and
switching components) and software as well as interconnecting means.

3.31
elevated travel position
configuration of the MEWP (3.1) for travel outside the lowered travel position (3.29)

3.32

personal fall protection system

assembly of components for protection against falls from a height, including a body holding device and
an attachment system, which can be connected to a reliable anchorage point (see 3.2.1 of EN 363:2018)
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Note 1 to entry: Personal fall protection systems can be restraint systems or fall arrest systems (see 3.2.1 of
EN 363:2018).

3.33

first descent limit

'first descent limit' is a position where the vertical distance between the outer ends of the scissors is not
less than 50 mm, so that crushing and shearing of fingers cannot occur

3.34

variable operating parameters

operating parameters of the MEWP (e.g. working envelope, rated load, maximum allowable slope, wind,
n. of people, etc.) whose combination generates different operating conditions

3.35
monitored variable operating parameters
variable operating parameters that are controlled by a safety function

3.36
pothole protection
means to mitigate the effect of entering a depression
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1
2
3
a)
1
B
2
3
e
b)
C 1
2
3
c)
1
2
3
d)
Key
1 work platform (see 3.2)
2 extending structure (see 3.3)
3 chassis (see 3.4)
4 stabilizers (see 3.5)
Figure 1 — Illustration of some definitions (1)
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O O
a) lowering/lifting (see 3.8 and 3.9)

c) slewing (see 3.11)

0 O "
d) travelling (see 3.12)

Figure 2 — Illustration of some definitions (2)

4 Safety requirements and/or measures

4.1 General

4.1.1 Machinery shall comply with the safety requirements and/or protective measures of this clause.
For significant hazards, hazardous situations and events, as far as they are dealt with in this document,
see Annex A. In addition, the machine shall be designed according to the principles of EN ISO 12100:2010
for relevant but not significant hazards, which are not dealt with by this document.

4.1.2 Totally manually powered MEWPs having a height of the floor of the work platform above ground

level not exceeding 5 m (see 6.2.17) are exempted from all safety requirements which cannot be met
without power supply
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4.2 Structural and stability calculations
4.2.1 General

It is the manufacturer's responsibility:

a) for structural calculations, to evaluate the individual loads and forces in their positions, directions
and combinations producing the least favourable stresses in the components, and

b) for stability calculations, to identify the various positions of the MEWP and combinations of loads
and forces creating together conditions of minimum stability.

4.2.2 Loads and forces

The following loads and forces shall be taken into account:

a) ratedload (see 4.2.3.1);

b) dead weights (see 4.2.3.2);

c) wind loads (see 4.2.3.3);

d) manual forces (see 4.2.3.4);

e) special loads and forces (see 4.2.3.5).
4.2.3 Determination of loads and forces
4.2.3.1 Rated load

The rated load m is:

m=n-m,+m, (D
where

m, is 80 kg (mass of a person);

m, is 2 40 kg (minimum mass of tools and material);

N is the permitted number of persons on the work platform.

The mass of each person is assumed to act as a point load on the work platform and any platform
extension at a horizontal distance of 0,1 m from the upper inside edge of the top rail. The distance
between the point loads shall be 0,5 m (see Figure 3 as an example).

The mass of equipment is assumed to act as an evenly distributed load on 25 % of the floor of the work
platform. If the resulting pressure exceeds 3 kN/m? the figure of 25 % may be increased to a figure giving
a pressure of 3 KN/m2 (see Figure 4 as an example).

All these loads are assumed to be located in the positions giving the most severe results.

The above rated load refers to the maximum people and materials loads that can be placed on the deck
including any extension. Lower rated loads can be specified for extension(s) and under these
circumstances the load distributions specified in 5.1.4.2.1, 5.1.4.2.2 and 5.1.4.3 will need to be taken into
account.
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Figure 3 — Rated load - persons

max.

max.

Key
1 tippingline

Figure 4 — Rated load - equipment

4.2.3.2 Dead weights

The masses of the components of the MEWP when they are not moving shall be taken to be static dead
weights.

The masses of the components of the MEWP when they are moving shall be taken to be dynamic dead
weights.

4.2.3.3 Wind loads

4.2.3.3.1 All MEWPs used out-of-doors are regarded as being affected by wind at a pressure of
100 N/m2, equivalent to a wind speed of 12,5 m/s (Beaufort Scale 6).

Wind forces are assumed to act horizontally at the centre of area of the parts of the MEWP and persons
and equipment on the work platform and shall be taken to be dynamic forces.
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This does not apply to MEWPs intended for indoor use only (see 6.2.7).
4.2.3.3.2 Shape factors applied to areas exposed to wind:

a) L-, U-, T-, I-sections: 1,6;

b) box sections: 1,4;

c) large flat areas: 1,2;

d) circular sections, according to size: 0,8/1,2;

e) persons directly exposed: 1,0.

If additional information is needed, especially concerning shielded structural areas, see ISO 4302:2016.
For shielded persons see 4.2.3.3.3.4.

4.2.3.3.3 Area of persons on a work platform exposed to wind:

4.2.3.3.3.1 The full area of one person shall be 0,7 m?2 (0,4 m average width x 1,75 m height) with the
centre of area 1,0 m above the work platform floor.

4.2.3.3.3.2 The exposed area of one person standing on a work platform behind an imperforate
section of fencing 1,1 m high shall be 0,35 m? with the centre of area 1,45 m above the work platform
floor.

4.2.3.3.3.3 The number of persons directly exposed to the wind shall be calculated as:

a) the length of the side of the work platform exposed to the wind, rounded to the nearest 0,5 m, and
divided by 0,5 m, or

b) the number of persons allowed on the work platform if less than the number calculated in a).

4.2.3.3.3.4 If the number of persons allowed on the work platform is greater than in 4.2.3.3.3.3 a) a
shape factor of 0,6 shall be applied to the extra number of persons.

4.2.3.3.4 The wind force on exposed tools and materials on the work platform shall be calculated as
3 % of their mass, acting horizontally at a height of 0,5 m above the work platform floor.

4.2.3.4 Manual force

The minimum value for the manual force M shall be taken as 200 N for MEWPs designed to carry only
one person and 400 N for MEWPs designed to carry more than one person, applied at a height of 1,1 m
above the work platform floor. Any greater force permitted shall be stated by the manufacturer.

4.2.3.5 Special loads and forces
Special loads and forces are created by special working methods and conditions of use of the MEWP such

as objects carried on the outside of the work platform and wind forces on large objects carried on the
work platform.

If a MEWP is intended for such special working methods and/or conditions of use, the loads and forces
resulting from that shall be taken into consideration as a modification to the rated load, dead weight,
wind load (see also Annex B) and/or hand forces as appropriate.
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4.2.4 Stability calculations
4.2.4.1 Forces created by structural masses and rated load
Forces created by structural masses and rated load, causing overturning or stabilizing moments, shall be

multiplied by a factor of 1,0 and calculated as acting vertically downwards.

In the case of movement of the extending structure these forces shall be multiplied by a factor of 0,1 and
applied as additional forces acting in the direction of movement creating the greatest overturning
moment.

Manufacturers may use factors lower than 0,1 provided they have been proved by measurement of the
effects of acceleration and deceleration.

For the travelling movements of MEWP of type 2 and type 3 the factor of 0,1 shall be replaced by a factor
'z' representing the forces produced by acceleration and deceleration or by performing the kerb and
depression tests (see 5.1.4.2.2.2). This factor shall be determined by calculation or tests (see Annex F
(informative) for a calculation example).

4.2.4.2 Wind forces

Wind forces shall be multiplied by a factor of 1,1 and taken to be acting horizontally.
4.2.4.3 Manual forces

Manual forces applied by persons on the work platform shall be multiplied by a factor of 1,1 and taken to
be acting in the direction creating the greatest overturning moment.

NOTE Examples for forces are given in Figures 5 to 12.
4.2.4.4 Calculation of overturning and stabilizing moments
The maximum overturning and corresponding stabilizing moments shall be calculated about the least

favourable tipping lines.

Tipping lines shall be determined in accordance with ISO 4305:2014 but for solid and foam-filled tyres
the tipping lines may be taken at 1/4 of the tyre ground contact width from the outside of the ground
contact width.

The calculations shall be made with the MEWP in the least favourable extended and/or retracted
positions with the maximum allowable inclination of the chassis defined by the manufacturer. All loads
and forces, which can act simultaneously, shall be taken into account in their least favourable
combinations. An allowance of 0,5° for inaccuracy in setting-up the MEWP shall be added to the maximum
allowable inclination of the chassis permitted by the manufacturer. Examples are shown in Table 1 and
Figure 5 to Figure 12. Graphical methods may be used.

In each case the calculated stabilizing moment shall be greater than the calculated overturning moment.
In the calculation the following influences shall be taken into account:

a) tolerances in the manufacture of the components;
b) play in the connections of the extending structure;
c) elastic deformations due to the effects of forces;

d) failure of any one tyre in the case of MEWPs supported by pneumatic tyres in the working position;
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e) performance characteristics of the load sensing system, moment sensing system and position
control. This shall include at least the following:

iy
2)
3)
4)
5)

6)

f) effects of deflection of suspensions.

transitory peaks caused by short term dynamic effects;

hysteresis;

chassis inclination;

ambient temperature;

different positions and distribution of load on work platform;

accuracy of the system;

The determination of the elastic deformations shall be obtained by experiment or by calculation.

Table 1 — Examples of load and force directions and combinations for stability calculations
(see Figure 5 to Figure 12)

80 kgup to (Dead Manual Wind loads
© rated load |weights force (M) (W)
= . (Sn)
g |Working Diagram
s condition | 1,0
- (1,5) | x0,1[x1,0| x0,1| x1,0| x0,1| x1,0| x 0,1
a
p | difting oy Ay | A | - | - | H | H |
(lowering) _
2 | travelling | V S Vv S - - H H 4
3 | travelling | V S \Y S - - H H /
forwards
go|Sabiliy, oy by A [ A | H | oH |
stationary .
on slope
backwards
s | Sabiliy, \ oy by A | A | H | oH |
stationary
on slope
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80 kgup to [Dead Manual Wind loads
o rated load |weights force (M) w)
= . (Sn)
§ wof;flflg Diagram
S | condition | « 1 9
- (1,5) | x0,1x1,0| x0,1| x1,0| x0,1| x1,0| x 0,1
a
with
limited
reach,

forwards
6 stability, v A v i H H

stationary

on slope,

lowering
7 | onslope |y 1y A| A | H]|H

stationary

level

8 ground \Y - \Y A A H H !

stationary
Key
V vertical
H horizontal
A angular
S atslope angle

a 1,5 instead of 1,0 to be considered if enhanced stability criteria are applicable according to 4.4.1.5.
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a) EXAMPLE 1a — Load sensing
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b) EXAMPLE 1b — Enhanced stability and overload criteria

Key
1  tippingline
2 maximum slope + 0,5°
g gravity acceleration
m, 40 kg (min. mass of tools and material)
my, 80 kg (mass of a person)
n permitted number of persons on the work platform
S, structuralloads
W wind loads

Figure 5 — Examples 1a/1b of maximum overturning load and force moment combinations (see
Table 1)
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a) EXAMPLE 2a — Load sensing
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Nxmpyxz g

b) EXAMPLE 2b — Enhanced stability and overload criteria

Key
1  tippingline
2 travelling direction
3 maximum slope + 0,5°
g gravity acceleration
m, 40 kg (min. mass of tools and material)
my, 80 kg (mass of a person)
n permitted number of persons on the work platform
S, structuralloads
W  wind loads
z factor which represents the forces produced by acceleration and deceleration

Figure 6 — Examples 2a/2b of maximum overturning load and force moment combinations (see
Table 1)
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nxmyxz g

b) EXAMPLE 3b — Enhanced stability and overload criteria

Key

tipping line

maximum slope + 0,5°

gravity acceleration

40 kg (min. mass of tools and material)

S S @ N -

80 kg (mass of a person)

permitted number of persons on the work platform

structural loads

wind loads

factor which represents the forces produced by acceleration and deceleration

N§M3

Figure 7 — Examples 3a/3b of maximum overturning load and force moment combinations (see
Table 1)
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Mx1,1
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mxmpx1 g
mex1 g
* S,xl g Nb 2
a) EXAMPLE 4a — Load sensing
Nsj
%
Mx11
2.
nxmyx1,5 g
/77ex1,5 g

¢Szx1 g sz

b) EXAMPLE 4b — Enhanced stability and overload criteria

Key
1  tippingline
2 maximum slope + 0,5°
g gravity acceleration
M manual force
m, 40 kg (min. mass of tools and material)
my, 80 kg (mass of a person)
n permitted number of persons on the work platform
S, structuralloads
W  wind loads

Figure 8 — Examples 4a/4b of maximum overturning load and force moment combinations (see
Table 1)
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Mx11 |/1

Key
1 tippingline
2 max.slope + 0,5°
g  gravity acceleration
M  manual force
S, structural loads
W  wind loads
Figure 9 — Example 5 of overturning load and force moment combinations (see Table 1)
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Key

tipping line

limited reach

max. slope + 0,5°

gravity acceleration

40 kg (min. mass of tools and material)

I I @ w N R

80 kg (mass of a person)

permitted number of persons on the work platform
structural loads

y

=1

wind loads

S

Figure 10 — Example 6 of overturning load and force moment combinations (see Table 1)

Documents
Document Shari@lHub

Full document details: BS EN 280-1:2022


http://www.avadocuments.com/doc/bs-en-280-1-2022
http://www.avadocuments.com/doc/bs-en-280-1-2022

EN 280-1:2022 (E)

Key

tipping line

max. slope + 0,5°
gravity acceleration

EC‘QND—\

manual force
40 kg (min. mass of tools and material)

3 3

80 kg (mass of a person)

permitted number of persons on the work platform

structural loads

§M3

wind loads

Figure 11 — Example 7 of maximum overturning load and force moment combinations (see
Table 1)

Documents
32 Document Sharing Hub

Full document details: BS EN 280-1:2022


http://www.avadocuments.com/doc/bs-en-280-1-2022
http://www.avadocuments.com/doc/bs-en-280-1-2022

EN 280-1:2022 (E)

Key
1 tipping line
2 level ground * 0,5°
G gravity acceleration
M  manual force
S structural loads
W  wind loads

Figure 12 — Example 8 of maximum overturning load and force moment combinations (see
Table 1)

4.2.5 Structural calculations
4.2.5.1 General

The calculations shall conform to the laws and principles of applied mechanics and strength of materials.
Sources of formulae shall be given if they are generally available. Otherwise the formulae shall be
developed from first principles, so that their validity can be checked.

Except where otherwise stated the individual loads and forces shall be taken to act in the positions,
directions and combinations which will produce the least favourable conditions.

For all load bearing components and joints the required information on stresses or safety factors shall be
included in the calculations in a clear and verifiable form. If necessary, for checking the calculation, details
of the main dimensions, cross-sections and materials for the individual components and joints shall be
given.

4.2.5.2 Calculation methods

The strength of load bearing steel structures shall be calculated and proofed in accordance with
EN 13001-3-1:2012+A2:2018. When EN 13001-3-1:2012+A2:2018 is not applicable, e.g. the fatigue
strength of welded connections with plates thinner than 3 mm or other metallic materials such as

aluminium, the calculation and proof of the load bearing structures shall follow the principles of
EN 13001-3-1:2012+A2:2018, and appropriate limits states shall be obtained from relevant sources.

Requirements laid down in 4.2.2, 4.2.3 and 4.2.4 above are to be considered for the determination of loads
and forces to be used in the calculations.

The elastic deformations of slender components shall be taken into account.

The analysis defined in 4.2.5.3 shall be made for the worst load combinations and shall include the effects
of the overload test (see 5.1.4.3) and the functional test (see 5.1.4.4).
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4.2.5.3 Strength analysis
4.2.5.3.1 Static strength analysis

All load bearing components and joints shall be proofed against failure by yielding or fracture. All load
bearing components subjected to compressive loads shall be proofed against failure by elastic instability
(e.g. buckling or crippling).

Loads can be considered to be either regular or occasional.
Regular loads occur frequently under normal operation. Regular loads are:

— rated load;
— dead weights.

Occasional loads occur infrequently and are usually neglected in fatigue assessment. Occasional loads are:

— loads due to in-service wind;
— manual force.

These loads are combined into two load combinations, load combination A comprising only regular loads
and load combination B comprising both regular and occasional loads. The static strength of the structure
shall be assessed for both load combination A and B. The loads and forces defined in 4.2.3 shall thereby
be multiplied by the partial safety factors yp given in Table 2.

Table 2 — Partial safety factors

Partial safety factors yp
Clause Loading
Load combination A Load combination B
4.2.3.1 Rated load 1,34 1,22
4232 Dead weights 1,22 1,16
4.2.3.3 Wind loads - 1,22
4.2.3.4 Manual force - 1,22

Dead weights that are acting favourably (e.g. counterweights that reduce forces and stresses) in some
load carrying parts, shall be assigned the value yP = 1 when calculating those load-carrying parts.

NOTE Load combinations from EN 13001-2 are not applicable within this document.
4.2.5.3.2 Fatigue strength analysis

The fatigue stress analysis is the proof against failure by fatigue due to stress fluctuations (see Annex J).
The analysis shall be made for all load bearing components and joints which are critical to fatigue taking
into account the constructional details, the degree of stress fluctuation and the number of stress cycles.
The number of stress cycles can be a multiple of the number of load cycles. Other stress variations during
use, caused by movements (e.g. slewing, lifting or travelling), can also contribute to the number of stress
cycles. Usually, only regular loads need to be considered and the partial safety factors yp shall be set to 1.
Loads due to misuse need not be considered.

NOTE1 Due to the requirements in 4.4.6 and 4.6.13, no fatigue assessment is needed for stresses caused by
vibrations during transport.
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For the proof, the different parts of the load bearing structure shall be assigned to S classes in accordance
with 6.3 of EN 13001-3-1:2012+A2:2018 (see also 1.2). The S classes may be established either:

— by direct selection from 1.2;

— by directly applying the formulae in EN 13001-3-1:2012+A2:2018 (see also 1.3.2);
— in a simplified way described in 1.3.3;

— by experience with technical justification.

NOTE 2  For the design of wire rope drive systems see Annex E.

Verification of the requirements of 4.2 — by design check, static tests and overload test.

4.3 Chassis and stabilizers

4.3.1 Chassis

4.3.1.1 An automatic safety function in accordance with 4.11 shall be fitted to prevent the travel of
pedestrian controlled MEWPs and power-driven MEWPs of type 1 when the work platform is out of the
transport position.

This requirement does not apply to vehicle mounted MEWPs.

Any travel speed restriction for self-propelled MEWPs, when the work platform is out of the transport
position, shall be automatic.

Verification - by design check and functional test.

4.3.1.2 Every MEWP shall have a device that gives an easily identifiable visual or acoustic signal to
indicate that the inclination of the chassis has reached the limits permitted by the manufacturer.

This device shall be protected against damage, accidental change of its setting and unauthorised
operation (e.g. sealed or locked).

For MEWPs of type 1 with stabilizers, a spirit level is permitted. For MEWPs with power driven stabilizers
the indication of the chassis inclination shall be clearly visible from each control position of the
stabilizers.

On MEWPs of type 2 (except vehicle mounted) and type 3 a safety function according to 4.11 shall prevent
the chassis exceeding the limits of inclination permitted by the manufacturer while travelling in the
elevated travel position by preventing the continuation of travel in the selected direction when the
chassis has reached the limits of inclination.

Verification - by functional test.

4.3.1.3 Any locking pins shall be secured against unintentional disengagement (e.g. spring pin) and
loss (e.g. chain).

Verification - by visual examination.

4.3.1.4 Control-bars of pedestrian controlled MEWPs and tow bars shall be securely fastened to the
chassis; unintentional detachment shall not be possible if detachable locking pins in accordance with
4.3.1.3 are used.

Verification - by visual examination and test.
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4.3.1.5 If control-bars and tow bars, when not in use, are raised to vertical position (e.g. by hook), an
automatic device shall be provided to hold the bars in this position; unintentional release shall not be
possible.

For multi-axle chassis the minimum clearance between the fully lowered control-bar or tow bar and the
ground shall be 120 mm.

Verification - by visual examination, test and measurement.

4.3.1.6 All MEWPS shall be equipped with brakes to prevent from unintended movements. Self-
propelled MEWPs shall be equipped with brakes on at least two wheels on the same axis which engage
automatically when power to the brakes is removed or fails and shall be able to stop the MEWP in
accordance with 4.3.1.10 and keep it in its stopped position.

Brakes shall not rely on hydraulic or pneumatic pressure or electric power to remain engaged.
Verification - by design check and functional test.

4.3.1.7 Vehicle mounted MEWPs shall be equipped with an indicator visible from the travelling
controls within the cab to indicate if any component of the MEWP is not in its transport position.
Verification - by functional test.

4.3.1.8 MEWPs shall be equipped with a device to prevent unauthorised use (e.g. lockable switch).

Verification - by functional test.

4.3.1.9 By the use of a safety function in accordance with 4.11 it shall not be possible to exceed the
following travel speeds with manned work platforms out of the transport position on MEWPs of type 2
and type 3:

a) 1,5m/s for vehicle mounted MEWPs when using the travelling controls inside the cab;
b) 3,0 m/s for rail mounted MEWPs;
c) 0,7 m/s for all other self-propelled MEWPs of type 2 and type 3.

Verification - by design check and functional test.

4.3.1.10 MEWPs travelling at the aforesaid maximum speeds on the maximum slope allowed by the
manufacturer shall be capable of being stopped in distances not greater than given in Figure 13. This
figure is based on an average deceleration of 0,5 m/s2.

NOTE Minimum braking distances depend on factor 'z' (see 4.2.4.1).

Verification - by functional test.
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