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National foreword

This British Standard has been prepared under the direction of the Automobile
Standards Policy Committee. It is the English language version of EN 284:1992
“Swap bodies — Swap bodies of class C— Dimensions and general requirements”,
published by the European Committee for Standardization (CEN).

EN 284 was produced as a result of international discussion in which the United
Kingdom took an active part.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, pages 1 and ii,
the EN title page, pages 2 to 16, an inside back cover and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on the

inside front cover. Documents

i - o BerMMeHy Sharing Hub

Full document details: BS EN 284:1992


http://www.avadocuments.com/doc/bs-en-284-1992
http://www.avadocuments.com/doc/bs-en-284-1992

EUROPEAN STANDARD EN 284
NORME EUROPEENNE
EUROPAISCHE NORM

February 1992

UDC 621.869.888
Descriptors: Rail transport, road transport, freight transport, freight containers, dimensions, specifications, marking

English version

Swap bodies — Swap bodies of class C — Dimensions and
general requirements

Caisses mobiles — Wechselbehéalter —
Caisses mobiles de classe C — Dimensions et Wechselbehilter der Klasse C — MafSe und
spécifications générales allgemeine Anforderungen

This European Standard was approved by CEN on 1992-02-28. CEN members
are bound to comply with the CEN/CENELEC Internal Regulations which
stipulate the conditions for giving this European Standard the status of a
national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Central Secretariat or to any
CEN member.

This European Standard exists in three official versions (English, French,
German). A version in any other language made by translation under the
responsibility of a CEN member into its own language and notified to the
Central Secretariat has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium,
Denmark, Finland, France, Germany, Greece, Iceland, Ireland, Italy,
Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and
United Kingdom.

CEN

European Committee for Standardization
Comité Européen de Normalisation
Europaisches Komitee fur Normung

Central Secretariat: rue de Stassart 36, B-1050 Brussels

© CEN 1992 Copyright reserved to all CEN members
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1 Object and field of application

This European Standard lays down the basic
specifications for swap bodies of class C, which are
designed as totally enclosed types, e.g. box types or
as open types, e.g. platform without or with
cover/stake. This standard does not apply to swap
bodies having a gross mass of more than 16 t

(e.g. tank type swap bodies).

These swap bodies are suitable for international
exchange and for conveyance by road and rail
including interchange between these forms of
transport.

NOTE Class C means that all swap bodies having this
designation are equipped with bottom fittings positioned
according to the specification for 1C (20’) ISO-Containers
(see ISO 668).

2 Normative references

The following standards contain provisions which,
through reference in this text, constitute provisions
of this European Standard. At the time of
publication, the editions indicated were valid. All
standards are subject to revision, and parties to
agreements based on these International and
European Standards are encouraged to investigate
the possibility of applying the most recent editions
of the standards listed below. Members of CEN
maintain registers of currently valid International
and European Standards.

EN 283:1991, Swap bodies, Testing.

ISO 668:1988, Series 1 freight containers —
classification — dimensions and ratings.

IS0 1161:1984, Series 1 freight containers — Corner
fittings — specification.

ISO 6346:1984, Freight containers — Coding,
identification and marking.

UIC 592-4:1985, Swap bodies which can be handled
by grabs — Technical conditions.

UIC 596-6:1986, Traffic of road vehicles on wagons;
Technical organization — conditions for coding load

units in combined transport and combined transport
lines.

3 Dimensions and ratings

The external dimensions, tolerances and rating (R)
of the general cargo swap bodies covered by this
standard are those specified in Figure 1 and

Table 1. No part of the swap body shall project
beyond these specified overall external dimensions.

4 General requirements

The strength requirements for swap bodies are
given in EN 283. The swap bodies as complete units
shall be capable of withstanding the loads and
loadings specified in this standard.

5 Mandatory features
5.1 Bottom fittings

All swap bodies shall be equipped with four bottom
fittings. Requirements for the location of the fittings
are given in Figure 1 and Table 1 and are in
conformity with the positioning specified for 1C
ISO-Containers. The apertures of the fittings shall
comply with ISO 1161; for basic fitting dimensions
see Annex A.

5.2 Grappler arm lifting areas

All swap bodies shall be equipped with four grappler
arm lifting areas. Requirements for the location and
dimensions of grappler arm lifting areas are given
in Figure 2. They shall be designed to prevent
grappler arms sliding from the lifting area at
longitudinal movement of the swap body relative to
the lifting device. This can normally be
accomplished by fixing two stops at 250 mm on
either side of the grappler arm lifting area centre
line.

If this 1s unpracticable (e.g. supporting legs, etc.),
the total length of the area shall be increased

from 500 mm to 850 mm as measured from the axis
of the bottom fitting, and all of the longitudinal
safety lip and part of the contact area may be
removed:

— over a depth of less than 15 mm from the
inside face of the safety lip of the grappler arm
lifting area, and

— in the areas marked a) and b) on Figure 2.
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