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National foreword
This British Standard, which has been prepared under the direction of the General Mechanical Engineering Standards
Committee, is identical with 1SO 8735 : 1987 ‘Parallel pins with internal thread, hardened’, published by the International
Organization for Standardization (1SO).
Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in British
Standards; attention is drawn especially to the following.
The comma has been used as a decimal marker. In British Standards it is current practice to use a full point on the baseline
as the decimal marker.
Wherever the words ‘International Standard’ or ‘1SO 8735’ appear, referring to this standard, they should be read as
‘British Standard’ or ‘BS 7056'.
Cross-references
International standard Corresponding British Standard
1ISO 965-1980 BS 3643 I1SO metric screw threads
Part 1 : 1981 Principles and basic data
(Technically equivalent)
1SO 4520-1981 BS 6338 : 1982 Specification for chromate conversion coatings on electroplated zinc and
cadmium coatings
(ldentical)
The Technical Committee has reviewed the provisions of 1SO 3269, to which reference is made in the text, and has
decided that they are acceptable for use in conjunction with this standard. A related British Standard for 1SO 3269-1984
is BS 6338 : 1985 ‘Method of acceptance inspection for fasteners’.
Compliance with a British Standard does not of itself confer immunity from legal obligations.
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Amendment No. 1

published and effective from 15 November 1992

to BS 7056 : 1989

Specification for hardened parallel pins with internal thread

NOTE. The European Committee for Standardization (CEN) has
accepted ISO 8735 : 1987 as a European Standard designated as
EN 28735 : 1992. This amendment implements EN 28735 : 1992
as a British Standard in the BS EN series.

Implementation of European Standard

Front cover
Delete the existing cover page and substitute the attached.

AMD 7497/November 1992

National foreword
At the end of paragraph 1 insert the following new paragraph

‘In 1992 the European Committee for Standardization (CEN) accepted ISO 8735 :
1987 as European Standard EN 28735 : 1992. As a consequence of implementing the
European Standard this British Standard is renumbered as BS EN 28735 and any
reference to BS 7056 should be read as a reference to BS EN 28735.’

AMD 7497/November 1992

New EN title page and foreword

Immediately after the national foreword insert the attached new EN title page and
foreword page.

AMD 7497/November 1992

9211—1 GME/9/6
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ITT. TANDARD BS EN
BRITISH S 28735 : 1992
ISO 8735 : 1987

Parallel pins with internal
thread, hardened

The European Standard EN 28735 : 1992 has the status of a
British Standard

Goupilles cylindriques a trou taraudé, trempées Zylinderstifte mit Innengewinde, gehéartet
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