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National foreword

This British Standard, which has been prepared under the direction of the General Mechanical Engineering Standards
Committee, is identical with 1SO 8747 -1986 ‘Grooved pins — Grooved pins with countersunk head’, published by the
International Organization for Standardization (1SO).

In 1992 the European Committee for Standardization (CEN) accepted ISO 8747 : 1986 as European Standard
EN 28747 : 1992. As a consequence of implementing the -European Standard this British Standard is renumbered
as BS EN 28747 and any reference to BS 7053 should be read as a reference to BS EN 28747.

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in British
Standards; attention is drawn especially to the following.

The comma has been used as a decimal marker. In British Standards it is current practice to use a full point on the baseline *
as the decimal marker.

Wherever the words ‘International Standard’ or ‘1SO 8747° appear, referring to this standard, they should be read as
‘British Standard’ or ‘BS 7053".

Cross-references

international standard Corresponding British Standard B

1SO 4520-1981 BS 6338 : 1982 Specification for chromate conversion coatings on electroplated zinc and
cadmium coatings
(1dentical)

The Technical Committee has reviewed the provisions of 1ISO 2081 and ISO 3269, to which reference is made in the
text, and has decided that they are acceptable for use in conjunction with this standard. Related British Standards for
1SO 2081-1986 and 1SO 3263-1984 are, respectively, BS 1706 : 1960 ‘Specification for electroplated coating of
cadmium and zinc on iron and steel’, and BS 6587 : 1985 ‘Method of acceptance inspection for fasteners’.

Compliance with a British Standard does not of itself confer immunity from legal obligations.
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Descriptors: Fasteners, grooved nails, specifications, dimensions, designation

English version

Grooved pins with countersunk head

(ISO 8747 : 1986)

Clous cannelés a téte fraisée Senkkerbnéigel
(ISO 8747 : 1986) (ISO 8747 . 1986)

This European Standard was approved by CEN on 1992-07-17. CEN members are
bound to comply with the CEN/CENELEC Internal Regulations which stipulate the
conditions for giving this European Standard the status of a national standard
without any alteration.

Up-to-date lists and bibliographical references concerning such national standards
may be obtained on application to the Central Secretariat or to any CEN member.
This European Standard exists in three official versions (English, French,
German). A version in any other language made by translation under the
responsibility of a CEN member into its own language and notified to the Central
Secretariat has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Denmark,
Finland, France, Germany, Greece, Iceland, Ireland, Italy, Luxembourg,
Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and United Kingdom.

CEN

European Committee for Standardization
Comité Européen de Normalisation
Européisches Komitee fiir Normung

Central Secretariat: rue de Stassart 36, B-1050 Brussels

© 1992 Copyright reserved to CEN members
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Page 2
EN 28747 : 1992

Foreword

In 1992, CEN Technical Committee CEN/TC 185
‘Threaded and non threaded mechanical fasteners and
accessories’ the secretariat of which is held by DIN
decided to submit the Intermational Standard ISO

8747 : 1986 - ‘Grooved pins with countersunk head to
the formal vote procedure. The result was positive.

In the countries bound to implement this European
Standard a national standard identical to this European
Standard shall be published at the latest by 1993-1-31
and conflicting national standards shall be withdrawn
at the latest by 1993-1-31.

According to the CEN/CENELEC Common Rules the
following countries are bound to implement this
European Standard: Austria, Belgium, Denmark,
Finland, France, Germany, Greece, Iceland, Ireland,
Italy, Luxembourg, Netherlands, Norway, Spain,
Portugal, Sweden, Switzerland and United Kingdom.
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