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BS 7304 : Part 2 : 1990

Committees responsible for this
British Standard

The preparation of this British Standard was entrusted by the Textiles and
Clothing Standards Policy Committee (TCM/-) to Technical Committee TCM/19,
upon which the following bodies were represented:

British Clothing Industry Association

British Nonwovens Manufacturers’ Association
British Textile Employers’ Association

British Textile Technology Group

Furniture Industry Research Association

Guild of Hospital Pharmacists

Man-made Fibres Producers’ Committee
National Fillings Trades Association

Surgical Dressings Manufacturers’ Association

This British Standard, having
been prepared under the
direction of the Textiles and
Clothing Standards Policy

Committee, was published under Amendm : s . .
the authority of the Board of BSI endments issued since publication
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Amendment No. 1

published and effective from 15 November 1992

published and effective from

to BS 7304 : Part 2 : 1990

Methods of test for nonwovens
Part 2. Determination of thickness

NOTE. The European Committee for Standardization (CEN) has
accepted ISO 9073-2 : 1989 as a European Standard designated as
EN 29073-2 : 1992. This amendment implements EN 29073-2 :
1992 as a British Standard in the BS EN series.

Implementation of European Standard

Front cover
Delete the existing cover page and substitute the attached.

AMD 7009/November 1992

National foreword
At the end of paragraph 1 insert the following new paragraph.

‘In 1992 the European Committee for Standardization (CEN) accepted ISO 9073-2 :
1989 as European Standard EN 29073-2 : 1992. As a consequence of implementing
the European Standard this British Standard is renumbered as BS EN 29073-2 and
any reference to BS 7304 : Part 2 should be read as a reference to BS EN 29073-2.

In the cross-references, delete ‘BS 1051 : 1981 Glossary of terms relating to the
conditioning, testing and mass determination of textiles (Technically equivalent)’ and
substitute the following.

‘BS EN 20139 : 1992 Textiles — Standard atmospheres for conditioning and testing
(Identical)y’

AMD 7009/November 1992

New EN title page and foreword

Immediately after the national foreword insert the attached new EN title page and
foreword page.

AMD 7009/November 1992
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