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National foreword

This British Standard has been prepared by Technical Committee B/505, Waste
water engineering. It is the English language version of EN 295-1:1991 including
amendments A1:1996, A2:1996 and A3:1999.

Cross-references

The British Standards which implement international or European publications
referred to in this document may be found in the BSI Standards Catalogue under
the section entitled “International Standards Correspondence Index”, or by using
the “Find” facility of the BSI Standards Electronic Catalogue.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages i and 1ii,
the EN title page, pages 2 to 5 and a back cover.

The BSI copyright notice displayed in this document indicates when the
document was last issued.

Sidelining in this document indicates the most recent changes by amerﬁt&e&tUmen ts
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ICS 23.040.30; 23.040.50
Descriptors: Vitrified clay, pipes, fittings, joints, drains, sewers

English version

Vitrified clay pipes and fittings and pipe joints for
drains and sewers —
Part 1: Requirements

(includes amendments A1:1996, A2:1996 and A3:1999)

Tuyaux et accessoires en gres et assemblagesde  Steinzeugrohre und Formstiicke sowie

tuyaux pour les réseaux de branchement et Rohrverbindungen fir Abwasserleitungen
d’assainissement — und -kanéle —

Partie 1: Exigences Teil 1: Anforderungen

(inclut les amendements A1:1996, A2:1996 et (enthélt Anderungen A1:1996, A2:1996 und
A3:1999) A3:1999)

This European Standard was approved by CEN on 1996-10-16, amendment Al
was approved by CEN on 1996-02-23, amendment A2 was approved by CEN
on 1996-09-14, amendment A3 was approved by CEN on 1991-01-28. CEN
members are bound to comply with the CEN/CENELEC Internal Regulations
which stipulate the conditions for giving this European Standard the status of
a national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Central Secretariat or to any
CEN member.

This European Standard exists in three official versions (English, French,
German). A version in any other language made by translation under the
responsibility of a CEN member into its own language and notified to the
Central Secretariat has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium,
Denmark, Finland, France, Germany, Greece, Iceland, Ireland, Italy,
Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and
United Kingdom.

CEN

European Committee for Standardization
Comité Européen de Normalisation
Européiisches Komitee fur Normung

Central Secretariat: rue de Stassart 36, B-1050 Brussels

© 1991 All rights of reproduction and communication in any form and by any ans reserved in all

countries to CEN and its members méocuments
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Foreword

This part of the European Standard for vitrified clay
pipes is the first of three parts which was drafted by
WG2 “Vitrified clay pipes” of the technical
Committee CEN/TC 165 “Waste water engineering”
secretariat of which is held by DIN.

“Vitrified clay pipes and fittings and pipe joints for
drains and sewers Part 2: Quality control and
sampling” contains the complete quality control.
“Vitrified clay pipes and fittings and pipe joints for
drains and sewers Part 3: Test methods” contains
the necessary statements on the testing methods.
Other parts may be added later.

On drafting this standard the provisional results
already available of CEN/TC 165/WG1 “General
requirements on pipes, fittings, pipe joints including
sealings and manholes” or other relevant working
group of TC 165 with general responsibilities were
taken into account. When further results are
received, any necessary amendments will be made.

In accordance with the Common CEN/CENELEC
Rules, the following countries are bound to
implement this European Standard:-

Austria, Belgium, Denmark, Finland, France,
Germany, Greece, Iceland, Ireland, Italy,
Luxembourg, Netherlands, Norway, Portugal,
Spain, Sweden, Switzerland and United Kingdom.

Vitrified clay pipes in permanent or in temporary
contact with water intended for human
consumption will not affect the quality of that
water. Therefore this standard does not contravene
the EC-Council Directives 75/440, 79/869, 80/778.

This standard takes into account the essential
requirements of the EC-Council Directive for
construction products (89/106) and the Draft
Directive on the treatment of municipal waste
water [COM (89) 518].

Foreword of amendment Al

This amendment EN 295-1:1991/A1:1996 to the
EN 295-1:1991 has been prepared by Technical
Committee CEN/TC 165, Waste water engineering,
the secretariat of which is held by DIN.

The draft European Standard contains changes and
additions to Table 11 and Table 11 of
EN 295-1:1991.

CEN members will decide whether the complete or
corrected Table 11 and Table 11 will be published
separately from the original version of

EN 295-1:1991 as an amendment or the changes
will be incorporated in a revised publication of the
standard. It will be up to the CEN members to
decide which option to take. These options are
allowed under clause M.3 of the CEN Internal
Regulations Part 3.

This amendment to the European Standard

EN 295-1:1991 shall be given the status of a
national standard, either by publication of an
identical text or by endorsement, at the latest by
October 1996, and conflicting national standards
shall be withdrawn at the latest by October 1996.

According to the CEN/CENELEC Internal
Regulations, the national standards organizations
of the following countries are bound to implement
this amendment: Austria, Belgium, Denmark,
Finland, France, Germany, Greece, Iceland,
Ireland, Italy, Luxembourg, Netherlands, Norway,
Portugal, Spain, Sweden, Switzerland and the
United Kingdom.

Foreword of amendment A2

This amendment EN 295-1:1991/A2:1996 to the
EN 295-1:1991 has been prepared by Technical
Committee CEN/TC 165, Waste water engineering,
the secretariat of which is held by DIN.

Amendment Al contain changes and additions to
Table 11 and Table 11 of EN 295-1:1991. This
amendment contains a change to Table 9 for the
tensile strength of polypropylene for sleeve
couplings. There will be an amendment to 16.2 of
EN 295-3:1991 for the rate of grip separation to be
Speed C (50 mm/min + 10 %).

CEN members will decide whether the complete or
corrected Table 11 and Table 11 will be published
separately from the original version of

EN 295-1:1991 as an amendment or the changes
will be incorporated in a revised publication of the
standard. It will be up to the CEN members to
decide which option to take. These options are
allowed under M.3 of the CEN/CENELEC Internal
Regulations Part 3.

This amendment to the European Standard

EN 295-1:1991 shall be given the status of a
national standard, either by publication of an
identical text or by endorsement, at the latest by
April 1997, and conflicting national standards shall
be withdrawn at the latest by April 1997.
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