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ICS 49.060 Supersedes EN 2997-4:1997 

English Version 

 Aerospace series - Connectors, electrical, circular, coupled by 
threaded ring, fire-resistant or non fire-resistant, operating 

temperatures - 65 °C to 175 °C continuous, 200 °C continuous, 
260 °C peak - Part 004: Jam-nut mounted receptacle - Product 

standard 

 

Série aérospatiale - Connecteurs électriques circulaires à 
accouplement par bague filetée, résistant au feu ou non, 

températures d'utilisation - 65 °C à 175 °C continu, 200 °C 
continu, 260 °C en pointe - Partie 004 : Embase à fixation 

par écrou - Norme de produit 

 Luft- und Raumfahrt - Elektrische Rundsteckverbinder mit 
Schraubkupplung, feuerbeständig oder nicht 

feuerbeständig, Betriebstemperaturen - 65 °C bis 175 °C 
konstant, 200 °C konstant, 260 °C Spitze - Teil 004: Fester 

Steckverbinder mit Mutternbefestigung - Produktnorm 

This European Standard was approved by CEN on 24 June 2006.  
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versions. 
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Slovakia, Slovenia, Spain, Sweden, Switzerland and United Kingdom. 
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Foreword 

This document (EN 2997-004:2006) has been prepared by the Aerospace and Defence Industries Association 
of Europe - Standardization (ASD-STAN). 

After enquiries and votes carried out in accordance with the rules of this Association, this Standard has 
received the approval of the National Associations and the Official Services of the member countries of ASD, 
prior to its presentation to CEN. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by April 2007, and conflicting national standards shall be withdrawn at the 
latest by April 2007. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

This document supersedes EN 2997-4:1997. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Cyprus, Czech Republic, 
Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, 
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, 
Switzerland and the United Kingdom. 
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