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National foreword

This British Standard is the UK implementation of EN 302-2:2013.
It supersedes BS EN 302-2:2004, which is withdrawn.

The UK participation in its preparation was entrusted to
Technical Committee PRI/52, Adhesives.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© The British Standards Institution 2013.
Published by BSI Standards Limited 2013.

ISBN 978 0 580 75256 8
ICS 83.180

Compliance with a British Standard cannot confer immunity
from legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 April 2013.

Amendments issued since publication
Date Text affected

Documents

Document Sharing Hub

Full document details: BS EN 302-2:2013


http://dx.doi.org/10.3403/03082530
http://www.avadocuments.com/doc/bs-en-302-2-2013
http://www.avadocuments.com/doc/bs-en-302-2-2013

BS EN 302-2:2013

EUROPEAN STANDARD
NORME EUROPEENNE

EUROPAISCHE NORM March 2013

ICS 83.180 Supersedes EN 302-2:2004

English Version

Adhesives for load-bearing timber structures - Test methods -
Part 2: Determination of resistance to delamination

Adhésifs pour structures portantes en bois - Méthodes Klebstoffe fur tragende Holzbauteile - Prufverfahren - Teil 2:
d'essai - Partie 2: Détermination de la résistance a la Bestimmung der Delaminierungsbestandigkeit
délamination

This European Standard was approved by CEN on 5 February 2013.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management Centre has the same
status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
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Foreword

This document (EN 302-2:2013) has been prepared by Technical Committee CEN/TC 193 “Adhesives”, the
secretariat of which is held by AENOR.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by September 2013 and conflicting national standards shall be withdrawn
at the latest by September 2013.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 302-2:2004.

The following modifications have been made:

— The glue spread for minimum and maximum assembly time is now given for aminoplastic and phenolic
adhesives;

— The standard is now used for assessing the compliance for adhesives with EN 301, EN 15425 and
prEN 16254.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece,
Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal,
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom.
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Introduction

This document is one of a series dealing with adhesives for use with timber structures, and is published in
support of EN, 1995 Eurocode 5: Design of timber structures. The series consists of three classification and
performance requirements for adhesives for load-bearing timber structures, phenolic and aminoplastic
adhesives (EN_301), one component polyurethane adhesives () and emulsion polymerised
isocyanate adhesives (prEN 16254), and all together eleven test methods (EN 302 Parts 1 to 7 and EN 15416
Parts 2 to 5).

These European Standards have the following titles:

EN 301, Adhesives, phenolic and aminoplastic, for load-bearing timber structures — Classification and
performance requirements

N 15425, Adhesives — One component polyurethane for load bearing timber structures — Classification and
performance requirements

prEN 16254, Adhesives — Emulsion polymerized isocyanate (EPI), for load-bearing timber structures —
Classification and performance requirements

EN 302, Adhesives for load-bearing timber structures — Test methods
— Part 1: Determination of longitudinal tensile shear strength
— Part 2: Determination of resistance to delamination

— Part 3: Determination of the effect of acid damage to wood fibres by temperature and humidity cycling on
the transverse tensile strength

— Part 4: Determination of the effects of wood shrinkage on the shear strength

— Part 5: Determination of maximum assembly time under referenced conditions

— Part 6: Determination of the minimum pressing time under referenced conditions

— Part 7: Determination of the working life under referenced conditions

EN 15416, Adhesives for load bearing timber structures other than phenolic and aminoplastic — Test methods
— Part 2: Static load test of multiple bondline specimens in compression shear

— Part 3: Creep deformation test at cyclic climate conditions with specimens loaded in bending shear

— Part 4: Determination of open assembly time for one component polyurethane adhesives

— Part 5: Determination of conventional pressing time

Safety statement

Persons using this document should be familiar with the normal laboratory practice, if applicable. This
document cannot address all of the safety problems, if any, associated with its use. It is the responsibility of

the user to establish appropriate safety and health practices and to ensure compliance with any regulatory
conditions.
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