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National foreword

This British Standard is the official English language version of
EN 302-4:2004. It supersedes BS EN 302-4:1992 which is withdrawn.

The UK participation in its preparation was entrusted to Technical Committee
PRI/52, Adhesives, which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the
UK interests informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or
by using the “Search” facility of the BSI Electronic Catalogue or of British
Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 15 and a back cover.

The BSI copyright notice displayed in this document indicates when the
document was last issued.

Amendments issued since publication

Amd. No. Date Comments
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ICS 83.180 Supersedes EN 302-4:1992

English version

Adhesives for load-bearing timber structures - Test methods -
Part 4. Determination of the effects of wood shrinkage on the
shear strength

Adhésifs pour structures portantes en bois - Méthodes Klebstoffe fur tragende Holzbauteile - Prifverfahren - Teil 4:
d'essai - Partie 4: Détermination de l'influence du retrait du Bestimmung des Einflusses von Holzschwindung auf die
bois sur la résistance au cisaillement Scherfestigkeit

This European Standard was approved by CEN on 16 April 2004.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Central Secretariat or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the Central Secretariat has the same status as the official
versions.

CEN members are the national standards bodies of Austria, Belgium, Cyprus, Czech Republic, Denmark, Estonia, Finland, France,
Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Slovakia,
Slovenia, Spain, Sweden, Switzerland and United Kingdom.
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EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

Management Centre: rue de Stassart, 36 B-1050 Brussels

© 2004 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN 302-4:2004: E
worldwide for CEN national Members.
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Foreword

This document (EN 302-4:2004) has been prepared by Technical Committee CEN/TC 193 “Adhesives”, the
secretariat of which is held by AENOR.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by January 2005, and conflicting national standards shall be withdrawn at
the latest by January 2005.

This document supersedes EN 302-4:1992.

This document is one of a series dealing with adhesives for use with timber structures, and is published in
support of Eurocode No. 5 “Common unified rules for timber structures”. The series consists of a classification
and performance requirements for two types of phenolic and aminoplastic adhesives for use in different
climatic conditions (EN 301), four test methods (EN 302 Parts 1 to 4) used to assess the performance of
adhesives after specified heat and humidity treatments, and three test methods (ENV 302-5 and EN 302 Parts
6 and 7) to characterise the working properties of the adhesive.

EN 301 and EN 302 Parts 1 to 4 and Parts 6 and 7 have the following titles.

EN 301 Adhesives, phenolic and aminoplastic, for load-bearing timber structures — Classification and
performance requirements

EN 302 Adhesives for lead-bearing timber structures — Test methods —
Part 1: Determination of bond strength in longitudinal tensile shear strength
Part 2: Determination of resistance to delamination

Part 3: Determination of the effect of acid damage to wood fibres by temperature and humidity
cycling on the transverse tensile strength

Part 4: Determination of the effects of wood shrinkage on the shear strength
Part 6: Determination of the conventional pressing time
Part 7:  Determination of the conventional working life

ENV 302-5:2001 has the title 'Adhesives for load-bearing timber structures — Test methods —
Part 5: Determination of the conventional assembly time'.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Cyprus, Czech Republic,
Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania,
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Slovakia, Slovenia, Spain, Sweden, Switzerland
and United Kingdom.
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1 Scope

This part of EN 302 specifies a method for determining the extent to which wood shrinkage under drying
conditions will weaken an adhesive bond.

It is suitable for the following applications:
a) for assessing the compliance of adhesives with EN 301;
b) for assessing the suitability and quality of adhesives for load-bearing timber structures;

c) for determining if the adhesive is capable of withstanding stresses due to wood shrinkage without
unacceptable loss of strength.

This test is intended primarily to obtain performance data for the classification of adhesives for load-bearing
timber structures according to their suitability for use in defined climatic environments. This test is carried out
on spruce (Picea abies L.).

This method is not intended for use to provide numerical design data and does not necessarily represent the

performance of the bonded member in service. It is not intended to be used to assess the suitability of
adhesives for the manufacture of wood-based panels.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

EN 301, Adhesives, phenolic and aminoplastic, for load-bearing timber structures — Classification and
performance requirements.

EN 13183-1, Moisture content of a piece of sawn timber — Part 1: Determination by oven dry method.

ISO 5893, Rubber and plastics test equipment — Tensile, flexural and compression types (constant rate of
traverse) — Specification.

3 Principle

A crosswise double joint with a 0,5 mm thick glue line is submitted to a dry storage treatment and then
strained to failure by a compressive shear force.

4 Safety
Persons using this document shall be familiar with normal laboratory practice.
This document does not purport to address all safety problems, if any, associated with its use.

It is the responsibility of the user to establish safety and health practices and to ensure compliance with any
European or national regulatory conditions.

Documents
4 Document Sharing Hub

Full document details: BS EN 302-4:2004


http://www.avadocuments.com/doc/bs-en-302-4-2004
http://www.avadocuments.com/doc/bs-en-302-4-2004

