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National foreword
This British Standard is the official English language version of 
EN 303-3:1998, including amendment A2:2004 and corrigendum June 2006.

The start and finish of text introduced or altered by amendment is indicated in 
the text by tags !". Tags indicating changes to CEN text carry the number 
of the CEN amendment. For example, text altered by CEN amendment 1 is 
indicated by !".

The UK participation in its preparation was entrusted to Technical Committee 
GSE/41, Non-domestic gas-fired central heating boilers, which has the 
responsibility to: 

A list of organizations represented on this committee can be obtained on 
request to its secretary.

Cross-references

The British Standards which implement international or European 
publications referred to in this document may be found in the BSI Catalogue 
under the section entitled “International Standards Correspondence Index”, or 
by using the “Search” facility of the BSI Electronic Catalogue or of British 
Standards Online.

This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application. 

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

— aid enquirers to understand the text;

— present to the responsible international/European committee any 
enquiries on the interpretation, or proposals for change, and keep UK 
interests informed;

— monitor related international and European developments and 
promulgate them in the UK.
Summary of pages

This document comprises a front cover, an inside front cover, the EN title page, 
pages 2 to 37 and a back cover.

The BSI copyright notice displayed in this document indicates when the 
document was last issued.
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Foreword 
This European Standard has been prepared by 
Technical Committee CEN/TC 109, Central heating 
boilers using gaseous fuels, the Secretariat of which 
is held by NNI. 

This European Standard shall be given the status of 
a national standard, either by publication of an 
identical text or by endorsement, at the latest by 
March 1999, and conflicting national standards 
shall be withdrawn at the latest by March 1999. 

This European Standard has been prepared under a 
mandate given to CEN by the European 
Commission and the European Free Trade 
Association, and supports essential requirements of 
EU Directive(s). 

This European Standard specifies the tests to be 
carried out on the assembly of a boiler body in 
conformity with standard EN 303-1 and a forced 
draught burner in conformity with 
standard EN 676. 

The European Standard EN 303 includes six parts: 

— Part 1: Heating boilers with forced draught 
burners — Terminology, general requirements, 
testing and marking. 
— Part 2: Heating boilers with forced draught 
burners — Special requirements for boilers with 
atomizing oil burners. 
— This Part 3. 
— Part 4: Heating boilers with forced draught 
burners — With outputs up to 70 kW and a 
maximum operating pressure of 3 bar — 
Terminology, special requirements, testing and 
marking. 
— Part 5: Special heating boilers for solid fuels — 
Hand and automatically fired — Nominal heat 
output of up to 300kW — Terminology, 
requirements, testing and marking. 
— Part 6: Heating boilers with forced draught 
burners — Specific requirements for the domestic 
hot water operation of liquid-fired combination 
boilers of nominal heat output not 
exceeding 70 kW. 

This European Standard does not deal with NOx 
emissions, as they are treated in EN 676. 

For relationship with EU Directive(s), see 
informative Annex ZA, which is an integral part of 
this standard. 

According to the CEN/CENELEC Internal 
Regulations, the national standards organizations 
of the following countries are bound to implement 
this European Standard: Austria, Belgium, Czech 
Republic, Denmark, Finland, France, Germany, 
Greece, Iceland, Ireland, Italy, Luxembourg, 
Netherlands, Norway, Portugal, Spain, Sweden, 
Switzerland and the United Kingdom. 

Foreword to amendment A2
This document EN 303-3:1998/A2:2004 has been 
prepared by Technical Committee CEN/TC 109, 
Central heating boilers using gaseous fuels, the 
Secretariat of which is held by NEN.

This amendment to the European Standard 
EN 303-3:1998 shall be given the status of a 
national standard, either by publication of an 
identical text or by endorsement, at the latest by 
October 2004, and conflicting national standards 
shall be withdrawn at the latest by October 2004.

This document has been prepared under a mandate 
given to CEN by the European Commission and the 
European Free Trade Association, and supports 
essential requirements of EU Directive(s).

WARNING: other requirements and other 
EU Directives may be applicable to the products 
falling within the scope of this European Standard.

For relationship with EU Directive(s), see 
informative Annex ZA, which is an integral part of 
this document.

According to the CEN/CENELEC Internal 
Regulations, the national standards organizations 
of the following countries are bound to implement 
this European Standard: Austria, Belgium, Czech 
Republic, Denmark, Finland, France, Germany, 
Greece, Hungary, Iceland, Ireland, Italy, 
Luxembourg, Malta, Netherlands, Norway, 
Portugal, Slovakia, Spain, Sweden, Switzerland and 
the United Kingdom. 

NOTE Once constructional requirements for low-temperature 
boilers have been included within EN 303-1 they will replace the 
constructional requirements of this amendment.

Amendment A1 to European Standard EN 303-3 does not exist. 
The draft worked out under the reference EN 303-3:1998/prA1 is 
now referenced prEN 303-7.
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1 Scope 
This European Standard specifies the requirements and test methods for the construction, the safety and 
the rational energy usage of an assembly made up of a boiler body complying with EN 303-11) and a forced 
draught gas burner complying with EN 676, using combustible gases, hereafter referred to as a “boiler”. 

#This European Standard applies to standard boilers and low-temperature boilers with a nominal heat 
output not exceeding 1 000 kW and with a water temperature at normal operation not exceeding 105 °C.$ 

This European Standard does not contain all the necessary requirements for: 

—  assemblies designed as units; 
—  #condensing boilers$; 
—  boilers intended to be installed in the open; 
—  boilers permanently fitted with more than one flue outlet; 
—  boilers fitted with a draught diverter; 
—  boilers intended to be connected to a common flue having mechanical extraction. 

This European Standard does not apply to living-space dedicated boilers (see 3.6). 

If the boiler body has already been tested with a liquid fuel burner, in accordance with EN 303-1, EN 303-2 
and EN 304, only the tests described in Annex G need to be performed. 

In the case of a range of boilers, see Annex F. 

#Text deleted$

This European Standard only covers type testing. 

2 Normative references 
This present European Standard incorporates by means of dated or undated reference, provisions from 
other publications. These normative references are cited at the appropriate places in the text and the 
publications are listed hereafter. For dated references, subsequent amendments or revisions of any of these 
publications apply to this European Standard only when incorporated in it by amendment or revision. For 
undated references, the latest edition of the publication referred to applies. 

EN 303-1, Heating boilers — Heating boilers with forced draught burners — Part 1: Terminology, general 
requirements, testing and marking.

EN 303-2, Heating boilers — Heating boilers with forced draught burners — Part 2: Special requirements 
for boilers with atomizing oil burners.

EN 304, Heating boilers — Test code for heating boilers for atomizing oil burners.

EN 676, Automatic forced draught burners for gaseous fuels.

1) The conformity with the standard EN 303-1 can be obtained jointly by the EN 303-1 specific tests and the EN 303-2 
or EN 303-3 tests. If the boiler body has already been tested for conformity with EN 303-2, see Annex G.
© BSI 2006 5
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3 Definitions 
For the purposes of this standard, the following definitions apply. 

3.1 gas rates

3.1.1  
volumetric rate 
the volume of gas consumed by the boiler in unit time during continuous operation, expressed in cubic 
metres per hour (m3/h)
symbols:

— V (under test conditions); 
— Vr (under reference conditions) 

3.1.2  
mass rate
the mass of gas consumed by the boiler in unit time during continuous operation, expressed in kilograms 
per hour (kg/h), or on occasions in grams per hour (g/h) 
symbols: 

— M (under test conditions); 
— Mr (under reference conditions) 

3.2  
heat input 
the product of the volumetric rate or the mass rate, and the net calorific value of the gas, under the same 
reference conditions, expressed in kilowatts (kW) 
symbol: Q 

3.2.1  
nominal heat input2)

the heat input stated by the manufacturer, expressed in kilowatts (kW) 
symbol: Qn 

3.3 outputs 

3.3.1  
useful output 
the quantity of heat transmitted to the heat carrier in unit time, expressed in kilowatts (kW) 
symbol: P 

3.3.2  
nominal output 
the useful output stated by the manufacturer, expressed in kilowatts (kW) 
symbol: Pn 

3.4  
useful efficiency 
the ratio of the useful output to the heat input, expressed in percent (%) 
symbol: ½u 

3.5  
nominal voltage 
the voltage or range of voltages stated by the manufacturer, at which the boiler can operate normally 

2) Boilers fitted with a range-rating device operate at a nominal heat input between the maximum and minimum adjustable heat 
inputs. Modulating boilers operate between the nominal heat input and the minimum controlled heat input. The maximum heat 
input corresponds to the nominal output of the boiler in accordance with EN 303-1.
6 © BSI 2006

ull document details: BS EN 303-3:1999

http://www.avadocuments.com/doc/bs-en-303-3-1999
http://www.avadocuments.com/doc/bs-en-303-3-1999


EN 303-3:1998

Full document 
3.6  
boiler to be installed in the living space 
a boiler with an effective rated output of less than 37 kW, designed to provide heat to the part of the living 
space in which it is installed by means of the emission of heat from the casing having an open expansion 
chamber, supplying hot water using gravity circulation 

3.7  
unit 
assembly comprising a boiler body and a forced draught burner, designed and marketed as a complete 
boiler 

#3.8  
condensate
liquid formed from the combustion products during the condensation process

3.9  
standard boiler
boiler for which the average water temperature can be restricted by design

3.10  
low-temperature boiler
boiler which can work continuously with a water supply temperature of 35 °C to 40 °C, possibly producing 
condensation in certain circumstances$

4 Assembly requirements 

4.1 General principles 

The boiler body shall be in accordance with EN 303-13). 

The forced draught gas burner shall be in accordance with EN 676. 
NOTE This European Standard also allows the results obtained with the assembly tested in accordance with this standard to be 
extended to assemblies of the same boiler body with other burners complying with EN 676 (see Annex E about assembly criteria). 

#For low-temperature boilers, all parts of the heat exchanger(s) and other parts of the boiler likely to 
come into contact with condensate shall be constructed of sufficiently corrosion resistant materials or 
materials protected by a suitable coating in order to ensure a reasonable life for a boiler that is installed, 
used and maintained in accordance with the manufacturer’s instructions.

Surfaces in contact with condensate (except purpose provided drains, water traps and siphons) shall be 
designed to prevent condensate retention.$

4.2 Materials 

Asbestos-containing materials shall not be used. 

4.3 Combustion products evacuation ducts 

For information, the diameters of combustion products evacuation ducts in the various countries are stated 
in Table A.1. 

3) The conformity with the standard EN 303-1 can be obtained jointly by the EN 303-1 specific tests and the EN 303-2 
or EN 303-3 tests. It the boiler body has already been tested for conformity with EN 303-2, see Annex G.
© BSI 2006 7
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#4.4 Condensate discharge for low-temperature boilers

For low-temperature boilers, a means of condensate discharge shall be provided if the condensate:

— impairs safety or correct operation;
— results in spillage from the appliance;
— causes deterioration of materials.

A pipe or pipes shall be used to discharge condensate when this is necessary. The internal diameter of the 
outside connection of the condensate discharge system shall be at least 13 mm.

The disposal system, forming part of the boiler or supplied with the boiler, shall be such that:

— it can be easily inspected and cleaned in accordance with the manufacturer’s instructions;
— it cannot transmit combustion products into the room where the boiler is installed; this requirement 
is satisfied if the disposal system incorporates a water trap;
— a water trap has a seal of at least 25 mm at the maximum pressure in the combustion chamber at the 
maximum flue length specified by the manufacturer.$

5 Operational requirements 

5.1 General 

Unless otherwise stated, the following requirements are checked under the test conditions of 6.1. 

5.2 Heat inputs 

Under the conditions of 6.2 and 6.1.2.8 at the normal test pressure, the maximum and minimum heat 
inputs shall be obtained to within ±5 %. 

5.3 Safety of operation 

5.3.1 Limiting temperature of adjusting, control and safety devices 

Under the conditions of 6.3.1, the temperature of the adjusting, control and safety devices shall not exceed 
the maximum value stated by the manufacturer, and their operation shall remain satisfactory. 

The surface temperatures of control knobs and of all parts that have to be touched during normal use of the 
boiler, measured only in the zones intended to be gripped, and under the conditions stated in 6.3.1, shall 
not exceed the ambient temperature by more than: 

—  35 K for metals; 
—  45 K for porcelain; 
—  60 K for plastics. 

5.3.2 Limiting temperature of the side walls, the front and the top 

The temperature of the side walls, front and top of the boiler, under the conditions of 6.3.2, shall not exceed 
the ambient temperature by more than 80 K. 

Nevertheless, the boiler doors, parts of the case within 5 cm of the sight glass and within 15 cm of the boiler 
combustion products outlet are exempt from this requirement. 

Under the conditions of 6.3.2, the average temperature of the boiler doors shall not exceed the ambient 
temperature by more than 100 K. 

5.3.3 Limiting temperature of the floor and the test panels 

The temperature of the floor on which the boiler is placed and that of the test panels placed at the side of 
and behind the boiler shall at no point exceed 80 °C when measured under the conditions specified in 6.3.3. 

Where the temperature is between 50 °C and 80 °C, the manufacturer’s technical manual shall include 
information regarding the installation of protection between the boiler and the floor or walls, where these 
latter consist of flammable materials. 
8 © BSI 2006
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#5.3.4 Operation of control and safety thermostats 

Under the conditions of 6.3.4, the safety thermostat shall interrupt the operation of the boiler at the value 
stated by the manufacturer, which shall be less than 110 °C, or 120 °C if the manufacturer states in his 
instructions that the boiler shall only be used to equip heating installations designed for failure 
temperatures of at least 120 °C.$

5.3.5 Carbon monoxide 

Under the conditions of 6.3.5, the CO concentration of the dry, air-free combustion products shall not 
exceed 0,10 % when the boiler is supplied with the reference gas at the maximum nominal heat input. 

5.4 Useful efficiencies 

5.4.1 Useful efficiency at the maximum nominal heat input (see Figure 4) 

Under the conditions of 6.4.1, the useful efficiency, expressed in percent, shall be at least equal to the 
values derived from Table 1. 

#
Table 1 — Useful efficiency requirement at maximum nominal heat input

$

5.4.2 Useful efficiency at part load (see Figure 4) 

Under the conditions of 6.4.2, the useful efficiency for a load corresponding to 30 % of the maximum 
nominal heat input, expressed in percent, shall be at least equal to the values derived from Table 2. 

#
Table 2 — Useful efficiency requirement at part load

$

Range of nominal heat input Type of boiler Expression of the useful efficiency 
requirement at maximal nominal heat 

input
(%) 

4 kW k Pn k 400 kW Standard
Low-temperature

84 + 2 log Pn
1)

87,5 + 1,5 log Pn
1)

400 kW < Pn k 1 000 kW Standard
Low-temperature

89,2 
91,4

1) Pn is the maximal nominal heat input in kiloWatts (kW).

Range of nominal heat input Type of boiler Expression of the useful efficiency 
requirement at partial load

(%) 

4 kW k Pn k 400 kW Standard
Low-temperature

80 + 3 log Pn
1)

87,5 + 1,5 log Pn
1)

400 kW < Pn k 1 000 kW Standard
Low-temperature

87,8 
91,4

1) Pn is the maximal nominal heat input in kiloWatts (kW).
© BSI 2006 9
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5.5 Required draught and combustion products circuit resistance 

During the tests, the combustion products circuit resistance or draught shall be determined. 

For boilers which operate with negative pressure in the combustion chamber, the values of draught 
requirements listed in Figure 5 are normally to be regarded as limits. They are also guide values for the 
sizing of the flue. 

For boilers which operate with positive pressure in the combustion chamber, the values for the combustion 
products circuit resistance listed in Figure 6 are to be regarded as limits. 

If these values of combustion products circuit resistance or draught requirements are exceeded reference 
shall be made to this in the technical literature. 

#5.6 Condensation

Low-temperature boilers can be designed to give rise to condensation.

For standard boilers and low-temperature boilers which are designed not to give rise to condensation, there 
shall be no indication of condensation at the operating temperatures provided by the controls.

5.7 Resistance of the materials to pressure

For low-temperature boilers, corrosion resistant coatings shall show no sign of damage after the tests of 
resistance of the materials to pressure.$

6 Test methods 

6.1 General 

The following test conditions are generally applicable except where otherwise specified in particular 
subclauses. 

6.1.1 Conduct of the tests 

The boiler is supplied with a reference gas for its category (or a distributed gas for the boilers with a 
nominal output exceeding 300 kW) and adjusted in accordance with the information given by the 
manufacturer. Except where otherwise stated, the tests are performed at the maximum nominal heat 
input. 

6.1.2 General test conditions 

6.1.2.1 Test room 

The boiler is installed in a well ventilated, draught-free room, which has an ambient temperature of 
about 20 °C; the boiler is protected from direct solar radiation. 

6.1.2.2 Installation requirements 

For all the tests, the boiler is installed, used and put into operation under the conditions specified in the 
manufacturer’s instructions. 

The combustion products are sampled by devices shown in Figure 2 or Figure 3, as appropriate. 

6.1.2.3 Water circuit 

The boiler is connected to the insulated test rig shown schematically in Figure 1a or Figure 1b, or to other 
equipment giving equivalent results; it is purged of air, in accordance with the information stated in the 
manufacturer’s instructions. 

If the boiler is fitted with an adjustable water temperature thermostat, the tests are carried out with a 
water flow temperature of (80 ± 2) °C. 

However, where these conditions cannot be obtained (due to the design of the boiler or non-adjustable 
thermostat), the tests are carried out with the maximum possible water temperatures. 

Valves I and II from Figure 1a or Figure 1b are used to obtain a temperature difference between the flow 
and return of (20 ± 1) K, or the value stated by the manufacturer if the design of the boiler control system 
does not allow correct operation at a 20 K temperature difference. 
10 © BSI 2006
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