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National foreword

This British Standard has been prepared by Technical Committee ACE/12 and is 
the English language version of EN 3112:1995 Aerospace series — Bolts, normal 
hexagonal head, threaded to head, in alloy steel, cadium plated — 
Classification: 900 MPa (at ambient temperature)/235 °C, published by the 
European Committee for Standardization (CEN).
EN 3112:1995 was produced as a result of international discussions in which the 
United Kingdom took an active part. 

A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Cross-references

Publication referred to Corresponding British Standard

EN 2000:1991 BS EN 2000:1992 Quality assurance — EN aerospace 
products — Approval of the quality system of 
manufacturers

EN 2424:1995 BS EN 2424:1995 Aerospace series — Marking of 
aerospace productsa

ISO 3353:1992 BS 2A 231:1993 Rolled threads for bolts — Lead and 
run out requirements
BS 6293 Aerospace MJ threads

ISO 5855-2:1988 Part 2:1994 Limit dimensions for bolts and nuts
ISO 7689:1988 BS A 300:1989 Specification for procurement of alloy 

steel bolts with strength classification 1 100 MPa and 
MJ threads

ISO 7913:1985 BS A 296:1986 Specification for tolerances of form and 
position for bolts and screws. Metric series

a In preparation.
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inside front cover.
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