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National foreword

This British Standard was published by BSI. It is the UK implementation of
EN 3155-040:2007.

The UK participation in its preparation was entrusted by Technical Committee
ACE/6, Aerospace avionic electrical and fibre optic technology, to Panel
ACE/6/-/13, Aerospace — Connectors.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was Amendments issued since publication
published under the authority
of the Standards Policy and

Strategy Committee Amd. No. Date Comments

on 30 April 2007
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Foreword

This document (EN 3155-040:2007) has been prepared by the European Association of Aerospace
Manufacturers - Standardization (AECMA-STAN).

After enquiries and votes carried out in accordance with the rules of this Association, this Standard has
received the approval of the National Associations and the Official Services of the member countries of
AECMA, prior to its presentation to CEN.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by October 2007, and conflicting national standards shall be withdrawn at
the latest by October 2007.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, lItaly, Latvia,
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland and the United Kingdom.
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Introduction

The contacts defined by this standard are derived from those of AS 39029/74 and are intermateable with
those of AS 39029/73.

1 Scope

This standard specifies the required characteristics, tests and tooling applicable to size 12, male coaxial,
electrical contacts, type D, solder, class R, used in elements of connection according to EN 3155-002.

It shall be used together with EN 3155-001.

The associated female contacts are defined in EN 3155-031 and EN 3155-041.

2 Normative references
The following referenced documents are indispensable for the application of this document. For dated

references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

N 2591, Aerospace series — Elements of electrical and optical connection — Test methods.

N 3155-001|, Aerospace series — Electrical contacts used in elements of connection — Part 001: Technical
specification. 1)

N 3155-002, Aerospace series — Electrical contacts used in elements of connection — Part 002: List and
utilization of contacts.

N 3155-031|, Aerospace series — Electrical contacts used in elements of connection — Part 031: Contacts,
electrical, coaxial, size 12, female, type D, crimp, class R — Product standard. 1)

N 3155-041|, Aerospace series — Electrical contacts used in elements of connection — Part 041: Contacts,
electrical, coaxial, size 12, female, type D, solder, class R — Product standard.

MIL-1-81969, Installing and removal tools, connector electrical contact, general specification for. 2)
MIL-PRF-7808L, Lubricating oil, aircraft turbine engine, synthetic base. 2)

MIL-PRF-7870C, Lubricating oil, general purpose, low temperature. 2)

MIL-PRF-23699F, Lubricating oil, aircraft turbine engine, synthetic base, NATO code number O-156. 2)

MIL-PRF-87937D, Cleaning compound, aerospace equipment. 2)

All parts quoted in this standard.
1) Published as AECMA Prestandard at the date of publication of this standard.
2) Published by: Department of Defense (DOD), The Pentagon, Washington D.C. 20301, USA.
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