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National foreword

This British Standard was published by BSI. It is the UK implementation of 
EN 3646-006:2006. 
The UK participation in its preparation was entrusted by Technical Committee 
ACE/6, Aerospace avionic electrical and fibre optic technology, to 
Subcommittee ACE/6/-/3, Aerospace — Connectors.
A list of organizations represented on ACE/6/-/3 can be obtained on request to 
its secretary.
This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.
Compliance with a British Standard cannot confer immunity from 
legal obligations.
Amendments issued since publication
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 Aerospace series - Connectors, electrical, circular, bayonet 
coupling, operating temperature 175 °C or 200 °C continuous - 

Part 006: Receptacle, hermetic, jam-nut mounting - Product 
standard 

 

Série aérospatiale - Connecteurs électriques circulaires à 
accouplement par baïonnettes, température d'utilisation 

175 °C ou 200 °C continu - Partie 006 : Embase 
hermétique à fixation par écrou - Norme de produit 

 Luft- und Raumfahrt - Elektrische Rundsteckverbinder mit 
Bajonettkupplung, Betriebstemperatur 175 °C oder 200 °C 
konstant - Teil 006: Hermetischer fester Steckverbinder mit 

Mutternbefestigung - Produktnorm 
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