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National foreword
This British Standard is the official English language version of EN 3746:2003.

The UK participation in its preparation was entrusted to Technical Committee 
ACE/25, Rubber, elastomeric and sealant materials for aerospace purposes, 
which has the responsibility to: 

A list of organizations represented on this committee can be obtained on 
request to its secretary.

Cross-references
The British Standards which implement international or European 
publications referred to in this document may be found in the BSI Catalogue 
under the section entitled “International Standards Correspondence Index”, or 
by using the “Search” facility of the BSI Electronic Catalogue or of 
British Standards Online.

This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

— aid enquirers to understand the text;

— present to the responsible international/European committee any 
enquiries on the interpretation, or proposals for change, and keep the 
UK interests informed;

— monitor related international and European developments and 
promulgate them in the UK.

Summary of pages
This document comprises a front cover, an inside front cover, the EN title page, 
pages 2 to 10, an inside back cover and a back cover.

The BSI copyright date displayed in this document indicates when the 
document was last issued.

Amendments issued since publication
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Foreword

This document (EN 3746:2003) has been prepared by the European Association of Aerospace Manufacturers –
Standardization (AECMA-STAN).

After enquiries and votes carried out in accordance with the rules of this Association, this Standard has received
the approval of the National Associations and the Official Services of the member countries of AECMA, prior to its
presentation to CEN.

This European Standard shall be given the status of a national standard, either by publication of an identical text or
by endorsement, at the latest by July 2003, and conflicting national standards shall be withdrawn at the latest by
July 2003.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Czech Republic, Denmark, Finland,
France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Luxembourg, Malta, Netherlands, Norway, Portugal,
Slovakia, Spain, Sweden, Switzerland and the United Kingdom.

1 Scope

This standard specifies the characteristics of O-rings in fluorosilicone rubber (FVMQ), hardness 80 IRHD for
aerospace applications.

2 Normative references

ISO 3601-1 Fluid systems - Sealing devices - O-rings - Part 1 : inside diameters, cross-sections, tolerances and
size identification code

EN 3376 Aerospace series - Limits of surface imperfections of elastomeric toroidal sealing rings (O-rings) 1)

EN 3747 Aerospace series - O-rings, in fluorosilicone rubber (FVMQ) - Technical specification 1)

EN 3827 Aerospace series - Fluorosilicone rubber (FVMQ) - Hardness 80 IRHD 2)

3 Application

3.1 Typical use

These O-rings are intended to be used in air, mineral and synthetic oil and fuel systems.

NOTE: Not to be used with phosphoric ester type hydraulic fluids (permanent or temporary immersion).

                                                     

1) Published as AECMA Prestandard at the date of publication of this standard

2) In preparation at the date of publication of this standard
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