BS EN 384:2016+A2:2022

Structural timber — Determination of characteristic
values of mechanical properties and density

°
bSl o Documents

Document Sharing Hub

Full document details: BS EN 384:2016+A2:2022


http://www.avadocuments.com/doc/bs-en-384-2016-a2-2022
http://www.avadocuments.com/doc/bs-en-384-2016-a2-2022

Full document details: BS EN 384:2016+A2:2022

BRITISH STANDARD

National foreword

This British Standard is the UK implementation of
EN 384:2016+A2:2022. It supersedes BS EN 384:2016+A1:2018, which
is withdrawn.

The start and finish of text introduced or altered by amendment is
indicated in the text by tags. Tags indicating changes to CEN text carry
the number of the CEN amendment. For example, text altered by CEN
amendment A1 is indicated by ¢

The UK participation in its preparation was entrusted to Technical
Committee B/518, Structural timber.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2022
Published by BSI Standards Limited 2022

ISBN 978 0 539 06052 2
ICS 79.040

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 September 2016.

Amendments/corrigenda issued since publication

Date Text affected

31 December 2018 Implementation of CEN amendment A1:2018

31 October 2022 Implementation of CEN amendment A2:2022
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This European Standard was approved by CEN on 8 October 2018 and includes Amendment 2 approved by CEN on 13 March
2022.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this
European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references
concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN
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This European Standard exists in three official versions (English, French, German). A version in any other language made by
translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management
Centre has the same status as the official versions.
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European foreword

This document (EN 384:2016+A2:2022) has been prepared by Technical Committee CEN/TC 124
“Timber structures”, the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by December 2022, and conflicting national standards
shall be withdrawn at the latest by December 2022.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document includes Amendment 1 approved by CEN on 8 October 2018 and Amendment 2
approved by CEN on 13 March 2022.

This document supersedes [A) EN 384:2016+A1:2018 (1.

The start and finish of text introduced or altered by amendment is indicated in the text by tags
and P2 &d.

Deleted text

Any feedback and questions on this document should be directed to the users’ national standards body.
A complete listing of these bodies can be found on the CEN website.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of
North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the
United Kingdom.
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Introduction

Structural design codes can only function effectively if standard methods of determining the mechanical
and physical properties exist. The aim of the procedures given in this standard is to derive
characteristic values that are comparable in terms of the populations they represent. The standard
permits the use of as much existing test data as possible from various sampling and testing techniques.

Where methods are given to permit characteristic values to be determined from a less than ideal
amount of structural size test data, reduction factors to reflect a lower degree of confidence are
employed.
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1 Scope

This European Standard gives a method for determining characteristic values of mechanical properties
and density, for defined populations of visual grades and/or strength classes of machine graded
structural timber. Additionally, it covers the stages of sampling, testing, analysis and presentation of the
data.

The standard provides methods to derive strength, stiffness and density properties for structural
timber from tests with defect-free specimen.

The values determined in accordance with this standard for mechanical properties and density are
suitable for assigning grades and species to the strength classes of.

NOTE1 For assigning grades and species to the strength classes in EN 338 only three properties, i.e. bending or
tension strength, modulus of elasticity parallel to grain in bending or tension and density need to be determined
from test data, other properties can be calculated according to Table 2.

NOTE 2 N 1912 gives examples of established visual grades assigned to strength classes.
2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

Structural timber — Strength classes

Timber structures — Structural timber and glued laminated timber — Determination of some
physical and mechanical properties

EN 13183-2, Moisture content of a piece of sawn timber — Part 2: Estimation by electrical resistance
method

EN 13183-3, Moisture content of a piece of sawn timber — Part 3: Estimation by capacitance method

EN 14081-1:2016, Timber structures — Strength graded structural timber with rectangular cross section
— Part 1: General requirements

EN 14081-2, Timber structures — Strength graded structural timber with rectangular cross section —
Part 2: Machine grading; additional requirements for initial type testing

EN 14081-3, Timber structures — Strength graded structural timber with rectangular cross section —
Part 3: Machine grading; additional requirements for factory production control

EN 14358:2016, Timber structures — Calculation and verification of characteristic values
3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.
[SO and IEC maintain terminological databases for use in standardization at the following addresses:

— IEC Electropedia: available at https: //www.electropedia.org/

— ISO Online browsing platform: available at https://www.iso.org/obp
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3.1

characteristic value

representative value of a material property used for design, which is based either on 5-percentile values
(e.g. strength properties and density) or mean values (e.g. modulus of elasticity)

3.2
p-percentile
value for which the probability of getting lower values is p %

3.3
population
timber for which the characteristic values are relevant

3.4

timber source

identifiable geographical origin of a species or species combination from which timber is, or is intended
to be, strength graded

3.5

sample

a number of ungraded specimens of one timber species or species combination, one source, with sizes
and quality representative of the timber population (see 5.1)

3.6
sub-sample
part of one or more samples consisting of specimens of one grade

3.7
small clear test
test to determine mechanical properties of small defect-free specimens

3.8
specimen
piece of timber from which the test piece is taken

3.9
thickness
lesser dimension perpendicular to the longitudinal axis of a piece of timber

3.10
width
larger dimension perpendicular to the longitudinal axis of a piece of timber

3.11

depth

in the case of bending, cross-sectional dimension parallel to the direction of loading; in the case of
tension, the width
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