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National foreword

This British Standard is the English language version of EN 393:1993, incorporating
A1:1998.

The UK participation in its preparation was entrusted to Technical Subcommittee
PH/3/6, Buoyancy garments, which has the responsibility to:

— aid enquirers to understand the text;

— present to the responsible European committee any enquiries on the
interpretation, or proposals for change, and keep the UK interests informed;

— monitor related international and European developments and promulgate
them in the UK.

A list of organizations represented on this committee can be obtained on request to
its secretary.

Cross-references

The British Standards which implement international or European publications
referred to in this document may be found in the BSI Standards Catalogue under the
section entitled “International Standards Correspondence Index”, or by using the
“Find” facility of the BSI Standards Electronic Catalogue.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 19 and a back cover. All pages Issue 2.
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UDC 614.895:62-784.323:685.73:331.45:620.1

Descriptors: rescue equipment, life jackets, buoyancy, specifications, dimensions, tests, marking

English version

Lifejackets and personal buoyancy aids —
Buoyancy aids — 50 N

(includes amendment A1:1998)

Gilets de sauvetage et équipement individuel Rettungswesten und Schwimmbhilfen —
d’aide a la flottaison — Aide a la flottaison — Schwimmbhilfen — 50 N (enthéilt Anderung A1:1998)
50 N (inclut 'amendement A1:1998)

This European Standard was approved by CEN on 1993-11-22. Amendment Al was
approved on 20 February 1998. CEN members are bound to comply with the
CEN/CENELEC Internal Regulations which stipulate the conditions for giving this
European Standard the status of a national standard without any alteration.
Up-to-date lists and bibliographical references concerning such national standards
may be obtained on application to the Central Secretariat or to any CEN member.
This European Standard exists in three official versions (English, French, German).
A version in any other language made by translation under the responsibility of a
CEN member into its own language and notified to the Central Secretariat has the
same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Denmark,
Finland, France, Germany, Greece, Iceland, Ireland, Italy, Luxembourg, Netherlands,
Norway, Portugal, Spain, Sweden, Switzerland and United Kingdom.

CEN

European Committee for Standardization
Comité Européen de Normalisation
Europiisches Komitee fiir Normung

Central Secretariat: rue de Stassart 36, B-1050 Brussels
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EN 393:1993

Foreword

This European Standard was prepared by

CEN/TC 162, Protective clothing including hand
and arm protection and lifejackets, the secretariat
of which is held by DIN.

This European Standard has been prepared under a
mandate given to CEN by the Commission of the
European Communities (and the Secretariat of the
European Free Trade Association, and supports
essential requirements of EC Directive(s).

This European Standard shall be given the status of
a national standard, either by publication of an
identical text or by endorsement, at the latest by
May 1994, and conflicting national standards shall
be withdrawn at the latest by May 1994.

In accordance with the CEN/CENELEC Internal
Regulations, the following countries are bound to
implement this European Standard: Austria,
Belgium, Denmark, Finland, France, Germany,
Greece, Iceland, Ireland, Italy, Luxembourg,
Netherlands, Norway, Portugal, Spain, Sweden,
Switzerland and United Kingdom.

Foreword of amendment Al

This Amendment EN 393:1993/A1:1998 to the

EN 393:1993 has been prepared by Technical
Committee CEN/TC 162, Protective clothing including
hand and arm protection and lifejacket, the Secretariat
of which is held by DIN.

This Amendment to the European Standard

EN 393:1993 shall be given the status of a national
standard, either by publication of an identical text or
by endorsement, at the latest by month of

September 1998, and conflicting national standards
shall be withdrawn at the latest by the month of
September 1998.

This Amendment to the European Standard

EN 393:1993 has been prepared under a mandate given
to CEN by the European Commission and the
European Free Trade Association, and supports
essential requirements of EU Directive(s).

The purpose of Amendment 1 to EN 393 is to modify
the existing text of clause 2, 4.9, 4.9.1, 6.4, 6.6, 6.7.7,
6.7.8, 6.9, 6.9.1, 6.9.2, 8 annex A, annex E, annex H,
annex J.

As result of the 8th meeting of TC 162 WG 6 in

Berlin 1993-06-02/04 and confirmed at the 9th meeting
in Oslo 1994-02-02/04, all members state unanimously
that the set of Standards EN 393, EN 396 and EN 399

inquiries of manufacturers and testhouses proved that
certain parts require comments and modifications.
According to the CEN/CENELEC Internal Regulations,
the national standards organizations of the following
countries are bound to implement this European
Standard: Austria, Belgium, Czech Republic, Denmark,
Finland, France, Germany, Greece, Iceland, Ireland,
Italy, Luxembourg, Netherlands, Norway, Portugal,
Spain, Sweden, Switzerland and the United Kingdom.
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Introduction

This standard has been prepared to meet the needs

of persons engaged in activities, whether in relation to
their work or their leisure, in or near water. Buoyancy
aids manufactured and maintained to this standard will
provide support to the conscious person who is able to
swim and to help themselves, in situations where help
is close at hand. Buoyancy aids are considerably
inferior in performance to lifejackets of various kinds,
and should only be used in situations where there is
little risk of incapacitation. The reason for preferring a
buoyancy aid in such circumstances should be when
the added bulk of a lifejacket would restrict or impede
the activity to be undertaken, or even create added
risks, such as in the case of dinghy sailors who may, if
they use lifejackets, become trapped in a capsized
boat, or of canoeists who may not be able to conduct
themselves safely on the water with anything more
bulky.

This standard allows for the buoyancy of a buoyancy
aid to be provided by a variety of materials, some of
which may require preparation before entering the
water (e.g. inflation of chambers by gas from a
cylinder). Automatically- inflated buoyancy aids are not
permitted under this standard, as circumstances in
which automatic inflation is desirable are those in
which a lifejacket should be preferred over a buoyancy
aid. In every circumstance, the user should ensure that
the correct operation of the buoyancy aid is suited to
the specific application. The compliance of a buoyancy
aid with this standard does not imply that it is suitable
for all circumstances, nor does this standard attempt to
make detailed provision for all the specialist uses to
which buoyancy aids may properly be put.

This standard is intended to serve as a guide to
manufacturers, purchasers and users of such safety
equipment in ensuring that the equipment provides an
effective standard of performance in use. Equally
essential is the need for the designer to encourage the
wearing of the equipment by making it comfortable
and attractive for continuous wear on or near water.
The main reason for the existence of this standard in
contrast with EN 395 is the recognition that comfort
and mobility are important factors in determining
whether or not buoyancy aids are worn.

The primary aims in wearing a buoyancy aid are:
1) to support the wearer in reasonable safety in the

water, provided that he is able to help himself and is
a proficient swimmer;

2) to enable the wearer to propel himself in the
water without it being an encumbrance;

3) to support the wearer, enabling his efforts to be
expended in recovery rather than in remaining
afloat.

© BSI 1998

Full document details: BS EN 393:1994

Page 3
EN 393:1993

A buoyancy aid should provide a sufficient degree of
buoyancy in a garment which is light in weight, not
unncessarily bulky, and allows freedom of movement.
It should be secure in wear, providing positive support
in the water, allowing the wearer to swim or actively
assist himself or others. The amount of buoyancy
specified, and its distribution, should ensure that the
wearer is assisted in maintaining a position with his
mouth and nose clear of still water, and that the device
does not force the wearer into a position in which he
is inclined forwards.

Certain circumstances will alter this performance, such
as waves, or the wearing of garments which provide
(intentionally or otherwise) additional buoyancy, such
as immersion suits. Users, owners and employers
should ensure that any additional garments or
equipment to be worn in conjunction with the
buoyancy aid do not impair its performance. They will
also be affected by other conditions of use, such as
chemical exposure and welding, and may require
additional protection to meet the specific requirements.
If the user intends taking a buoyancy aid into such
conditions, then he should satisfy himself that it will
not be adversely affected. The standard also allows the
buoyancy aid to be an integral part of a safety harmess
designed to comply with the European Standard.
Buoyancy aids may also be made an integral part of a
more substantial garment, for example to provide

protection from the weather, in which case the

complete assembly as worn is required to comply with
this standard.

European standards exist for a range of four types of
buoyancy garments, of which this standard defines just
one. The four are each intended as being suitable for
different activities in different risk situations, and
include:

a) 275 N lifejackets — these have a buoyancy of no
less than 275 N for the average adult and are
intended for use offshore in extreme conditions,
when heavy protective clothing is being used, or
loads such as toolbelts are being carried (see

EN 399).

b) 150 N lifejackets — these have a buoyancy of no
less than 150 N for the average adult and are
intended for use offshore or when foul weather
clothing is being used (see EN 396).

c) 100 N lifejackets — these have a buoyancy of no
less than 100 N for the average adult and are
intended for use in relatively sheltered waters (see
EN 395).

d) 50 N buoyancy aids — these have a buoyancy of
no less than 50 N for the average adult and are
intended for use in sheltered waters when help is
close at hand and the user is a swimmer, in
circumstances where more bulky or buoyant devices
would impair the user’s activity or actually endanger
him (this standard).
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It is essential that owners, users and employers choose
garments which meet the correct standards for the
circumstances in which they may be used, and those
selling them should make clear prospective purchasers
to which category each product belongs, alternative
garments in other categories, and the limitations to
normal use of each of the four categories, prior to the
purchase. Similarly, those framing legislation regarding
the wearing of these garments should consider
carefully which type is most appropriate for the
foreseeable conditions of use, allowing for the more
severe circumstances which often pertain in
emergencies.

1 Scope

This standard specifies the requirements for
construction, performance, sizing, marking and test
methods for buoyancy aids of 50 N nominal buoyancy.

2 Normative references

This European Standard incorporates by dated or
undated reference, provisions from other publications.
These normative references are cited at the
appropriate places in the text and the publications are
listed hereafter. For dated references, subsequent
amendments to or revisions of these publications apply
to this European Standard only when incorporated in
it by amendment or revision. For undated references
the latest edition of the publication referred to applies.
EN 394 Lifejackets and personal buoyancy
aids — Additional items

Lifejackets and personal buoyancy
aids — Lifejackets — 100 N

Lifejackets and personal buoyancy
aids — Lifejackets — 150 N

Lifejackets and personal buoyancy
aids — Lifejackets — 275 N

General tolerances — Part 1:
Tolerances for linear and angular
dimensions without individual
tolerance indications

(ISO 2768-1:1989)

Textiles — Tests for colour fastness
— Part BO4 : Colour fastness to
weathering : Xenon arc

EN 395
EN 396
EN 399

EN 22768-1

ISO 105-B04:1988

ISO 105-X12:1987 Textiles — Tests for colour fastness
— Part X12 Colouyr fastness to

rubbing
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ISO 188:1982 Rubber, vulcanized — Accelerated

ageing or heat resistance tests

ISO 1421:1977 Fabrics coated with rubber or
plastics — Determination on
breaking strength and elongation at

break

ISO 2411:1991 Rubber or plastics-coated fabrics —
Determination of the coating

adhesion

ISO 3801:1977 Textiles — Woven fabrics —
Determination of mass per unit

length and mass per unit area

ISO 4674:1977 Fabrics coated with rubber or
plastic — Determination of tear

resistance

ISO 5081:1977 Textiles — Woven fabrics —
Determination of breaking strength

and elongation (strip method)

ISO 5082:1982 Textiles — Woven fabrics —
Determination of breaking strength
— Grab method

ISO 7854:1984 Rubber-or plastics-coated fabrics —
Determination of resistance to
damage by flexing (dynamic
method)

ISO 9227:1990 Corrosion tests in artificial
atmospheres — Salt spray tests

AATC Fungicides, evaluation on textiles:

Method 30:1981  mildew and rot-resistance of

textiles

3 Definitions

For the purposes of this standard, the definitions of
EN 394:1993, EN 396:1993 and the following apply:

3.1 buoyancy aid

A garment or device which, when correctly worn and
used in water, will provide a specific amount of
buoyancy positioned in the garment to enable the
wearer to float without appreciable effort in a face-up
or vertical position with the mouth and nose clear of
the water.

3.2 inflatable buoyancy aid

A buoyancy aid whose buoyancy is produced by
inflating it with a gas which is provided in a
compressed gas cylinder, or by mouth.
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4 Requirements

4.1 General

The buoyancy aid may incorporate additional items
compliant with EN 394, none of which shall impair its
performance with respect to the requirements of this
standard.

4.2 Materials and components

4.2.1 Materials and components shall not be damaged
by storage at temperatures of —30 °C to +60 °C when
tested according to 6.1, nor shall they be damaged by
salt water with oil on the surface, when tested
according to 6.2.

4.2.2 Resistance to rot and illumination shall be tested
according to the methods of AATCC Method 30:1981,
and ISO 105: B04:1988. Illumination shall take place to
class 56 with 1/2 unit tolerance. Materials which are
screened by some form of cover when in normal use
shall not undergo illumination testing. Following
exposure to rot or illumination, the tensile strength
shall be measured using the grab method given in

ISO 5082, using specimens of at least 60 mm width and
with at least 100 mm of material on each side of the
test point, with 4 similar seams for each type of seam.

4.2.3 If inherently buoyant, the whole buoyancy aid
shall be tested using the method at annex E, in which
case the area of charred, melted or destroyed material
shall not exceed 300 mm from the point of ignition
after burning for 30 s.

4.3 Textile and fabric materials and components

4.3.1 Textiles shall be rot proof to 4.2.2 and of
sufficient strength to withstand all tests in clause 6
without sustaining damage. After testing of resistance
to rot and/or illumination according to 4.2.2, cloth,
seams (joints), and fastening devices (including zip
fasteners) shall have a tensile strength of at least 300 N
per 25 mm, when tested according to the method of
ISO 5082.

4.3.2 Coated fabrics used in the construction of
inflatable buoyancy chambers shall comply with the
following requirements:

a) coating adhesion shall be tested in accordance
with ISO 2411:1991 using the method described

at 5.2.2.1 at 100 mm/min, and shall be not less than
50 N per 50 mm width;

b) coating adhesion shall also be tested when wet
following ageing according to ISO 188, with an
exposure of (336,0 £ 0,5) h in fresh water at

(70,0 £ 1,0) degrees C, following which the method at
ISO 2411:1991 5.2.2.1 shall be applied at

100 mm/min, and shall not be less than 40 N per

50 mm width;

c¢) tear strength shall be tested in accordance with
ISO 4674:1977 using method Al, and shall not be less
than 35 N;

© BSI 1998
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d) resistance to flex cracking shall be tested in
accordance with ISO 7854:1984 method A using 9000
flex cycles, following which there shall be no visible
cracking or deterioration;

e) breaking strength shall be tested in accordance
with ISO 1421:1977 using the CRE or CRT methods
following conditioning of (24,0 £ 0,5) h at room
temperature, and shall be not less than 200 N per
50 mm width when tested;

f) breaking strength shall be tested in accordance
with ISO 1421:1977 using the CRE or CRT methods
following conditioning of (24,0 * 0,5) h immersion in
fresh water at room temperature, and shall be not
less than 200 N per 50 mm width when tested;

g) elongation at break shall be tested in accordance
with ISO 1421:1977 using the CRE or CRT methods
following conditioning of (24,0 £ 5) h at room
temperature, and shall be not more than 60 %;

h) elongation at break shall be tested in accordance
with ISO 1421:1977 using the CRE or CRT methods
following conditioning of (24,0 £ 0,5) h immersion in
fresh water at room temperature, and shall be not
more than 60 %.

4.3.3 The other fabrics used in the construction of
covers of inherently buoyant compartments, the
retention system, and any other component the failure
of which would render the entire item non-conformant
with this standard, shall comply with the following
requirements:

a) breaking strength shall be tested to ISO 5081:1977
using the CRE or CRT methods, following

(24,0 £0,5) h conditioning at room temperature, and
shall be not less than 10 N/mm;

b) elongation at break shall be tested to

ISO 5081:1977 using the CRE or CRT methods,
following (24,0 £ 0,5) h conditioning at room
temperature, and shall be not more than 60 %;

c) tear resistance shall be tested according to

ISO 4674:1977 (method A2, tensile speed

(100 £ 10) mm/min, with a pre-tension of 2 N for
materials of up to 200 g/m?, 5 N for materials of over
200 and up to 500 g/m?, and 10 N for materials of
over 500 g/m?), and shall be not less than 10 N.

4.3.4 Where the mass per unit area of a material is
required to be measured, then it shall be measured
according to method 5 of ISO 3801:1977.

4.4 Metal components

4.4.1 When tested in accordance with ISO 9227:1990
for a period of 96 h metal components shall not be
significantly affected by corrosion. This shall be tested
by a functional test.

4.4.2 No component shall affect a magnetic compass
of a type commonly used in small boats by more than
1 degree, when placed at a distance of 500 mm from it.
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