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National foreword

This British Standard is the UK implementation of EN 4534-2:2016. 
It supersedes BS EN 4534-2:2009 which is withdrawn.

The UK participation in its preparation was entrusted to Technical 
Committee ACE/12, Aerospace fasteners and fastening systems.

A list of organizations represented on this committee can be 
obtained on request to its secretary.

This publication does not purport to include all the necessary 
provisions of a contract. Users are responsible for its correct 
application.

© The British Standards Institution 2016.
Published by BSI Standards Limited 2016
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ICS 49.035 

Compliance with a British Standard cannot confer immunity from 
legal obligations.

This British Standard was published under the authority of the 
Standards Policy and Strategy Committee on 30 September 2016.

Amendments/corrigenda issued since publication
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European foreword 

This document (EN 4534-2:2016) has been prepared by the Aerospace and Defence Industries 
Association of Europe - Standardization (ASD-STAN). 

After enquiries and votes carried out in accordance with the rules of this Association, this Standard has 
received the approval of the National Associations and the Official Services of the member countries of 
ASD, prior to its presentation to CEN. 

This European Standard shall be given the status of a national standard, either by publication of an 
identical text or by endorsement, at the latest by March 2017, and conflicting national standards shall 
be withdrawn at the latest by March 2017. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent 
rights. 

This document supersedes EN 4534-2:2009. 

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the 
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, 
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, 
France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, 
Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, 
Turkey and the United Kingdom. 
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1 Scope 

This European Standard specifies the characteristics of plain bushes in aluminium alloy with self-
lubricating liner, elevated load for aerospace applications. 

The bushes are intended for use in fixed or moving parts of the aircraft structure and control 
mechanisms. 

They shall be used in the temperature range − 55 °C to 121 °C. 

2 Normative references 

The following documents, in whole or in part, are normatively referenced in this document and are 
indispensable for its application. For dated references, only the edition cited applies. For undated 
references, the latest edition of the referenced document (including any amendments) applies. 

EN 2101, Aerospace series — Chromic acid anodizing of aluminium and wrought aluminium alloys 

EN 2284, Aerospace series — Sulphuric acid anodizing of aluminium and wrought aluminium alloys 

EN 2311, Aerospace series — Bushes with self-lubricating liner — Technical specification 

EN 2318, Aerospace series — Aluminium alloy AL-P2024- — T3511 — Extruded bars and sections — 
1,2 mm ≤ a or D ≤ 150 mm 

EN 2424, Aerospace series — Marking of aerospace products 

EN 4704, Aerospace series — Tartaric-Sulphuric-Acid anodising of aluminium and aluminium wrought 
alloys for corrosion protection and paint pre-treatment (TSA) 

ISO 2768-1, General tolerances — Part 1: Tolerances for linear and angular dimensions without individual 
tolerance indications 

TR 4475, Aerospace series — Bearings and mechanical transmissions for airframe applications — 
Vocabulary 1)  

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in TR 4475 apply. 

4 Requirements 

4.1 Configuration, dimensions, tolerances and mass 

According to Figure 1 and Tables 1 and 3. Dimensions apply after surface treatment. Dimensions and 
tolerances are expressed in millimetres (inches). Except for roughness given in micrometres (micro 
inches). 

General tolerances shall be ISO 2768-m in accordance with ISO 2768-1. 

                                                             

1) Published as ASD-STAN Technical Report at the date of publication of this European Standard. 
http://www.asd-stan.org/ 
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