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National foreword
This British Standard is the official English language version of EN 4560:2003.

The UK participation in its preparation was entrusted to Technical Committee
ACE/69, Aerospace hydraulic systems, fluids and components, which has the
responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the
UK interests informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or
by using the “Search” facility of the BSI Electronic Catalogue or of

British Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 18, an inside back cover and a back cover.

The BSI copyright date displayed in this document indicates when the
document was last issued.

Amendments issued since publication

Amd. No. Date Comments
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English version

Aerospace series - Pipe coupling 37°, spherical, up to 21000
kPa - Inch series - Technical specification

Série aérospatiale - Systéme de raccordement sphérique
37°, jusqu'a 21000 kPa - Série inch - Spécification
technique

This European Standard was approved by CEN on 14 September 2002.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Management Centre or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the Management Centre has the same status as the official
versions.

CEN members are the national standards bodies of Austria, Belgium, Czech Republic, Denmark, Finland, France, Germany, Greece,
Hungary, Iceland, Ireland, Italy, Luxembourg, Malta, Netherlands, Norway, Portugal, Slovak Republic, Spain, Sweden, Switzerland and
United Kingdom.
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EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

Management Centre: rue de Stassart, 36 B-1050 Brussels

© 2003 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN 4560:2003 E
worldwide for CEN national Members.
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Foreword

This document EN 4560:2003 has been prepared by the European Association of Aerospace Manufacturers
(AECMA).

After enquiries and votes carried out in accordance with the rules of this Association, this Standard has received
the approval of the National Associations and the Official Services of the member countries of AECMA, prior to its
presentation to CEN.

This European Standard shall be given the status of a national standard, either by publication of an identical text or
by endorsement, at the latest by August 2003, and conflicting national standards shall be withdrawn at the latest by
August 2003.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard : Austria, Belgium, Czech Republic, Denmark, Finland,

France, Germany, Greece, Hungary, Iceland, Ireland, ltaly, Luxembourg, Malta, Netherlands, Norway, Portugal,
Slovak Republic, Spain, Sweden, Switzerland and United Kingdom.

1 Scope

This standard specifies the required characteristics, inspection and test methods, quality assurance and
procurement requirements for inch series, pipe couplings, 37°, spherical, for temperature ranges from type Il to
type V according to ISO 6771 and nominal pressure up to 21 000 kPa.

In addition to the requirements of this technical specification, the coupling assemblies shall be qualified in
accordance with equipment or component specification requirements.

2 Normative references

This European Standard incorporates by dated or undated reference, provisions from other publications. These
normative references are cited at the appropriate places in the text, and the publications are listed hereafter. For
dated references, subsequent amendments to or revisions of any of these publications apply to this European
Standard only when incorporated in it by amendment or revision. For undated references the latest edition of the
publication referred to applies (including amendments).

ISO 1302 Geometrical Product Specifications (GPS) - Indication of surface texture in technical product
documentation.

ISO 2685  Aircraft - Environmental test procedure for airborne equipment - Resistance to fire in designated fire
zones.

ISO 2859-1 Sampling procedures for inspection by attributes - Part 1: Sampling schemes indexed by acceptance
quality limit (AQL) for lot-by-lot-inspection.

ISO 6771 Aerospace - Fluid systems and components - Pressure and temperature classifications.
ISO 6772  Aerospace - Fluid systems - Impulse testing of hydraulic hose, tubing and fitting assemblies.

ISO 7137  Aircraft - Environmental conditions and test procedures for airborne equipment. D ocuments
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ISO 8625-1 Aerospace - Fluid systems - Vocabulary - Part 1 : General terms and definitions related to pressure.

EN 2951 Aerospace series - Metallic materials - Test method - Micrographic determination of content of non-
metallic inclusions ).

EN 9133 Aerospace series — Quality management systems — Qualification procedure for aerospace standard
parts.

EN 10204  Metallic products - Types of inspection documents.

TR 2674 Aerospace series - Design and construction of pipelines for fluids in liquid or gaseous condition -
Rigid lines, installation 2.

MIL-L-23699 Lubricating Oil, Aircraft Turbine Engine, Synthetic Base, NATO Code Number 0-156 3).

3 Terms and definitions

For the purposes of this European Standard, the following terms and definitions apply.

3.1

pressure
nominal pressure, proof pressure, impulse pressure, burst pressure according to ISO 8625-1

3.2 Coupling and assembling

3.21
coupling assembly
assembled nut, ferrule and pipe mating with e.g. nipple, union, elbow, see Figure 1

1) Published as AECMA Prestandard at the date of publication of this standard

2) Published as AECMA Technical Report at the date of publication of this standard

3) Published by : Department of Defense (DoD), the Pentagon, Washington, D.C. 20301, USA
4

Documents

Document Sharing Hub

Full document details: BS EN 4560:2003


http://www.avadocuments.com/doc/bs-en-4560-2003
http://www.avadocuments.com/doc/bs-en-4560-2003

EN 4560:2003 (E)

IIII.//"IIAZ'-&._‘

_‘
>

Key
1 Straight union
2 Nut
3 Ferrule
Figure 1 — Example of coupling assembly

3.2.2
dimensional code
corresponds to the nominal diameter given in 16th of inches within two digits.

3.2.3
shug
moment when positive resistance to rotation is observed during assembling

3.3 Surface defects

3.3.1
surface irregularity
nonconformity with general surface appearance, possible defect

3.3.2

crack

clean (crystalline) fracture passing through or across the grain boundaries that possibly follows inclusions of foreign
elements. Cracks are normally caused by overstressing the metal during forging or other forming.operations, or
during heat treatment. Where parts are subject to significant reheating, cracks are usua'ly discobée S
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