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National foreword

This British Standard is the official English language version of
EN 46-2:2006.

The UK participation in its preparation was entrusted to Technical Committee
B/515, Wood preservation, which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep UK
interests informed,;

—  monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or
by using the “Search” facility of the BSI Electronic Catalogue or of British
Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 21 and a back cover.

The BSI copyright notice displayed in this document indicates when the
document was last issued.

Amendments issued since publication
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Foreword

This document (EN 46-2:2006) has been prepared by Technical Committee CEN/TC 38 “Durability of
wood and derived materials”, the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by September 2006, and conflicting national standards
shall be withdrawn at the latest by September 2006.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, ltaly,
Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia,
Slovenia, Spain, Sweden, Switzerland and United Kingdom.
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Introduction

This test method describes a laboratory method of test which gives a basis for the assessment of the
preventive action of a wood preservative, when applied as a surface treatment for timber, against eggs
of Hylotrupes bajulus.

In combination with EN 46-1 it provides a means of checking whether larvae may hatch from eggs laid
on the treated wood surface and whether they are capable of boring through the treated surface and of
surviving in the untreated part of the wood.

When products which are very active at very low concentration are used, it is very important to take
suitable precautions to isolate and separate, as far as possible, operations involving chemical products,
other products, treated wood, laboratory apparatus and clothing. Suitable precautions should include
the use of separate rooms, areas within rooms, extraction facilities, conditioning chambers and special
training for personnel (also see Annex C for environmental, health and safety precautions).
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1 Scope

This part of EN 46 specifies a method for the determination of the preventive action of a wood
preservative against eggs of Hylotrupes bajulus (Linnaeus) when the preservative is applied as a
surface treatment to wood.

This method is applicable to:
— water-insoluble chemicals which are being studied as active insecticides,
— organic formulations, as supplied or as prepared in the laboratory by dilution of concentrates,

— organic water-dispersible formulations as supplied or as prepared in the laboratory by dilution of
concentrates, or

— water-soluble materials, for example salts.

The method is applicable whether or not the test specimens have been subjected to appropriate
ageing procedures.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references the latest edition of the referenced
document (including any amendments) applies.

EN 46-1, Wood preservatives - Determination of the preventive action against Hylotrupes bajulus
(Linnaeus) - Part 1:Larvicidial effect (Laboratory method)

EN 73, Wood preservatives - Accelerated ageing of treated wood prior to biological testing -
Evaporative ageing procedure

EN 84, Wood preservatives - Accelerated ageing of treated wood prior to biological testing - Leaching
procedure

EN ISO 3696, Water for analytical laboratory use — Specification and test methods (ISO 3696:1987)

3 Terms and definitions
For the purposes of this European Standard, the following terms and definitions apply.

31

representative sample

sample having its physical and/or chemical characteristics identical to the volumetric average
characteristics of the total volume being sampled

[EN 1001-2:2005, 4.71]
3.2

supplier
sponsor of the test (person or company providing the sample of wood preservative to be tested)
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[adapted from EN 1001-2, 4.83]

4 Principle

In this laboratory method treated wood panels are offered to freshly mated Hylotrupes bajulus females.
The hatching ability of the larvae on the treated timber is examined. When the ovicidal action is
insufficient, the mortality of the hatched larvae on and/or in wood treated with the same formulation is
also established according to EN 46-1.

5 Test materials

5.1 Biological material

5.1.1 Hylotrupes bajulus (Linnaeus) females
5.1.2 Source of females

The insects shall preferably be obtained from cultures reared as e.g. described in annex B.
Use only sound and lively insects.

5.2 Products and reagents

5.2.1 Paraffin wax, for fixing the glass plate in all cases and for sealing the end faces of test
specimens to be treated with solutions in all cases in which water is the continuous phase.

NOTE Paraffin wax with a setting point of 52 °C to 54 °C has been found to be suitable.

5.2.2 Gelatin, for sealing the end faces of test specimens to be treated with solutions in which an
organic solvent is the continuous phase.

5.2.3 Water, complying with grade 3 of EN ISO 3696.
5.2.4 Solvent or diluent, a volatile liquid that will dissolve or dilute the preservative but does not
leave a residue in the wood at the end of the post-treatment conditioning period that has a toxic effect

on the insects.

CAUTION — Do not use benzene or other solvents which pose a health risk.

5.3 Apparatus

5.3.1 Culturing chamber, with air circulation, and controlled at (28 + 2) °C and at relative humidity
(70 £ 5) %.

5.3.2 Conditioning chamber, well ventilated and controlled at (20 + 2) °C and at relative humidity
(65 + 5) %.

NOTE The conditioning of test specimens may be carried out in the laboratory work area (see 5.3.3)

provided that this has the conditions specified for the conditioning chamber (see 5.3.2).
5.3.3 Laboratory work area, well ventilated, where treatment of the test specimens is carried out.

CAUTION — It is essential to follow safety procedures for handling flammable and toxic
materials. Avoid excessive exposure of operators to solvents or their vapours.
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