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National foreword

This British Standard is the UK implementation of EN 474-3:2006+A1:2009.
It supersedes BS EN 474-3:2006, which is withdrawn.

The start and finish of text introduced or altered by amendment is indicated
in the text by tags. Tags indicating changes to CEN text carry the number
of the CEN amendment. For example, text altered by CEN amendment Al
is indicated by I2) 1.

The UK participation in its preparation was entrusted by Technical Committee
B/513, Construction equipment and plant and site safety, to Subcommittee
B/513/1, Earth moving machinery (International).

A list of organizations represented on this Subcommittee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity from
legal obligations.

Amendments/corrigenda issued since publication

Date Comments

31 May 2009 |Implementation of CEN amendment A1:2009
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Foreword

This document (EN 474-3:2006+A1:2009) has been prepared by Technical Committee CEN/TC 151
“Construction equipment and building material machines — Safety”, the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by August 2009, and conflicting national standards shall be withdrawn at
the latest by December 2009.

This document includes Amendment 1, approved by CEN on 2008-12-20.

This document supersedes Ay EN 474-3:2006 ¢il.

The start and finish of text introduced or altered by amendment is indicated in the text by tags @)

This document has been prepared under a mandate given to CEN by the European Commission and the
European Free Trade Association, and supports essential requirements of EU Directive.

For relationship with EU Directive(s), see informative Annexes ZA and ZB, which are integral parts of this
document.

For bibliographic references, see [A) EN 474-1:2006+A1:2009 4.
EN 474 "Earth-moving machinery — Safety" comprises the following parts:
— Part1: General requirements

— Part2: Requirements for tractor-dozers

— Part3: Requirements for loaders

— Part4: Requirements for backhoe-loaders

— Part5: Requirements for hydraulic excavators

— Part6: Requirements for dumpers

— Part7: Requirements for scrapers

— Part8: Requirements for graders

— Part9: Requirements for pipelayers

— Part 10: Requirements for trenchers

— Part 11: Requirements for earth and landfill compactors

— Part 12: Requirements for cable excavators.

This European Standard is intended for use in combination with part 1 of the series.
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According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia,
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland and United Kingdom.
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Introduction

This part of EN 474 is a type C standard as stated in EN ISO 12100-1:2003.

The machinery concerned and the extent to which hazards, hazardous situations and events are covered are
indicated in the scope of this European Standard.

When provisions of this type C standard are different from those which are stated in type A or B standards, the

provisions of this type C standard take precedence over the provisions of the other standards, for machines
that have been designed and built according to the provisions of this type C standard.

Documents
6 Document Sharing Hub

Full document details: BS EN 474-3:2006+A1:2009


http://dx.doi.org/10.3403/02925544
http://www.avadocuments.com/doc/bs-en-474-3-2006-a1-2009
http://www.avadocuments.com/doc/bs-en-474-3-2006-a1-2009

