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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 474-3:2022
incorporating corrigendum June 2022. It supersedes

BS EN 474-3:2006+A1:2009, which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee B/513/1, Earth moving machinery (International).

Alist of organizations represented on this committee can be obtained on
request to its committee manager.

BSI, as a member of CEN, is obliged to publish EN 474-3:2022 as a British
Standard. However, attention is drawn to the fact that during the
development of this European Standard, the UK committee voted against
its approval.

The basis for a negative vote on behalf of the UK committee relates the
following sub clause:

— 4.1.2, Specific relation to EN 474-1.

Clause 4.1.2 contains an exemption in respect of EN 474-1:2022, 4.22.5,
requiring the provision of a support device for machines equipped with a
tiltable cabin satisfying certain characteristics of operation and use.

The UK committee did not consider that such an exemption was justified
for the machinery that falls within the scope of this standard.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

This publication has been prepared under a mandate given to the
European Standards Organizations by the European Commission and the
European Free Trade Association. It is intended to support requirements
of the EU legislation detailed in the European Foreword. A European
Annex, usually Annex ZA or ZZ, describes how this publication relates to
that EU legislation.

For the Great Britain market (England, Scotland and Wales), if UK
Government has designated this publication for conformity with UKCA
marking (or similar) legislation, it may contain an additional National
Annex. Where such a National Annex exists, it shows the correlation
between this publication and the relevant UK legislation. If there is no
National Annex of this kind, the relevant Annex ZA or ZZ in.the bod
of the European text will indicate the relationship to UK rbmulf:nents
applicable in Great Britain. References to EU legiciatioti mayoneeskte Baring Hub
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read in accordance with the UK designation and the applicable UK law.
Further information on designated standards can be found at
www.bsigroup.com/standardsandregulation.

For the Northern Ireland market, UK law will continue to implement
relevant EU law subject to periodic confirmation. Therefore

Annex ZA/ZZ in the European text, and references to EU legislation, are
still valid for this market.

UK Government is responsible for legislation. For information on
legislation and policies relating to that legislation, consult the relevant

pages of www.gov.uk.

© The British Standards Institution 2022
Published by BSI Standards Limited 2022

ISBN 978 0 539 22934 9
ICS 53.100

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 May 2022.

Amendments/corrigenda issued since publication

Date Text affected

31 October 2022 Implementation of CEN corrigendum June 2022:
Subclause 4.1.2 amended
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EUROPEAN STANDARD EN 474-3|
NORME EUROPEENNE
EUROPAISCHE NORM March 2022

ICS 53.100 Supersedes EN 474-3:2006+A1:2009

English Version

Earth-moving machinery - Safety - Part 3: Requirements
for loaders

Engins de terrassement - Sécurité - Partie 3 : Erdbaumaschinen - Sicherheit - Teil 3: Anforderungen
Prescriptions applicables aux chargeuses fiir Lader

This European Standard was approved by CEN on 14 February 2022.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this
European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references
concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN
member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by
translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management
Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway,
Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and
United Kingdom.

. — |

EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

CEN-CENELEC Management Centre: Rue de la Science 23, B-1040 Brussels

© 2022 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN 474-3:2022 E
worldwide for CEN national Members.
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European foreword

This document (EN 474-3:2022) has been prepared by Technical Committee CEN/TC 151 “Construction
equipment and building material machines - Safety”, the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by September 2022, and conflicting national standards shall
be withdrawn at the latest by March 2024.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 474-3:2006+A1:20009.
This document has been prepared under a standardization request given to CEN by the European
Commission and the European Free Trade Association and supports essential requirements of

EU Directive(s).

For relationship with EU Directive(s), see informative Annex ZA, which is an integral part of this
document.

For bibliographic references, see EN 474-1:2022.

EN 474 “Earth-moving machinery — Safety” comprises the following parts:
— Part1: General requirements

— Part2: Requirements for tractor-dozers

— Part3: Requirements for loaders

— Part4: Requirements for backhoe-loaders

— Part5: Requirements for hydraulic excavators

— Part6: Requirements for dumpers

— Part7: Requirements for scrapers

— Part8: Requirements for graders

— Part9: Requirements for pipelayers

— Part 10: Requirements for trenchers

— Part 11: Requirements for earth and landfill compactors
— Part 12: Requirements for cable excavators

— Part 13: Requirements for rollers

This document is intended for use in combination with part 1 of the series.
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The main differences between this document and EN 474-3:2006+A1:2009 are as follows:
a) safety-related functions of control systems (excluded);

b) normative references (updated);

c) safety requirements and information for use for telescopic loaders (Annex B) (added);
d) verification methods table (Clause 5) (added);

e) list of significant hazards (Annex A) (updated);

f) Annex ZA (updated).

Any feedback and questions on this document should be directed to the users’ national standards body.
A complete listing of these bodies can be found on the CEN website.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia,
Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland,
Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of North
Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United
Kingdom.
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Introduction

This document is a type-C standard as stated in EN ISO 12100.

This document is of relevance, in particular, for the following stakeholder groups representing the market
players with regard to machinery safety:

— machine manufacturers (small, medium and large enterprises);
— health and safety bodies (regulators, accident prevention organizations, market surveillance, etc.).
Others can be affected by the level of machinery safety achieved with the means of the document by the

above-mentioned stakeholder groups:

— machine users/employers (small, medium and large enterprises);

— machine users/employees (e.g. trade unions, organizations for people with special needs);

— service providers, e.g. for maintenance (small, medium and large enterprises);

— consumers (in case of machinery intended for use by consumers).

The above-mentioned stakeholder groups have been given the possibility to participate at the drafting

process of this document.

The machinery concerned and the extent to which hazards, hazardous situations or hazardous events are
covered are indicated in the Scope of this document.

When requirements of this type-C standard are different from those which are stated in type-A or type-B
standards, the requirements of this type-C standard take precedence over the requirements of the other
standards for machines that have been designed and built according to the requirements of this type-C
standard.
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1 Scope

This document together with EN 474-1:2022 deals with all significant hazards, hazardous situations and
events relevant to loaders when used as intended and under the conditions of misuse which are
reasonably foreseeable by the manufacturer (see Annex A) associated with the whole lifetime of the
machine as described in EN I1SO 12100:2010, 5.4.

The requirements of this document are complementary to the common requirements formulated in
EN 474-1:2022. This document does not repeat the requirements of EN 474-1:2022 but supplements or
modifies the requirements for loaders.

This document does not provide requirements for main electrical circuits and drives of machinery when
the primary source of energy is an external electrical supply.

This document does not provide performance requirements for safety related functions of control
system(s).

The following significant and relevant hazards are not covered in this document:

— Laser;
— Lightning.

This document does not deal with towing of trailers.
This document does not deal with demolition machinery.

This part also deals with fork application, log handling application, single heavy object handling
application and lifting operation application.

This document is not applicable to loaders which are manufactured before the date of publication of this
document by CEN.

NOTE For travelling on public roads, national traffic regulations apply (e.g. braking, steering, lighting, towing,
etc.) until harmonized requirements are available.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

EN 474-1:2022, Earth-moving machinery — Safety — Part 1: General requirements

EN 1459-1:2017+A1:2020, Rough-terrain trucks — Safety requirements and verification — Part 1:
Variable reach trucks

EN ISO 3449:2008, Earth-moving machinery — Falling-object protective structures — Laboratory tests
and performance requirements (1SO 3449:2005)

EN ISO 3457:2008, Earth-moving machinery — Guards — Definitions and requirements (ISO 3457:2003)

EN ISO 7096:2020, Earth-moving machinery — Laboratory evaluation of operator seat vibration

S0 7096:2020

EN ISO 12100:2010, Safety of machinery — General principles for design — Risk assessment and risk
reduction (1S0O 12100:2010)
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EN ISO 13851:2019, Safety of machinery — Two-hand control devices — Principles for design and

selection (IlSO 13851:201 Q?

[SO 2330:2002, Fork-lift trucks — Fork arms — Technical characteristics and testing

ISO 7546:1983, Earth-moving machinery — Loader and front loading excavator buckets — Volumetric
ratings

ISO 14397-1:2007, Earth-moving machinery — Loaders and backhoe loaders — Part 1: Calculation of
rated operating capacity and test method for verifying calculated tipping load

3 Terms and definitions

For the purposes of this document, the terms and definitions given in EN 474-1:2022, EN IS0 12100:2010
and the definitions below apply.

[SO and IEC maintain terminological databases for use in standardization at the following addresses:

— IEC Electropedia: available at https://www.electropedia.org/

— ISO Online browsing platform: available at https://www.iso.org/obp

NOTE Terminology for loaders is specified in ISO 7131:2009 and the most common loaders are illustrated in
Annex C of this document.

3.1

loader

self-propelled crawler or wheeled machine having a front-mounted equipment, primarily designed for
loading operation (bucket use), which loads or excavates through forward motion of the machine

Note 1 to entry: A loader work cycle normally comprises filling and elevating, and the transporting and
discharging of material.

3.2
swing loader
loader (3.1) having a swing-type lift arm which can rotate to the left and the right of the straight position

Note 1 to entry: A swing-loader work cycle is similar to a loader cycle, but additional work can be done with the
equipment offset from the longitudinal axis of the machine.

3.3

skid steer loader

loader (3.1) normally having an operator station between or to the side of the attachment-supporting
structure(s) and steered by using variation of speed, and/or direction of rotation between traction drives
on the opposite sides of a machine having fixed axles on wheels or tracks

3.4

compact loader

loader (3.1) having an operating mass (see ISO 6016:2008, 3.2.1) of 4 500 kg or less for wheeled loaders
and 6 000 kg or less for crawler loaders, designed to work in areas with limited space, with the associated
need for greater manoeuvrability
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3.5

telescopicloader

loader (3.1) having a centre mounted telescopic boom with the pivot point in front of the operator’s
station

3.6

Longitudinal Load Moment

moment produced by the load, the attachment and the lifting means of the telescopic loader which acts
at the load centre of gravity from the tipping line in the forward direction

[SOURCE: EN 15000:2008, 3.1; modified]

3.7

Longitudinal Load Moment Indicator

LLMI

device that warns the operator of a change to the load handling geometry which would increase the
longitudinal load moment, beyond pre-determined limit(s)

[SOURCE: EN 15000:2008, 3.2]

3.8

Longitudinal Load Moment Control

LLMC

device that prevents the operator changing the load handling geometry in direction(s) which would
increase the longitudinal load moment, beyond the allowable limit(s)

[SOURCE: EN 15000:200, 3.3]

3.9

load handling geometry

relationship of points, lines and angles, described by the position of the load centre of gravity (the position
of the boom, carriage and attachment) and tipping line

[SOURCE: EN 15000:2008, 3.4; modified]

3.10

boom float

operating mode that uses gravity to allow an attachment at the end of the boom to follow a contour (e.g.
the ground)

[SOURCE: EN 1459-1:2017+A1:2020, 3.17]

3.11

rated operating capacity of telescopic loader

load in kg, permitted by the manufacturer, that the telescopic loader is capable of transporting or lifting
under normal operations

Note 1 to entry:  The permitted load changes depended on the angle und extension of the boom as defined in the
load chart
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4 Safety requirements and/or protective/risk reduction measures
4.1 General
4.1.1 Context

Loaders shall comply with the safety requirements and/or protective/risk reduction measures of this
clause. In addition, the machines shall be designed according to the principles of EN ISO 12100:2010 for
relevant but not significant hazards which are not dealt with by this document.

4.1.2 Specific relation to EN 474-

Loaders shall comply with the requirements of EN 474-1:2022, as far as not modified or replaced by the
requirements of this part.

4.2 Operator’s station
4.2.1 General

EN 474-1:2022, 4.3 applies as modified in 4.2.2 and 4.2.3.

4.2.2 Doors and windows

EN 474-1:2022, 4.3.2.5 applies with the following addition:
No motorized wiper(s) and washers are required for loaders with a cab width less than or equal
to 750 mm measured outside of the cab in the height of SIP.

4.2.3 Falling object protective structures (FOPS)

EN 474-1:2022, 4.3.4 applies with the following modifications:

— loaders, except compact loaders, shall be fitted with FOPS, meeting the requirements

of

EN ISO 3449:2008 Level II;
— compact loaders shall be fitted with FOPS, meeting the requirements of EN ISO 3449:2008 Level L
4.3 Seat

EN 474-1:2022, 4.4 applies with the following addition:
The seat shall meet the input spectral according to EN ISO 7096:2020:
— EMS3 for wheel loaders greater than 4 500 kg;

— EMSG6 for crawler loaders;

— EMS for compact wheel loaders less or equal than 4 500 kg;
— EMO for skid steer loaders.

4.4 Operator’s controls and indicators

EN 474-1:2022, 4.5.3 applies with the following exception for compact loaders with front access:
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