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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 4840-002:2023.

The UK participation in its preparation was entrusted to Technical
Committee ACE/6, Aerospace avionic electrical and fibre
optic technology.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2024
Published by BSI Standards Limited 2024

ISBN 978 0 539 22630 0
ICS 29.035.20; 49.060

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 January 2024.

Amendments/corrigenda issued since publication

Date Text affected
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EUROPEAN STANDARD EN 484.0-002

NORME EUROPEENNE
EUROPAISCHE NORM December 2023

ICS 29.035.20; 49.060

English Version

Aerospace series - Heat shrinkable moulded shapes - Part
002: Index of product standards and product dimensions

Série aérospatiale - Manchons thermorétractables - Luft-und Raumfahrt - Warmeschrumpfende Formteile -
Partie 002 : Index des normes de produits et Teil 002: Ubersicht iiber die Produktnormen und
dimensions des produits Produktabmessungen

This European Standard was approved by CEN on 30 October 2022.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this
European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references
concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN
member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by
translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management
Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway,
Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and
United Kingdom.

. — |

EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

CEN-CENELEC Management Centre: Rue de la Science 23, B-1040 Brussels

© 2023 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN 4840-002:2023 E
worldwide for CEN national Members.
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European foreword

This document (EN 4840-002:2023) has been prepared by the Aerospace and Defence Industries
Association of Europe — Standardization (ASD-STAN).

After enquiries and votes carried out in accordance with the rules of this Association, this document has
received the approval of the National Associations and the Official Services of the member countries of
ASD-STAN, prior to its presentation to CEN.

This document shall be given the status of a national standard, either by publication of an identical text
or by endorsement, at the latest by June 2024, and conflicting national standards shall be withdrawn at
the latest by June 2024.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this document: Austria, Belgium, Bulgaria, Croatia, Cyprus,
Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy,
Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of North
Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and the United
Kingdom.
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1 Scope

This document lists the product standards, covered by technical specification EN 4840-001, for heat-
shrinkable moulded shapes.

2 Normative references
There are no normative references in this document.
3 Terms and definitions

No terms and definitions are listed in this document.
ISO and IEC maintain terminology databases for use in standardization at the following addresses:

— IS0 Online browsing platform: available at https://www.iso.org/obp/

— IEC Electropedia: available at https://www.electropedia.org/

4 Index of product standards

EN 4840-001, Aerospace series — Heat-shrinkable moulded shapes — Part 001: Technical specification

EN 4840-101, Aerospace series — Heat-shrinkable moulded shapes — Part 101: Polyolefin, semi-rigid,
limited fire hazard — Temperature range -30 °C to 105 °C — Product standard

EN 4840-102, Aerospace series — Heat-shrinkable moulded shapes — Part 102: Elastomeric, semi-rigid,
temperature range -75 °C to 150 °C — Product standard

EN 4840-103, Aerospace series — Heat-shrinkable moulded shapes — Part 103: Fluoroelastomeric,
temperature range =55 °C to 200 °C — Product standard

5 Product dimensions

See Figure 1 to Figure 23 and Table 1 to Table 23.
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Figure 1 — Style AA (small lipped bottle)
Table 1 — Style AA
Dimensions are in millimetres
Size code dl dz d3 11 IZ 13 14 Sl SZ Ss Mass g
b
Max. | Max. | pmip2 | #10% | ref | ref | Max. | #20% | *20% | *30% Max.
01 52 1,5 9 20 4 6,6 0,8 0,35 0,8 0,6 1,5
02 58 1,2 10 19 11 4,5 1,5 0,5 0,8 0,5 1,5
03 5,5 2 9 25 14 5 2 1 1 0,7 1,5
04 7 3 12 25 14 7,5 1 1,1 0,7 1,5
05 8 3,5 17 30 19 10 2 1 1,3 0,7 1,5
06 6,9 3,0 17 29 14 11 2 1 1,3 0,7 1,5
07 6,9 3,0 17 39 24 11 2 1 1,3 0,7 1,5
These parts may be available with drain holes or with eyelets for connector protection caps. Refer to the individual
manufacturer for details.
4 Shapes made from some material types may be supplied with a reduced d3 diameter. Refer to the individual manufacturer
for exact dimensions.
b The values of mass may be higher for some material types. Refer to the individual manufacturer.
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Figure 2 — Style A (lipped short bottle with short body)
Table 2 — Style A
Dimensions are in millimetres
Size code dy d; ds I ) I3 Iy S1 S2 S3 Mass g Max.P
Max Max. Min.2 +10 % ref ref Max. +20% +20% +30 %
01 10,5 6,0 24,0 26,0 9,0 10,0 1,6 c 1,6
02 14,0 3,5 25,0 40,0 13,0 16,0 1,8 c 3,3
03 14,0 6,0 30,0 43,0 20,0 13,0 1,0 1,8 4,5
04 18,0 7,0 31,0 47,0 15,0 18,0 1,8 55
1,0
05 22,5 8,5 36,0 60,0 22,0 20,0 3,3 2,0 10,0
06 28,0 10,0 43,0 60,0 21,0 20,0 1,7 2,2 12,7
07 35,0 16,0 60,0 90,0 32,0 38,0 1,7 3,2 1,5 29,5
08 45,0 17,0 66,0 130,0 50,0 50,0 2,0 3,8 2,0 71,5
09 58,0 27,0 82,0 137,0 37,0 62,0 2,0 3,8 3,8 100,0
These parts may be available with drain holes or with eyelets for connector protection caps. Refer to the individual manufacturer for details.
2 Shapes made from some material types may be supplied with a reduced d3 diameter. Refer to the individual manufacturer for exact
dimensions.
b The values of mass may be higher for some material types. Refer to the individual manufacturer.
¢ For these small shapes, this dimension shall be between 0,35 mm and 1,0 mm.
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Figure 3 — Style B (lipped straight bottle with medium body)
Table 3 — Style B
Dimensions are in millimetres
Size code | dy | dy d3 Iy L | I3 | b Is 51 52 53 Mass g Max.©
Max. | Max. | Mijn.@ +10 % ref ref Max. 10 % 20 % 20 % +30 %
01 10,5 6,0 24,0 38,0 21,0 | 10,0 12,0 1,6 d 2,8
02 14,0 3,5 25,0 55,0 28,0 | 16,0 14,0 1,8 d 4,4
03 14,0 6,0 30,0 55,0 32,0 | 13,0 12,0 1,0 1,8 55
04 18,0 7,0 31,0 67,0 35,0 | 18,0 1,8 8,3
1,0
05 22,5 8,5 36,0 80,0 42,0 | 20,0 3,3 2,0 14,5
06 28,0 10,0 43,0 79,0 41,0 | 20,0 1,7 2,2 18,0
20,0
07 35,0 16,0 60,0 110,0 52,0 | 38,0 1,7 3,2 1,5 41,0
08 45,0 17,0 66,0 150,0 70,0 | 50,0 2,0 3,8 2,0 87,0
09 58,0 27,0 82,0 158,0 58,0 | 62,0 2,0 3,8 3,8 121,0
These parts may be available with drain holes or with eyelets for connector protection caps. Refer to the individual manufacturer for details.
2 Shapes made from some material types may be supplied with a reduced d3 diameter. Refer to the individual manufacturer for exact
dimensions.
b The innermost lip is optional.
€ The values of mass may be higher for some material types. Refer to the individual manufacturer.
d For these small shapes, this dimension shall be between 0,35 mm and 1,0 mm.
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Figure 4 — Style C (lipped straight bottle with long body)
Table 4 — Style C
Dimensions are in millimetres
Size dq d, d3 4 I I3 Iy Isb 16b S1 So S3 Mass g
code Max.C
Max. | Max. | Min.@ +10 % ref ref | Max. | 41909, +10 +20 +20% +30 % :
% %
01 28,0 10,0 43,0 99,0 61,0 20,0 1,7 2,2 1,0 24,5
02 35,0 16,0 60,0 130,0 72,0 38,0 20,0 1,7 3,2 15 50,0
33 20,0

03 45,0 17,0 66,0 171,0 90,0 50,0 2,0 3,8 2,0 103,0
04 58,0 27,0 82,0 213,0 113,0 62,0 37,0 2,0 3,8 3,8 184,0

These parts may be available with drain holes or with eyelets for connector protection caps. Refer to the individual manufacturer for details.

2 Shapes made from some material types may be supplied with a reduced d3 diameter. Refer to the individual manufacturer for exact

dimensions.

b The innermost lip is optional.

€ The values of mass may be higher for some material types. Refer to the individual manufacturer.
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