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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 4877-001:2024. It
supersedes BS EN 3879:2023, which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee ACE/61, Metallic materials for aerospace purposes.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2024
Published by BSI Standards Limited 2024

ISBN 978 0 539 19743 3
ICS 25.160.01; 25.160.20; 49.025.10; 49.025.15

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 April 2024.

Amendments/corrigenda issued since publication

Date Text affected
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EUROPEAN STANDARD EN 4877-001
NORME EUROPEENNE
EUROPAISCHE NORM April 2024

ICS 25.160.20; 49.025.10; 49.025.15 Supersedes EN 3879:2023

English Version

Aerospace series - Filler metals for welding - Part 001:
Technical specification

Série aérospatiale - Métaux d'apport de soudage - Luft- und Raumfahrt - Schweifdzusétze - Teil 001:
Partie 001 : Spécification technique Technische Lieferbedingungen

This European Standard was approved by CEN on 8 January 2024.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this
European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references
concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN
member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by
translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management
Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway,
Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Ttirkiye and
United Kingdom.
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EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

CEN-CENELEC Management Centre: Rue de la Science 23, B-1040 Brussels

© 2024 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN 4877-001:2024 E
worldwide for CEN national Members.
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European foreword

This document (EN 4877-001:2024) has been prepared by ASD-STAN.

After enquiries and votes carried out in accordance with the rules of this Association, this document has
received the approval of the National Associations and the Official Services of the member countries of
ASD-STAN, prior to its presentation to CEN.

This document shall be given the status of a national standard, either by publication of an identical text
or by endorsement, at the latest by October 2024, and conflicting national standards shall be withdrawn
at the latest by October 2024.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 3879:2023.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this document: Austria, Belgium, Bulgaria, Croatia, Cyprus,
Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy,
Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of North
Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and the United
Kingdom.
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Introduction

This document is part of the series of EN metallic material standards for aerospace applications.
The general organization of this series is described in EN 4258.

From the date of publication of this document, specifications for different welding products can be
written in only one standard instead of separated material standards.

Already existing material standards of filler metals for welding can continue to follow the organization
described in [EN 4258,
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1 Scope

This document specifies the requirements for the ordering, manufacture, testing, inspection and
delivery of all forms of filler metal. It is presupposed to be applied when referred to and in conjunction
with the product procurement specification unless otherwise specified on the drawing, order or
inspection schedule.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

EN 2032-001, Aerospace series — Metallic materials — Part 001: Conventional designation

EN 2032-2, Aerospace series — Metallic materials — Part 2: Coding of metallurgical condition in delivery
condition

EN 2078, Aerospace series — Metallic materials — Manufacturing schedule, inspection schedule,
inspection and test report — Definition, general principles, preparation and approval

EN 4259, Aerospace series — Metallic materials — Definition of general terms
EN 4268, Aerospace series — Metallic materials — Heat treatment facilities — General requirements
EN 4877-002, Aerospace series — Filler metals for welding — Part 002: Authorized filler metals

N ISO 544, Welding consumables — Technical delivery conditions for filler materials and fluxes — Type
of product, dimensions, tolerances and markings (ISO 544)

[SO 3954,1 Powders for powder metallurgical purposes — Sampling

[SO 44972 Metallic powders — Determination of particle size by dry sieving

1 Published by: ISO International Organization for Standardization https://www.iso.ch/.
2 Published by: ISO International Organization for Standardization https://www.iso.ch/.
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3 Terms and definitions
For the purposes of this document, the terms and definitions given in EN 4259 and the following apply.
[SO and IEC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.or

— IEC Electropedia: available at https://www.electropedia.org/

3.1
filler metal for welding
added metal required for welding joints, which can be in the form of wire or rod

Note 1 to entry: Wire is a wrought product of uniform solid section supplied in coil or on spools.
Note 2 to entry: Rod is a wire supplied in straight cut lengths.

3.2
heat
metal from a same last melting operation

3.3
producer
producer of the alloy

34
supplier
producer, transformer or reseller

3.5

batch

quantity of product from one manufacturing campaign, and characterised by a homogeneous chemical
composition and grain size/diameter

3.6
product
material as manufactured and delivered by the supply source

3.7
reseller
company that performs product storage and reselling operations

3.8
transformer
producer of product in the form requested by the customer (rod or wire)
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4 Wording of order

The order shall clearly indicate:
— quantities to be supplied;
— dates of delivery;

— material designation;

— material standard number, or EN 4877-002 (when the product procurement specification is
described in EN 4877-002);

— marking method;

— delivery condition;

— dimensions and tolerances or reference to an appropriate dimensional standard;
— forwarding address;

— nature and type of packing, if required;

— definition and frequency of any special tests and their retest procedures, if required.

5 Health and safety
A product safety data sheet shall be available.

NOTE1 The product in the delivery condition needs to take into account the health and safety laws of the area
of the country when and where it is to be delivered.

The implementation of certain special processes implies using substances or chemical preparations that
may present risks for health, safety, or the environment.

NOTE 2 In addition to the regulations in effect in the country where the process is performed, the purchaser
can prohibit and/or restrict the use of certain substances by its subcontractors. These prohibitions and/or

restrictions can be described in the applicable procedures of the purchaser.

When several choices of chemicals exist, the chemicals presenting a lower risk for a given set of
processes should be used.

Furthermore, parties involved should always:

— be informed of and comply with the recommendations and the uses identified provided in the
material safety data sheets for the chemical substances used in processes; and

— apply the prevention and protection measures specified in the safety data sheets and/or resulting

from the workstation chemical risk assessment, in accordance with the applicable health and safety
regulations.
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6 List of authorized filler metals

Filler metals authorized with associated material standard are listed in EN 4877-002.

7 Technical requirements

7.1 General

The product shall be manufactured in accordance with the requirements of the relevant product’s
procurement specification and the applicable requirements of this specification. A manufacturing
schedule shall be established and applied in accordance with EN 2078.

Products shall satisfy the requirements of the product’s procurement specification and/or order and
shall be free from irregularities and defects prejudicial to the subsequent manufacture or use of these
products.

Notwithstanding previous acceptance complying with this product’s procurement specification, any
product that is found at a later stage to contain such defects shall be rejected. Instructions for the use of
the material standard are contained in [EN 4258.

Unless otherwise specified, the requirements in Table 3 and Table 4 shall apply in conjunction with
those of the relevant product’s procurement specification. Table 3 relates to lines 1 to 29 (inclusive) of
the material standard and Table 4 relates to line 30 onwards in which the sub-line format is also used.
Lines 2 to 98 may also be opened in line 100 if the product’s procurement specification details specific
qualification requirements. If a specific line number is not shown in Table 3 and Table 4, the
requirement is stated in the product’s procurement specification and/or order.

7.2 Supply
7.2.1 Agreement

All products covered by the present document shall be produced by supply sources approved by the
purchaser, according to the procedures in force.

7.2.2 Freezing the production operation sheets
Consistent quality shall be ensured at the time of production.

The manufacturing and inspection operation sheet can be modified by the producer provided that the
proposed modifications have no influence on part quality. It shall inform the purchaser’s Quality
Departments and demonstrate that the level of the product has not been affected by this change.
Otherwise, the request for change shall be submitted to the notice of the purchaser’s Quality
Department for a decision.

The purchaser reserves the right to check the relevance of the changes made by the supply source.
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