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European foreword 

This document (EN 488-1:2025) has been prepared by Technical Committee CEN/TC 107 “District 
heating and cooling systems”, the secretariat of which is held by DS. 

This European Standard shall be given the status of a national standard, either by publication of an 
identical text or by endorsement, at the latest by September 2025, and conflicting national standards shall 
be withdrawn at the latest by September 2025. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CEN shall not be held responsible for identifying any or all such patent rights. 

This document supersedes EN 488:2019. 

EN 488-1:2025 includes the following significant technical changes with respect to EN 488:2019: 

— alignment with the structure of EN 253; 

— the valves shall be designed for an operating pressure of 2,5 MPa in accordance with 4.2.1; 

— the requirements for the valve extension pipes are specified in 4.4.3; 

— for the leak-tightness of the seat of the unloaded steel valves up to DN 400, a distinction is no longer 
made between different leakage rates, see 5.3.1.3; 

— added requirement: Before measuring the torque, the valve shall be closed for 24 h, see 5.3.1.4; 

— when marking the valve assemblies, information about the diffusion barrier is also to be provided, 
see 6.5. 

The EN 488 series is currently composed of the following parts: 

— EN 488-1, District heating pipes – Bonded single pipe systems for directly buried hot water networks  – 
Part 1: Factory made steel shut-off valve assembly for steel service pipes, polyurethane thermal 
insulation and a casing of polyethylene (this document); 

— EN 488-2, District heating and district cooling pipes – Bonded pipe systems for directly buried hot and 
cold water networks – Part 2: Factory made steel service valve assembly for steel service pipes, 
polyurethane thermal insulation and a casing of polyethylene. 

Any feedback and questions on this document should be directed to the users’ national standards body. 
A complete listing of these bodies can be found on the CEN website. 

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the 
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, 
Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, 
Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of North 
Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Türkiye and the United 
Kingdom. 
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Introduction 

Other standards from CEN/TC 107 are: 

— EN 253, District heating pipes — Bonded single pipe systems for directly buried hot water networks — 
Factory made pipe assembly of steel service pipe, polyurethane thermal insulation and a casing of 
polyethylene 

— EN 448, District heating pipes — Bonded single pipe systems for directly buried hot water networks — 
Factory made fitting assemblies of steel service pipes, polyurethane thermal insulation and a casing of 
polyethylene 

— EN 488-2, District heating and district cooling pipes — Bonded pipe systems for directly buried hot and 
cold water networks — Part 2: Factory made steel valve assembly for draining and venting, 
polyurethane thermal insulation and a casing of polyethylene 

— EN 489-1, District heating pipes — Bonded single and twin pipe systems for buried hot water networks 
— Part 1: Joint casing assemblies and thermal insulation for hot water networks in accordance with 
EN 13941-1 

— EN 13941-1, District heating pipes — Design and installation of thermal insulated bonded single and 
twin pipe systems for directly buried hot water networks — Part 1: Design 

— EN 13941-2, District heating pipes — Design and installation of thermal insulated bonded single and 
twin pipe systems for directly buried hot water networks — Part 2: Installation 

— EN 14419, District heating pipes — Bonded single and twin pipe systems for buried hot water networks 
— Surveillance systems 

— EN 15632 (all parts), District heating pipes — Factory made flexible pipe systems 

— EN 15698-1, District heating pipes — Bonded twin pipe systems for directly buried hot water networks 
— Part 1: Factory made twin pipe assembly of steel service pipes, polyurethane thermal insulation and 
one casing of polyethylene 

— EN 15698-2, District heating pipes — Bonded twin pipe systems for directly buried hot water networks 
— Part 2: Factory made fitting and valve assemblies of steel service pipes, polyurethane thermal 
insulation and one casing of polyethylene 

— EN 17248, District heating and district cooling pipe systems — Terms and definitions 

— EN 17414 (all parts), District cooling pipes — Factory made flexible pipe systems 

— EN 17415 (all parts), District cooling pipes — Bonded single pipe systems for directly buried cold water 
networks 

— EN 17878 (all parts), District heating pipes — Factory made flexible pipe systems with a lower 
temperature profile 

Waste management and recycling of materials is dealt with in Annex D. 

Full document details: BS EN 488-1:2025

https://doi.org/10.3403/00250064U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/00486373U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/02964175U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30165767U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-en-488-1-2025
http://www.avadocuments.com/doc/bs-en-488-1-2025


EN 488-1:2025 (E) 

6 

1 Scope 

This document specifies requirements and test methods for factory made thermally insulated bonded 
steel shut-off valve assemblies for hot water networks in accordance with EN 13941-1, comprising a steel 
valve, valve extension pipes, polyurethane (PUR) foam thermal insulation and a casing of polyethylene. 
This document applies to steel valve assemblies with an internal pressure of maximum 2,5 MPa. 

The principles of this document can be applied to thermal insulated bonded steel valve assemblies with 
internal pressures higher than 2,5 MPa, provided that special attention is paid to the effects of pressure. 

The steel shut-off valve assembly can also include the following additional elements: measuring wires, 
spacers and diffusion barriers. 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) applies. 

EN 19, Industrial valves — Marking of metallic valves 

EN 253, District heating pipes — Bonded single pipe systems for directly buried hot water networks — 
Factory made pipe assembly of steel service pipe, polyurethane thermal insulation and a casing of 
polyethylene 

EN 448, District heating pipes — Bonded single pipe systems for directly buried hot water networks — 
Factory made fitting assemblies of steel service pipes, polyurethane thermal insulation and a casing of 
polyethylene 

EN 736-1, Valves — Terminology — Part 1: Definition of types of valves 

EN 736-3, Valves — Terminology — Part 3: Definition of terms 

EN 10204, Metallic products — Types of inspection documents 

EN 12266-1, Industrial valves — Testing of metallic valves — Part 1: Pressure tests, test procedures and 
acceptance criteria — Mandatory requirements 

EN 13941-1, District heating pipes — Design and installation of thermal insulated bonded single and twin 
pipe systems for directly buried hot water networks — Part 1: Design 

EN 14419, District heating pipes — Bonded single and twin pipe systems for buried hot water networks — 
Surveillance systems 

EN 17248, District heating and district cooling pipe systems — Terms and definitions 

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in EN 736-1, EN 736-3 and EN 17248 
apply. 

ISO and IEC maintain terminology databases for use in standardization at the following addresses: 

— IEC Electropedia: available at https://www.electropedia.org/ 

— ISO Online browsing platform: available at https://www.iso.org/obp 
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4 Requirements 

4.1 General 

Unless otherwise specified, the requirements shall be valid for each single measurement. 

For information on suitable guidelines for inspection and testing see Annex A. 

For reasons of readability, the term shut-off steel valve is referred to in the following text as (steel) valve. 

4.2 Pressure ratings for valves 

4.2.1 General 

The valves shall be designed for use in pipe systems with a maximum internal pressure of 2,5 MPa. 
NOTE For pressure testing of the pipe systems, see EN 13941-2. 

4.2.2 Valves without indicated flow direction 

Valves without an indicated flow direction shall support the pressure load in both directions. 
4.3 Service temperatures for valves 

The valves shall be able to withstand continuous operation with hot water at various temperatures in 
accordance with EN 13941-1 and at a minimum water temperature of 1 °C. 

The p/T-rating of the manufacturer shall be considered. 

4.4 Steel parts 

4.4.1 Specification 

Steel grades are specified in EN 13941-1. 

All valves, valve extension pipes and steel components used for manufacturing of valve assemblies under 
the scope of this document shall as a minimum be delivered to the manufacturer with an inspection 
certificate 3.1 according to EN 10204. The inspection certificate shall on request be passed on to the 
customer. 

In case a material related inspection certificate 3.1 according to EN 10204 is required by the customer 
who orders the valve assembly, this request shall be given whilst placing the order with the manufacturer 
of the valve assemblies. 

Any later request for provision of such documentation could be too late and possibly can't be met by the 
manufacturer, since the manufacturer organizes the assignment of inspection certificates 3.1 to the steel 
extension pipes and shell of the valves before starting the production. 
NOTE For cold-formed valve bodies, the material inspection certificates 3.1 according to EN 10204 apply to 
the values of the chemical composition, but not to the values of the mechanical properties. 

All components shall be designed in accordance with EN 13941-1, for the actions and stresses that 
normally occur during the service life of the valve assembly (or of the component). 
4.4.2 Valve 

The shell of the valve shall be fully welded. Detachable joints, such as flanged or screwed connections, 
except sealing system at the stem, shall not be used in the pressurized area. 

The quality of the shell of the valve shall match with the quality of the valve extension pipe. 
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4.4.3 Valve extension pipes 

Subject to design considerations other wall thicknesses than those given in EN 253 may be used, but in 
no case shall these be less than the minima indicated in EN 253. 

The nominal diameter, the outside diameter, the tolerances on the diameter of the pipe ends and the wall 
thickness shall be the same as for the service pipes in accordance with EN 253. 
4.4.4 Surface condition 

The surface conditions of the steel service pipe and the valve body shall be in accordance with EN 253. 
4.4.5 Welding of steel parts 

Fusion welding between the valve and the valve extension pipes also as the pressurized parts of the valve 
shall be carried out in accordance with EN 448. 

4.5 Casing 

Material and casing properties shall be as specified in EN 253. 

The polyethylene welding shall be in accordance with EN 448. 

4.6 Polyurethane foam thermal insulation 

4.6.1 General 

The PUR shall be in accordance with EN 253. 

Test specimens from fitting assemblies to establish foam properties shall be taken in accordance with 
EN 448. 
4.6.2 Minimum thickness of thermal insulation 

The minimum thickness of polyurethane foam thermal insulation shall be in accordance with EN 448. 
4.7 Valve assembly 

4.7.1 General 

All requirements are valid including the diffusion barrier, if any. 
4.7.2 Thermal insulation series 

The thermal insulation series shall be in accordance with EN 253. 

The minimum thickness of the polyurethane (PUR) foam thermal insulation shall be in accordance with 
EN 448. 
4.7.3 Ends of valve assembly 

4.7.3.1 Pipe ends without thermal insulation 

The ends of the extension pipes shall be free from insulation according to EN 253. 

The ends of the extension pipes shall be prepared for welding according to EN 448. 
4.7.3.2 Diameter and wall thickness of the casing 

The outside diameter and the minimum wall thickness after manufacturing of the valve assemblies shall 
be in accordance with EN 253. 
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