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National foreword
This British Standard is the official English language version of 
EN 50016:2002. It supersedes BS EN 50016:1996 which will be withdrawn     
on 2003-06-30.

The UK participation in its preparation was entrusted by Technical Committee 
GEL/31, Electrical apparatus for explosive atmospheres, to Subcommittee 
GEL/31/17, Pressurization and other techniques, which has the responsibility 
to: 

A list of organizations represented on this committee can be obtained on 
request to its secretary.

Cross-references
The British Standards which implement international or European 
publications referred to in this document may be found in the BSI Catalogue 
under the section entitled “International Standards Correspondence Index”, or 
by using the “Search” facility of the BSI Electronic Catalogue or of British 
Standards Online.

This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

— aid enquirers to understand the text;

— present to the responsible international/European committee any 
enquiries on the interpretation, or proposals for change, and keep the 
UK interests informed;

— monitor related international and European developments and 
promulgate them in the UK.

Summary of pages
This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 30, an inside back cover and a back cover.

The BSI copyright date displayed in this document indicates when the
document was last issued.

Amendments issued since publication

Amd. No. Date Comments
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Foreword

This European Standard was prepared by SC 31-7, Pressurization and other techniques, of the Technical
Committee CENELEC TC 31, Electrical apparatus for explosive atmospheres.

It consists of the text of EN 50016:1995 and a new amendment (prA1:1999) which was submitted to the
formal vote in April 1999 and was approved by CENELEC on 1999-10-01 for publication as a new edition of
this European Standard.

This European Standard supersedes EN 50016:1995.

The European Standard was prepared under a mandate given to CENELEC by the European Commission
and the European Free Trade Association and covers essential requirements of the EC Directive 94/9/EC.

This European Standard is to be read in conjunction with EN 50014:1997 - Electrical apparatus for
potentially explosive atmospheres — General requirements, and with the European Standards for the
specific types of protection listed in the scope of EN 50014:1997. This European Standard should not be
considered in conjunction with any editions of these standards and their amendments published before
1997.

The following dates were fixed:

– latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2003-02-01

– latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2003-06-30

Annexes designated “normative” are part of the body of the standard. Annexes designated “informative” are
given only for information. In this standard annex D is normative and annexes A, B and C are informative.

_________

Full document details: BS EN 50016:2002

http://dx.doi.org/10.3403/00815625
http://dx.doi.org/10.3403/00815625
http://dx.doi.org/10.3403/01851575
http://dx.doi.org/10.3403/01851575
http://www.avadocuments.com/doc/bs-en-50016-2002
http://www.avadocuments.com/doc/bs-en-50016-2002


- 3 - EN 50016:2002

Contents

Page

1 Scope......................................................................................................................................... 4
2 Normative references................................................................................................................ 4
3 Definitions................................................................................................................................. 5

REQUIREMENTS FOR PRESSURIZED ENCLOSURES

4 Enclosures and ducting ........................................................................................................... 7
5 Temperature limits.................................................................................................................... 9
6 Safety provisions and safety devices (except for static pressurization)............................... 9
7 Safety provisions and safety devices for static pressurization ............................................. 11
8 Supply of protective gas ......................................................................................................... 12

ADDITIONAL REQUIREMENTS FOR PRESSURIZED ENCLOSURES WITH CONTAINMENT SYSTEMS

9 Introduction ............................................................................................................................. 12
10 Release conditions ................................................................................................................... 12
11 Design requirements for the containment system.................................................................. 13
12 Protective gas and pressurizing technique............................................................................. 14
13 Ignition capable apparatus....................................................................................................... 16
14 Internal hot surfaces................................................................................................................. 16

VERIFICATION AND TESTS

15 Type verification and tests....................................................................................................... 17
16 Routine tests............................................................................................................................. 21

MARKING

17 Marking ..................................................................................................................................... 21

ANNEXES

Annex A (informative) Ducting of protective gas.............................................................................. 23
Annex B (informative) Infallibility test for a containment system.................................................... 28
Annex C (informative) Function test of surveillance circuits .......................................................... 29
Annex D (normative) Purging and dilution tests .............................................................................. 30

Full document details: BS EN 50016:2002

http://www.avadocuments.com/doc/bs-en-50016-2002
http://www.avadocuments.com/doc/bs-en-50016-2002


EN 50016:2002 - 4 -

1 Scope

1.1 This European Standard specifies the requirements for the construction and testing of pressurized
and purged electrical apparatus and “Ex” components forming part of the pressurized apparatus, with type
of protection ‘p’, intended for use in potentially explosive atmospheres of gas vapour and mist.

1.2 This European Standard supplements EN 50014 in so far as it applies to pressurized and purged
electrical apparatus with type of protection ‘p’.

1.3 This European Standard is applicable to electrical equipment and components of Group I Category
M2 and of Group IIG Category 2 using the technique of pressurize and purge.

NOTE In this European Standard, the word “apparatus” has the same meaning as the word “equipment” in Directive 94/9/EC.

1.4 This European Standard includes the requirements for the construction of the enclosure and its
associated components, including, if any, the inlet and outlet ducts for the protective gas, and for the safety
provisions and devices necessary for the type of protection pressurization ‘p’.

1.5 This European Standard specifies the requirements for pressurized enclosures with or without an
internal source of release, with the exceptions given in 1.7 and 1.8.

1.6 This European Standard specifies requirements for pressurized enclosures containing an unlimited
source of release of flammable gas or vapour only where the unlimited source of release is from the surface
of a liquid.

1.7 This European Standard does not contain requirements for pressurized rooms or analyser houses (for
which another standard is in preparation).

1.8 This European Standard does not contain the requirements for pressurized enclosures where, in a
containment system with limited or unlimited release there is:

a) air with an oxygen content greater than normal, or

b) oxygen in combination with inert gas in a proportion greater than 21 %.

1.9 Due to the safety factors incorporated in the type of protection the uncertainty of measurement
inherent in good quality, regularly calibrated measurement equipment is considered to have no significant
detrimental effect and need not be taken into account when making the measurements necessary to verify
compliance of the apparatus with the requirements of this standard.

2 Normative references

This European Standard incorporates, by dated or undated reference, provisions from other publications.
These normative references are cited at the appropriate places in the text and the publications are listed
hereafter. For dated references, subsequent amendments to or revisions of any of these publications apply
to this European Standard only when incorporated in it by amendment or revision. For undated references
the latest edition of the publication referred to applies (including amendments).

EN 50014 1997 Electrical apparatus for potentially explosive atmospheres — General requirements
A1 1999
A2 1999

EN 50015 Electrical Apparatus for potentially explosive atmospheres — Oil immersion ‘o’

EN 50017 Electrical apparatus for potentially explosive atmospheres — Powder filling ‘q’
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EN 50018 Electrical apparatus for potentially explosive atmospheres — Flameproof
enclosures ‘d’

EN 50019 Electrical apparatus for potentially explosive atmospheres — Increased safety ‘e’

EN 50020 Electrical apparatus for potentially explosive atmospheres — Intrinsic safety ‘i’

EN 50028 Electrical apparatus for potentially explosive atmospheres — Encapsulation ‘m’

EN 50033 Electrical apparatus for potentially explosive atmospheres — Caplights for mines
susceptible to firedamp

EN 50039 Electrical apparatus for potentially explosive atmospheres — Intrinsically safe
systems ‘i’

EN 954 Series Safety of machinery — Safety related parts of control systems

EN 60034-1 1998 Rotating electrical machines — Rating and performance
(IEC 60034-1:1996, modified)

EN 60034-5 1986 Rotating electrical machines — Part 5: Classification of degrees of protection
provided by enclosures for rotating machines
(IEC 60034-5:1981, modified)

EN 60529 1991 Degrees of protection provided by enclosures (IP Code)
(IEC 60529:1989)

HD 214 S2 1980 Method for determining the comparative and the proof tracking indices of solid
insulating materials under moist conditions
(IEC 60112:1979)

3 Definitions

For the purposes of this European Standard, the definitions of EN 50014 and also the following apply.

3.1
type of protection pressurization ‘p’
technique of applying a protective gas to an enclosure in order to prevent the formation of an explosive
atmosphere inside the enclosure by maintaining an overpressure against the surrounding atmosphere, and
where necessary by using dilution

3.2
pressurized enclosure
enclosure in which a protective gas is maintained at a pressure greater than that of the external atmosphere

3.3
protective gas
air or inert gas used for purging and maintaining an overpressure and, if required, dilution

NOTE For the purpose of this standard inert gas means nitrogen, carbon dioxide, argon or any gas which, when mixed with oxygen in the
ratio 4:1 as found in air, does not make the ignition and flammability properties, such as explosive limits, more onerous.
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3.4
purging
operation of passing a quantity of protective gas through the pressurized enclosure and ducts, so that:

a) when the protective gas is air, any explosive atmosphere in the pressurized enclosure is reduced to a
safe concentration;

b) or when the protective gas is inert the concentration of oxygen in the pressurized enclosure is reduced
to a safe level

3.5
static pressurization
maintenance of an overpressure within a pressurized enclosure without the addition of protective gas in a
hazardous area

3.6
pressurization with leakage compensation
maintenance of an overpressure within a pressurized enclosure so that, when the outlet apertures are
closed, the supply of protective gas is sufficient to compensate for any leakage from the pressurized
enclosure and its ducts

3.7
pressurization with continuous flow of the protective gas
maintenance of an overpressure within a pressurized enclosure with continuous flow of the protective gas
through the enclosure

3.8
internal source of release
point or location from which a flammable substance in the form of a flammable gas or vapour or liquid may
be released into the pressurized enclosure such that in the presence of air an explosive gas atmosphere
could be formed

3.9
containment system
part of the apparatus containing the flammable gas, vapour or liquid that may constitute an internal source
of release

3.10
infallible containment system
construction of an infallible containment system is of such integrity that the possibility of a leak is so remote
that it can be ignored

3.11
dilution
continuous supply of a protective gas, after purging, at such a rate that the concentration of a flammable
mixture inside the pressurized enclosure is maintained at a value outside the explosive limits except in a
dilution area

NOTE Dilution of oxygen by inert gas may result in a concentration of flammable gas above the UEL.

3.12
ignition capable apparatus
apparatus which in normal operation constitutes a source of ignition for a specified explosive atmosphere.
This includes electrical apparatus not protected by a type of protection listed in clause 2
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3.13
dilution area
area in the vicinity of a source of release where the concentration of flammable gas or vapour is not diluted
to a safe concentration

3.14
limited release
release of flammable gas or vapour the maximum flow rate of which can be predicted

3.15
unlimited release
release of flammable gas or vapour the maximum flow rate of which cannot be predicted

NOTE This refers to liquids which can evolve flammable gas or vapour where the rate of release cannot be predicted.

3.16
lower explosive limit (LEL)
volume ratio of flammable gas or vapour in air below which an explosive gas atmosphere will not be formed

3.17
upper explosive limit (UEL)
volume ratio of flammable gas or vapour in air above which an explosive gas atmosphere will not be formed

3.18
volume ratio (v/v)
ratio of the volume of a component to the volume of the gas mixture under specified conditions of
temperature and pressure

REQUIREMENTS FOR PRESSURIZED ENCLOSURES

4 Enclosures and ducting

4.1 General

The pressurized enclosure, including any apertures for moving parts but excluding apertures for the inlet
and outlet of the protective gas, shall have a degree of protection in accordance with at least IP 40 of
EN 60529, or in the case of a rotating electrical machine, EN 60034-5.

NOTE The degree of protection of IP 44 may be required on a coal face under humid and dusty conditions.

4.2 Spark and particle barriers

The pressurized enclosure and the ducting, if any, for the protective gas shall guard against the ejection of
ignition capable sparks or particles into the hazardous area (see A.2).

4.3 Mechanical strength

The pressurized enclosure, ducts if any, and their connecting parts shall withstand a pressure equal to
1,5 times the maximum overpressure specified by the manufacturer for normal service with all outlets
closed with a minimum of 200 Pa.

If a pressure can occur in service that can cause a deformation of the enclosure, ducts if any, or connecting
parts, a safety device shall be fitted by the manufacturer to limit the maximum internal overpressure to a
level below that which could adversely affect the type of protection.
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4.4 Apertures

NOTE The location, size and number of apertures should be suitable for effective purging. The number of apertures should be chosen with
regard to the design and disposition of the apparatus, particular consideration being given to the needs of subcompartments into which the
apparatus might be divided.

4.4.1 In the case of static pressurization the enclosure shall have one or more apertures. After filling and
pressurization all apertures shall be closed.

4.4.2 In the case of pressurization with leakage compensation the enclosure shall have one or more inlet
apertures. It shall also have one or more outlet apertures constructed so that they can be closed after
purging.

4.4.3 In the case of pressurization with continuous flow of protective gas, the enclosure shall have one or
more inlet apertures and one or more outlet apertures for the connection of the inlet and outlet ducts for the
protective gas.

4.5 Materials

The materials used for the enclosure, ducts and connecting parts shall not be adversely affected by the
specified protective gas.

4.6 Doors and covers

4.6.1 Group I apparatus: For Group I pressurized enclosures, doors and covers shall either:

� have special fasteners complying with 9.2 of EN 50014; or

� except for the case of static pressurization, be interlocked so that the electrical supply to apparatus not
protected by a type of protection listed in clause 2 of this standard is disconnected automatically when
they are opened and so that the supply cannot be restored until they are closed. The requirements of 6.6
of this standard shall also apply.

In the case of static pressurization, doors and covers shall carry the following warning:

“Do not open in hazardous area”

4.6.2 Group II apparatus: The requirements for fasteners for doors and covers in 9.1, paragraph 1, of
EN 50014 need not apply to Group II pressurized enclosures. Doors and covers, except for those which can
be opened only by the use of a tool or key, shall be interlocked so that the electrical supply to electrical
apparatus not protected by a type of protection listed in clause 2 of this standard is disconnected
automatically when they are opened and so that the supply cannot be restored until they are closed. The
requirements of 6.6 of this standard shall also apply.

In the case of static pressurization, doors and covers shall only be opened by the use of a tool, and shall
carry the following warning:

“Do not open in hazardous area”

4.6.3 When doors and covers are provided to permit inspection in service, they shall carry the following
warning:

“Do not open when energized”

except where provision is made for adjustment during operation, in which case the warning shall be

“See instructions before opening”
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4.7 Insulating materials

For Group I apparatus, insulating materials subjected to electrical stresses capable of causing arcs in air
and which result from rated currents of more than 16 A shall have a comparative tracking index equal to or
greater than CTI 400M according to IEC 60112.

5 Temperature limits

5.1 The pressurized enclosure shall be classified in accordance with the temperature classification
requirements of EN 50014.

The maximum surface temperature shall be determined either:

a) by the temperature of the hottest point of the external surface of the enclosure; or

b) by the temperature of the hottest point of the surface of the internal parts which are protected by any of
the types of protection listed in EN 50014, and which remain energized even when the supply of
protective gas is removed (e.g. electrical heaters).

5.2 If during normal service the temperature of any surface within the pressurized enclosure exceeds the
maximum value permitted in EN 50014 for the temperature class, appropriate measures shall be taken to
prevent, if pressurization ceases, any explosive atmosphere which may exist making contact with that
surface before it has cooled below the permitted maximum value. This may be achieved either by the
design and construction of the joints of the pressurized enclosure and ducts or by other means, e.g. by
bringing auxiliary ventilation systems into operation or by arranging that the hot surface within the enclosure
is in a gas tight or encapsulated housing.

When determining the temperature for rotating electrical machines the duty type according to EN 60034-1
as specified by the manufacturer shall be considered.

6 Safety provisions and safety devices (except for static pressurization)

6.1 All safety devices used to prevent electrical apparatus protected by pressurization from causing an
explosion shall themselves not be capable of causing an explosion or shall be mounted outside the
hazardous area.

6.2 The safety devices required by this standard form safety related parts of a control system. It is the
responsibility of the manufacturer to assess that the safety and integrity of the control system is consistent
with the level of safety required by this standard.

NOTE See also EN 954, Safety of machinery — Safety related parts of a control system.

6.3 The safety devices shall be provided by the manufacturer of the apparatus or by the user. In the latter
case the apparatus shall be marked “X” and the description documents shall contain all necessary
information required by the user to ensure conformity with the requirements of this standard.

NOTE An example of the information to be supplied by the manufacturer is given in annex C.

6.4 Where the safety related control system forms part of the apparatus a functional sequence diagram
shall be provided by the manufacturer, for example truth table, state diagram, flow chart, etc., to define the
action of the control system. The sequence diagram shall clearly identify and show the operational states of
the safety devices and ensuing actions. Functional tests shall be required to verify conformity to the
diagram. These tests need only be carried out under normal atmospheric conditions unless otherwise
specified by the manufacturer.
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