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National foreword

This British Standard is the English language version of EN 50067:1998. It
supersedes BS EN 50067:1992 which will be withdrawn on 1998-12-01.

The UK participation in its preparation was entrusted by Technical Committee
EPL/100, Audio, video and multimedia systems and equipment, to
Subcommittee EPL/100/1, Radio receiving equipment, which has the
responsibility to:

— aid enquirers to understand the text;

— present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the UK
interests informed;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this subcommittee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Standards
Catalogue under the section entitled “International Standards Correspondence
Index”, or by using the “Find” facility of the BSI Standards Electronic
Catalogue.

A British Standard does not purport to include all the necessary provisions of
a contract. Users of British Standards are responsible for their correct
application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages i and 11,
the EN title page, pages 2 to 103 and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on
the inside front cover.

Amendments issued since publication

Amd. No. Date Comments
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Foreword This standard is also drafted to facilitate a
world-wide standard by working towards

The Radio Data System RDS was developed by the  harmonisation with the US NRSC RBDS standard.

European Broadcasting Union (EBU) Member

countries who collaborated towards an

internationally agreed standard for such a system.

The Specification of the RDS System was initially

published by the EBU in 1984 as doc.Tech 3244 [8]

and 1s also the subject of ITU-R

Recommendation 643-2.

This revised text, which is published by the
European Committee for Electrotechnical
Standardization (CENELEC), was prepared by the
RDS Forum in close collaboration with the
Technical Committee 207 of CENELEC, and in
close collaboration with experts from the EBU. In
addition, certain elements of text have been revised
to accord with experience gained with the RDS
System and changes in broadcasting practice since
the Specification was published. It is, nevertheless,
expected that receivers produced to accord with this
Specification will be compatible with RDS
broadcasts which conform with previous editions of
this Specification.

Attention is drawn to the fact that there may be
Intellectual Property Rights (IPR) in relation to
certain provisions of this standard. The technical
experts of TC 207 were unable to fully identify such
claims due to the complicated legal issues involved.
IPR holders should notify CENELEC of their
claims.

This document was submitted to the Unique
Acceptance Procedure and was approved by
CENELEC as EN 50067 on 1998-04-01.

The following dates were fixed:

— latest date by which the
EN has to be implemented
at national level by
publication of an identical
national standard or by
endorsement (dop) 1998-12-01

— latest date by which the
national standards
conflicting with the EN
have to be withdrawn (dow) 1998-12-01

This European Standard replaces EN 50067:1992.

This version of the specification includes several
significant enhancements to the RDS features: Open
Data Applications, Programme Type Name, EWS
and Enhanced Paging Protocol. These are a fully
backwards compatible set of additions. A receiver
implemented in accordance with EN 50067:1992 but
receiving a transmission in accordance with this
standard, whilst not able to respond to the
enhancements, will not significantly under perform.
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0 Scope

The Radio Data System, RDS, is intended for application to VHF/FM sound broadcasts in the

range 87.5 MHz to 108.0 MHz which may carry either stereophonic (pilot-tone system) or monophonic
programmes. The main objectives of RDS are to enable improved funtionality for FM receivers and to make
them more user-friendly by using features such as Programme Identification, Programme Service name
display and where applicable, automatic tuning for portable and car radios, in particular. The relevant
basic tuning and switching information shall therefore be implemented by the type 0 group (see 3.1.5.1),
and it 1s not optional unlike many of the other possible features in RDS.

1 Modulation characteristics of the data channel (physical layer)

The Radio Data System is intended for application to VHF/FM sound broadcasting transmitters in the
range 87.5 to 108.0 MHz, which carry stereophonic (pilot-tone system) or monophonic sound broadcasts
(see ITU-R Recommendation BS 450-2).

It is important that radio-data receivers are not affected by signals in the multiplex spectrum outside the
data channel.

The system can be used simultaneously with the ARI system (see Annex H), even when both systems are

broadcast from the same transmitter. However, certain constraints on the phase and injection levels of the
radio-data and ARI signals must be observed in this case (see 1.2 and 1.3).

The data signals are carried on a subcarrier which is added to the stereo multiplex signal (or monophonic
signal as appropriate) at the input to the VHF/FM transmitter. Block diagrams of the data source
equipment at the transmitter and a typical receiver arrangement are shown in Figure 1 and Figure 2,
respectively.

1.1 Subcarrier frequency

During stereo broadcasts the subcarrier frequency will be locked to the third harmonic of the 19-kHz
pilot-tone. Since the tolerance on the frequency of the 19-kHz pilot-tone is = 2 Hz (see ITU-R
Recommendation BS 450-2), the tolerance on the frequency of the subcarrier during stereo broadcasts
1s + 6 Hz.

During monophonic broadcasts the frequency of the subcarrier will be 57 kHz + 6 Hz.
1.2 Subcarrier phase

During stereo broadcasts the subcarrier will be locked either in phase or in quadrature to the third
harmonic of the 19 kHz pilot-tone. The tolerance on this phase angle is + 10°, measured at the modulation
input to the FM transmitter.

In the case when ARI and radio-data signals are transmitted simultaneously, the phase angle between the
two subcarriers shall be 90° + 10°.
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Figure 1 — Block diagram of radio-data equipment at the transmitter
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The overall data-shaping in this decoder comprises the filter F} and the data-shaping inherent in the biphase symbol decoder.
The amplitude/frequency characteristic of filter Fy is, therefore, not the same as that given in Figure 3.

Figure 2 — Block diagram of a typical radio-data receiver/decoder
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1.3 Subcarrier level

The deviation range of the FM carrier due to the unmodulated subcarrier is from + 1.0 kHz to + 7.5 kHz.
The recommended best compromise is + 2.0 kHzY. The decoder/demodulator should also operate properly
when the deviation of the subcarrier is varied within these limits during periods not less than 10 ms.

In the case when ARI (see Annex H) and radio-data signals are transmitted simultaneously, the
recommended maximum deviation due to the radio-data subcarrier is = 1.2 kHz and that due to the
unmodulated ARI subcarrier should be reduced to + 3.5 kHz.

The maximum permitted deviation due to the composite multiplex signal is + 75 kHz.
1.4 Method of modulation

The subcarrier is amplitude-modulated by the shaped and biphase coded data signal (see 1.7). The
subcarrier is suppressed. This method of modulation may alternatively be thought of as a form of two-phase
phase-shift-keying (psk) with a phase deviation of + 90°.

1.5 Clock-frequency and data-rate

The basic clock frequency is obtained by dividing the transmitted subcarrier frequency by 48.
Consequently, the basic data-rate of the system (see Figure 1) is 1187.5 bit/s + 0.125 bit/s.

1.6 Differential coding

The source data at the transmitter are differentially encoded according to the following rules:
Table 1 — Encoding rules

Previous output New input New output
(at time t;_;) (at time t;) (at time t;)

0 0 0

0 1 1

1 0 1

1 1 0

where t; is some arbitrary time and t;_; is the time one message-data clock-period earlier, and where the
message-data clock-rate is equal to 1 187.5 Hz.

Thus, when the input-data level is 0, the output remains unchanged from the previous output bit and when
an input 1 occurs, the new output bit is the complement of the previous output bit.

In the receiver, the data may be decoded by the inverse process:
Table 2 — Decoding rules

Previous input New input New output

(at time t;_q) (at time t;) (at time t;)

0
1
1

== Ol O
—| O M O

0

The data is thus correctly decoded whether or not the demodulated data signal is inverted.
1.7 Data-channel spectrum shaping

The power of the data signal at and close to the 57 kHz subcarrier is minimized by coding each source data
bit as a biphase symbol.

D With this level of subcarrier, the level of each sideband of the subcarrier corresponds to half the nominal peak deviation level
of +£ 2.0 kHz for an “all-zeroes” message data stream (i.e. a continuous bit-rate sine-wave after biphase encﬁ‘

ing).
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This is done to avoid data-modulated cross-talk in phase-locked-loop stereo decoders, and to achieve
compatibility with the ARI system. The principle of the process of generation of the shaped biphase symbols
is shown schematically in Figure 1. In concept each source bit gives rise to an odd impulse-pair, e(t), such
that a logic 1 at source gives:

e(t) = &(t) - 8(t -ty /2) 1)
and a logic 0 at source gives:
e(t) = - 8(t) + &(t - t, /2) 2

These impulse-pairs are then shaped by a filter Hy(f), to give the required band-limited spectrum where:

nft

d .
H.(f) = COST if 0s<f<2h 3)
0 if £ > 21,
and here
1
t, = S
4 11875

The data-spectrum shaping filtering has been split equally between the transmitter and receiver (to give
optimum performance in the presence of random noise) so that, ideally, the data filtering at the receiver
should be identical to that of the transmitter, i.e. as given above in equation (3). The overall data-channel
spectrum shaping H,(f) would then be 100 % cosine roll-off.

The specified transmitter and receiver low-pass filter responses, as defined in equation (3) are illustrated
in Figure 3, and the overall data-channel spectrum shaping is shown in Figure 4.

The spectrum of the transmitted biphase-coded radio-data signal is shown in Figure 5 and the
time-function of a single biphase symbol (as transmitted) in Figure 6.

The 57 kHz radio-data signal waveform at the output of the radio-data source equipment may be seen in
the photograph of Figure 7.

1.0 -
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3
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g 0.8 =
2
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: 0.6 =
2
S
8
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«© 0.4 =
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A )
.
‘\
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0 480 960 1440 1920 2400 Hz
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Figure 3 — Amplitude response of the specified transmitter or receiver data-shaping filter
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Figure 4 — Amplitude response of the combined transmitter and receiver
data-shaping filters
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Figure 5 — Spectrum of biphase coded radio-data signals
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Figure 6 — Time-function of a single biphase symbol
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Figure 7— 57 kHz radio-data signals

2 Baseband coding (data-link layer)

2.1 Baseband coding structure

Figure 8 shows the structure of the baseband coding. The largest element in the structure is called a
“group” of 104 bits each. Each group comprises 4 blocks of 26 bits each. Each block comprises an
information word and a checkword. Each information word comprises 16 bits. Each checkword

comprises 10 bits (see 2.3).

Group = 4 blocks = 104 bits
Block1 | Block2 | Block3 | Block 4
- Block = 26 bits
Information word Checkword + offset word
— Information word = 16 bits N Checkword = 10 bits o
m15|m14|m13|ml2|mll|mlol My | Mg |m7 lmblm5 l My |m3 | m; Iml Imo °'9| C's |°'7 |°'o | C's IC'A IC'a lc'z IC'I |°'o
Figure 8 — Structure of the baseband coding

2.2 Order of bit transmission
All information words, checkwords, binary numbers or binary address values have their most significant
bit (m.s.b.) transmitted first (see Figure 9). Thus the last bit transmitted in a binary number or address

has weight 2°.
The data transmission is fully synchronous and there are no gaps between the groups or blocks.
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One group = 104 bits ~ 87.6 ms

Block 1 Block 2 Block 3 Block 4
t First transmitted bit of group B, TP Last transmitted bit of group t
W 1] 2
; St il T S e
Checkword |Group| Checkword : Checkword | Checkword °
Pl code + type PTY + 3 + § + Pt
offset A code . offsetB offset Cor C' offsetD |
EEREEEEEEENEERE Bl N RS NENNN i Sl iy P ) ) g e ey
N —
\ Offset C = version A
Most signifiant bit Least signifiant bit / \ Oftset C'= version B
ya \
T L) T T Al T T
' X \ Traffic : | : :
1 1 1
A, « A, o A, 1 A, | By | pog [ PT, . PT, . PT, . PT, . PT,
' | ' code ' | | '
1 1 1 i ' | ] 1
- : i
4 - bit group type code 0 = version A

1= versionB

NOTE 1 Group type code = 4 bits (see 3.1)

NOTE 2 B, = version code = 1 bit (see 3.1)

NOTE 3 PI code = Programme Identification code = 16 bits (see 3.2.1.1 and Annex D)
NOTE 4 TP = Traffic Programme Identification code = 1 bit (see 3.2.1.3)

NOTE 5 PTY = Programme Type code = 5 bits (see 3.2.1.2 and Annex F)

NOTE6 Checkword + offset “N” = 10 bits added to provide error protection and block and group synchronization
information (see 2.3 and 2.4 and Annex A, Annex B and Annex C)

NOTE 7 t; <tg: Block 1 of any particular group is transmitted first and block 4 last
Figure 9 — Message format and addressing

2.3 Error protection

Each transmitted 26-bit block contains a 10-bit checkword which is primarily intended to enable the
receiver/decoder to detect and correct errors which occur in transmission. This checkword (i.e. ¢’y, ¢'g,.... ¢’
in Figure 8) is the sum (modulo 2) of:

a) the remainder after multiplication by x'° and then division (modulo 2) by the generator polynomial
g(x), of the 16-bit information word,

b) a 10-bit binary string d(x), called the “offset word”,
where the generator polynomial, g(x) is given by:

gx) =x0+x8+x"+x°+xt+x3+1
and where the offset values, d(x), which are different for each block within a group (see 2.4) are given
in Annex A.

The purpose of adding the offset word is to provide a group and block synchronisation system in the
receiver/decoder (see 2.4). Because the addition of the offset is reversible in the decoder the normal additive
error-correcting and detecting properties of the basic code are unaffected.

The checkword thus generated is transmitted m.s.b. (i.e. the coefficient of ¢’g in the checkword) first and is
transmitted at the end of the block which it protects.

The above description of the error protection may be regarded as definitive, but further explanatory notes
on the generation and theory of the code are given in Annex B and Annex C.

The error-protecting code has the following error-checking capabilities [3, 4]:
a) Detects all single and double bit errors in a block.
b) Detects any single error burst spanning 10 bits or less.
¢) Detects about 99.8 % of bursts spanning 11 bits and about 99.9 % of all longer bursts.

The code is also an optimal burst error correcting code [5] and is capable of correcting any single burst of
span 5 bits or less.
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2.4 Synchronisation of blocks and groups
The blocks within each group are identified by the offset words A, B, C or C’ and D added to blocks 1, 2, 3,
and 4 respectively in each group (see Annex A).

The beginnings and ends of the data blocks may be recognized in the receiver decoder by using the fact that
the error-checking decoder will, with a high level of confidence, detect block synchronisation slip as well as
additive errors. This system of block synchronisation is made reliable by the addition of the offset words
(which also serve to identify the blocks within the group). These offset words destroy the cyclic property of
the basic code so that in the modified code, cyclic shifts of codewords do not give rise to other

codewords [6, 7].

Further explanation of a technique for extracting the block synchronisation information at the receiver is
given in Annex C.

3 Message format (session and presentation layers)
3.1 Addressing
3.1.1 Design principles

The basic design principles underlying the message format and addressing structure are as follows:

a) The messages which are to be repeated most frequently, and for which a short acquisition time is
required e.g. Programme Identification (PI) codes, in general occupy the same fixed positions within
every group. They can therefore be decoded without reference to any block outside the one which
contains the information.

b) There 1s no fixed rhythm of repetition of the various types of group, i.e. there is ample flexibility to
interleave the various kinds of message to suit the needs of the users at any given time and to allow for
future developments.

¢) This requires addressing to identify the information content of those blocks which are not dedicated
to the high-repetition-rate information.

d) Each group is, so far as possible, fully addressed to identify the information content of the various
blocks.

e) The mixture of different kinds of message within any one group is minimized, e.g. one group type is
reserved for basic tuning information, another for RadioText, etc. This is important so that broadcasters
who do not wish to transmit messages of certain kinds are not forced to waste channel capacity by
transmitting groups with unused blocks. Instead, they are able to repeat more frequently those group
types which contain the messages they want to transmit.

f) To allow for future applications the data formatting has been made flexible. For example, a number of
group types (see Table 6) may be used for Open Data Applications (see 3.1.4 and 4.9).

3.1.2 Principal features
The main features of the message structure have been illustrated in Figure 9. These may be seen to be:
1) The first block in every group always contains a Programme Identification (PI) code.

2) The first four bits of the second block of every group are allocated to a four-bit code which specifies the
application of the group. Groups will be referred to as types 0 to 15 according to the binary
weighting A = 8, Ag =4, A; =2, Ay =1 (see Figure 9). For each type (0 to 15) two “versions” can be
defined. The “version” is specified by the fifth bit (B,) of block 2 as follows:

a) By = 0: the PI code is inserted in block 1 only. This will be called version A, e.g. 0A, 1A, etc.

b) By = 1: the PI code is inserted in block 1 and block 3 of all group types. This will be called version B,
e.g. 0B, 1B, etc.

In general, any mixture of type A and B groups may be transmitted.

3) The Programme Type code (PTY) and Traffic Programme identification (TP) occupy fixed locations in
block 2 of every group.

Documents
14 = o o Becymexnt Sharing Hub

Full document details: BS EN 50067:1998


http://www.avadocuments.com/doc/bs-en-50067-1998
http://www.avadocuments.com/doc/bs-en-50067-1998

EN 50067:1998

The PI, PTY and TP codes can be decoded without reference to any block outside the one that contains the
information. This is essential to minimize acquisition time for these kinds of message and to retain the
advantages of the short (26-bit) block length. To permit this to be done for the PI codes in block 3 of version
B groups, a special offset word (which we shall call C’) is used in block 3 of version B groups. The occurrence
of offset C’ in block 3 of any group can then be used to indicate directly that block 3 is a PI code, without
any reference to the value of By in block 2.

3.1.3 Group types

It was described above (see also Figure 9) that the first five bits of the second block of every group are
allocated to a five-bit code which specifies the application of the group and its version, as shown in Table 3.

Table 3 — Group types

Group Group type Flagged in

type code/version type 1A Description

As[Ay [A, A [By| BFOUPS

0A 0 (0 [0 |0 |O Basic tuning and switching information only (see 3.1.5.1)
0B 0 (0 |0 |0 |1 Basic tuning and switching information only (see 3.1.5.1)
1A 0|0 [0 |1 |O Programme Item Number and slow labelling codes only (see 3.1.5.2)
1B 0|0 [0 |1 |1 Programme Item Number (see 3.1.5.2)
2A 0 (0 |1 |0 |O RadioText only (see 3.1.5.3)
2B 0|0 (1 |0 |1 RadioText only (see 3.1.5.3)
3A 0 (0 (1 |1 |0 Applications Identification for ODA only (see 3.1.5.5)
3B 0 (0 |1 |1 |1 Open Data Applications
4 A 0|1 (0 |0 |O Clock-time and date only (see 3.1.5.6)
4B 0 (1 (0 |0 |1 Open Data Applications
5A 0 (1 (0 |1 |0 Transparent Data Channels (32 channels) or ODA (see 3.1.5.8)
5B 0|1 (0 |1 |1 Transparent Data Channels (32 channels) or ODA (see 3.1.5.8)
6 A 0O (1 (1 (0|0 In House applications or ODA (see 3.1.5.9)
6B 0 (1 (1|0 |1 In House applications or ODA (see 3.1.5.9)
TA 0 (1 (1|1 |0 |Y Radio Paging or ODA (see 3.1.5.10 and Annex M)
7B 0 (1 |1 |1 |1 Open Data Applications
8A 110 |0 {0 |0 |Y Traffic Message Channel or ODA (see 3.1.5.12)
8B 110 (0 |0 |1 Open Data Applications
9A 110 |0 |1 |0 |Y Emergency Warning System or ODA (see 3.1.5.13)
9B 110 (0 |1 |1 Open Data Applications
10A |1 |0 (1 |0 |O Programme Type Name
10B |1 |0 |1 |0 |1 Open Data Applications
11A |1 |0 (1 |1 |O Open Data Applications
11B |1 |0 |1 |1 |1 Open Data Applications
12A |1 |1 |0 [0 |O Open Data Applications
12B |1 |1 |0 |0 |1 Open Data Applications
13A |1 |1 |0 |1 |0 |Y Enhanced Radio Paging or ODA (see Annex M)
13B |1 |1 |0 |1 |1 Open Data Applications
14A |1 |1 (1 |0 |O Enhanced Other Networks information only (see 3.1.5.19)
14B |1 |1 |1 |0 |1 Enhanced Other Networks information only (see 3.1.5.19)
15A |1 |1 |1 |1 |0 Defined in RBDS only
15B |1 |1 |1 |1 |1 Fast switching information only (see 3.1.5.20)
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The appropriate repetition rates for some of the main features are indicated in Table 4:

Table 4 — Main feature repetition rates

Main Features Group types which contain Appropriate repetition rate
this information per sec.

Programme Identification (PI) code all 11.42
Programme Type (PTY) code all 11.42

Traffic Programme (TP) identification code all 11.42
Programme Service (PS) name? 0A, 0B 1

Alternative frequency (AF) code pairs 0A 4

Traffic announcement (TA) code 0A, 0B, 14B, 15B 4

Decoder identification (DI) code 0A, 0B, 15B 1

Music Speech (MS) code 0A, 0B, 15B 4

RadioText (RT) message 2A, 2B 0.2b

Enhanced other networks information (EON) 14A up to 2¢

2Valid codes for this item will normally be transmitted with at least this repetition rate whenever the transmitter carries a normal
broadcast programme.

A total of 16 type 2A groups are required to transmit a 64 character RadioText message and therefore, to transmit this message
in 5 seconds, 3.2 type 2A groups will be required per second.
¢The maximum cycle time for the transmission of all data relating to all cross-referenced programme services shall be less than 2
minutes.

PS must only be used for identifying the programme service and it must not be used for other messages giving sequential
information.

A total of four type OA groups are required to transmit the entire PS name and therefore four type 0A
groups will be required per second. The repetition rate of the type 0A group may be reduced if more capacity
1s needed for other applications. But a minimum of two type OA groups per second is necessary to ensure
correct functioning of PS and AF features. However, with EON receivers search tuning is affected by the
repetition rate of type 0 groups (TP/TA, see 3.2.1.3). It must be noted that in this case transmission of the
complete PS will take 2 seconds. However, under typical reception conditions the introduction of errors will
cause the receiver to take 4 seconds or more to acquire the PS name for display.

The following mixture of groups is suitable to meet the repetition rates noted above.
Table 5 — Group repetition rates

Typical proportion of

Group types Features groups of this type
transmitted
0A or OB PI, PS, PTY, TP, AF2, TA, DI, MS 40 %
1A or 1B PI, PTY, TP, PIN 10 %
2A or 2B PI, PTY, TP, RT 15 %P
14A or 14B PI, PTY, TP, EON 10 %
Any other Other applications 25 %

aType OA group only
Assuming that type 2A groups are used to transmit a 32-character RadioText message. A mixture of type 2A and 2B groups in
any given message should be avoided (see 3.1.5.3)

3.1.4 Open data channel/Applications Identification
3.1.4.1 Use of Open Data Applications

Open Data Applications (ODA) are not explicitly specified in this standard. They are subject to a
registration process and registered applications are listed in the EBU/RDS Forum — ODA Directory

(see Annex L), which references appropriate standards and normative specifications. These specifications
may however be public (specification in the public domain) or private (specification not in the public
domain). The terms public and private do not imply the degree of access to services provided by an
application, for example a public service may include encryption.

An ODA may use type A and/or type B groups, however it must not be designed to operate with a specific
group type. The specific group type used by the ODA in any particular transmission is signalled in the
Applications Identification (AID) carried in type 3A groups (see 3.1.5.4). Table 6 shows the type A and
type B groups that may be allocated to ODA. Group types not shown in Table 6 are not available for ODA.
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Table 6 — ODA group availability signalled in type 3A groups

Group type Application group Availability for Open Data Applications
type code
00000 Special meaning: Not carried in associated group
3B 00111 Available unconditionally
4B 01001 Available unconditionally
5A 01010 Available when not used for TDC
5B 01011 Available when not used for TDC
6A 01100 Available when not used for IH
6B 01101 Available when not used for IH
TA 01110 Available when not used for RP
7B 01111 Available unconditionally
8A 10000 Available when not used for TMC
8B 10001 Available unconditionally
9A 10010 Available when not used for EWS
9B 10011 Available unconditionally
10B 10101 Available unconditionally
11A 10110 Available unconditionally
11B 10111 Available unconditionally
12A 11000 Available unconditionally
12B 11001 Available unconditionally
13A 11010 Available when not used for RP
13B 11011 Available unconditionally
11111 Special meaning: Temporary data fault (Encoder status)

3.1.4.2 Open Data Applications — Group structure

Open Data Applications must use the format shown in Figure 10 for ODA type A groups and in Figure 11
for ODA type B groups.

B, TP
|
: \ e A
3roup) : Checkword |
Pl code type | | | PTY + b ; . ;
offset A |code offsetB | : . offsetD |
AERENEEENENERNE S NN Py s et B . INRENNNNNNEREENA =

o i Format and application of these message
| X XXX E' bits may be assigned unilaterally by each operator
— in conformity with section 3.1.4

Figure 10 — ODA type A groups
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Format and application of these message
bits may be assigned unilaterally by each operator
in conformity with section 3.1.4

B,TP T T e
T
g it B 5 G
Checkword : [Group| Checkword || - Checkword |
Pl code + dtype | | [PTY : + i Pl code +
offset A |code . offsetB &% offset D
PPt . NN E gy

Figure 11 — ODA type B groups

3.1.5 Coding of the Group types

3.1.5.1 Type 0 groups: Basic tuning and switching information

The repetition rates of type 0 groups must be chosen in compliance with 3.1.3.

Figure 12 shows the format of type OA groups and Figure 13 the format of type 0B groups.

M/S
B,TP  TA| DI segment
T _
Checkwe 3};1\"3 il it ::{::‘h kword cnﬁvd ? Checkw d
eckword . Group| eckword : . . H ieckwor N eckword .
Pl code . Lype PTY ' . : Altemative Altematlve} . ; Programme service| .
offsetA |code 1| oftsete |frequency|frequency| oftsetc || namesegment | offsetD
ESEENENERRRERY REa e e NRN 111 s SINNRENNANNENERNRE. . ANNNNRNENNNERNENC
— ,
|
EEHEID [D' [ I°7‘°¢|°s’°4’°3|°2|°||°0] Ib7 Fo Ibs by ‘bs !bz lbl ]bo|b7 ‘b(,]b_,)lb‘ bs IDZIbI |bol
d;0 0 1 2
Decoder d2 01 3 4
control \ i A "~ """ T T T TT-------------
bits |11 0 5 6
b1 1 7 8
ng;:;,r"v::; :;z;i: : d ol Character numbers
Figure 12 — Basic tuning and switching information — Type 0A group
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M/S
B,TP  TA | DI segment
i L]
R ; | ; 6 ; : Gt s Ry G
Checkword . [Group| ; | Checkword | Checkword ' .| Checkword |
Pl code + Ttype PTY , . Pl code . Programme service . i
offset A [code 1| offsetB offsetc' | Name segment offset D
BENEERNENERNENN B ‘*‘/;uxl (1] . S e e
Py
e T
oioioiol1| [oiccy Ib7 5 05 |04 b3 b, o, [Bo[o; Io, s o, o5 [0, oy T
pecod d; 0 0 1 2
ecoaer
control 32? (]J ------------------------ 8 4
bits | S 6
dgl 1 7 8
Prog. . ‘
rog s : ;,’nvz; :;z: : : d DI Character numbers
Figure 13 — Basic tuning and switching information — Type 0B group

Type OA groups are usually transmitted whenever alternative frequencies exist. Type 0B groups without
any type OA groups may be transmitted only when no alternative frequencies exist.

There are two methods (A and B) for transmission of alternative frequencies (see 3.2.1.6.2).

The Programme Service name comprises eight characters, intended for static display on a receiver. It is the
primary aid to listeners in programme service identification and selection. The use of PS to transmit text
other than a single eight character name is not permitted (see also 3.2.2). Transmission of a PS name
usually takes four type OA groups, but to allow an instant display of the PS when a receiver pre-set is
selected, the PS name is often stored for subsequent recall from memory when a programme service is
selected. For this reason PS should generally be invariant.

If a broadcaster wishes to transmit longer Programme Service names, programme-related information or
any other text, then RadioText provides this feature.

Notes on Type 1 groups:

NOTE1 Version B differs from version A only in the contents of block 3, the offset word in block 3, and, of course, the version code B

NOTE 2 For details of Programme Identification (PI), Programme Type (PTY) and Traffic Programme (TP) code, see Figure 9, 3.2.1
and Annex D and Annex F.

NOTE 3 TA = Traffic announcement code (1 bit) (see 3.2.1.3).

NOTE 4 MS = Music Speech switch code (1 bit) (see 3.2.1.4).

NOTE 5 DI = Decoder-identification control code (4 bits) (see 3.2.1.5). This code is transmitted as 1 bit in each type 0 group. The
Programme Service name and DI segment address code (C; and Cy) serves to locate these bits in the DI codeword. Thus in a group
with C;Cg = “00” the DI bit in that group is d3. These code bits are transmitted most significant bit (dg) first.

NOTE 6 Alternative frequency codes (2 x 8 bits) (see 3.2.1.6).

NOTE 7 Programme Service name (for display) is transmitted as 8-bit character as defined in the 8-bit code-tables in Annex E.
Eight characters (including spaces) are allowed for each network and are transmitted as a 2-character segment in each type 0 group.
These segments are located in the displayed name by the code bits C; and C, in block 2. The addresses of the characters increase from
left to right in the display. The most significant bit (b;) of each character is transmitted first.

3.1.5.2 Type 1 groups: Programme Item Number and slow labelling codes
Figure 14 shows the format of type 1A groups and Figure 15 the format of type 1B groups.

When a Programme Item Number is changed, a type 1 group should be repeated four times with a
separation of about 0.5 seconds. The unused bits in block 2 (type 1B only) are reserved for future
applications.

Where Radio Paging is implemented in RDS, a type 1A group will be transmitted in an invariable sequence,
regularly once per second, except at each full minute, where it is replaced by one type 4A group.
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B, TP
]
Bl code hec+ or «G';;:p PTY ec*wor Slow labelling | ec+ or | Programme item ec# ord |
offsetA ‘|code ' offsetB codes offsetC || numbercode offset D
MEERNNREENEN EEN L1 n|||[|Tll?*‘"*"’f PLCb Ly pem e e g il
o 5 bits x
= __| Radio Paging Codes -~ -
[0i0i0:1 o] (see A""”;’l/ (2] 2722 2'] 2 24 28] 22 2'] 2] ¥ 2] 2% 2% 2 )
P day hour minute
pd
D15{D1a(b13{Dra|bin [bio| by | b | b7 | b | bs | be | b | by [ by | by
20 22 2l 20 2Il210 29 20 27 26 25 24 23 22 2| 20
() |LAI0|0|0| Paging? Extended Country Code 3
() |tAjojo1 TMC identification 9
(2) |LAfoO|' (O Paging identification ®
3) Jalo|1 | Language codes 9
“4) LAl 1|0 |0 not assigned
(5) [tAj1|O]1 not assigned
(6) LAlY[(1]0 For use by broadcasters 7
N Al Identification of EWS channel

‘ t— Varlant Code

Linkage Actuator")

D The Linkage Actuator is defined in the “Method for Linking RDS Programme Services” (see 3.2.1.8.3).

2 Normally set to zero except when used for the Operator Code in Radio Paging with the Enhanced Paging Protocol, defined in
Annex M (see M.3.2.2 and M.3.2.4).

3) Extended country codes are defined separately (see Annex D).

4 TMC system information is separately specified by the CEN standard ENV 12313-1 (see 3.1.5.12). This identification is not
required if ODA is used for coding TMC.

5 The Paging Identification is defined in the “Multi Operator/Area paging” section (see Annex M).
6) Language codes are defined separately (see Annex J)

7 The coding of this information may be decided unilaterally by the broadcaster to suit the application. RDS consumer receivers
should entirely ignore this information.

8 The Emergency Warning Systems (EWS) are defined separately (see 3.2.7).
Figure 14 — Programme Item Number and slow labelling codes — Type 1A group

B,TP
it Checkword Checlword Checkword
Checkword Group| .Checkword; eckword ; Programme item eckwor
Pl code + | type PTY ! + ; Pl code + H b d +
offset A |code offsetB offset C' number coae offset D
SENREENEERES gt ) ) ) |1||1|’|| G INNNARENE NN £ AENERERNENERENE S

]
Spare bits
(5)

Figure 15 — Programme Item Number — Type 1B group

Notes on Type 1 groups:

NOTE 1 Version B differs from version A in the contents of blocks 2 and 3, the offset word in block 3, and, of course,

the version code B,

NOTE 2 The Programme Item Number is the scheduled broadcast start time and day of month as published by the broadcaster.
The day of month is transmitted as a five-bit binary number in the range 1-31. Hours are transmitted as a five-bit binary
number in the range 0—23. The spare codes are not used. Minutes are transmitted as a six-bit binary number in the range 0-59.
The spare codes are not used.
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NOTE 3 The most significant five bits in block 4 which convey the day of the month, if set to zero, indicate that no valid Programme
Item Number is being transmitted. In this case, if no Radio Paging is implemented, the remaining bits in block 4 are undefined.
However, in the case of type 1A groups only, if Enhanced Radio Paging is implemented, the remaining bits carry Service Information
(see Annex M).

NOTE 4 Bits 2, 3 and 4 of block 3 of version A form the variant code, which determines the application of data carried in bits 5 to 16.
A broadcaster may use as many or as few of the variant codes as wished, in any proportion and order.

3.1.5.3 Type 2 groups: RadioText
Figure 16 shows the format of type 2A groups and Figure 17 the format of type 2B groups.

Text A/B flag.
B, TP ‘
L]

Al e
Gzl il ' cﬁ;::l;;:;rd"
ol code ;Chack o || oy Radiotext Radiotext | |
oftsetA | segment : segment : ofmm |
EERRNEENNRRNENN S Sty e Al INNINENNNEEREE! SR

P
[oioiiio]o] [ele]elc, lb,F)blbsibdba'bzlb‘Ibqlb7|bblb5|b4|b3|b2lbllbql l§7|b6|b5]b4|b3|b2|b,|bq]b,|b°|b5|b4b3|b2|b,|bol

/
/
\

Text segment Text chnrnclor numbar
address code H H | :
_— i ; : )
0000 1 2 3 4
0001 5 6 7 8
1111 61 62 63 64

Figure 16 — RadioText — Type 2A group

Text A/B flag.
B, TP
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checiword rownl || || | checwmera
roup| ec rd : .
Pl code + type PTY Pl code Radiotext
offset A [code segment
NN B oEL [NERREENE NENEREERNNENEEAE Sl b
— =
/ 7 _/
Io 0! ;0' '] IC3ICZICI Co’ |b7|bo|b5|bal 3'b2!bl| lb7‘b ba|b2|b1| I
Text s;gment : Text character number : :
addrass code H
0 0 0 0 1 2
0001 3 4
1111 3 32
Figure 17 — RadioText — Type 2B group
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The 4-bit text segment address defines in the current text the position of the text segments contained in
the third (version A only) and fourth blocks. Since each text segment in version 2A groups comprises four
characters, messages of up to 64 characters in length can be sent using this version. In version 2B groups,
each text segment comprises only two characters and therefore when using this version the maximum
message length is 32 characters.

A new text must start with segment address “0000” and there must be no gaps up to the highest used
segment address of the current message. The number of text segments is determined by the length of the
message, and each message should be ended by the code 0D (Hex) — carriage return — if the current
message requires less than 16 segment addresses.

If a display which has fewer than 64 characters is used to display the RadioText message then memory
should be provided in the receiver/decoder so that elements of the message can be displayed sequentially.
This may, for example, be done by displaying elements of text one at a time in sequence, or, alternatively
by scrolling the displayed characters of the message from right to left.

Code 0A (Hex) — line feed — may be inserted to indicate a preferred line break.

It should be noted that because of the above considerations there is possible ambiguity between the
addresses contained in version A and those contained in version B. For this reason a mixture of type 2A
and type 2B groups must not be used when transmitting any one given message.

— An important feature of type 2 groups is the Text A/B flag contained in the second block. Two cases
oceur:

If the receiver detects a change in the flag (from binary “0” to binary “1” or vice-versa), then the
whole RadioText display should be cleared and the newly received RadioText message segments should
be written into the display.

— If the receiver detects no change in the flag, then the received text segments or characters should be
written into the existing displayed message and those segments or characters for which no update is
received should be left unchanged.

When this application is used to transmit a 32-character message, at least three type 2A groups or at least
six type 2B groups should be transmitted in every two seconds.

It may be found from experience that all RadioText messages should be transmitted at least twice to
improve reception reliability.
Notes on Type 2 groups:

NOTE 1 RadioText is transmitted as 8-bit characters as defined in the 8-bit code-tables in Annex E. The most significant bit (by) of
each character is transmitted first.
NOTE 2 The addresses of the characters increase from left to right in the display.

3.1.5.4 Type 3A groups: Application identification for Open data

Figure 18 shows the format of type 3A groups. These groups are used to identify the Open Data Application
in use, on an RDS transmission (see 3.1.4).

B, TP
- Checkword Group E‘Checkwordg Checkword |
Pl code + Jtype | | | PTY : + +
offset A :{code . offsetB ¢ . offsetC' :
BEEEEENENEEEENE S AN INERRENNNNECEC . D ANNERNNNNNNNNNEN S ANNNNNNNGENENEEEL

NS

0] [AsiAziAiAolBo| bidordordonddybudts]ogltslbfbblobloey| [saeasazaan i s a0

001!

—

Application Group Message bits Application Identification
Type Code (AID)

Figure 18 — Application Identification for Open data — Type 3A group
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The type 3A group conveys, to a receiver, information about which Open Data Applications are carried on
a particular transmission and in which groups they will be found. The type 3A group comprises three
elements: the Application Group type code used by that application, 16 message bits for the actual ODA
and the Applications Identification (AID) code. Applications which actively utilise both, type A and B
groups, are signalled using two type 3A groups.

The Application Group type code indicates the group type used, in the particular transmission, to carry the
specified ODA. Table 6 specifies the permitted group types. The bit designation is as per Figure 9, 4-bit for
group type code and 1-bit for the group type version. Two special conditions may be indicated: 00000 — Not
carried in associated group; 11111 — Temporary data fault (Encoder status) which means that incoming
data to the encoder cannot be transmitted. The AID determines which software handler a receiver needs
to use.

This supplements information carried in the type 1A group and permits groups specified in this standard
for EWS, IH, RP and TMC to be re-allocated when these features are not used. This method of allocating
and defining Open Data Applications in an RDS transmission allows the addition and subtraction of ODAs,
without constraint or the need to await the publication of new standards.

For each group type addressed by the Application Group Type codes of a particular transmission, only one
application may be identified as the current user of the channel.
The AID code 0000 (Hex) may be used to indicate that the respective group type is being used for the

normal feature specified in this standard. Application Identification codes 0001 to FFFF (Hex) indicate
applications as specified in the ODA Directory.

The ODA Directory specification associated with a particular AID code defines the use of type A and type B
groups as follows:

— type A groups used alone (mode 1.1)
— type B groups used alone (mode 1.2)
— type A groups and type B groups used as alternatives (mode 2)
— type A groups and type B groups used together (mode 3)

It is important to note that the ODA Directory specification must not specify the actual type A and type B
groups to be used, since these are assigned in each transmission by the type 3A group.

The AID feature indicates that a particular ODA is being carried in a transmission. Each application will
have unique requirements for transmission of its respective AID, in terms of repetition rate and timing.
These requirements must be detailed in the respective ODA specification. The specification must also
detail the AID signalling requirements for such times when an application assumes or loses the use of a
group type channel. Some applications may not allow reconfiguration in this way.

3.1.5.5 Type 3B groups: Open Data Application
Figure 19 shows the format of type 3B groups. These groups are usable for Open Data (see 3.1.4).

Format and application of these
bits may be assigned unilaterally by each operator
in conformity with section 3.1.4
B,TP T T
| == .
sy Rl GRnRe s
_ Checkword ‘Group - Checkword ; § Checkword |
Pl code ! + ftyoe | [ [ PTY + Pl code + i + ;
offset A |code ~ offsetB | offsetC' offsetD |
MESNENNRRNRRNNE St ENRN A NN NRRNN e NN NN i AN NN RN
0:0:1:1 1
Figure 19 — Open data — Type 3B group
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3.1.5.6 Type 4A groups: Clock-time and date
The transmitted clock-time and date shall be accurately set to UTC plus local offset time. Otherwise the

transmitted CT codes shall all be set to zero.

Figure 20 shows the format of type 4A groups.

When this application is used, one type 4A group will be transmitted every minute.

utc
B.TP Modified Jullan Day code —
o Spare bits (5 decimal digits) Hour Minute Local time offset
L — -
S B il e ;;:bé:;%»;,\)\:wi&t; sl AR e
Checkword [Group| .| | Checkword . Checkword | * Checkword |
Pl code + Jype || |PTY |0 ]} + : . : +
offset A |code HE I offset B offsetD
BESEERENENEE . | v Vs o
l!/ l‘ll/l AN ENN RN l‘HIII\IIlH
» / // N\
‘1.0 16/,15| 514
oivioiofo| [ [T T [ [ [T [ T[] ARl AR [ A2 )
\
Modified Jullan Day code Hour code \
Sense of local time offset
O=+,1=-
Figure 20 — Clock-time and date transmission — Type 4A group

Notes on Type 4A groups:

NOTE 1 The local time is composed of Coordinated Universal Time (UTC) plus local time offset.

NOTE 2 The local time offset is expressed in multiples of half hours within the range — 12 h to + 12 h and is coded as a six-bit
binary number. “0” = positive offset (East of zero degrees longitude), and “1” = negative offset (West of zero degrees longitude).
NOTE 3 The information relates to the epoch immediately following the start of the next group.

NOTE 4 The Clock time group is inserted so that the minute edge will occur within + 0.1 seconds of the end of the Clock time group.
NOTE5 Minutes are coded as a six-bit binary number in the range 0-59. The spare codes are not used.

NOTE 6 Hours are coded as five-bit binary number in the range 0-23. The spare codes are not used.

NOTE 7 The date is expressed in terms of Modified Julian Day and coded as a 17-bit binary number in the range 0-99999. Simple
conversion formulas to month and day, or to week number and day of week are given in Annex G. Note that the Modified Julian Day
date changes at UTC midnight, not at local midnight.

NOTE 8 Accurate CT based on UTC plus local time offset must be implemented on the transmission where TMC and/or Radio paging
is implemented.

3.1.5.7 Type 4B groups: Open data application
Figure 21 shows the format of type 4B groups. These groups are usable for Open data (see 3.1.4).

Format and appli of these g
bits may be assigned unilaterally by each operator
in conformity with section 3.1.4

B, TP
' | —— =

AN & ‘ ‘ SRS SR SEEAERSRE

Checkword ‘|Group) Checkword : Checkword ; - Checkword

Pl code + | type PTY ‘ + Pl code + : : + g

offset A :|code offset B : offsetC' offset D
RN ERA RN Eactes e NN propdreen e e o e e e

\
01:0:0 I]

Figure 21 — Open data — Type 4B group

3.1.5.8 Type 5 groups: Transparent data channels or ODA

Figure 22 shows the format of type 5A groups and Figure 23 the format of type 5B groups, where used for

TDC; if used for ODA see 3.1.4.2.
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The 5-bit address-code in the second block identifies the “channel-number” (out of 32) to which the data
contained in blocks 3 (version A only) and 4 are addressed. Unlike the fixed-format RadioText of type 2

groups, messages of any length and format can be sent using these channels. Display control characters
(such as line-feed and carriage-return) will, of course, be sent along with the data.

B,TP  Address
| —_——y
cgh k';wd,@ A it Ct:kw oh R T
eckword :[Grouy| eckword ;| | Checkword | : :
Pl code 1 typep PTY L | Transparentdata | ¢, °"’§ Transparent data fcneckw°'d§
_ offsetA |code offset segment offsetC segment {
ASNRNNENENNRNRE St s SN A SN AN i gl P o ey
// / N .
L, \,
e N /
R A S N D D P P D D D R D
\__v_.._/
Address code identities
"channel number* (out of 32)
to which the data are addressed
Figure 22 — Transparent data channels — Type 5A group
B,TP  Address
L —— ___
o b il SRR Wm*mﬁmﬁ s
Checkword | Group| Checkword | : Checkword | - Checkword :
Pleode |+  |eel||PTY « | Plcode [ _+ | Transparentdata } T,
offset A |code offsetB | _ offsetC' | segment offsetD
NERREREENRNRNNE R NENE I A AN NN L PR )] e
P
oo
Figure 23 — Transparent data channels — Type 5B group

These channels may be used to send alphanumeric characters, or other text (including mosaic graphics), or
for transmission of computer programmes and similar data not for display. Details of implementation of
these last options are to be specified later.

The repetition rate of these group types may be chosen to suit the application and the available channel
capacity at the time.

3.1.5.9 Type 6 groups: In-house applications or ODA

Figure 24 shows the format of type 6A groups and the format of type 6B groups, where used for IH; if used
for ODA see 3.1.4.2. The contents of the unreserved bits in these groups may be defined unilaterally by the
operator.

Consumer receivers should ignore the in-house information coded in these groups. The repetition rate of
these group types may be chosen to suit the application and the available channel capacity at the time.
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Type 6A group:
B,TP
e il T 5 Sl
Checkword ||Group Checkword Checkword
Pl code + | type PTY : + . + + :
_offset A : offsetB . offsetC offset D
EEENENNRRENRURD i Ll feE SISl INATEEENEEE
.//4 4
0i1i170]0] :
Format and application of these message
bits may be assigned unilaterally by each operator
Type 6B group: ’
B, TP
‘v‘f,{i&
kwi
Pl code PTY Pl code Loty
‘ : offsetD |
EEEEENARNEENEREE [N e R L B | g
Figure 24 — In-house applications — Type 6A and 6B group

3.1.5.10 Type 7A groups: Radio Paging or ODA

Figure 25 shows the format of type 7A groups, where used for Radio Paging; if used for ODA see 3.1.4.2.
The specification of RP which also makes use of type 1A, 4A and 13A groups, is given in Annex M.

Paging Paging segment
B,TP A/B address code

1
BT it NRE = = e
Checkword ; - Checkword § _ Checkword | - Checkword
Pl code + PTY + Paging ' ; Paging +
offsetA offsetB ] offsetD
SESARENEEENERN S S TEENINNENRENEN . ERNERNNNEEENENEE . NNNNUNNNNNRENENEE.. =

.
AN

.
forvivinfo] [Anln/n]T

Figure 25 — Radio Paging — Type 7A group

3.1.5.11 Type 7B groups: Open data application
Figure 26 shows the format of type 7B groups. These groups are usable for Open data (see 3.1.4).
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Format and application of these g
bits may be assigned unilaterally by each operator
in conformity with section 3.1.4

B,TP T
MO R 1 i &;fm‘s’?f&% St G
Checkword Group| Checkword : . Checkword
+ Jtype | [ | PTY + i Pl code . + ! : MU
offset A |code . offsetB | offsetC' | . offsetD |
s NN AL INNAANNEERNEEEE. . INEETRRERERERRL.

: . Checkwor
% # §

Pl code

RSN

Figure 26 — Type 7B group

3.1.5.12 Type 8 groups: Traffic Message Channel or ODA

Figure 27 shows the format of type 8A groups, where used for Traffic Message Channel (TMC); if used for
ODA see 3.1.4.2. This group carries the TMC messages. The specification for TMC, using the ALERT
protocol also makes use of type 1A and/or type 3A groups together with 4A groups and is separately
specified by the CEN standard ENV 12313-1.

B,TP
i e 1 SRR i ] Sk T SBRERE SR
Checkword [Group) Checkword ; - Checkword H Checkword |
Pl code + A type PTY ; + ] i + . . i
offset A :|code . offsetB offsetC | offset D
EENENEREEREENE 11 DOCD Ly P e ) L P ) £

\

— \ Format and application of these g
| 1:0:0:0 E bits are definied by CEN

Figure 27 — Traffic Message Channel — Type 8A group

Figure 28 shows the format of type 8B groups. These groups are usable for Open data (see 3.1.4).

Format and application of these message
bits may be assigned unilaterally by each operator
in conformity with section 3.1.4

B, TP T
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SR it SRl R e
Checkword [Group : Checkword - Checkword Checkword ||
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Figure 28 — Open data — Type 8B group

Documents
Document Sharing Wb

© BSI 05-1999

Full document details: BS EN 50067:1998


http://www.avadocuments.com/doc/bs-en-50067-1998
http://www.avadocuments.com/doc/bs-en-50067-1998

EN 50067:1998

3.1.5.13 Type 9 groups: Emergency warning systems or ODA

These groups are transmitted very infrequently, unless an emergency occurs or test transmissions are
required. Figure 29 shows the format of type 9A groups where used for EWS; if used for ODA, see 3.1.4.2.

B,TP
At t ‘) mg‘&‘}% e
Checkword ;|Group| Checkword | “ Checkword ;
Pl code t o+ ype| | |PTY ’ ten
offset A | code ! . offsetD
IEEEEEEN AN i T EENANNENEL WE e

Format and application of these EWS message
bits may be assigned unilaterally by each country

Figure 29 — Allocation of EWS message bits — Type 9A group

Format and application of the bits allocated for EWS messages may be assigned unilaterally by each
country. However the ECC feature must be transmitted in type 1A groups when EWS is implemented.

Figure 30 shows the format of type 9B groups. These groups are usable for Open data (see 3.1.4).

Format and application of these message
bits may be assigned unilaterally by each operator
in conformity with section 3.1.4

il Y R TR
Checkword ;IGroy| . Checkword Checkword : Checkword |
Pl code + |type | | | PTY i + ; Pl code + + !
offset A il code offset B . offsetC' offsetD |
AR EEEEEEEEY \’f‘i“”i‘«”"é””{-;’ 11 NENREEENE: -«  INURNNSENEENEEEE: - = ITNNEEONANNEEENN:
/’//'
| 1:0:0:1 I|

Figure 30 — Open data — Type 9B group

3.1.5.14 Type 10 groups: Programme Type Name (Group type 10A) and Open data (Group type 10B)
Figure 31 shows the format of type 10A groups used for PTYN.

The type 10A group allows further description of the current Programme Type, for example, when using
the PTY code 4: SPORT, a PTYN of “Football” may be indicated to give more detail about that programme.

PTYN must only be used to enhance Programme Type information and it must not be used for sequential
information.
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Flag
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Figure 31 — Programme Type Name PTYN — Type 10A group

Notes on Type 10A groups:

NOTE 1 The A/B flag is toggled when a change is made in the PTYN being broadcast.

NOTE 2 Programme Type Name (PTYN) (for display) is transmitted as 8-bit characters as defined in the 8-bit code tables in
Annex E. Eight characters (including spaces) are allowed for each PTYN and are transmitted as four character segments in each
type 10A group. These segments are located in the displayed PTY name by the code bit C( in block 2. The addresses of the characters
increase from left to right in the display. The most significant bit (b;) of each character is transmitted first.

Format and application of these g
bits may be assigned unilaterally by each operator
In conformity with section 3.1.4

B,TP
' ’ 1 —— =
SR L Al
Checkword ' Group ' Checkword |
Pl code + ; PTY : + i Pl code
offset A . offsetB |
ENSNRNNENRNWRN Bzt b vl Pesemend] 00 be INRENERENENERNENE: -

170i170]1]

Figure 32 shows the format of type 10B groups used for ODA, see 3.1.4.2.
Figure 32 — Open data — Type 10B group

3.1.5.15 Type 11 groups: Open Data Application
Figure 33 shows the format of type 11A and 11B groups. These groups are usable for Open data (see 3.1.4).
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