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AMD 8239

EN 50089 : 1992/A1 : 1994

TANDARDS
——

SRR 5

Amendment No. 1
published and effective from 15 July 1994
to BS EN 50089 : 1992

Specification for cast resin partitions for metal-enclosed
gas-filled high-voltage switchgear and controlgear

NOTE. The English language version of European Standard

EN 50089 : 1992 was implemented in the United Kingdom by the
publication of BS EN 50089 : 1992. This amendment implements
amendment Al to EN 50089. This amendment together with the
European Standard EN 50089 : 1992.has the status of a British
Standard.

Revised text

National foreword
Delete paragraph 1 and substitute the following.

‘This British Standard has been prepared under the direction of the Power Electrical
Engineering Standards Policy Commiittee and is the English language version of

EN 50089 : 1992 and its amendment Al : 1994 Cast resin partitions for metal-enclosed
gas-filled high-voltage switchgear and controlgear published by the European
Committee for Electrotechnical Standardization (CENELEC).

AMD 8239/July 1994

EN amendment title page and foreword
Insert the attached EN amendment title page (foreword on reverse).
AMD 8239/July 1994

Text of EN 50089

Amend the text of European Standard EN 50089 in accordance with the details given
on the attached pages.

AMD 8239/July 1994
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EUROPEAN STANDARD EN 50089/A1
NORME EUROPEENNE
EUROPAISCHE NORM February 1994

UDC 621.315.626 : 621.316.37-213.3-034 : 620.1

Descriptors: Enclosure, high-voltage switching device, H.V. metal-enclosed switchgear and controlgear, pressurized enclosure, cast resin
partitions

English version

Cast resin partitions for metal enclosed gas-filled high-voltage
switchgear and controlgear

Amendment Al to the English version of EN 50089

Cloisons en résine moulée pour I'appareillage Giessharz-Zwischenwinde fiir metallgekapselte
sous enveloppe metallique & haute tension sous gasgefiillte Hochspannungs-Schaltgerite und
pression de gaz -Schaltanlagen

This amendment Al modifies the European Standard EN 50089 : 1992. It was
approved by CENELEC on 1993-12-08. CENELEC members are bound to comply
with the CEN/CENELEC Internal Regulations which stipulate the conditions for
giving this amendment the status of a national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national standards
may be obtained on application to the Central Secretariat or to any CENELEC
member.

This amendment exists in three official versions (English, French, German). A
version in any other language made by translation under the responsibility of a
CENELEC member into its own language and notified to the Central Secretariat
has the same status as the official versions.

CENELEC members are the national electrotechnical committees of Austria,
Belgium, Denmark, Finland, France, Germany, Greece, Iceland, Ireland, Italy,
Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and
United Kingdom.

CENELEC

European Committee for Electrotechnical Standardization
Comité Européen de Normalisation Electrotechnique
Europiisches Komitee fiir Elektrotechnische Normung

Central Secretariat: rue de Stassart 35, B-1050 Brussels

© 1994 Copyright reserved to CENELEC members
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