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Foreword

This European Standard was prepared by the Technical Committee CENELEC TC 205, Home and
Building Electronic Systems (HBES), joined by the co-operating partner KNX Association.

The text of the draft was submitted to the Unique Acceptance Procedure and was approved by CENELEC 
as EN 50090-3-3 on 2008-12-01.

CENELEC takes no position concerning the evidence, validity and scope of patent rights.

KNX Association as Cooperating Partner to CENELEC confirms that to the extent that the standard 
contains patents and like rights, the KNX Association's members are willing to negotiate licenses thereof
with applicants throughout the world on fair, reasonable and non-discriminatory terms and conditions.
KNX Association Tel.:   + 32 2 775 85 90
De Kleetlaan 5, bus 11 Fax.:  + 32 2 675 50 28
B - 1831 Diegem e-mail:  info@knx.org

www.knx.org

Attention is drawn to the possibility that some of the elements of this standard may be the subject of 
patent rights other than those identified above. CENELEC shall not be held responsible for identifying any
or all such patent rights.

The following dates were fixed:

– latest date by which the EN has to be implemented 
at national level by publication of an identical
national standard or by endorsement (dop) 2009-12-01

– latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2011-12-01

EN 50090-3-3 is part of the EN 50090 series of European Standards, which will comprise the following 
parts: 

Part 1: Standardization structure

Part 2: System overview

Part 3: Aspects of application

Part 4: Media independent layers

Part 5: Media and media dependent layers

Part 6: Interfaces

Part 7: System management 

Part 8: Conformity assessment of products

Part 9: Installation requirements

__________
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Introduction

Interworking between devices signifies that these products send and receive datagrams and are able to 
properly understand and react on them. This ability is provided without additional equipment (like 
translators or gateways). 

NOTE Media couplers are needed if different media are used in an installation.

The market requires Interworking for a multi-vendor approach, this is, products from different 
manufacturers can interwork in a certain application segment or domain as well as across different
applications (cross discipline Interworking). 

Such an Interworking is only possible if a set of requirements is complied with as defined in an
Interworking model. For this, Functional Blocks need to be defined, which in turn specify Datapoints and 
the communication mechanisms to be used. Such a set of requirements is referred to as "Application
Interworking Specifications" (AIS).

AIS allow Interworking independent of the implementation by a manufacturer. Besides the advantages for
the user (multi-vendor offer) Interworking also allows a broad OEM market and easy market access for
niche-products providers. Furthermore Interworking allows the establishment of a common market
infrastructure (i.e. common configuration tool, training, etc.)
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1 Scope 

This European Standard gives general guidelines and recommendations to ensure interworking between
HBES devices made by different manufacturers. It also contains design guidelines for the design of
Functional Blocks and new datapoint types, the building blocks of HBES interworking.

In this way, the standard can be used as a basis to design application specifications relative to an 
Application Domain. If designed and supported by a large group of manufacturers, such application 
specifications will ensure to end customers a high degree of interoperability between products based on 
the HBES Communication System of different manufacturers. 

This European Standard is used as a product family standard. It is not intended to be used as a 
stand-alone standard.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies.

EN 50090-1 1) Home and Building Electronic Systems (HBES) – Part 1: Standardization
structure

EN 50090-3-2:2004 Home and Building Electronic Systems (HBES) – Part 3-2: Aspects of
application – User process for HBES Class 1 

EN 50090-4-1:2004 Home and Building Electronic Systems (HBES) – Part 4-1: Media 
independent layers – Application Layer for HBES Class 1 

EN 50090-4-2: 2004 Home and Building Electronic Systems (HBES) – Part 4-2: Media 
independent layers – Transport layer, network layer and general parts of data 
link layer for HBES Class 1 

1) Under consideration.
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3 Terms, definitions and abbreviations

3.1 Terms and definitions

For the purposes of this document, the definitions given in EN 50090-1 apply.

3.2 Abbreviations

AIS Application Interworking Specifications

COV Change of Value

DMA Direct Memory Access

DP Data Point

DPT Datapoint type

DPT ID Datapoint type identifier

FB Functional Block 

GO Group Object

IO Interface Object 

lsb least significant bit

M Mandatory 

msb most significant bit

MSB Most Significant Byte

NA Not Applicable

O Optional 

PDT Property Data Type

PID Property Identifier

OEM Original Equipment Manufacturer

4 HBES Interworking model 

HBES Interworking can be applied in many application domains. Each Application Domain can
encompass one or more Applications.

Application

Application Domain

Figure 1 - The HBES Interworking Model
An Application Domain can contain one or more Applications

The Application Modelling or the process of analysing, deciding on the solution and specifying the model
for such an Application needs to be agreed upon amongst manufacturers in Application Specification
Groups. 
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Applications shall not be defined in terms of products, but analysed and split up into Functional Blocks, 
which communicate with one another. The term Distributed Application indicates this approach: the total
functionality of an Application is spread over a number of Functional Blocks implemented in various
devices in the network.

A Functional Block transports its data over the bus via one or more Datapoints (these are Inputs, Outputs,
Parameters and Diagnostic Data).

A Functional Block thus describes the standard specification of the chosen solution for one given task of
an application.

These Datapoints and their described functionality are implemented by the product developer.

The following picture shows the Interworking model as defined so far.

Functional Block

Application Model

Application Domain

Figure 2 - The HBES Interworking Model
An Application Model may contain one or more Functional Blocks

The Functional Blocks shall be described as objects; this is a set of Datapoints and a well-defined
behaviour.

The standard graphical representation for a Functional Block shall be the following:

Input(s)
Functional Block 

name
Output(s)

Name Input I1 DPT I1 I1  O1 DPT O1 Name Output O1

Name Input I2 DPT I2 I2 

Parameter(s) Diagnostic Data

Name Parameter P1 DPT P1 P1 DD1 DPT DD1

Figure 3 - Standard representation for Functional Blocks

BS EN 50090-3-3:2009

Full document details: BS EN 50090-3-3:2009

http://www.avadocuments.com/doc/bs-en-50090-3-3-2009
http://www.avadocuments.com/doc/bs-en-50090-3-3-2009


- 9 - EN 50090-3-3:2009 

The Datapoints that are typically Inputs shall be put on the left, the Outputs on the right, the Parameters
on the left below the Inputs and the Diagnostic Data on the right below the Outputs. For each Datapoint, a
name shall be given, an indication of its Datapoint Type and an abbreviation.

Name Input I1 
DPT I1
--------- I1 

Name
of the Datapoint 

Indication of the
Datapoint type to be used. 

Abbreviation for 
the Datapoint 

Figure 4 - Datapoints indicated in Functional Blocks

A manufacturer may group one or more of these Functional Blocks, of the same or of different
Applications, to build a device. 

Input(s) Functional Block
B

Output(s)

ccc DPT I1
--------- I1 O1

DPT O1
--------- O1

I2
DPT I2
--------- I2

Parameter(s)

P1
DPT P1
--------- P1

Functional Block
A

Output(s)

O1
DPT O1
--------- O1

Parameter(s)

P1
DPT P1
--------- P1

P2
DPT P2
--------- P2

Input(s) Functional Block
C

Output(s)

I1
DPT I1
--------- O1

DPT O1
--------- O1

O2
DPT O2
--------- O2

Parameter(s)

P1
DPT P1
--------- P1

P2
DPT P2
--------- P2

Device 1

Device 2

Figure 5 - Functional Blocks grouped in devices and linked 

For every Functional Block its behaviour shall be specified. This fixes its handling of its Datapoints and
physical inputs and outputs (e.g. a state machine of a dimming actuator).

A Datapoint is any interface over which data in the Functional Block can be set or received and/or
transmitted (for its run-time operation). Every Functional Block may have one or more such Datapoints.

From the communication point of view, 4 classes of Datapoints can be distinguished (for more
information see 5.3.3):

NOTE These classes of Datapoints are defined in EN 50090-4-2, EN 50090-4-1 and EN 50090-3-2:

− Group Object Datapoint

− Interface Object Property Datapoint

− Polling Value Datapoint

− Memory Mapped Datapoint

BS EN 50090-3-3:2009

Full document details: BS EN 50090-3-3:2009

http://dx.doi.org/10.3403/03012804U
http://dx.doi.org/10.3403/03014175U
http://dx.doi.org/10.3403/00784153U
http://www.avadocuments.com/doc/bs-en-50090-3-3-2009
http://www.avadocuments.com/doc/bs-en-50090-3-3-2009


EN 50090-3-3:2009 - 10 -

Functional Block

GO

PR 

Group Object Datapoint 

Interface Object Property Datapoint 

Polling Value Datapoint 

Memory Mapped Datapoint

PV 

MM

Figure 6 - Functional Block with 5 Datapoints

From the access point of view another differentiation of Datapoints is possible:

− Input: a value that is received and processed by the Functional Block.

− Output: the value resulting from the process of the Functional Block and to be provided to at least one
other Functional Block.

− Parameter: a value that controls the process of handling the Input(s) and generating the values of the 
Output(s). This access type is typically non-volatile or saved at reset. It is usually set by management
functions.

− Diagnostic Data: a value that represents the local or internal status information of a Functional Block.
It is not used for runtime communication to Inputs or Outputs of other FBs but serves for visualisation 
on a central unit or operating station and, during installation, service and maintenance.

The data exchanged through Datapoints shall be standard in format, encoding, range and unit. They are
defined in Datapoint Types (DPT).

Datapoint Type

Format Encoding Range Unit

Figure 7 - The information contained in a Datapoint Type definition

When a given Datapoint Type is used to represent the value of a Datapoint in a Functional Block, it
additionally obtains a specific semantic meaning.

EXAMPLE A Datapoint Type "Temperature" obtains the semantic value "Input Temperature Setpoint Value" when it is used in the
Functional Block "Boiler Control".

The definition of a Datapoint Type shall consist of the following elements:

− Format: describes the sequence and length of the fields, each consisting of one or more bits, of which
the Datapoint Type is built up.

− Encoding: describes how the data, that shall be transported using this Datapoint Type, is coded using 
the given format, possibly for each field.

− Range: describes the limitation of the values that may be encoded in this Datapoint Type, possibly for 
each field. This may be a minimum/maximum indication or an explicit list.

− Unit: indicates the unit of the information that can be transported, possibly for each field.
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An example of this all is given in Figure 8.

Datapoint Type

Datapoint Behaviour

Functional Block

Application Model

Application Domain

Format Encoding Range Unit

SEEEMMMMMMMMMMMM
S = Sign 0: Positive

1: Negative
EEE = Exponent
M..M = Mantissa

Value = (-1)S*2E*MMMMMMMMMMM

-276 ... +65536 °C

2 octet float Temperature in °C

2 octet float temperature in °C

Controller Setpoint Temperature

Hot Water Boiler

Heating

HVAC

Figure 8 - Example of an Interworking specification

4.1 Principles of HBES Interworking
− HBES Interworking is primarily ensured by the use of standard Datapoint Types, which specify how to 

encode data that is exchanged between devices by using identical communication mechanisms. 
− Functional Blocks can be used to describe the used Datapoint Types, communication mechanisms 

and behaviour for a given functionality.
− Functional Blocks may oblige the use of a specific class of Datapoints (in most cases Group Objects),

implementation of an additional class of Datapoint (e.g. Interface Objects Property) may be optional.
− A list of the commonly used HBES DPTs is given in Annex A to this standard. A DPT can only be

considered compliant to the one given in the Annex when the specified encoding, range and unit
really complies with what is realised. 

EXAMPLE For 8 bit unsigned integers, value shall indeed be numerical (e.g. no bit-field) and the entire specified range shall be 
supported without gaps.

− Reserved fields shall be set to the value as specified in the DPT specification. If reserved fields are 
set to a value other than allowed by the specification, the implementation of the DPT can not be
considered as compliant. In case of designing a new DPT, unused (i.e. reserved fields) shall be set to 
0b.  

− It may be possible to use some of the DPTs in Annex A only in specific applications, others are more
general purpose.

− Fields of an even octet size, e.g. 2 octets, should be positioned on even octet number positions within
the DPT.

− For parameterization during device set-up and for diagnostic purposes, DMA parameters or HBES
Interface Objects should be implemented instead of HBES Group objects. 

− Datapoints should not be used bidirectionally.
− If an application provides status information, one (or more) separate Datapoint(s) should be used.
− It is recommended, that necessary time delays are located in the actuators or the application

controller and not in the sensors.
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4.2 Busload

4.2.1 Repetition rate

The repetition rate shall be selected very carefully as it influences the busload (risk of overload).

NOTE At the planning stage of an installation the possible busload shall be assessed.

The following aspects shall be covered.

4.2.2 Change of value and Delta value

If a device generates information on the bus depending on a Change Of Value (COV) condition, a
limitation-mechanism (either by means of hardware [strap] or software features [parameter] shall be
provided.  

The application shall transmit the value only after the (sensor) value changes at least for the (minimum) 
Delta value. For fast changing sensor values, the application shall not transmit a new value before a 
minimum repetition time has elapsed.

4.2.3 Message on request

If this mode is selected, the same requirement as for delta value applies for the application sending the 
request.

4.2.4 Heart-beat

For sensor values with little changes, smaller than the Delta value or no change at all, the application 
shall transmit the value after the maximum repetition time heart-beat. Heart-beat communication denotes
that
− the sender shall periodically send its data, and
− the receiver shall maintain a time-out timer to check for this periodic transmission and act in a 

specified way when no sensor signal is received within the given time-out.

Heart-beat can be used to increase application reliability as well as for life-check of a communication 
partner.

Table 1 specifies the use requirements of heart-beat.

Table 1 – Use of heart-beat

Signal Sender / receiver Required ? 

sensor values heart-beat at sender: Y
 time-out at receiver: O 

calculated values a heart-beat at sender: Y
 time-out at receiver: O 

safety relevant values heart-beat at sender: Y
 time-out at receiver: Y

life check b heart-beat at sender: Y

 time-out at receiver: Y

trigger signal c heart-beat at sender: NA
 time-out at receiver: NA

user triggered signals d heart-beat at sender: O 
 time-out at receiver: NA
Y = mandatory, O = optional, NA = not applicable.
a By an automation process, scheduler, building management station. Whether time-out and heart-beat

is required may depend on the application domain.
b Datapoints used to check the presence of a partner device.
c Datapoints using DPT_Trigger.
d Signals sent exclusively on user interaction.
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4.2.5 Transmission priorities

The priorities should be selected very carefully to ensure fair bus access. The priorities for frames are 
defined in EN 50090-4-2.

The maximum priority that shall be used for run-time communication is “normal” (01b). 

Usage of the priority “urgent” shall be reserved for specific applications only. 

Usage of the priority “system” is reserved for communication for system configuration and Management 
Procedures. 

4.2.6 Bus load considerations for Property Clients

When Property values in a Property Server are accessed (write/read) by a Property Client, then the bus
load generated by this communication is fully controlled by the Property Client.

At runtime, the Property Client shall therefore guard the following rules to keep the bus load within limits: 
− The Property Client shall not access a next Property value before the Property Server has responded 

to the previous Property access (A_PropertyValue_Response-PDU).

− While waiting for the response of one Property Server, the Property Client shall not address another
Property Server. During configuration, this requirement does not apply: a Configuration Client may
access more than one device at the same time.

− In subsequent accesses to Property values, in between the response from the Property Server and
the next access to a Property value, the Property Client shall guard a longer interframe time than for 
low priority data. This will allow normal process data to access the bus meanwhile. This may in the 
Application in the Property client either be given automatically by the delays in processing the 
received property values, or may be handled explicitly by introducing small wait times of e.g. 1 ms.

4.3 Datapoint Type error handling 

4.3.1 Scope

DPT error handling denotes the capability to properly handle and react on not-allowed or unexpected 
values of DPTs or fields of DPTs. 

Senders – devices that provide the data – shall in general not send erroneous data. Receivers may react
in several ways to unexpected values.

The rules for DPT error handling listed below apply to entire DPTs in case the DPT exists only of a single 
field and for each individual field in case the DPT is composed of two or more fields. 

Consistency of data does not have to be tested and handled across different fields of structured DPTs. 

EXAMPLE It is not required to check whether February 29 is a possible date in DPT_DateTime.
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4.3.2 Requirements

4.3.2.1 Reserved fields

Sender: The DPT definition shall specify the value for this field. Usually, this is 0. The sender shall 
set this field to this value.

Receiver: The receiver shall check whether the field has the specified value. If not, the entire received 
DPT-value shall be ignored entirely.

EXAMPLE DPT_SceneControl (B1r1U6, DPT_ID = 18.001) is used to call scenes in a device. Bit 6 in this DPT is reserved. If a
device received a value encoded according DPT_SceneControl on its scene Input and bit 6 appears to be set, this received value 
shall be ignored and the device shall not react any further.

4.3.2.2 Not-supported fields

If a field in a DPT is not supported, then the handling shall be as follows:

- Sender: This field shall be set to its default value, which is mostly 0.

- Receiver: The value of this field shall be ignored.

4.3.2.3 Ranges for enumerated fields

Sender: The field shall never be set to a value out of the supported range.

Receiver: It shall be checked whether the value is supported. If the value is not supported, the DPT 
value shall be ignored.

EXAMPLE A burner in a heating installation may burn more than one fuel type, e.g. oil and gas. It may be possible to select the
fuel type to be used by setting the Input FuelSelect. If a not supported value is received, e.g. “solid stated fuel”, then the burner 
controller should ignore the received value.

4.3.2.4 Ranges for numerical values

The handling of the range shall be as follows:

- Sender: The sender shall not send values out of this range.

- Receiver: The receiver may support a subset of the range but shall have proper error handing
for received values out of range. 

Possible reactions are:

− to ignore the received value, or

− to use the value of the nearest boundary, this is the lowest - or highest supported value for the DPT

EXAMPLE The Input SAPBL in the shutter actuator allows setting the absolute position of a shutter expressed in millimetre. If a
blinds actuator that controls blinds that have a maximal drive length of 1 500 mm receives a value of 2 000 mm on the Input SAPBL,
it shall move the blinds to their maximal position.

The reaction can be specified in the error handling specification of the DP of the FB. If no such error
handling is specified, then the reaction may be device specific. 

Precise error handling can per DP be specified in the FB specifications, in the part “Exception handling” of 
the DP definition (see 5.4.2.1.6.9). 

In case the faulty DP-value is set with an A_PropertyValue_Write-service, then the 
A_Property-Value_Response-PDU may contain either a negative response or the taken lowest or highest 
value.
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4.4 Interpretability of data and data integrity

It shall at any time be possible to unambiguously identify the information transported in a frame solely by
evaluating the contents of this frame. The interpretation of the data shall not depend on other frames
(from the same or different senders), on the destination of the frame or the moment at which the frame is 
transmitted. 

A frame transmitted by a DP shall always contain the same type and amount of information. To fulfil this
requirement, it may be necessary to foresee one or more additional mask fields (bits) in the used DPT to
mark one or more data fields as valid or not.

By this, it shall be possible to unambiguously specify the data transported in a frame by a DP according
the DPT description: there will only be one definition of format and encoding. The length of (the fields of)
the used DPT is thus fixed.

NOTE Exceptions to this fixed length are (character) strings and arrays. For such DPTs, the rule applies to each individual
element of the string or array.

The following examples are not allowed.

EXAMPLE 1 Group Object 1 once transports two octets status information and another moment it transports single bit information
(“ok”, “not ok”). The size differs, also on the bus.

EXAMPLE 2 Group Object 1 is always two octets long, but once it contains a 16 bit counter value and once it contains a 
compound structure of two times DPT_Scaling.

5 General Functional Block Design and Implementation Rules

5.1 Introduction 

The following steps shall be observed when HBES interworking models are designed: 

− Describe the Application Domain; 

− Describe the Application;

− Describe the Functional Block(s);

− Describe the Datapoint Types.

5.2 Describe the Application Domain

An Application Domain groups related Applications in a 1-or more level structure, depending on the
complexity of the Application Domain.

The Application Designer shall document the Application Domain and/or a sub-structure of it for which the 
Application Model is intended.

5.3 Describe the Application

The Application Designer shall integrate in the Application Specification:

− the functionality covered by the proposed Application;

− the Application Domain for which the proposed Application is intended.

This shall happen in an inclusive as well as in an exclusive way. This means, that the designer shall
describe which functionality is covered and if misunderstanding of the scope of the proposal is real, also 
of the functionality not covered by the solution. Note that this is not yet a description of the proposal itself, 
but only a description of the problem or functionality it handles.
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Additional guidelines may be given for

− combining optional/mandatory features,

− interacting with other Applications, from the same and/or from other Application Domains.

At this point the Functional Block Designer shall also specify whether the proposal is an exclusive
solution for the described functionality or if other solutions are also acceptable.

5.3.1 Conditions for Communication 

The Designer shall consider for the entire application the conditions for communication:

Model 1: Data driven or more command oriented.

NOTE The basic run-time communication mechanism in HBES, i.e. Group Objects, favours the use of a data driven approach.
Command based solutions restrict implementations more towards Interface Objects only.

Model 2: Event driven or polling or time driven.

NOTE This specifies the conditions on which the data is transmitted on the bus.

The selection of the communication model may influence the usability of the existing HBES system
implementations and media as well as the communication of this application with other applications.

The Designer shall consider the used communication model and limit the restrictions on applicable
implementations and media as much as possible.

5.3.2 Interpretability of Frames

Any communication between any Functional Blocks shall contain all information so that the receiving 
Functional Block(s) is/are able to interpret the frame independently of other frames. 

EXAMPLE If the value cannot be interpreted as such or is too volatile in time compared to the transmission and processing speed. 
More interpretation can however be made possible by using structured Data Types.

Non-used bits in the frame data-field shall be set to 0 by the sender. The receiver shall ignore the value of 
those bits.

5.3.3 Communication Types

5.3.3.1 General

This paragraph lists considerations for the available communication types to be considered when
designing Application specification. The selection of the Communication Type has repercussions on the 
effort for implementation (required memory) and the network mechanisms to be used when accessing the
Datapoint (group communication messages versus connection-oriented communication, with possible
preceding authorization).

When selecting the communication type, it shall be taken into account that the effect of an update on the 
behaviour of the application shall not depend on the communication mechanism over which the value is
updated.

NOTE The update of the value of an Interface Object Property may not automatically set the Group Object's update flag.
Applications depending on the functionality of this flag shall take care in the application functionality to cope with the above 
requirement.
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5.3.3.2 Group Object

A Group Object mainly serves for run-time communication between Functional Blocks at field level.

NOTE So called "Horizontal Communication", opposite to "Vertical Communication", between field level devices and controllers on
automation level.

It typically incorporates a single "atomic" Datapoint (possibly with implicit embedded field structure).

When specifying an Interface Object Property to be implemented as Group Object value, the following 
shall be taken into consideration and be specified:

− Group Objects are the interface for Shared Variables.

This means: 

− For an output: that its information can be received by more than one input.

− For an input: that it can receive information from more than one output.

Group Objects thus support n-to-m communication relationships. If – for whatever reason - the application 
model foresees a limitation (1:m or n:1), this shall be stated in the Functional Block Datapoint description
and in the resulting applications, installation and usage guidelines.

− Group Objects are unacknowledged.

This means: 

− the interpretation of the communicated value shall be possible independent of

− a previous frame, 

− a value of another Group Object. 

In this view control fields inside the data field for interpretability of the remaining data are acceptable.

− Group Objects allow spontaneous transmission. 

This means that the function using a Group Object as Input shall be designed in such a way that any
unannounced change of its input value is properly handled.

5.3.3.3 Interface Object

Interface Objects are mainly intended for communication between a tool (PC or controller) and a device. 
Such communication, which is mainly focussed on system and application configuration, is also referred
to as vertical communication.

The Interface Objects can in principle also be used for point-to-point communication between devices.

Devices may contain several Interface Objects. 

An Interface Object groups several individual Datapoints into an explicit structure.  Such a Datapoint may
be an array of elements, all of which shall have the same Datapoint Type.  Each element may have an 
implicit data field structure. The value of a Group Object may coincide with that of (an element of) an
Interface Object Property. In that case, the reaction of the application when writing the Interface Object
Property value shall be identical to the reaction when accessing the corresponding Group Object.

Interface Objects are primarily intended for vertical handling of device parameters by providing an 
abstract access mechanism independent of the implementation: a tool can simply scan the device’s
implemented Interface Objects until an empty response (end of list) ensues. Of the individual Interface 
Objects it can scan their Interface Object Properties and via a dedicated service it can determine the
length of a distinct Interface Object Property’s array of values.
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Any Functional Block may be mapped onto an Interface Object: the Inputs, Outputs and Parameters are
the Interface Object’s Properties. Preferably for each Functional Block, one Interface Object shall be
implemented. 

All other device control and status variables that can not be assigned to a particular Functional Block shall
also be grouped into one or more additional Interface Objects.

5.3.3.4 Memory Mapped Datapoint 

These are normally the application parameters, which are written by a management client directly into the 
memory of the device, using the A_Memory_Write-service.

A memory mapped Datapoint requires from the client side – setting the parameter – substantial
knowledge of the parameters. The client side is thus limited to powerful configuration tools and 
controllers.

Memory types like EEPROM and Flash-ROM only have a limited number of write cycles (approximately 
100.000 times in the case of EEPROM at an ambient temperature of 25 °C). If the application requires
frequent write events to such memory, this will eventually lead to malfunctioning devices and thus 
unacceptable reduced life-time of the device. Therefore it is not recommended to use these memory
types to store data during run-time communication (e.g. Group Object implemented in EEPROM). It is
preferred to limit direct memory access to application configuration purposes only. 

If – in spite of this recommendation – objects are still implemented in the above mentioned memory types,
the applicant shall draw the installer’s attention to the conditions, under which the product’s life cycle
could be diminished.

5.3.4 Parameters

5.3.4.1 Introduction 

Two types of parameters exist: 

− Run-time Parameters; 

− Configuration Parameters. 

5.3.4.2 Group Object Parameters

It is allowed to implement parameters by means of a Group Object, instead of by the usual Memory
Mapped Datapoints or Interface Object Property. This is however only allowed if

− none of the possible changes requires a renewed downloading, e.g. by breaking links or making them
invalid, by breaking the Interworking,…

− the Functional Block still operates properly also if these Group Object(s) are not associated to a 
Group Address.

The designer of the Functional Block or the implementer shall take care that this condition is fulfilled.

NOTE It shall be borne in mind that such implementations may cause unwanted side effects.

5.3.4.3 Parameters modifying Interworking 

An application program may contain parameters by means of which an installer can reduce the conformity
otherwise offered by the application by default. For instance, full default compliance of an application to
the State Machine of a Functional Block may be reduced by the help of a parameter. However, such 
parameters shall not be misused to turn the application into one no longer ensuring compliance to the
Functional Block description. 
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5.3.4.4 Default values for Parameters

The detailed specification of a Parameter Datapoint in a Functional Block description may indicate a 
default value for this Parameter.

This value is however only a recommended value, not mandatory.

Such default parameter values can be used as ex-factory value and lower the configuration effort for the
installer, or as value after a reset.  

5.3.5 Diagnostic data

Diagnostic Datapoints are used to access current local/internal status information of a Functional Block
that is not used for standard run-time Interworking. 

EXAMPLE Local sensor values, local actuator values, information about the local state machine of a FB, locally calculated values 
such as current setpoints, …

Diagnostic Datapoints are mainly used for
− visualisation (on a central unit, an operating station), and

− during installation, service and maintenance.

Diagnostic Datapoints are only accessed on request, this is, there is no permanent update of the data on
the network. Consequently, there shall be no spontaneous transmission of diagnostic data on the bus (to 
save bandwidth) and diagnostic Datapoints shall be accessed in client/server mode.

5.4 Describe the Functional Block

5.4.1 Introduction 

Once the application is defined, it shall be analysed and split up into one or more Functional Blocks. 

When splitting up the application in Functional Blocks, the Designer shall verify whether the Functional 
Blocks Datapoints make sense to be distributed over the network and can also be shared with/interpreted
by other applications.

The description style shall comply with the format specified in 5.4.2.

5.4.2 Abstract Functional Block Description

The Functional Blocks shall be described in the following fixed structure.

5.4.2.1 Functional Block "Functional Block Name" 

5.4.2.1.1 Aims and Objectives

For the given Functional Block, this paragraphs gives the:

− Introduction: The designer shall bear in mind that the Functional Blocks shall be understandable and
readable as stand-alone topic. Therefore, some introduction on the implemented functionality can be
given in this clause.

− Scope: this clause shall explicitly state its usability for or its restriction to one or more applications or
application domains.

− Environment: in this clause the interrelation of this Functional Block with other Functional Blocks can
be described, in a drawing or textual description, to facilitate the understanding of its scope.

− Introduction to the Functional Specification: in this clause, typically in a textual way, the chosen
solution for the 3 above topics can be described.
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5.4.2.1.2 Functional Specification

This paragraph shall be the first detailed specification of the inputs, outputs and parameters. It may depict
a communication flow, a flow chart, picture, state machine, …

5.4.2.1.3 Constraints

The "Constraints" shall not be a further description of the scope. It only relates to the chosen solution. It
lists limitations inherent to the chosen solution and lists hints for implementation and practical use. This 
may include limitation to certain communication media or allow sleeping devices, etc. It may also give 
guidelines for the combination of multiple instances of this or different Functional Blocks in a single
device, specifically concerning the availability of Datapoints.

5.4.2.1.4 Functional Block Diagram 

If any abbreviations are used in the Functional Block Description, they should first be described.

The presentation style should look as given in the example in Figure 9. It is important that the Functional
Block diagram clearly groups the Inputs, the Outputs, the Parameters, possible diagnostic data and 
hardwired inputs and outputs. The abbreviations of the DPs shall be given and possibly an indication of
mandatory and optional DPs.

Sunblind Actuator Basic (SAB)

Inputs  Outputs 

Move Up/Down (MUD) Info Move Up/Down (IMUD)

StopStep Up/Down (SSUD) Current Absolute Position Blinds Length (CAPBL)

Dedicated Stop (STOP) Current Absolute Position Blinds Percentage (CAPBP)

Preset Position (PP) Current Absolute Position Slat Percentage (CAPSP)

Set Absolute Position Blinds Percentage  (SAPBP) Current Absolute Position Slats Degrees (CAPSD)

Set Absolute Position Blinds Length (SAPBL) Valid Current Absolute Position (VCAP)

Scene Learn Mode Enable (SLME)

Set Absolute Position Slats Percentage (SAPSP)

Set Absolute Position Slats Degrees (SAPSD)

Scene Number (SN) 

Forced  (FO) 

Wind Alarm (WA)

Rain Alarm (RA)

Frost Alarm (FA)

additional I/Os  Parameters 

Sensor for detecting END Positions Reversion Pause Time (RPT) 

Move Up/Down Time (MUDT)

Slat Step Time (SST)

Preset Position  Time (PPT)

Preset Position Percentage (PPP)

Preset Position  Length (PPL)

Preset Slat Percentage (PSP)

Preset Slat Angle (PSA)

Enable Blinds Mode (EBM) 

Figure 9 – Functional Block diagram (Example)
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5.4.2.1.5 Datapoints

A list of the separate Datapoints (inputs, outputs and parameters) shall be givenwith the table as given in
Figure 10 below, thereby providing an overview as in the Functional Block Description, extended with

− the Name,

− the indication whether the Datapoint is mandatory or optional and 

− the PID to be used when the Datapoint is implemented as Interface Object Property.

The first row in the table below indicates the Interface Object Type that shall be used if the Functional
Block is implemented as Interface Object. 

NOTE In line with the general definition of Interface Object as given in EN 50090-3-2, this Object Type is contained in the value of
the first property of the Interface Object. Its PID is therefore always “1”.

ID Name Abbr. Description Datapoint Type M/O

1 PID_OBJECT_TYPE  Object Type PropDataType M

Input(s)
ID Name Abbr. Description Datapoint Type M/O
xa PID_NAME_INPUT_1 I1 Description Input 1 ID_DPT_I1 M
xb PID_NAME_INPUT_2 I2 Description Input 2 ID_DPT_I2 M

Output(s)
ID Name Abbr. Description Datapoint Type M/O
xd PID_NAME_OUTPUT_1 O1 Description Output 1 ID_DPT_O1 M

Parameter(s)
ID Name Abbr. Description Datapoint Type M/O

xf PID_NAME_PARAMETER_1 P1 Description Parameter 1 ID_DPT_P1 M

Figure 10 – Table listing separate datapoints of a functional block

5.4.2.1.6 Detailed specification of inputs and outputs

5.4.2.1.6.1 General form

Each input and Output shall be specified using the form as laid down in Figure 11. 
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