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European foreword 

This document (EN 50136-1:2012) has been prepared by CLC Technical Body CLC/TC 79, "Alarm systems". 

The following dates are fixed: 

latest date by which this document has to be 
implemented at national level by publication of an 
identical national standard or by endorsement 

(dop) 2012-12-26 

latest date by which the national standards 
conflicting with this document have to be withdrawn 

(dow) 2014-12-26 

This document supersedes EN 50136-1-1:1998 + A1:2001 + A2:2008, EN 50136-1-2:1998, EN 50136-1-
3:1998, EN 50136-1-4:1998 and EN 50136-1-5:2008. 

The EN 50136 / CLC/TS 50136 series consists of the following parts, under the general title Alarm 
systems  Alarm transmission systems and equipment: 

Part 1  General requirements for alarm transmission systems; 

Part 21) Requirements for Supervised Premises Transceiver (SPT); 

Part 31) Requirements for Receiving Centre Transceiver (RCT); 

Part 4 Annunciation equipment used in alarm receiving centres; 

Part 52) (free); 

Part 62) (free); 

Part 7 Application guidelines; 

!Part 9 – Requirements for common protocol for alarm transmission using the internet protocol (IP)." 

1) At draft stage.

2) Under consideration.
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1 Scope 

This European Standard specifies the requirements for the performance, reliability and security 
characteristics of alarm transmission systems.  

It specifies the requirements for alarm transmission systems providing alarm transmission between an alarm 
system at a supervised premises and annunciation equipment at an alarm receiving centre. 

This European Standard applies to transmission systems for all types of alarm messages such as fire, 
intrusion, access control, social alarm, etc. Different types of alarm systems may in addition to alarm 
messages also send other types of messages, e.g. fault messages and status messages. These messages 
are also considered to be alarm messages in the context of this standard. The term alarm is used in this 
broad sense throughout the document.  

Additional alarm transmission requirements of specific types of alarm systems are given in the relevant 
European Standards. 

2 Normative references 

!The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For undated 
references, the latest edition of the referenced document (including any amendments) applies. 

EN 50136-2, Alarm systems — Alarm transmission systems and equipment — Part 2: Requirements for 
Supervised Premises Transceiver (SPT) 

EN 50136-3, Alarm systems — Alarm transmission systems and equipment — Part 3: Requirements for 
Receiving Centre Transceiver (RCT)" 

3 Object 

The object of this European Standard is to specify the general requirements for the performance, reliability, 
resilience and security of alarm transmission systems and to ensure their suitability for use with different 
types of alarm systems and annunciation equipment. 

An alarm transmission system may use any type of transmission network. 

When the ATS functions are integrated into an alarm system or annunciation equipment the requirements of 
this standard shall apply. 

The intended users of this European Standard include alarm transmission service providers, alarm receiving 
centre operators, fire departments, insurance companies, telecommunication network operators, internet 
service providers, equipment manufacturers, alarm companies, end users and others. 

4 Terms, definitions and abbreviations 

4.1 Terms and definitions 

For the purposes of this standard the following terms and definitions apply. 

NOTE The definitions below should be read in conjunction with Figure 1. 

4.1.1  
alarm condition 
condition of an AS, or part thereof, which results from the response of the system, or part thereof, to the 
presence of a hazard 

Full document details: BS EN 50136-1:2012+A1:2018

https://doi.org/10.3403/BSEN50136
https://doi.org/10.3403/30201836U
https://doi.org/10.3403/30195634U
http://www.avadocuments.com/doc/bs-en-50136-1-2012-a1-2018
http://www.avadocuments.com/doc/bs-en-50136-1-2012-a1-2018


EN 50136-1:2012+A1:2018 (E) 

6 

4.1.2  
alarm receiving centre  
continuously manned centre to which information concerning the status of one or more AS is reported 

4.1.3  
alarm system 
electrical installation, which responds to the manual or automatic detection of the presence of a hazard 

Note 1 to entry: The AS is not part of the ATS. 

4.1.4  
alarm transmission equipment 
collective term to describe SPT, MCT and RCT 

4.1.5  
alarm transmission path 
route an alarm message travels between an individual AS and its associated AE 

Note 1 to entry: The ATP starts at the interface between AS and SPT and ends at the interface between RCT and AE. 
For notification and surveillance purposes the reverse direction may also be used. 

4.1.6  
alarm transmission service network 
group of ATSs of the same category 

Note 1 to entry:  An ATSN consists of one or more ATSs of the same category, functioning under supervision of the 
same management and monitoring centre. 

!4.1.7 
alarm transmission service provider 
person or an entity that is responsible for design, operation, management and the verification of performance 
of one or more ATSN 

Note 1 to entry: The ATSP may delegate some responsibility through contracts with customers, MARCs, transmission 
network operators etc. but retains overall responsibility." 

4.1.8  
alarm transmission system 
ATE and networks used to transfer information concerned with the state of one or more ASs at a supervised 
premises to one or more AEs of one or more ARCs 

Note 1 to entry:  An ATS may consist of more than one ATP. 

4.1.9  
ATS category 
set of parameters that define the performance requirements of an alarm transmission system 

Note 1 to entry:  A category defines minimum ATS requirements. 

Note 2 to entry:  The alarm system application should specify the appropriate ATS category. 

Note 3 to entry: Where resilience and reliability are considered important for the Alarm System application, the use of a 
dual path ATS is recommended. 

4.1.10  
ATS management system 
part of the ATS that is used to manage alarm transmission equipment, supervise alarm transmission 
equipment and networks and may help to keep the ATS in operation 

Note 1 to entry:  The management system may also be used to collect data about the ATS availability. 
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4.1.11  
ATS monitoring centre 
centre in which the status and performance of one or more ATS is monitored 

Note 1 to entry:  A monitoring centre may be a separate centre or part of an ARC. 

Note 2 to entry:  A monitoring centre may be the place where MCTs are located. 

Note 3 to entry:  A monitoring centre may be the place where a management system is located. 

4.1.12  
annunciation equipment 
equipment located at an ARC which secures and displays the alarm status, or the changed alarm status of 
ASs in response to the receipt of incoming alarms before sending a confirmation 

Note 1 to entry:  The AE is not part of the ATS. 

4.1.13  
authentication 
exchange of a code to identify that a SPT has not been substituted by a similar equipment without this code, 
or that the information message transmitted has not been modified 

4.1.14  
availability, general 
percentage of time a system or parts of a system are functioning in accordance with the requirements of this 
standard  

4.1.15  
diverse technology 
technologies used in transmission paths in such a way that a single point of failure, or tampering of a single 

point, cannot cause both ATPs of a dual path system to fail simultaneously 

4.1.16  
dual path ATS 
ATS consisting of one primary ATP and one secondary ATP using diverse technology, having two 
transmission network interfaces at the SPT, to connect one or more AS of one supervised premises to one 
or more AEs of one or more ARCs 

4.1.17  
encryption 
systematic encoding of a bit stream before transmission, so that the information contained in the bit stream 
cannot be deciphered by an unauthorised party 

4.1.18  
fault condition 
condition of a system which prevents a system or part thereof from functioning normally 

4.1.19  
fault message/signal 
message or signal generated as a result of a fault condition 

4.1.20  
hashing technique 
use of a mathematical transformation that takes an input and returns a fixed-size string, which is called the 
hash value 

Note 1 to entry: Hash value is used to detect any alteration of the input and therefore verify the contents in an easy way. 
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4.1.21  
message 
series of transmitted signals which include identification, function data and the various means for providing 
its own integrity, immunity and proper reception 

4.1.22  
monitoring centre 
centre in which the status of one or more ATSNs is monitored 

4.1.23  
monitoring centre transceiver  
ATE within the ATS that enables monitoring and management information regarding the status of alarm 
transmission equipment and networks 

Note 1 to entry: The monitoring centre transceiver may be located at the alarm receiving centre or at a separate centre. 

4.1.24  
multiple path ATS 
ATS where more than one independent ATPs are combined to connect one or more ASs of one supervised 
premises to one or more AEs of one or more ARCs 

4.1.25  
network equipment on site 
equipment that is part of the ATP, but is not considered to be ATE 

4.1.26  
packet switched network 
transmission network that uses packet switching 

Note 1 to entry: Messages are broken into packets, which are addressed individually and routed through the network, 
possibly using different routes. At the end node the packets are re-assembled to be converted back to the original 
message. 

Note 2 to entry: The most prominent example of a packet switched data network is the Internet, making use of the 
Internet protocol suite, which is specified by the internet engineering task force (IETF) in so called requests for comments 
(RFCs). 

4.1.27  
peer review 
when used in reference to cryptographic algorithms, means there is published evidence that the 
cryptographic community has confirmed the robustness of the algorithm against attack 

!4.1.28 
receiving centre transceiver 
equipment located at a secure location and has as a minimum the functionality to receive and deliver alarm 
messages to the AMS 

Note 1 to entry: The RCT may include management functions for the ATS." 

4.1.29  
reporting time 
period from the time a fault occurs in the ATS until the fault information is reported to the RCT, the AS at the 
supervised premises and the MCT (if provided) 

4.1.30  
secured message 
message which cannot be lost (e.g.: in the case of power failure) and which can be retrieved 
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4.1.31  
signalling security 
method(s) used to prevent or detect deliberate attempts to interfere with the transmission of an alarm by 
blocking or substitution 

4.1.32  
single path ATS 
ATS that consists of one ATP to connect one or more AS of one supervised premises to one or more AEs of 
one or more ARCs 

4.1.33  
supervised premises transceiver 
ATE at the supervised premises including the interface to the AS and the interface to one or more 
transmission networks and being part of one or more ATPs 

4.1.34  
system capacity 
maximum number of ASs that can be connected to an ATSN 

4.1.35  
transmission link 
part of a transmission network used to carry one or more ATPs 

Note 1 to entry: An ATP can be established by switching together transmission links in several ways (in parallel, in series 
and in combinations thereof). 

Note 2 to entry: A transmission link can carry several ATPs or sections of ATPs. 

4.1.36  
transmission network 
network between two or more items of ATE 

Note 1 to entry: Where the network is provided by a common carrier (e.g. a public telephone network operator) the 
network may include items of general transmission equipment, which may not be covered by the requirements of 
EN 50136-2, e.g.  public telephone network operator equipment, mobile telephone operator equipment, ADSL modems, 
SDSL modems, Routers, Ethernet switches, Ethernet hubs, Firewalls and network wiring. 

!4.1.37 
transmission time 
time from when a change of state occurs or alarm message is presented for transmission at the SPT 
interface to the AS until the time that the new state or message is reported at the RCT interface to the AMS

4.1.38 
secure location 
location that is a MARC or another location that complies with a published data centre standard 

Note 1 to entry: Examples of published data centre standards or accepted best practices are: a data centre designed 
and maintained to EN 50600 series. Availability class 3, Protection class 4 or ARC category I in accordance to 
EN 50518; or as best practices Uptime Institute Tier 3. 

4.1.39 
monitoring and alarm receiving centre 
continuously manned centre where information concerning the status of one or more AS is reported, and 
additionally where the status of one or more ATS is monitored 

4.1.40 
alarm management system 
system at a MARC which stores, organizes, controls, manages and allows retrieval of client data and is 
interfaced to the alarm receiving equipment (RCT) for automatic annunciation of messages for each alarm 
system 

Full document details: BS EN 50136-1:2012+A1:2018

https://doi.org/10.3403/BSEN50136
https://doi.org/10.3403/30201836U
http://www.avadocuments.com/doc/bs-en-50136-1-2012-a1-2018
http://www.avadocuments.com/doc/bs-en-50136-1-2012-a1-2018

