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National foreword

This British Standard is the UK implementation of EN 50152-2:2012.
It supersedes BS EN 50152-2:2007 which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee GEL/9/3, Railway Electrotechnical Applications - Fixed
Equipment.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© The British Standards Institution 2012. Published by BSI Standards
Limited 2012
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ICS 29.120.40; 29.130.99; 29.280

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 November 2012.
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Foreword

This document (EN 50152-2:2012) has been prepared by CLC/SC 9XC "Electric supply and earthing systems
for public transport equipment and ancillary apparatus (Fixed installations)".

The following dates are fixed:

e latest date by which this document has to be (dop) 2013-10-15
implemented at national level by publication of
an identical national standard or by
endorsement

e latest date by which the national standards (dow)  2015-10-15
conflicting with this document have to
be withdrawn

This document supersedes EN 50152-2:2007.

EN 50152-2:2012 includes the following significant technical changes with respect to EN 50152-2:2007:

This standard was revised to reflect the latest versions of standards referenced and to remove text already
included in the EN 62271 series. The scope was extended to include single-phase and two-phase devices.
Definitions were added to provide the necessary precision and to meet the needs of railway applications.
Table 1 was reworked according to the changes of EN 50124-1:2001|, Table A.2 and Table B.1. Table 2
‘Coordination table of rated values for devices’ of the previous version was removed. Ratings previously given
under the clause ‘type tests’ were moved to the new Table2 ‘Mechanical endurance classes and
recommended use’.

EN 50152 series under the generic title Railway applications — Fixed installations — Particular requirements
for alternating current switchgear is divided as follows:

Part 1: Circuit-breakers with nominal voltage above 1 kV;
- Part 2: Disconnectors, earthing switches and switches with nominal voltage above 1 kV;,

- Part 3-1: Measurement, control and protection devices for specific use in a.c. traction systems —
Application guide;

- Part 3-2: Measurement, control and protection devices for specific use in a.c. traction systems — Single-
phase current transformers;

- Part 3-3: Measurement, control and protection devices for specific use in a.c. traction systems — Single-
phase inductive voltage transformers.
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Introduction

This standard needs to be read in conjunction with EN 62271-1:2008, EN 62271-102:2002 and/or
EN 62271-103:2011|, depending on the equipment involved.

References in subclauses in EN 62271-104 need to be to EN 62271-1 instead of EN 60694..

Where a particular clause of EN 62271-1, EN 62271-109 or EN 62271-103 is not mentioned in this standard,
that clause applies as far as reasonable. Where requirements relate exclusively to three-phase systems or to
voltages outside those in use in traction systems, they are not applicable. Where this standard states
"addition" or "replacement”, the relevant text of EN 62271-1|, EN 62271-109 and EN 62271-103 needs to be
adapted accordingly. When a clause is named applicable to both or EN 62271-103, then
reference needs to be made only to the standard appropriate for the respective switching device.

The numbering of clauses in EN 62271 series is not used in this European Standard. The numbering in
square brackets refers to the numbering of clauses in EN 62271 series. References specific to numbering of

clauses in EN 62271-102 have the prefix “102." and specific to EN 62271-103 have the prefix “103.".

Where terms defined in EN 62271 series conflict with definitions of same terms as given in IEC 60050-
811:1991, or the other railway applications documents listed in the normative references, the definitions in

EN 62271-1, EN 62271-102 and EN 62271-103 need to be used.
NOTE1  The clause numbering in EN 62271-1094 and EN 62271-103 is the same as in EN_62271-1. Additional

requirements specific to the type of switching device start with subclause numbers from 100.

NOTE 2  The suffix N which appears in this standard for rated values is not used in EN 62271 series.

Documents

Document Sharing Hub

Full document details: BS EN 50152-2:2012


http://dx.doi.org/10.3403/30111861
http://dx.doi.org/10.3403/02657458
http://dx.doi.org/10.3403/30184563
http://dx.doi.org/10.3403/02657458U
http://dx.doi.org/10.3403/30111861U
http://dx.doi.org/10.3403/02646931U
http://dx.doi.org/10.3403/30111861U
http://dx.doi.org/10.3403/02657458U
http://dx.doi.org/10.3403/30184563U
http://dx.doi.org/10.3403/30111861U
http://dx.doi.org/10.3403/02657458U
http://dx.doi.org/10.3403/30184563U
http://dx.doi.org/10.3403/02657458U
http://dx.doi.org/10.3403/30184563U
http://dx.doi.org/10.3403/02657458U
http://dx.doi.org/10.3403/30184563U
http://dx.doi.org/10.3403/30111861U
http://dx.doi.org/10.3403/02657458U
http://dx.doi.org/10.3403/30184563U
http://dx.doi.org/10.3403/02657458U
http://dx.doi.org/10.3403/30184563U
http://dx.doi.org/10.3403/30111861U
http://www.avadocuments.com/doc/bs-en-50152-2-2012
http://www.avadocuments.com/doc/bs-en-50152-2-2012

