BRITISH STANDARD BS EN
50167:1996

Sectional specification
for horizontal floor
wiring cables with a
common overall screen
for use in digital
communication

The European Standard EN 50167:1994 has the status of a
British Standard

ICS 29.060.20

W, A, @
LA W =—
B e

NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW
Y\ W

Document Sharing Hub

Full document details: BS EN 50167:1996


http://www.avadocuments.com/doc/bs-en-50167-1996
http://www.avadocuments.com/doc/bs-en-50167-1996

BS EN 50167:1996

Committees responsible for this
British Standard

The preparation of this British Standard was entrusted by Technical
Committee EPL/46, Cables, wires and waveguides, RF connectors and
accessories for communication and signalling, to Subcommittee EPL/46/1,
Communication cables, on which the following bodies were represented:

AEA Technology

British Approvals Service for Cables
British Broadcasting Corporation
British Cable Makers Confederation
British Railways Board

British Telecommunications plc
Cable Communications Association
Confederation of Aerial Industries
ERA Technology Ltd.

Federation of the Electronics Industry
London Underground Ltd.

Ministry of Defence

Society of Cable Television Engineers

This British Standard, having
been prepared under the
direction of the Electrotechnical
Sector Board, was published
under the authority of the
Standards Board and comes
into effect on

15 February 1996 Amendments issued since publication

© BSI 03-1999
Amd. No. Date Comments

The following BSI references
relate to the work on this
standard:

Committee reference EPL/46/1
Special announcement in

BSI News October 1995
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National foreword

This British Standard has been prepared by Subcommittee EPL/46/1 and is the
English language version of EN 50167:1994, Sectional specification for horizontal
floor wiring cables with a common overall screen for use in digital communication,
published by the European Committee for Electrotechnical Standardization
(CENELEC).

Cross-references

Publication referred to Corresponding British Standard

HD 602 S1:1992 BS 6425 Test on gases evolved during the combustion of
materials from cables
Part 2:1993 Determination of degree of acidity
(corrosivity) of gases by measuring pH and conductivity
BS 7622 Measurement of smoke density of electric cables
burning under defined conditions

HD 606.1 S1:1992 Part 1:1993 Test apparatus

HD 606.2 S1:1992 Part 2:1993 Test procedure and requirements

HD 608 S1:1992 BS 7630:1993 Generic specification for symmetric
pair/quad and multicore cables for digital
communication

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 and 11,
the EN title page, pages 2 to 12, an inside back cover and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on

the inside front cover. Documents
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EUROPEAN STANDARD EN 50167
NORME EUROPEENNE
EUROPAISCHE NORM

October 1994

1CS 29.060.20
Descriptors: Horizontal floor wiring cables, digital communication

English version

Sectional specification for horizontal floor wiring cables
with a common overall screen for use in digital
communication

Spécification intermédiaire de cables avec écran  Bauart-Spezifikation fiir Etagenkabel mit
extérieur pour transmissions numériques gemeinsamen Schirm fir digitale
destinés au cablage capillaire Kommunikation

This European Standard was approved by CENELEC on 1994-07-05.
CENELEC members are bound to comply with the CEN/CENELEC Internal
Regulations which stipulate the conditions for giving this European Standard
the status of a national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Central Secretariat or to any
CENELEC member.

This European Standard exists in three official versions (English, French,
German). A version in any other language made by translation under the
responsibility of a CENELEC member into its own language and notified to the
Central Secretariat has the same status as the official versions.

CENELEC members are the national electrotechnical committees of Austria,
Belgium, Denmark, Finland, France, Germany, Greece, Iceland, Ireland, Italy,
Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and
United Kingdom.

CENELEC

European Committee for Electrotechnical Standardization
Comité Européen de Normalisation Electrotechnique
Européaisches Komitee fur Elektrotechnische Normung

Central Secretariat: rue de Stassart 35, B-1050 Brussels

© 1994 Copyright reserved to CENELEC members
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Foreword Contents
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This European Standard was prepared by
CENELEC Subcommittee SC 46XC, Multicore, Foreword
Multipair and Quad Data communication cables.

) ) 1 Guide to use
It was submitted to the CENELEC Unique 11 q
Acceptance Procedure (UAP) in November 1993 and ) cope _
was approved by CENELEC as EN 50167 1.2 Introduction
on 1994-07-05. 1.3 Installation considerations
The following dates were fixed: 1.4 Object
2 Definitions and requirements
— latest date of publication of 2.1 General
an identical national .
standard (dop) 1995-07-15 2.2 Reference publications
) 2.3 Definitions
— latest date of withdrawal of . .
conflicting national 2.4 Materials and cable construction
standards (dow) 1995-07-15 2.4.1 General
2.4.2 Cable construction

Wherever this standard refers to Generic

Specification, HD 608 S1:1992 is meant. 2.4.3 Conductor

NOTE This HD 608 will be updated into a European Standard. 2.4.4 Insulation
2.4.5 Cable element

2.4.6 Screening of the cable element
2.4.7 Colour code of insulation

2.4.8 Cable make-up

2.4.9 Screening of the cable core

2.4.10 Sheath

2.4.11  Colour of sheath
2.4.12  Identification

2.4.13  Finished cable

2.4.14  Cable overall diameter

3 Characteristics and requirements
3.1 General

3.2 Electrical tests

3.2.1 Conductor resistance

3.2.2 Resistance unbalance

3.2.3 Dielectric strength

3.2.4 Insulation resistance

3.2.5 Mutual capacitance

3.2.6 Capacitance unbalance

3.2.7 Transfer impedance

3.3 Transmission characteristics

3.3.1 Velocity of propagation

3.3.2 Attenuation

3.3.3 Unbalance attenuation

3.3.4 Near-end crosstalk

3.3.5 Far-end crosstalk

3.3.6 Characteristics impedance
3.3.7 Structural Return Loss (SRL)
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