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National foreword

This British Standard is the UK implementation of EN 50194-2:2006+A1:2016. 
It supersedes BS EN 50194-2:2006 which is withdrawn.

The start and finish of text introduced or altered by amendment is indicated in 
the text by tags. Tags indicating changes to CENELEC text carry the number of 
the CEN amendment. For example, text altered by CENELEC amendment A1 
is indicated by .

The UK participation in its preparation was entrusted by Technical Committee 
EXL/31, Equipment for explosive atmospheres, to Subcommittee EXL/31/1, Gas 
detectors.

A list of organizations represented on this subcommittee can be obtained on 
request to its secretary.

This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity from 
legal obligations.
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Foreword 

This European Standard was prepared by WG 4 of the Technical Committee CENELEC TC 216, 
Gas detectors. The text of the draft was submitted to the formal vote and was approved by 
CENELEC as EN 50194-2 on 2006-03-01. 

The following dates were fixed: 

– latest date by which the EN has to be implemented 
at national level by publication of an identical 
national standard or by endorsement 

 
 
(dop) 

 
 
2007-03-01 

– latest date by which the national standards conflicting 
with the EN have to be withdrawn 

 
(dow) 

 
2009-03-01 

This Part 2 is intended to be used in conjunction with EN 50194:2000. This European Standard 
supplements or modifies the corresponding clauses of EN 50194; where it states “addition”, 
“modification” or “replacement” the relevant text of EN 50194 is to be adapted accordingly. 

Subclauses, tables and notes that are numbered starting from 101 are additional to those in 
Part 1. 

______________ 
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European foreword 

This document (EN 50194-2:2006/A1:2016) has been prepared by CLC/TC 216, "Gas detectors". 

The following dates are fixed: 

• latest date by which this document has to be 
implemented at national level by publication of 
an identical national standard or by 
endorsement 

(dop) 2017-03-14 

• latest date by which the national standards 
conflicting with this document have to 
be withdrawn 

 

(dow) 2019-03-14 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such 
patent rights. 

Foreword to amendment A1
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1 Scope 

This Clause of EN 50194 is replaced by: 

This European Standard specifies test methods and performance requirements for electrical 
apparatus for the detection of combustible gases designed for continuous operation in a fixed 
installation in recreational vehicles and similar premises. 

NOTE 1 For caravan holiday homes EN 50194 applies. 

This standard specifies apparatus designed to operate in the event of an escape of liquefied 
petroleum gas (LPG) and/or petrol (gasoline) vapour and to provide a visual and audible alarm 
and an executive action in the form of an output signal that can actuate directly or indirectly a 
shut-off device and/or other ancillary device (Type A of EN 50194). 

The standard excludes apparatus for the detection of toxic gases such as carbon monoxide 
(see EN 50291). 

Apparatus complying with this standard is not considered suitable for industrial or commercial 
installations for which EN 61779-1 and EN 61779-4 apply.  

NOTE 2 Apparatus tested in accordance with the EN 61779 series of standards will not necessarily comply with 
this standard. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For 
dated references, only the edition cited applies. For undated references, the latest edition of 
the referenced document (including any amendments) applies. 

DIN 51361 Mineral spirits – Special boiling point spirits – Requirements 

EN 437:2003 Test gases – Test pressures – Appliance categories 

EN 13878:2003 Leisure accommodation vehicles  – Terms and definitions 

EN 50194:20001) Electrical apparatus for the detection of combustible gases in 
domestic premises – Test methods and performance requirements 

EN 50018:2000 Electrical apparatus for potentially explosive atmospheres - 
Flameproof enclosure ‘d’ 

EN 50270:2006 Electromagnetic compatibility – Electrical apparatus for the detection 
and measurement of combustible gases, toxic gases or oxygen 

EN 60068-2-6 Environmental testing – Part 2-6: Tests – Test Fc: Vibration 
(sinusoidal) (IEC 60068-2-6) 

EN 60068-2-7 Environmental testing – Part 2-7: Tests – Test Ga: Acceleration, 
steady state (IEC 60068-2-7) 

EN 60068-2-27 Environmental testing - Part 2-27: Tests - Test Ea and guidance: 
Shock (IEC 60068-2-27) 

                                                      
1) Will be replaced by EN 50194-1, presently under consideration. 
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This Clause of EN 50194-1 is replaced by:

This European Standard specifies test methods and performance requirements for electrical 
apparatus for the detection of combustible gases designed for continuous operation in a fixed 
installation in recreational vehicles and similar premises.

NOTE 1  For caravan holiday homes EN 50194-1 applies.

This standard specifies apparatus designed to operate in the event of an escape of liquefied 
petroleum gas (LPG) and/or petrol (gasoline) vapour and to provide a visual and audible alarm 
and an executive action in the form of an output signal that can actuate directly or indirectly a 
shut-off device and/or other ancillary device (Type A of EN 50194-1).

EN 50194-2:2006/A1:2016 (E) 

4 

1 Scope 

In the entire clause replace EN 50194 by EN 50194-1. 

In the following sentence replace EN 61779-1 and EN 61779-4 by EN 60079-29-1: 

Apparatus complying with this standard is not considered suitable for industrial or commercial 
installations for which EN 60079-29-1 apply.  

In the following note replace EN 61779 series by EN 60079-29-1: 
NOTE 2 Apparatus tested in accordance with EN 60079-29-1 will not necessarily comply with this standard. 

2 Normative references 

Replace the entire Clause 2 by:  

The following documents, in whole or in part, are normatively referenced in this document and are 
indispensable for its application. For dated references, only the edition cited applies. For undated 
references, the latest edition of the referenced document (including any amendments) applies. 

EN 437:2003, Test gases – Test pressures – Appliance categories 

EN 13878:2003, Leisure accommodation vehicles – Terms and definitions 

EN 50194-1:2009, Electrical apparatus for the detection of combustible gases in domestic premises – 
Test methods and performance requirements 

EN 60079-1:2008, Explosive atmospheres - Part1: Equipment protection by flameproof enclosures “d” 

EN 50270:2015, Electromagnetic compatibility – Electrical apparatus for the detection and 
measurement of combustible gases, toxic gases or oxygen 

EN 60068-2-6, Environmental testing – Part 2-6: Tests – Test Fc: Vibration (sinusoidal) (IEC 60068-2-
6) 

EN 60068-2-7, Environmental testing – Part 2-7: Tests – Test Ga: Acceleration, steady state (IEC 
60068-2-7) 

EN 60068-2-27, Environmental testing - Part 2-27: Tests - Test Ea and guidance: Shock (IEC 60068-
2-27) 

EN 60068-2-52, Environmental testing - Part 2-52: Tests - Test Kb: Salt mist, cyclic (sodium chloride 
solution) (IEC 60068-2-52) 

EN 60529, Degrees of protection provided by enclosures (IP Code) (IEC 60529) 

EN 60721-3-6:1993, Classification of environmental conditions - Part 3: Classification of groups of 
environmental parameters and their severities - Section 6: Ship environment (IEC 60721-3-6:1987 + 
A1:1991) 

EN 60945:2002, Maritime navigation and radiocommunication equipment and systems - General 
requirements - Methods of testing and required test results (IEC 60945:2002) 

ISO 7637-2:2011, Road vehicles - Electrical disturbances from conduction and coupling - Part 2: 
Electrical transient conduction along supply lines only 





Apparatus complying with this standard is not considered suitable for industrial or commercial 
installations for which EN 60079-29-1 apply.

NOTE 2  Apparatus tested in accordance with EN 60079-29-1 will not necessarily comply with this standard.
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EN 60068-2-52 Environmental testing - Part 2-52: Tests - Test Kb: Salt mist, cyclic 
(sodium chloride solution) (IEC 60068-2-52) 

EN 60529 Degrees of protection provided by enclosures (IP Code) (IEC 60529) 

EN 60721-3-6:1993 Classification of environmental conditions - Part 3: Classification of 
groups of environmental parameters and their severities - Section 6: 
Ship environment (IEC 60721-3-6:1987 + A1:1991) 

EN 60945:2002  Maritime navigation and radiocommunication equipment and systems - 
General requirements - Methods of testing and required test results 
(IEC 60945:2002) 

EN 61779-1 Electrical apparatus for the detection and measurement of flammable 
gases - Part 1: General requirements and test methods 
(IEC 61779-1) 

EN 61779-4 Electrical apparatus for the detection and measurement of flammable 
gases - Part 4: Performance requirements for group II apparatus 
indicating a volume fraction up to 100 % lower explosive limit 
(IEC 61779-4) 

EN ISO 10239:2000 
EN ISO 10239:2000/
AC:2002 

Small craft – Liquefied petroleum gas (LPG) systems (ISO 10239:2000 
+ corrigendum 2001) 

ISO 7637-1:2002 Road vehicles - Electrical disturbances from conduction and coupling - 
Part 1: Definitions and general considerations 

ISO 7637-2:2004 Road vehicles - Electrical disturbances from conduction and coupling - 
Part 2: Electrical transient conduction along supply lines only 

3 Definitions 

The definitions of EN 50194 apply, with the following additions: 

3.19. 
recreational vehicle 
recreational vehicles considered by this standard include recreational craft, caravans and 
motor caravans 

NOTE Other motorised vehicles like trucks are known to have residential accommodation. They are not 
recreational vehicles but are considered as similar premises in respect of this standard. 

3.20 
caravan holiday home  
transportable leisure accommodation vehicle that does not meet requirements for construction 
and use of road vehicles, that retains means for mobility and that is for temporary or seasonal 
occupation  
[EN 13878] 

3.21 
recreational craft 
boat of a minimum length of 2,5 m and a maximum length of 24 m as specified in Directive 
94/25/EC, which is intended for sports or leisure purposes 

NOTE For the purposes of this standard the word ´boat´ should be taken with the meaning ´recreational craft´. 
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and use of road vehicles, that retains means for mobility and that is for temporary or seasonal 
occupation  
[EN 13878] 

3.21 
recreational craft 
boat of a minimum length of 2,5 m and a maximum length of 24 m as specified in Directive 
94/25/EC, which is intended for sports or leisure purposes 

NOTE For the purposes of this standard the word ´boat´ should be taken with the meaning ´recreational craft´. 
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EN 60068-2-52 Environmental testing - Part 2-52: Tests - Test Kb: Salt mist, cyclic 
(sodium chloride solution) (IEC 60068-2-52) 

EN 60529 Degrees of protection provided by enclosures (IP Code) (IEC 60529) 

EN 60721-3-6:1993 Classification of environmental conditions - Part 3: Classification of 
groups of environmental parameters and their severities - Section 6: 
Ship environment (IEC 60721-3-6:1987 + A1:1991) 

EN 60945:2002  Maritime navigation and radiocommunication equipment and systems - 
General requirements - Methods of testing and required test results 
(IEC 60945:2002) 

EN 61779-1 Electrical apparatus for the detection and measurement of flammable 
gases - Part 1: General requirements and test methods 
(IEC 61779-1) 

EN 61779-4 Electrical apparatus for the detection and measurement of flammable 
gases - Part 4: Performance requirements for group II apparatus 
indicating a volume fraction up to 100 % lower explosive limit 
(IEC 61779-4) 

EN ISO 10239:2000 
EN ISO 10239:2000/
AC:2002 

Small craft – Liquefied petroleum gas (LPG) systems (ISO 10239:2000 
+ corrigendum 2001) 

ISO 7637-1:2002 Road vehicles - Electrical disturbances from conduction and coupling - 
Part 1: Definitions and general considerations 

ISO 7637-2:2004 Road vehicles - Electrical disturbances from conduction and coupling - 
Part 2: Electrical transient conduction along supply lines only 
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3.22 
remote sensor 
sensor assembly that is mounted in a separate location from the control unit 

NOTE This definition should be read in conjunction with Definition 3.12 of EN 50194. 

3.23 
control unit 
unit that may contain the power supply, signal processing, alarm circuits and indicators 

3.24 
vehicle supply powered apparatus 
apparatus designed to be powered by the vehicle’s electrical supply 

3.25 
caravan  
trailer leisure accommodation vehicle that meets requirements for construction and use of road 
vehicles   
[EN 13878] 

3.26 
motor caravan  
self-propelled leisure accommodation vehicle that meets requirements for construction and use 
of road vehicles 

It contains at least: 
– seats and table, 
– sleeping accommodation which may be converted from the seats, 
– cooking facilities, and 
– storage facilities 
[EN 13878] 

4 General requirements 

4.1 General 

This subclause of EN 50194 is applicable with the following additions: 

This standard also includes apparatus for detecting petrol vapour in applications such as the 
bilges of boats, where petrol is used as fuel. It is not applicable for the detection of vapour of 
diesel fuel. 

NOTE 101   Due to the low vapour pressure leaks of diesel fuel do not cause the risk of an explosion at ambient 
temperatures. 

The requirements for flammable gas detection as defined in EN 50194 apply equally to petrol 
vapour detectors. 

In this standard there are requirements that cover all apparatus. Additional application specific 
requirements apply to certain groups of recreational vehicles, such as boats. An apparatus 
which complies with the requirements for recreational craft will automatically comply with the 
requirements for motor caravans and caravans. An apparatus which complies with the 
requirements for motor caravans will automatically comply with the requirements for caravans. 
The apparatus are designed for continuous operation. 

NOTE 102   When the vehicle is not in use the apparatus may be switched off in order to save the vehicles power 
supply or the internal batteries. 
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EN 50194-2:2006/A1:2016 (E) 

4 

1 Scope 

In the entire clause replace EN 50194 by EN 50194-1. 

In the following sentence replace EN 61779-1 and EN 61779-4 by EN 60079-29-1: 

Apparatus complying with this standard is not considered suitable for industrial or commercial 
installations for which EN 60079-29-1 apply.  

In the following note replace EN 61779 series by EN 60079-29-1: 
NOTE 2 Apparatus tested in accordance with EN 60079-29-1 will not necessarily comply with this standard. 

2 Normative references 

Replace the entire Clause 2 by:  

The following documents, in whole or in part, are normatively referenced in this document and are 
indispensable for its application. For dated references, only the edition cited applies. For undated 
references, the latest edition of the referenced document (including any amendments) applies. 

EN 437:2003, Test gases – Test pressures – Appliance categories 

EN 13878:2003, Leisure accommodation vehicles – Terms and definitions 

EN 50194-1:2009, Electrical apparatus for the detection of combustible gases in domestic premises – 
Test methods and performance requirements 

EN 60079-1:2008, Explosive atmospheres - Part1: Equipment protection by flameproof enclosures “d” 

EN 50270:2015, Electromagnetic compatibility – Electrical apparatus for the detection and 
measurement of combustible gases, toxic gases or oxygen 

EN 60068-2-6, Environmental testing – Part 2-6: Tests – Test Fc: Vibration (sinusoidal) (IEC 60068-2-
6) 

EN 60068-2-7, Environmental testing – Part 2-7: Tests – Test Ga: Acceleration, steady state (IEC 
60068-2-7) 

EN 60068-2-27, Environmental testing - Part 2-27: Tests - Test Ea and guidance: Shock (IEC 60068-
2-27) 

EN 60068-2-52, Environmental testing - Part 2-52: Tests - Test Kb: Salt mist, cyclic (sodium chloride 
solution) (IEC 60068-2-52) 

EN 60529, Degrees of protection provided by enclosures (IP Code) (IEC 60529) 

EN 60721-3-6:1993, Classification of environmental conditions - Part 3: Classification of groups of 
environmental parameters and their severities - Section 6: Ship environment (IEC 60721-3-6:1987 + 
A1:1991) 

EN 60945:2002, Maritime navigation and radiocommunication equipment and systems - General 
requirements - Methods of testing and required test results (IEC 60945:2002) 

ISO 7637-2:2011, Road vehicles - Electrical disturbances from conduction and coupling - Part 2: 
Electrical transient conduction along supply lines only 

For the purposes of this document, the terms and definitions of EN 50194-1:2009 and the 
following apply.

[SOURCE: EN 13878]

[SOURCE: EN 13878]

[SOURCE: EN 13878]









Note 1 to entry  Other motorised vehicles like trucks are known to have residential accommodation. They are not 
recreational vehicles but are considered as similar premises in respect of this standard.

Note 1 to entry  For the purposes of this standard the word ´boat´ should be taken with the meaning ´recreational 
craft´.

Note 1 to entry  This definition should be read in conjunction with Definition 3.12 of EN 50194-1:2009.
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