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National foreword

This British Standard is the UK implementation of EN 50206-2:2010. It
supersedes BS EN 50206-2:1999 which is withdrawn.

The UK participation in its preparation was entrusted by Technical Committee
GEL/9, Railway Electrotechnical Applications, to Subcommittee GEL/9/2,
Railway Electrotechnical Applications - Rolling stock.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

© BSI 2010
ISBN 978 0 580 63412 3
ICS 29.280; 45.060.01

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the Standards
Policy and Strategy Committee on 31 July 2010.
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Foreword

This European Standard was prepared by SC 9XB, Electromechanical material on board rolling stock, of
Technical Committee CENELEC TC 9X, Electrical and electronic applications for railways. It was
submitted to the CENELEC formal vote and was approved by CENELEC as EN 50206-2 on 2010-05-01.

This document supersedes EN 50206-2:1999.

The main changes brought by this revision are:

—  simplification and standardisation of the tolerances for static contact force (Annexes A and B);
— adjustment of terms to TSI (static contact force instead of static force);
—  deletion of Clause 10;

—  update of normative references.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN and CENELEC shall not be held responsible for identifying any or all such patent rights.

The following dates were fixed:

— latest date by which the EN has to be implemented
at national level by publication of an identical

national standard or by endorsement (dop) 2011-05-01
— latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2013-05-01
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Introduction

The electrical power supply of a tractive unit is achieved by the collection of current from the contact wire
by means of one or more pantograph(s), installed on the traction unit or on the vehicle.

The contact strip of the pantograph which slides along the contact wire facilitates the transmission of
power.

The pantograph and the overhead line equipment form two oscillating sub-systems which can be
displaced. There exists a unilateral sliding linkage between them, which shall ensure continuous contact.
Their design shall allow for minimum wear of both sub-systems when used.
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1 Scope

This European Standard defines the general assembly characteristics which are to be applied to
pantographs, to enable current collection from the overhead line equipment. It also defines the tests the
pantographs have to perform, excluding insulators.

This European Standard does not apply to pantograph dielectric tests, which are to be performed on the
pantograph installed on the vehicle roof. If no other requirement is agreed between customer and supplier,
insulation coordination according to EN 50124-1 may be used.

This European Standard does not apply to pantographs used on main line vehicles: these pantographs

are considered in EN 50206-1|.

This European Standard relates to conventional suspended overhead line equipment and accessories.
The systems (or part of them) which are rigidly suspended will require special consideration between the
customer and the supplier.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

N 50125-1, Railway applications — Environmental conditions for equipment — Part 1: Equipment on board
rolling stock

N 50128 series, Railway applications — The specification and demonstration of Reliability, Availability,
Maintainability and Safety (RAMS)

N 50163, Railway applications — Supply voltages of traction systems

N 50317, Railway applications — Current collection systems — Requirements for and validation of
measurements of the dynamic interaction between pantograph and overhead contact line

N 60077-1, Railway applications — Electric equipment for rolling stock — Part 1: General service
conditions and general rules (IEC 60077-1)

N 60077-2, Railway applications — Electric equipment for rolling stock — Part 2: Electrotechnical
components — General rules (IEC 60077-2)

N 60529:1991|, Degrees of protection provided by enclosures (IP Code) (IEC 60529:1989)
N 61373, Railway applications — Rolling stock equipment — Shock and vibration tests (JEC 61373)

3 Definitions

For the purposes of this document, the following terms and definitions apply.
3.1 General

3141
supplier
manufacturer of the pantograph

3.1.2
customer
either operating authority or vehicle manufacturer
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pantograph (see Figure 1)

apparatus that collects current on one or more contact wires. It consists of a base frame, an operating
system, a frame and a collector head. It is of variable geometry. In the "operating" position, the apparatus
is entirely or partly under voltage. It is electrically insulated only generally at its interfaces, on the vehicle
roof. It enables current to be transmitted from the overhead line equipment to the vehicle electrical system

3.2 Design

The definitions in Table 1 are related to Figure 1, except items 9, 15, 16, 17, 18.

Table 1 — Design definitions

Def. Term Item Definition
No. No.

3.21 frame 1 articulated structure which enables the collector head to move in
a vertical direction with respect to the base frame of the
pantograph

3.2.2 | base frame 2 fixed part of the pantograph which supports the frame and is

mounted on insulators fixed to the vehicle roof

3.2.3 | collector head 3 part of the pantograph supported by the frame which includes
contact strips, horns and may include a suspension

3.2.4 | contact strip 4 replaceable wearing part of the collector head which interfaces
with the overhead line equipment

3.2.5 | horns 5 ends of the collector head which ensure smooth engagement
with the contact wire

3.2.6 | collector head length 6 dimension of collector head measured transversely in the
horizontal plane in relation to the vehicle

3.2.7 | collector head width 7 dimension of collector head measured longitudinally in relation to
the vehicle
3.2.8 | collector head height 8 vertical distance between the lowest point of the horns and the

upper most point of the contact strips

3.2.9 | collector head pivot 9 pitching axis of the collector head

3.2.10 | length of contact 10 | total length of wearable material intended for normal interaction
strips measured transversely in relation to the vehicle

3.2.11 | height at "lower 11 | vertical distance between the pantograph mounting plane on the
operating position" top of insulators and the upper surface of contact strips, the

pantograph being raised to the lowest level at which it is
designed to collect current

3.2.12 | height at "upper 12 | vertical distance between the pantograph mounting plane on the
operating position" top of insulators and the upper surface of the contact strips, the
pantograph being raised to the highest level at which it is
designed to collect current

3.2.13 | working range 13 | difference between the "upper operating position" height and the
"lower operating position" height
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