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National foreword

This British Standard is the UK implementation of EN
50289-1-1:2017. It supersedes BS EN 50289-1-1:2001 which
is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee EPL/46, Cables, wires and waveguides, radio frequency
connectors and accessories for communication and signalling.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© The British Standards Institution 2017.
Published by BSI Standards Limited 2017

ISBN 978 0 580 94376 8
ICS 33.120.20

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 March 2017.

Amendments/corrigenda issued since publication
Date Text affected
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European foreword

This document [EN 50289-1-1:2017] has been prepared by CLC/TC 46X "Communication cables".

The following dates are fixed:

+ latest date by which this document has to be (dop) 2017-09-16
implemented at national level by publication of an
identical national standard or by endorsement

+ latest date by which the national standards conflicting (dow) 2019-12-16
with this document have to be withdrawn

This document supersedes EN 50289-1-1:2001.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CENELEC shall not be held responsible for identifying any or all such patent rights.

EN 50289-1, Communication cables — Specifications for test methods, is currently composed with the
following parts:

— Part 1-1: Electrical test methods — General requirements;

— Part 1-2: Electrical test methods — DC resistance;

— Part 1-3: Electrical test methods — Dielectric strength;

— Part 1-4: Electrical test methods — Insulation resistance;

— Part 1-5: Electrical test methods — Capacitance;

— Part 1-6: Electrical test methods — Electromagnetic performance;
— Part 1-7: Electrical test methods — Velocity of propagation;

— Part 1-8: Electrical test methods — Attenuation;

— Part 1-9: Electrical test methods — Unbalance attenuation (longitudinal conversion loss, longitudinal
conversion transfer 10ss);

— Part 1-10: Electrical test methods — Crosstalk;
— Part 1-11: Electrical test methods — Characteristic impedance, input impedance, return loss;
— Part 1-12: Electrical test methods — Inductance;

— Part 1-13: Electrical test methods — Coupling attenuation or screening attenuation of patch cords /
coaxial cable assemblies / pre-connectorised cables;

— Part 1-14: Electrical test methods — Coupling attenuation or screening attenuation of connecting
hardware;

— Part 1-15: Electromagnetic performance — Coupling attenuation of links and channels (Laboratory
conditions);

— Part 1-16: Electromagnetic performance — Coupling attenuation of cable assemblies (Field conditions);

— Part 1-17: Electrical test methods — Exogenous Crosstalk EXNEXT and ExFEXT.

Documents
Document Sh%ring Hub

Full document details: BS EN 50289-1-1:2017


http://www.avadocuments.com/doc/bs-en-50289-1-1-2017
http://www.avadocuments.com/doc/bs-en-50289-1-1-2017

BS EN 50289-1-1:2017
EN 50289-1-1:2017

1 Scope

This European Standard specifies the electrical test methods for cables used in analogue and digital
communication systems.

Part 1 of EN 50289 consists of the following documents:

— Part1-1  General requirements

— Part1-2 DC resistance

— Part1-3  Dielectric strength

— Part1-4 Insulation resistance

— Part1-5 Capacitance

— Part1-6  Electromagnetic performance

— Part1-7  Velocity of propagation

— Part1-8 Attenuation

— Part1-9 Unbalance attenuation (longitudinal conversation loss, longitudinal conversion transfer loss)
— Part1-10 Crosstalk

— Part1-11 Characteristic impedance, input impedance, return loss
— Part1-12 Inductance

— Part1-13 Coupling attenuation or screening attenuation of patch cords / coaxial cable assemblies /
pre-connectorised cables

— Part1-14 Coupling attenuation or screening attenuation of connecting hardware
— Part1-15 Coupling attenuation of links and channels (Laboratory conditions)

— Part1-16 Coupling attenuation of cable assemblies (Field conditions)

— Part1-17 Exogenous Crosstalk EXNEXT and ExFEXT

Further test details (e.g. temperature, duration) and/or test requirements are given in the relevant cable
standard.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

EN 50289-1-9, Communication cables - Specifications for test methods - Part 1-9: Electrical test methods -
Unbalance attenuation (longitudinal conversion loss, longitudinal conversion transfer loss)

EN 50290-1-2, Communication cables - Part 1-2: Definitions

EN 61169-16, Radio-frequency connectors - Part 16: Sectional specification - RF coaxial connectors with
inner diameter of outer conductor 7 mm (0,276 in) with screw coupling - Characteristic impedance 50 ohms
(75 ohms) (type N)(IEC61169-16)
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IEC 60169-15, Radio-frequency connectors — Part 15: R.F. coaxial connectors with inner diameter of outer
conductor 4.13 mm (0.163 in) with screw coupling — Characteristic impedance 50 ohms (Type SMA)

3 Terms and definitions

For the purposes of this document, the terms and definitions given in EN 50290-1-2 and the following apply.

31
single ended
measurement with respect to a fixed potential, usually ground

3.2
mixed mode (parameter or measurement)
parameters or measurements containing differential mode, common mode, and intermodal S-matrices

3.3
intermodal (parameter or measurement)

parameter or measurement that either sources on the common mode and measures on the differential mode
or, sources on the differential mode and measures on the common mode

4 Sampling

4.1 Cable under test (CUT)

Unless otherwise specified in the relevant test method, the length of CUT shall be selected to take into
account the dynamic range of the measuring equipment and the frequency range specified to yield the

required level of accuracy. The length shall be measured with better accuracy than 1 % unless otherwise
stated in the relevant cable specification.

4.2 Pre-conditioning

The CUT shall be pre-conditioned at a constant ambient temperature for such time as to allow the specimen
temperature to stabilize according to 6.1.

5 Tests

The tests required and performance characteristics applicable to each type of cable are given in the relevant
cable standard.

6 Test conditions
6.1 Ambient temperature

Tests shall be made at an ambient temperature within the range 15°C to 35°C unless otherwise specified.

6.2 Tolerance on temperature values

Unless otherwise specified in the relevant specification, the tolerance on temperature shall be + 2°C.

6.3 Frequency and waveform of test voltages for dielectric strength test

Unless otherwise specified, the test voltage shall be in the frequency range 40 Hz to 62 Hz of approximately

sine-wave form, the peak ratio value/r.m.s. value being equal to \/5 with a tolerance of £ 7 %. The values
given are r.m.s.
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6.4 Frequency range and stability for frequency related measurements

The required frequency range is specified in the relevant sectional specification.

The sweep shall be linear or logarithmic such that:

fstop - fstart

fstep = 1 for linear sweep and
1/(n-1)
fstop . .
K = for logarithmic sweep
fstart
where
fsta it lowest specified frequency;

f highest specified frequency;
stop

f t linear frequency increment, constant over the whole specified frequency range;
step

n number of frequency points;

K ratio of two successive frequency points at logarithmic sweep.

The minimum number of frequency points shall be chosen to point out frequency dependent cable
characteristics. Unless otherwise specified the minimum number of frequency points shall be

200 points in the range 10 kHz — 100 kHz,
200 points in the range 100 kHz — 1 MHz,
200 points in the range 1 MHz — 16 MHz,
400 points in the range 1 MHz — 100 MHz,
800 points in the range 1 MHz — 600 MHz,
1000 points in the range 1 MHz — 1 000 MHz,
1600 points in the range 1 MHz — 2 000 MHz.
6.5 Measurement on drums

Unless otherwise specified or special cable-specific characteristics need to be taken into account, the cables
shall be measured on drums or coils.

7 Measurement methods and equipment
7.1 Calibration

The equipment calibration shall be considered as a part of the quality system.
7.2 Requirements for balanced to unbalanced converters (Baluns)
Several classes of baluns with different performance levels are defined in order to facilitate measurements in

different frequency ranges with commercially available baluns as appropriate. The baluns may be balun
transformers or 180° hybrids with attenuators to improve matching if needed (see Figure 1).
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