
Full document 
BRITISH STANDARD
 BS EN 
50289-1-15: 
2004 
Communication 
cables — Specifications 
for test methods —

Part 1-15: Electromagnetic 
performance — Coupling attenuation 
of links and channels 
(Laboratory conditions)
The European Standard EN 50289-1-15:2004 has the status of a 
British Standard

ICS 33.120.10
�����������	�
���
�
�������������������
���������

���
����������
���	

details: BS EN 50289-1-15:2004

http://dx.doi.org/10.3403/03075888U
http://www.avadocuments.com/doc/bs-en-50289-1-15-2004
http://www.avadocuments.com/doc/bs-en-50289-1-15-2004


BS EN 50289-1-15:2004

F

This British Standard was 
published under the authority 
of the Standards Policy and 
Strategy Committee on 
14 July 2004
© BSI 14 July 2004
ISBN 0 580 44065 6 
ull document details: BS EN 50289
National foreword
This British Standard is the official English language version of 
EN 50289-1-15:2004.

The UK participation in its preparation was entrusted to Technical Committee 
EPL/46, Cables, wires, waveguides, R.F. connectors, R.F. and microwave 
passive components and accessories, which has the responsibility to: 

A list of organizations represented on this committee can be obtained on 
request to its secretary.

Cross-references
The British Standards which implement international or European 
publications referred to in this document may be found in the BSI Catalogue 
under the section entitled “International Standards Correspondence Index”, or 
by using the “Search” facility of the BSI Electronic Catalogue or of 
British Standards Online.
This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

— aid enquirers to understand the text;

— present to the responsible European committee any enquiries on the 
interpretation, or proposals for change, and keep the UK interests 
informed;

— monitor related international and European developments and 
promulgate them in the UK.
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Foreword 

This European Standard was prepared by the Technical Committee CENELEC TC 46X, Communication 
cables. 

The text of the draft was submitted to the Unique Acceptance Procedure and was approved by CENELEC 
as EN 50289-1-15 on 2004-02-01. 

The following dates were fixed: 

– latest date by which the EN has to be implemented 
 at national level by publication of an identical 
 national standard or by endorsement 

 
 
(dop) 2005-02-01 

– latest date by which the national standards conflicting 
 with the EN have to be withdrawn  

 
(dow) 2007-02-01 

__________ 
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1 Scope 

This Part 1-15 of EN 50289 details the method of laboratory test to determine the coupling attenuation for 
links and channels used in analogue and digital communication systems.  It is to be read in conjunction 
with EN 50289-1-6. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

EN 50289-1-6 Communication cables – Specification for test methods – Part 1-6: Electrical test 
methods – Electromagnetic performance 

EN 50290-1-2 1) Communication cables – Part 1-2: Definitions 

3 Definitions 

For the purposes of this European Standard, the definitions of EN 50290-1-2 and EN 50289-1-6 apply. 

4 Test method 

4.1 Equipment 

4.1.1  General 

See EN 50289-1-6, subclause 9.2.1.1 and Figure 1 below. 

 

                                                           
1) Under consideration. 
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