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National foreword

This British Standard is the official English language version of            
EN 50290-2-1:2005.

The UK participation in its preparation was entrusted to Technical Committee 
EPL/46, Communication cables, wires and waveguides, R.F. connectors and 
accessories for communication and signalling, which has the responsibility to: 

A list of organizations represented on this committee can be obtained on 
request to its secretary.

Cross-references
The British Standards which implement international or European 
publications referred to in this document may be found in the BSI Catalogue 
under the section entitled “International Standards Correspondence Index”, 
or by using the “Search” facility of the BSI Electronic Catalogue or of 
British Standards Online.

This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

— aid enquirers to understand the text;

— present to the responsible international/European committee any 
enquiries on the interpretation, or proposals for change, and keep the 
UK interests informed;

— monitor related international and European developments and 
promulgate them in the UK.

Summary of pages

This document comprises a front cover, an inside front cover, the EN title page, 
pages 2 to 27 and a back cover.

The BSI copyright notice displayed in this document indicates when the 
document was last issued.

Amendments issued since publication
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Foreword 

This European Standard was prepared by the Technical Committee CENELEC TC 46X, Communication 
cables.  
 
The text of the draft was submitted to the formal vote and was approved by CENELEC as EN 50290-2-1 on 
2004-10-01. 
 
The following dates were fixed: 

� latest date by which the EN has to be implemented 
at national level by publication of an identical 
national standard or by endorsement 

 
 
(dop) 

 
 
2005-10-01 

� latest date by which the national standards conflicting 
with the EN have to be withdrawn 

 
(dow) 

 
2007-10-01 

This European Standard has been prepared under the European Mandate M/212 given to CENELEC by the 
European Commission and the European Free Trade Association. 

___________ 
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Introduction 

EN 50290-2-1 series gives directly or by reference all common requirements for communication 
cables. 

It is completed by generic, sectional, family and detail specifications, as appropriate, to describe in a 
detailed manner each type of cables with its specific characteristics.  

EN 50290, which is the basic reference standard for communication cables, consists of the following 
parts: 

� Part 1-1 General 

� Part 1-2 Definitions 

� Part 2-1 Common design rules and construction 

� Part 2-1X Materials 

� Part 3 Quality assessment 

� Part 4-1 Environmental conditions and safety aspects 

� Part 4-2 Guide for use 

The test methods are described in the basic reference standard EN 50289, Communication cables - 
Specifications for test methods, which consists of the following parts: 

� Part 1-X Electrical test methods 

� Part 2-X Transmission and optical test methods 

� Part 3-X Mechanical test methods 

� Part 4-X Environmental test methods 
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1 Scope 

This European Standard harmonises the standardisation of symmetrical, coaxial and optical cables 
used for the infrastructure of communication, multimedia and control networks. Most of the cables 
covered by this European Standard are primarily intended to be used in IT networks. However, they 
can also be used for other applications with the exception of those which presume a direct 
connection to the mains electricity supply. 

EN 50290-2-1 gives the common rules for the design and construction of symmetrical, coaxial and 
optical cables used for the infrastructure of communication and control networks.  

It is to be used in conjunction with EN 50290-1-1 and is completed by generic, sectional, family and 
detail specifications, as appropriate, to describe in a detailed manner each type of cable with its 
specific characteristics.  

2 Normative references 

The following referenced documents are indispensable for the application of this document. For 
dated references, only the edition cited applies. For undated references, the latest edition of the 
referenced document (including any amendments) applies. 

EN 50290-1-2 Communication cables - Part 1-2: Definitions 

EN 50290-2-23 Part 2-23: Materials - PE insulation 

EN 50290-2-24 Part 2-24: Materials - PE sheathing 

EN 50290-2-25 Part 2-25: Materials - Polypropylene insulation compounds 

EN 50290-2-26 Part 2-26: Materials - Halogen free flame retardant insulation compounds 

EN 50290-2-27 Part 2-27: Materials - Halogen free flame retardant thermoplastic sheathing 
compounds 

IEC 60304 Standard colours for insulation for low-frequency cables and wires 

IEC 60028 International standard of resistance for copper 

IEC 60793-1 Optical fibres - Part 1: Generic specification. 

3 Definitions 

For the purpose of this standard, the definitions given in EN 50290-1-2 apply. 

4 Common design rules  

4.1 Materials 

4.1.1 Conductor materials 

4.1.1.1 Wires and inner conductors 

The construction and material of wires or inner conductor shall be specified in the relevant 
specification.  
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The conductor shall be either solid or stranded annealed copper. The conductivity of the copper shall 
be in accordance with IEC 60028. 

Alternatively, the conductor shall consist of copper-clad steel. The layer of copper cladding shall be 
continuous, and shall adhere to the steel; the cross-section shall be circular, such that the maximum 
resistance of the clad conductor shall not exceed that given for copper conductor, in accordance with 
IEC 60028, by more than a factor of 4,8, 3,5 and 2,8, respectively, for 21 % (minimum), 30 %, and 
40 % nominal conductivity grade copper-clad steel. The percentage elongation at break, when tested 
in accordance with test methods given in 9.7 shall be not less than 1 %. The minimum tensile 
strength shall be 827 N/mm², 792 N/mm², 760 N/mm² for 21 %, 30 %, and 40 % grade, respectively. 

Alternatively, the conductor shall consist of copper clad aluminium. The layer of copper cladding shall 
be continuous, and shall adhere to the aluminium, the cross section shall be circular, such that the 
maximum resistance of the clad conductor shall not exceed that given for copper conductor, in 
accordance with IEC 60028, by more than a factor of 1.8. The percentage elongation at break, when 
tested in accordance with test methods given in 9.6 shall not be less than 1 %. 

Conductor joints made after the last drawing operation are not allowed. 

The stranded conductor shall consist of wires circular in section and assembled, without insulation 
between them, by concentric stranding or bunching. 

The individual wires of the solid or stranded conductor may be plain or metal-coated. 

4.1.1.2 Outer conductor or screen 

The construction and material of the outer conductor and/or screen shall be specified in the detail 
specification. 

The outer conductor or screen may be 

a) a single or double braid of plain or metal coated annealed copper wire. Joints in the braiding 
wires shall be soldered, twisted or woven-in and there shall be no joint in the complete braid. 
The braid shall be evenly applied. The braid angle and the filling factor shall be specified in the 
detail specification, 

b) a copper or aluminium tape formed round the core as a continuous and closed screen with a 
sufficient overlap bonded or not bonded as specified in the detail specification, 

c) a high permeability alloy tape, helically wound with overlap, 

d) a gas-tight tube of copper or aluminium material (i.e. extruded, welded smooth or corrugated), 

e) a layer of metal foil or metallised film applied with a sufficient overlap bonded or not bonded, 
covered with a copper braid as in item a) above. When the metal foil or the film is in copper, the 
braid shall be in copper. When the metal foil or the film is in aluminium, the braid shall be in 
aluminium or tinned copper. The braid shall always be in contact with metal, 

f) a screen as described in d) with two layers of bi-directional helically wound wires instead of 
braid, 

g) any combination of these. 
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