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National foreword

This British Standard is the UK implementation of EN 50292:2023. It
supersedes BS EN 50292:2013, which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee EXL/31/1, Gas detectors.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2023
Published by BSI Standards Limited 2023

ISBN 978 0 539 18346 7
ICS 13.320

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 May 2023.

Amendments/corrigenda issued since publication

Date Text affected
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European foreword

This document (EN 50292:2023) has been prepared by CLC/TC 216, “Gas detectors”.

The following dates are fixed:

» latest date by which this document has to be (dop) 2024-03-20
implemented at national level by publication of
an identical national standard or by
endorsement

» latest date by which the national standards (dow)  2026-03-20
conflicting with this document have to be
withdrawn

This document supersedes EN 50292:2013 and all of its amendments and corrigenda (if any).

EN 50292:2023 includes the following significant technical changes with respect to EN 50292:2013 (various
minor changes have also been made):

— Document title revised to include applications that are similar to domestic premises;

— Section titles have been revised to be clearer;

— Normative references have been extended to include smoke and CO alarm standards;

— Clause 3, Definitions have been extended and revised, e.g. to bring in line with other standards;
— Clause 4, sources of carbon monoxide have been revised to include wood pellets, and ethanol;
— 4.3.1, included reference to Inversion weather conditions;

— 4.3.3, revised title and text to improve clarity;

— 4.5, include reference to other smoke emitting sources such as Shisha venues;

— 4.6, Revised,;

— 4.7, Revised with reference to CO diffusion;

— 5.2, Title revised;

— 5.2.1, Title revised;

— 5.2.2, Title revised;

— 5.2.2, Content revised for easier reading and improved clarity;

— 5.2.2.1, revised to improve clarity and refence to other standards included;

— 5.2.2.2, New section covering wood pellets, wood chips and biomass briquettes added;

— 5.2.2.3, renumbered and revised Caravans and recreational craft;

— 5.2.3, title revised for improved clarity;

— 5.2.3.1, Revised throughout;
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— 5.2.3.2, Title revised, Text revised for improved clarity;

— 5.2.3.3, Title revised, Text revised for improved clarity;

— 5.2.3.4, Title revised, Text revised for improved clarity;

— 5.2.3.5, Revised with additional information on siting in caravans and recreational craft;
— 5.3, Revised to include reference to other standards;

— 5.4, New section referencing Special needs and Risk Groups;

— Clause 6, Title revised;

— 6.1, text revised to include references to other sections in this document;

— 6.3, Title revised and updated text in relation to ventilation systems;

— 6.4, Added examples on hazards;

— 6.5, Revised section;

— 6.6, title and text revised to reference to the principle of two senses for additional signalling;
— Clause 7, Title revised;

— 7.1, revised for improved clarity;

— 7.2, revised for improved clarity;

— 7.5, revised for improved clarity;

— 7.6, Revised title and updated text on nuisance alarms;

— 7.7, Complete revision of maintenance and lifetimes sections;

— Clause 8, Emergency actions moved to Annex C.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CENELEC shall not be held responsible for identifying any or all such patent rights.

Any feedback and questions on this document should be directed to the users’ national committee. A complete
listing of these bodies can be found on the CENELEC website.
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Introduction

This document is intended to be a guide for people who, in the course of their professional activities, are required
to install apparatus for the detection of carbon monoxide (CO) in domestic premises and rooms with similar
purposes. It is also aimed at anyone who might supply such detectors to members of the public for subsequent
installation according to national regulations, so that advice may be given based on good engineering practice.

Apparatus for the detection of carbon monoxide are not a substitute for good installation and regular servicing
of fuel burning appliances or regular cleaning of chimneys, although they may provide an added margin of
reassurance for users. Domestic carbon monoxide detectors with or without some form of executive function
may overcome fears of fuel safety and may be particularly beneficial in certain circumstances.

It is necessary to understand that carbon monoxide toxicity may have different consequences according to the

physical condition of the individual. Thus, a carbon monoxide detector designed according to the
EN 50291 series may not fully safeguard individuals with specific medical conditions.

Carbon monoxide detectors are not intended to be used as an alternative to smoke alarms.
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1 Scope

This document serves as a guide on the selection, installation, use and maintenance of apparatus for the
detection of carbon monoxide, intended for continuous operation in a fixed installation in domestic premises,
caravans and boats. This guide is intended to cover any type of domestic or residential accommodation,
including leisure accommodation vehicles such as touring and static caravans, and motor homes; and
recreational craft such as canal barges. Some static caravans are used as permanent dwellings; in such cases
is appropriate. For all other types of caravan, is appropriate. This guide is read in
conjunction with EN 50291-1 and EN 50291-2 together with any additional relevant national or local regulations.

This document refers to the installation of two types of apparatus:

a) Type A apparatus, to provide a visual and audible alarm and an executive action in the form of an output
signal that can be used to actuate directly or indirectly a ventilation or other ancillary device;

b) Type B apparatus, to provide a visual and audible alarm only.

This document excludes apparatus for the detection of combustible gases (see EN 50244) and for industrial
installations or commercial premises.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content constitutes
requirements of this document. For dated references, only the edition cited applies. For undated references, the
latest edition of the referenced document (including any amendments) applies.

N 1778, Gas supply - Gas pipework for buildings - Maximum operating pressure less than or equal to 5 bar -
Functional recommendations

EN 50291-1:2018, Gas detectors - Electrical apparatus for the detection of carbon monoxide in domestic
premises - Part 1: Test methods and performance requirements

3 Terms and definitions

For the purposes of this document, the following terms and definitions apply:
ISO and IEC maintain terminology databases for use in standardization at the following addresses:

— IS0 Online browsing platform: available at https://www.iso.org/obp

— |EC Electropedia: available at https://www.electropedia.org/

31

domestic premises

house or building, or part thereof, residential park homes, or non-recreational boats such as canal barges, in
which persons sojourn, reside or sleep as intended

3.2
fixed installation
apparatus which is intended to have all parts except replaceable batteries permanently installed

3.3
sensor
assembly in which the sensing element is housed that may contain associated circuit component

3.4

sensing element
device, the output of which will change in the presence of carbon monoxide
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3.5
continuous operation
apparatus that is continuously powered with continuous or intermittent automatic sensing

3.6
apparatus
carbon monoxide detection device according to EN 50291-1

Note 1 to entry: Carbon monoxide detection apparatus may also be generically termed “gas detectors” or “CO alarms”.

3.7

volume ratio

VIV

ratio of the volume of carbon monoxide to the volume of the gas mixture

Note 1 to entry:  Volume ratio (V/V) is often expressed in units of parts per million (ppm); it is commonly referred to as
concentration.

3.8

output signal

signal (Type A apparatus acc. only) characterised by a standby and an activation state, by which
action may be initiated

Note 1 to entry:  In many cases, such action will entail triggering an ancillary device.

3.9

warm-up time

time interval between the time when the apparatus is switched on and the time when the apparatus is fully
operational

3.10

alarm set level

fixed setting of the apparatus that determines the volume ratio and duration of exposure at which the apparatus
will automatically initiate an alarm and, for type A apparatus, an output signal

3.1
fault warning
visual and audible signal indicating a faulty or failed apparatus

3.12

mains-powered apparatus

apparatus designed to be powered by the domestic mains electrical supply, with or without an additional power
source

3.13
battery-powered apparatus
apparatus designed to be powered by batteries only

3.14

leisure accommodation vehicle

leisure accommodation vehicle (LAV) unit of living accommodation for temporary or seasonal occupation that
may meet requirements for construction and use of road vehicles

EXAMPLE: Motor home, caravan, motorhome.

Note 1 to entry: Other motorised vehicles like trucks are known to have residential accommodation. They are not leisure
accommodation vehicles but are considered as similar vehicles in this document.
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