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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 50306-4:2020.
[t supersedes BS EN 50306-4:2002, which will be withdrawn on 30
December 2022.

The UK participation in its preparation was entrusted to Technical
Committee GEL/20/12, Electric Cables - Railway Applications.

Alist of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.

© The British Standards Institution 2020
Published by BSI Standards Limited 2020

ISBN 978 0 580 93929 7
ICS 29.060.20; 45.060.01

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 March 2020.

Amendments/corrigenda issued since publication
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European foreword

This document (EN 50306-4:2020) has been prepared by CLC/TC 20, “Electric cables.

The following dates are fixed:

» latest date by which this document has (dop) 2020-12-30
to be implemented at national level by
publication of an identical national
standard or by endorsement

+ latest date by which the national (dow) 2022-12-30
standards conflicting with this document
have to be withdrawn

This document supersedes EN 50306-4:2002 and all of its amendments and corrigenda (if any).

This edition includes the following significant technical changes with respect to the previous edition:
— The documents have been updated to reflect the changes in the test standard ;

— The range of the conductor cross sections has been extended,;

— The reference to cited standards (e.g. EN 60811 series) has been updated.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CENELEC shall not be held responsible for identifying any or all such patent rights.
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Introduction

The EN 50306 series covers a range of sheathed and unsheathed cables with thin wall thickness
insulation, based on halogen-free materials, for use in railway rolling stock. It is divided into four parts:

Part 1: General requirements;

Part 2: Single core cables;

Part 3: Single core and multicore cables screened and thin wall sheathed;
Part 4: Multicore and multipair screened or not screened sheathed cables.

Special test methods referred to in the EN 50306 series are given in EN 50305. A guide to use is
given in EN 503545 and rules for installation are given in EN 50343.

EN 50306-1:2020, General requirements, contains a more extensive introduction to the EN 50306
series and should be read in conjunction with this document.
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1 Scope

This document specifies requirements for, and constructions and dimensions of, multicore and
multipair cables rated voltage Uo/U: 300/500 V, of the following types:

— unscreened, sheathed for either exposed or protected wiring (0,5 mm?2 to 2,5 mm?, number of
cores from 2 to 48);

— screened, sheathed for either exposed or protected wiring (0,5 mm?2 to 2,5 mm?2, number of cores
from 2 to 8);

— unscreened, sheathed for either exposed or protected wiring (0,5 mm?2 to 1,5 mm?, number of
screened pairs of cores from 2 to 7).

— screened, sheathed for either exposed or protected wiring (0,5 mm? to 1,5 mm?, number of
unscreened pairs of cores from 2 to 7).

All cables have stranded tinned copper conductors, halogen-free, thin wall thickness insulation and
standard wall thickness sheath. Cable types are specified for use in exposed situations (Class E), and
for protected situations (Class P). They are for use in railway rolling stock as fixed wiring or wiring
where limited flexing in operation is encountered.

These cables are rated for occasional thermal stresses causing ageing equivalent to continuous
operational life at a temperature of 90 °C. For standard cables this is determined by the acceptance
test defined in , using accelerated long-term (5000 h) thermal ageing indicating a
110 °C/20 000 h temperature index. If the customer were to require lifetime predictions this would be
demonstrated based on the temperature index of the product as supplied by the manufacturer.

The maximum temperature for short circuit conditions is 160 °C based on duration of 5 s.

Under fire conditions the cables exhibit special performance characteristics in respect of maximum
permissible flame propagation (flame spread) and maximum permissible emission of smoke and toxic
gases. These requirements are specified to permit the cables to satisfy Hazard Level 3 of
and EN 45545-7

EN 50306-4:2020 is expected to be used in conjunction with EN 50306-1:2020, General requirements,
EN 50306-2:2020, Single core cables, and EN 50306-3:2020, Single core and multicore cables.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments)
applies.

N 45545-1|, Railway applications - Fire protection on railway vehicles - Part 1: General

EN 50264-1:2008, Railway applications - Railway rolling stock power and control cables having
special fire performance - Part 1: General requirements

EN 50305:2020, Railway applications - Railway rolling stock cables having special fire performance -
Test methods

EN 50306-1:2020, Railway applications - Railway rolling stock cables having special fire performance -
Thin wall - Part 1: General requirements

EN 50306-2:2020, Railway applications - Railway rolling stock cables having special fire performance -
Thin wall - Part 2: Single core cables
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EN 50306-3:2020, Railway applications - Railway rolling stock cables having special fire performance -
Thin wall - Part 3: Single core and multicore cables screened and thin wall sheathed

EN 60332-1-2, Tests on electric and optical fibre cables under fire conditions - Part 1-2: Test for
vertical flame propagation for a single insulated wire or cable - Procedure for 1 KW pre-mixed flame

EN 60332-3-24, Tests on electric and optical fibre cables under fire conditions - Part 3-24: Test for
vertical flame spread of vertically-mounted bunched wires or cables - Category C

EN 61034-2, Measurement of smoke density of cables burning under defined conditions - Part 2: Test
procedure and requirements

EN 60811 (all parts), Electric and optical fibre cables - Test methods for non-metallic materials

3 Terms and definitions

No terms and definitions are listed in this document.
ISO and IEC maintain terminological databases for use in standardization at the following addresses:

— I1SOOnline browsing platform: available at https://www.iso.org/obp

— |EC Electropedia: available at http://www.electropedia.org/

4 Multicore cables - sheathed

4.1 General

The completed cables shall conform to the applicable general requirements given in EN 50306-1:2020
and to the specific requirements of Clause 4 and Clause 5.

Conformity with the requirements shall be checked by inspection and by the tests given in Table 2.
4.2 Marking and code designation
4.21 Marking of cable

Cables shall be marked with the following:

— Manufacturer's name;

— EN reference;

— table number;

— cable class (P or E);

— Voltage rating (Uo);

— No. of cores and conductor size;

— A code designation according for use of the cable (see 4.2.2);
— Conductor temperature rating

For example:
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XYZ EN 50306-4 1E 300 V 2x1,5 MM 90
The marking shall conform to the requirements of EN 50306-1:2020, Clause 5.

4.2.2 Code Designation

The following letters shall be used as a code to identify the suitability of a particular cable for use
under one of the Hazard Levels of EN 45545-1), and to indicate performance levels relating to low
temperature and to oil and fuel resistance:

Hazard Level EN 45545-1 HL3

— low temperature / oil resistance C

— extra low temperature / oil resistance  F

— low temperature / extra oil and fuel resistance J

— extra low temperature / extra oil and fuel resistance M

For sheathed cables two letters are required, one for the insulation and one for the sheath

4.2.3 Marking on the insulation of cores
The cores shall be marked 1, 2, etc., in accordance with the requirements, given in EN 50306-2:2020,
43.2.

However, the core number one may be marked as the relevant single core in accordance with the
requirements of EN 50306-2:2020, 4.3.2.

Durability of marking shall be in accordance with EN 50305:2020, 10.1.
4.3 Rated voltage

The rated voltage recognized for the purposes of this standard shall be Uo/U = 300V / 500V
NOTE See and 50343 for further information.

4.4 Construction

441 Cores

Each insulated single core shall conform to the requirements given in EN 50306-2:2020.

44.2 Laying-up of cores

The cores shall be twisted together.

The pitch of lay for the cores shall not be greater than 20 times the diameter of the laid-up cores in the
cable.

4.4.3 Sheath

The sheath shall be a compound of type EM 101 to EM 104, and shall be applied by extrusion.
Compounds type EM 101 to EM 104 together with their requirements are defined in EN 50264-1

The sheath material from the finished cable shall be tested in accordance with the requirements given

in EN 50264-1:2008, Table 4.

The sheath shall be smooth and uniformly applied; the application shall ensure that cables with a class
E sheath are substantially circular. The thickness of sheath shall conform to the specified value given
in Table 1 according to the class.
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The sheath colour shall be black, unless otherwise specified.

Table 1 — Requirements for construction of multicore cables - sheathed

1 2 3 4 5 6 7
Number of Cables class E Cables class P
cores and
nominal
cross-section
of the
conductor
Average Overall diameter Minimum Overall diameter
minimum thickness
thickness of sheath at
of sheath any point
min. max. min. max.
mm? mm mm mm mm mm mm
2x05 1,0 4,9 5,9 0,42 3,5 4,5
3x0,5 1,0 5,1 6,1 0,42 3,8 4,8
4x0,5 1,0 55 6.5 0,42 4.1 53
7%x05 1,0 6.3 7,3 0,42 49 6,1
13x0,5 1,0 8,3 9,3 0,56 7,3 8,5
19x0,5 1,0 9,0 10,2 0,56 8,1 9,3
37x0,5 1,0 12,3 13,5 0,56 10,8 12,2
2x0,75 1,0 53 6.3 0,42 4,0 5,0
3x0,75 1,0 55 6,5 0,42 4,2 5,2
4 x0,75 1,0 6,0 7,0 0,42 4,6 5,8
7%0,75 1,0 6.9 7.9 0,42 55 6.6
13 x 0,75 1,0 9,1 10,3 0,56 8,2 9,4
19 x 0,75 1,0 10,0 11,2 0,56 9,0 10,4
37 x 0,75 1,0 13,2 14,4 0,56 12,2 13,6
48 x 0,75 1,0 14,8 16,4 0,56 13,9 15,7
2x1,0 1,0 5,6 6.6 0,42 43 53
3x1,0 1,0 5,9 6.9 0,42 4,6 5,6
4x1,0 1,0 6,3 7,3 0,42 4,9 6,1
7%x1,0 1,0 7,3 8,3 0,42 6,0 7,2
13%x1,0 1,0 9,7 10,9 0,56 8,7 10,1
19%x1,0 1,0 10,7 11,9 0,56 9,8 11,2
37x1,0 1,0 14,0 15,6 0,56 13,3 14,7
2x15 1,0 6,3 7,3 0,42 5,0 6,0
3x15 1,0 6.6 7,6 0,42 53 6.3
4x15 1,0 7.4 8,4 0,42 6,0 7,2
7%x15 1,0 8,6 9,8 0,56 7,7 8,9
13x1,5 1,0 11,7 12,9 0,56 10,7 12,1
19x1,5 1,0 13,0 14,2 0,56 12, 13,4
37x1,5 1,0 17,2 18,8 0,56 16,2 18,
Documents

Document Sharing Hub

Full document details: BS EN 50306-4:2020


https://doi.org/10.3403/BSEN50306?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-en-50306-4-2020
http://www.avadocuments.com/doc/bs-en-50306-4-2020

