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National foreword

This British Standard is the official English language version of 
EN 50307:2002. It supersedes BS 801:1984 which is withdrawn.

The UK participation in its preparation was entrusted by Technical Committee 
GEL/20, Electric cables, to Subcommittee GEL/20/16, Medium/high voltage 
electric cables, which has the responsibility to: 

A list of organizations represented on this subcommittee can be obtained on 
request to its secretary.

Cross-references
The British Standards which implement international or European 
publications referred to in this document may be found in the BSI Catalogue 
under the section entitled “International Standards Correspondence Index”, or 
by using the “Search” facility of the BSI Electronic Catalogue or of British 
Standards Online.

This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

— aid enquirers to understand the text;

— present to the responsible international/European committee any 
enquiries on the interpretation, or proposals for change, and keep the 
UK interests informed;

— monitor related international and European developments and 
promulgate them in the UK.

Summary of pages
This document comprises a front cover, an inside front cover, the EN title page, 
pages 2 to 12, an inside back cover and a back cover.

The BSI copyright date displayed in this document indicates when the 
document was last issued.

Amendments issued since publication
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Foreword 
 
This European Standard was prepared by the Technical Committee CENELEC TC 20, Electric 
cables. 
 
The text of the draft was submitted to the formal vote and was approved by CENELEC as 
EN 50307 on 2002-10-01. 
 
The following dates were fixed: 
 
 - latest date by which the EN has to be implemented 
  at national level by publication of an identical 
  national standard or by endorsement (dop) 2003-10-01 
 
 - latest date by which the national standards conflicting 
  with the EN have to be withdrawn (dow) 2005-10-01 
 
Users of this European Standard should note that it covers the chemical composition of lead 
and lead alloy cable sheaths or sleeves after application or forming.  CEN has issued a 
European Standard (EN 12548) to cover lead and lead alloy ingots for use in the manufacture 
of cable sheaths or sleeves.  The compositional requirements therein apply to the material prior 
to manufacture of the cable sheaths or sleeves and melting loss of some of the alloying 
elements may occur during processing. 

 
Annexes designated "normative" are part of the body of the standard. 
Annexes designated "informative" are given for information only. 
In this standard, Annex A and Annex B are informative. 

__________ 
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