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National foreword

This British Standard is the official English language version of
EN 50324-3:2002.

The UK participation in its preparation was entrusted by Technical Committee
GEL/15, Insulating materials, to Subcommittee GEL/15/3/1, Ceramics and
glass, which has the responsibility to:

aid enquirers to understand the text;

present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the
UK interests informed,;

monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this subcommittee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or
by using the “Search” facility of the BSI Electronic Catalogue or of British
Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.
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This European Standard was approved by CENELEC on 2001-12-01. CENELEC members are bound to
comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national standards may be obtained on
application to the Central Secretariat or to any CENELEC member.

This European Standard exists in three official versions (English, French, German). A version in any other
language made by translation under the responsibility of a CENELEC member into its own language and
notified to the Central Secretariat has the same status as the official versions.
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Denmark, Finland, France, Germany, Greece, Iceland, Ireland, ltaly, Luxembourg, Malta, Netherlands,
Norway, Portugal, Spain, Sweden, Switzerland and United Kingdom.

CENELEC

European Committee for Electrotechnical Standardization
Comité Européen de Normalisation Electrotechnique
Europaisches Komitee fur Elektrotechnische Normung

Central Secretariat: rue de Stassart 35, B - 1050 Brussels

© 2002 CENELEC - All rights of exploitation in any form and by any means reserved worldwide for CENELEC members.

DECUMEnts "

Document Sharing Hub

Full document details: BS EN 50324-3:2002


http://dx.doi.org/10.3403/02664148U
http://www.avadocuments.com/doc/bs-en-50324-3-2002
http://www.avadocuments.com/doc/bs-en-50324-3-2002

EN 50324-3:2002 -2-

Foreword

This European Standard was prepared by the CENELEC BTTF 63-2, Advanced technical
ceramics.

The text of the draft was submitted to the formal vote and was approved by CENELEC as

N 50324-3 on 2001-01-12.

The following dates were fixed:

— latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2002-12-01

— latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2004-12-01

This part 3 is to be read in conjunction with EN 50324-1 and EN 50324-2.
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1 Scope

This European Standard relates to piezoelectric transducer ceramics for power application
over a wide frequency range both as electromechanical or mechanoelectrical converters.

This standard covers the large signal characterization of piezoelectric ceramics material
only, and not the characterization of a complete assembled transducer.

The selection of a material for a given power application is difficult and the advice given in
clause 2 is mainly indicative.

2 Specification of material
2.1 Power applications criteria

Most mechanical, electrical and piezoelectric coefficients defined in EN 50324-2 exhibit a
non-linear behaviour when the piezoelectric material is subjected to large electrical and/or
mechanical signals.

However, the difference in non-linear behaviour of the various ceramic compositions is not
the only criterion to decide which is the most suited for a given power application. In general,
the material factors which limit the available acoustic power capacity of a piezoceramic
based transducer are mainly

- the dynamic mechanical strength of the ceramic,
- the reduction in efficiency due to dielectric and mechanical ceramic internal losses,
- depolarization due to temperature rise.

2.2 Materials for electromechanical conversion
2.21  Figure of Merit M

The figure of Merit characterizes the ability of the material to convert the electrical energy
into mechanical energy. It may be represented by the appropriate electromechanical
coupling factor measured under high power conditions. A more suited figure of Merit for
power applications is Mjj, derived from the electromechanical transformer ratio N of the
Mason equivalent electric circuit (see Figure 1). This figure of Merit is measured at low signal
level and it is assumed that it is constant at high level.
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