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National foreword

This British Standard is the official English language version of
EN 50326:2002.

The UK participation in its preparation was entrusted to Technical Committee
GEL/7, Overhead electrical conductors, which has the responsibility to: 

A list of organizations represented on this committee can be obtained on
request to its secretary.

Cross-references
The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or 
by using the “Search” facility of the BSI Electronic Catalogue or of British 
Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

— aid enquirers to understand the text;

— present to the responsible international/European committee any 
enquiries on the interpretation, or proposals for change, and keep the 
UK interests informed;

— monitor related international and European developments and
promulgate them in the UK.

Summary of pages
This document comprises a front cover, an inside front cover, the EN title page, 
pages 2 to 20, an inside back cover and a back cover.

The BSI copyright date displayed in this document indicates when the 
document was last issued.

Amendments issued since publication
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Foreword

This European Standard was prepared by the Technical Committee CENELEC TC 7, Overhead
electrical conductors.

The text of the draft was submitted to the formal vote and was approved by CENELEC as EN
50326 on 2002-03-01.

The following dates were fixed:

- latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2003-03-01

- latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2005-03-01

Annexes designated "normative" are part of the body of the standard.
Annexes designated "informative" are given for information only.
In this standard, annexes A, B, C and D are normative and annex E is informative.

__________

Full document details: BS EN 50326:2002

http://dx.doi.org/10.3403/02707942U
http://dx.doi.org/10.3403/02707942U
http://www.avadocuments.com/doc/bs-en-50326-2002
http://www.avadocuments.com/doc/bs-en-50326-2002


- 3 - EN 50326:2002

Contents

1 Scope ...............................................................................................................................4
2 Normative references........................................................................................................4
3 Definitions ........................................................................................................................4
4 Designation system...........................................................................................................4
5 Requirements for grease...................................................................................................5
6 Tests ................................................................................................................................5
7 Packaging and marking................................................................................................... 10
8 Information to be clarified by the grease purchaser and the grease supplier .................... 11

Annex A (normative)  Acidity or alkalinity test method for type B grease ................................. 13
Annex B (normative)  Sample preparation and test procedure for ageing test ......................... 15
Annex C (normative)  Test method for stability under steady state conditions ......................... 18
Annex D (normative)  Test method for stability under short circuit conditions ......................... 19
Annex E (informative)  Greases in frequent use in some of the member countries.................. 20

Figure 1 – Grading index of degree of corrosion (see 6.12.2) ................................................. 12
Figure B.1 – Suggested method for coating steel plates with type A grease............................ 15
Figure B.2 – Steel plate for type B grease.............................................................................. 16

Table 1 – Type and sample tests for grease ............................................................................6
Table 2 – Type A grease penetrability test acceptance criteria .................................................7
Table 3 – Type B grease penetrability test acceptance criteria .................................................8
Table A.1 – Acidity or alkalinity index formula ........................................................................ 14
Table E.1 – Greases in common use in some member countries ........................................... 20

Full document details: BS EN 50326:2002

http://www.avadocuments.com/doc/bs-en-50326-2002
http://www.avadocuments.com/doc/bs-en-50326-2002


EN 50326:2002 - 4 -

1 Scope
This standard specifies the characteristics of protective products, commonly known as
greases, for corrosion protection of bare overhead line conductors made of aluminium,
aluminium alloy, steel wires or a combination of these wires.

2 Normative references

This European Standard incorporates by dated or undated reference, provisions from other
publications. These normative references are cited at the appropriate places in the text and the
publications are listed hereafter. For dated references, subsequent amendments to or revisions
of any of these publications apply to this European standard only when incorporated in it by
amendment or revision. For undated references the latest issue of the publication referred to
applies.

EN 10152 Electrolytically zinc coated cold rolled steel flat products –
Technical delivery conditions

EN 50182 Conductors for overhead lines – Round wire concentric lay
stranded conductors

EN 60068-2-11 Basic environmental procedures – Part 2 – Test Ka – Salt mist.
(endorsing IEC 60068-2-11:1981)

IEC 60050-466 International Electrotechnical Vocabulary (IEV) – Chapter 466:
Overhead Lines

ISO 2176 1972 Petroleum – Lubricating grease – Determination of dropping point
IP 121 Determination of oil separation from lubricating grease – Pressure

filtration method
ISO 2137 1985 Petroleum products – Lubricating greases and petrolatums –

Determination of cone penetration

3 Definitions

For the purpose of this standard, the definitions given in IEC 60050-466 and in EN 50182
apply.

4 Designation system

4.1 Greases shall be designated θ1Aθ2 or θ1Bθ2 where, A and B define the type of grease as
follows:

- type A - grease applied without heating, for example greases consisting essentially of a
stabilised mixture of mineral or synthetic oil and thickeners such as metal soaps or
inorganic compounds;

- type B - grease applied with heating, for example greases consisting of petrolatum,
waxes associated with small quantities of mineral oil and organic additives;

- θ1 is the lowest temperature in �C below 0 �C at which tests referred to in this standard
are required to be carried out;

- θ2 is the highest temperature in �C at which tests referred to in this standard are required
to be carried out.

If required by the user of the conductor the values of θ1 and θ2 shall be specified by the grease
purchaser.
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Examples:

20A150 type A grease with a temperature θ1 of - 20 °C and a temperature θ2 of 150 °C.
20B110 type B grease with a temperature θ1 of - 20 °C and a temperature θ2 of 110 °C.

4.2 The grease supplier shall provide a unique name or code for the grease, and shall retain
details of the grease composition for verification purposes. The composition shall include
manufacturing tolerances and shall remain unchanged while the grease is marketed under the
specific name or code, unless agreement has been reached with the conductor user.

5 Requirements for grease

5.1 The grease shall meet the following requirements.

5.2 The grease shall protect overhead line conductors from atmospheric corrosion in service
and in storage. The test requirements in 6.12 shall be met.

5.3 The grease shall remain in the conductor for the specified conditions of operation and
meet the specified requirements for the service life of the conductor. The requirements of the
tests in 6.5, 6.6, 6.7, 6.8, 6.10 and 6.11 shall be met to demonstrate this, and in addition the
tests given in 6.13 may be specified by the grease purchaser.

5.4 To demonstrate that the grease may be satisfactorily applied to a conductor with good
adhesion, the test requirements in 6.7 and 6.9 shall be met.

6 Tests

6.1 General

No test shall be performed at a temperature greater than the maximum safe operating
temperature indicated by the grease supplier.

All mandatory tests in this standard shall be performed by the grease supplier; grease tests
specified in EN 50182 shall be performed by the conductor manufacturer.

6.2 Classification of tests

6.2.1 Type tests are intended to verify the main characteristics of a grease which depend on
its composition. These tests are normally performed only once for a grease supplier's specific
name or code, but shall be repeated if the composition of the grease has changed such that
any of the test characteristics given in Table 1 may have changed.

6.2.2 Sample tests are intended to guarantee the quality of the grease and compliance with
the requirements of this standard.
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6.2.3 Type tests and sample tests are listed in Table 1.

Table 1 - Type and sample tests for grease

Test Type test Sample testRequirements
subclause

Characteristic Subclause Type A Type B Type A Type B

5.3 Drop point 6.5 - X - X

5.3 High temperature
stability

6.6 X - X -

5.3, 5.4 Penetrability (type A) 6.7 X - X -

5.3 Penetrability (type B) 6.8 - X - X

5.4 Adhesion 6.9 X X - -

5.3 Acidity/alkalinity index 6.10 - X - -

5.3 Ageing 6.11 X X - -

5.2 Corrosion 6.12 X X - -

5.3 Stability under steady
state conditions

6.13.1 a a - -

5.3 Stability under short
circuit conditions

6.13.2 a a - -

a By agreement between the grease purchaser and the grease supplier, when the test is required
by the user of the conductor.

6.3 Preconditioning of samples

6.3.1 Type B grease delivered in solid form shall be preconditioned in order to homogenize
the grease prior to the tests of 6.5, 6.8, 6.9 and 6.10, unless otherwise specified in these
subclauses, as follows.

6.3.1.1 The grease shall be heated to between 10 °C and 20 °C above the temperature at
which melting occurs, and maintained at this temperature for 0,5 h.

6.3.1.2 The quantity required for the tests shall be poured, in the liquid state, into the test
containers and left to cool for a minimum of 24 h.

6.3.2 Excess oil on the surface of type A grease, as delivered, shall be cause for rejection.

6.4 Temperature accuracy

In all tests referred to in this standard, temperatures shall be measured using equipment with
an accuracy of at least 1 �C.

6.5 Drop point test for type B grease

Five determinations of the drop point shall be made using the method given in ISO 2176.

The minimum value of the five determinations θm shall be greater than or equal to θ2.
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