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Foreword
1 The Swedish National Committee (NC) is identified by the following address:
SEK Svensk Elstandard - TK11 Overhead Lines
Box 1284
SE-164 29 KISTA
Telephone no.: +46 8 444 14 00
E-mail sek@elstandard.se
2 The Swedish NC has prepared this Part 2-18 of EN 50341, listing the Swedish national

normative aspects (NNA), under the sole responsibility, and duly passed it through the
CENELEC and CLC/TC 11 procedures.

NOTE The Swedish NC also takes the sole responsibility for the technically correct co-ordination of this
EN 50341-2-18 with EN 50341. It has performed the necessary checks in the frame of quality
assurance/control. It is noted however that this quality assurance/control has been made in the
framework of the general responsibility of a standard committee under the national laws/regulations.

This NNA is normative in Sweden and informative in other countries.

This NNA has to be read in conjunction with Part 1 (EN 50341-1). All clause numbers used in
this NNA correspond to those of Part 1. Specific subclauses, which are prefixed "SE", are to
be read as amendments to the relevant text in Part 1. Any necessary clarification regarding
the application of this NNA in conjunction with Part 1 shall be referred to the Swedish NC who
will, in co-operation with CLC/TC 11 clarify the requirements.

When no reference is made in this NNA to a specific subclause, then Part 1 applies.

5 In the case of "boxed values" defined in Part 1, amended values (if any), which are defined in
this NNA shall be taken into account in Sweden.

However, any boxed value, whether in Part 1 or in this NNA, shall not be amended in the
direction of greater risk in a Project Specification.

6 The national Swedish standards / regulations related to overhead electrical lines exceeding
1 kV (AC) are listed in subclause 2.1/SE
NOTE All national standards referred to in this NNA will be replaced by the relevant European Standards as

soon as they become available and are declared by the Swedish NC to be applicable and thus
reported to the secretary of CLC/TC 11.
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1 Scope

(ncpt)
SE.1 Application to existing overhead lines

This Part 2-18 is applicable for new overhead lines only and not for existing lines.
(A-dev)
SE.2 Maintenance, rebuilding or extension of an overhead line

Measures related to maintenance of the electrical installation shall fulfill the legislation in force when it
was erected. In the case of a rebuilding or extension of an electrical installation (overhead line), the
current regulations in force shall be applied for the rebuilding or extension.

(Regulations and general advice of the National Electrical Safety Board regarding the installation of
electrical installations "Elsékerhetsverkets foreskrifter och allméanna rad om hur starkstromsanlaggningar
ska vara utforda”, lkrafttradande och 6vergangsbestammelser (ELSAK-FS 2022:1))

(ncpt)
SE.3 Optical ground wire (OPGW) and optical phase conductor (OPCON)

This Part 2-18 is applicable for installation of OPGW and OPCON, also known as OPPC, in overhead
lines in Sweden.

(ncpt)
SE.4 All dielectric self supporting optical cable (ADSS) and optical attached cable (OPAC)

This Part 2-18 is applicable for installation of ADSS and OPAC in overhead lines in Sweden.

NOTE The allowable electrical field for the ADSS cable should be taken into consideration when the conductor
configuration is determined.
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2 Normative references, definitions and symbols

21 Normative references

(A-dev)

SE.1 National normative laws, government regulations

Reference

ELSAK-FS 2011:3

ELSAK-FS 2022:1

ELSAK FS 2022:3

SFS 2017:218

BFS 2011:10 - EKS

Title

Elsakerhetsverkets foreskrifter om ansékan om drifttillstand
Regulations of the National Electrical Safety Board regarding application
for operating permit

Elsakerhetsverkets foreskrifter och allmanna rad om hur
starkstromsanlaggningar ska vara utférda

Regulations and general advice of the National Electrical Safety Board
regarding the installation of electrical installations

Elsékerhetsverkets foreskrifter och allménna rad om innehavarens
kontroll av starkstromsanlaggningar och elektriska utrustningar

The regulations and general advice of the National Electrical Safety
Board regarding checks of electrical installations and electrical
equipment by the holder

Elsakerhetsférordning
The Swedish Government - Ordinance concerning electrical safety

Boverkets foreskrifter och allmanna rad om tillampning av europeiska
konstruktionsstandarder (eurokoder)

Swedish National Board of Housing, Building and Planning: Application
of the European design standards

NOTE If there is associated amendment instructions to the documents listed above, they shall be included.

(ncpt)

SE.2 National normative standards referred to in this NNA

Reference

SS-EN 335:2013

SS-EN 351-1:2007

SS-EN ISO 527-2:2012

SS-EN ISO 527-3:2018

Full document details: BS EN 50341-2-18:2023

Title

Traskydd - Definitioner och tillampning av anvandningsklasser - Massivt
tra och trabaserade produkter

Durability of wood and wood-based products — Use classes: definitions,
application to solid wood and wood-based products

Traskydd — Traskyddsbehandlat massivt tréa — Del 1: Klassificering och
upptagning av traskyddsmedel

Durability of wood and wood-based products — Preservative-treated solid
wood — Part 1: Classification of preservative penetration and retention

Plast - Bestdmning av tjningsegenskaper - Del 2: Provningsbetingelser
for press- och sprutmassa (ISO 527-2:2012)

Plastics -- Determination of tensile properties -- Part 2: Test conditions
for moulding and extrusion plastics

Plast - Bestamning av draghallfasthet - Del 3: Provningsbetingelser for
filmer och Skivor (ISO 527-3:2018)

Plastics -- Determination of tensile properties -- Part 3: Test conditions
for films and sheets
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Reference Title

SS-1S0 965-4:2021 Metriska 1ISO-gangor for allman anvandning — Gangtoleranser - Del 4:
Gransmatt for varmférzinkade utvandiga gangor avsedda for anvandning
tilsammans med invandiga gangor gangade till toleranskvalitet H eller G
efter férzinkning
ISO general purpose metric screw threads - Tolerances - Part 4: Limits
of sizes for hot-dip galvanized external screw threads to mate with
internal screw threads tapped with tolerance position H or G after
galvanizing

SS-EN 1090-2:2018 Utforande av stal- och aluminiumkonstruktioner — Del 2:
Stalkonstruktioner
Execution of steel structures and aluminium structures — Part 2:
Technical requirements for steel structures

SS-EN 1999-1-1:2007 Eurokod 9 : Dimensionering av aluminiumkonstruktioner — Del 1-1:
Allmanna regler
Eurocode 9: Design of aluminium structures - Part 1-1: General
structural rules

SS-EN ISO 4892-2:2013 Plast - Metoder for exponering i artificiellt ljus - Del 2: Xenon-arc
ljuskallor (ISO 4892-2:2013)
Plastics -- Methods of exposure to laboratory light sources -- Part 2:
Xenon-arc lamps

SS-EN ISO 4892-3:2016 Plast - Metoder for exponering i artificiellt ljus - Del 3: UV lysror
(ISO 4892-3:2016)
Plastics - Methods of exposure to laboratory light sources - Part 3:
Fluorescent UV lamps (ISO 4892-3:2016)

SS-EN 10164:2018 Stalprodukter med forbattrade deformationsegenskaper i
tjockleksriktningen - Tekniska leveransbestammelser
Steel products with improved deformation properties perpendicular to
the surface of the product - Technical delivery conditions

SS-EN 10204:2005 Metalliska varor - Typer av kontrolldokument
Metallic products - Types of inspection documents

SS-EN ISO 10684:2004 Fastelement — Varmforzinkning av fastelement
Fasteners — Hot dip galvanized coatings

SS-EN 13670:2009 Betongkonstruktioner — Utférande
Execution of concrete structures

SS-EN 60060 Hogspanningsprovning
High-voltage test techniques

SS 424 05 02 Isolatorer — Stddisolatorer av pinntyp for friledningar
Insulators — Pin insulators for overhead lines

SS 424 05 21 Stddisolator av massiv typ for friledningar
Line post insulators

SS 424 05 31 Isolatorer - Stagisolatorer
Insulators - Stay insulators

SS 424 08 06 Linor av hard forzinkad staltrad for luftledningar - Fe140-linor
Hard zinc-coated steel wire strands for overhead lines — Fe140 wire
strands

SS 424 08 11 Trad av aluminiumlegering for linor for friledningar - AIMgSi-trad
Aluminium alloy wire for stranded conductors for overhead line — AIMgSi
wire

SS 424 08 12 Linor av aluminiumlegering for friledningar — AIMgSi-linor
Aluminium alloy stranded conductors for overhead line — AIMgSi-
conductor
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Reference

SS 424 08 13

SS 424 08 14

SS 424 12 50

SS 424 12 51

SS 436 02 61

SS 436 02 62

SS 436 02 63

SS 436 02 65

SS 436 02 66

SS 436 02 80

SS 436 02 81

Full document details: BS EN 50341-2-18:2023
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Title

Trad av aluminiumlegering for linor for friledningar - Al 59-trad
Aluminium alloy wire for stranded conductors for overhead line — Al 59
wire

Linor av aluminiumlegering for friledningar - Al 59-linor

Aluminium alloy stranded conductors for overhead line — Al 59-conductor
Najning

Ties

Foérformad najningsspiral

Preformed ties

Luftledningskorsningar - Hogspanningsledning (friledning), hdgst 52 kV,
over allman vag

Overhead line crossings - High voltage overhead line for max 52 kV
above public road

Luftledningskorsningar - Hogspanningsledning (friledning), hdgst 52 kV,
over allman vag - Tradsakert korsningsspann

Overhead line crossings - High voltage overhead line for max 52 kV
above public road - Crossing span safe for falling trees

Luftledningskorsningar - Hégspanningsledning (friledning), hdgst 52 kV,
Over jarnvag - Tradsékert korsningsspann

Overhead line crossings - High voltage overhead line for max 52 kV
above railway - Crossing span safe for falling trees

Luftledningskorsningar - Hogspanningsledning (hangspiralkabel utan
skarm), 1-24 kV, over allman vag

Overhead |ine crossings — High voltage overhead |ine (self-
supporting aerial cable without shield) 1-24 kV above public
road

Luftledningskorsningar - Hogspanningsledning (hangspiralkabel utan
skarm), 1-24 kV, Over jarnvag

Overhead |ine crossings — High voltage overhead |ine (self-
supporting aerial cable without shield) 1-24 kV above railway

Luftledningskorsningar - Hogspanningsledning (metallskarmad
hangkabel eller metallskdrmad hangspiralkabel), 1-24 kV, éver allman
vag

Overhead |ine crossings — High voltage overhead |ine (suspension
cable with metal sheath) 1-24 kV above public road

Luftledningskorsningar - Hogspanningsledning (metallskarmad
hangkabel eller metallskdrmad hangspiralkabel), 1-24 kV, éver jarnvag
Overhead [ine crossings — High voltage overhead [ine (suspension
cable with metal sheath) 1-24 kV above railway
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(ncpt)
SE.3 National informative documents referred to in this NNA

Reference Title

NTR Dokument 3: 2017  Nordiska Traskyddsradet — Nordiska regler for kvalitetskontroll av
impregnerat trd — Del 1: Traskyddsbehandlad furu och andra Iatt
impregnerbara barrtraslag
The Nordic Wood Preservation Council — Nordic requirements for quality
control of industrially protected wood — Part 1: Scots pine and other
permeable softwoods

Korrosionsinstitutet Riktlinjer for anvandning av rosttroga stal - Korrosionstekniska synpunkter
Bulletin nr 97 Guidelines for use of weathering steel - Corrosion technical aspects
Korrosionsinstitutet Rosttroga stal i byggnader
Bulletin No. 94 Weathering steel in buildings

2.2 Definitions

(A-dev)

SE.1.1 Reinforced lines type 1

Overhead lines so designed that the forces which according to experience is expected to occur do not
inflict damage which adversely will affect the capability of these lines or imply hazard to persons or
property.

(Regulations and general advice of the National Electrical Safety Board regarding the installation of
electrical installations "Elsékerhetsverkets foreskrifter och allméanna rad om hur starkstromsanlaggningar
ska vara utforda”, Brottsaker ledning: 6 kap. 1, 10 and 11 §§, (ELSAK-FS 2022:1)).

(A-dev)
SE.1.2 Reinforced lines type 2

Design of overhead line within the nominal voltage of 1-25 kV in urban area with reliability level 2, efficient
earth fault protection and particular measures to reduce the risk of falling trees.

(Regulations and general advice of the National Electrical Safety Board regarding the installation of
electrical installations "Elsékerhetsverkets foreskrifter och allméanna rad om hur starkstromsanlaggningar
ska vara utférda”, Ledning i forstarkt utférande: 5 kap. 5 § and 6 kap. 1 and 11 §§ (ELSAK-FS 2022:1)).

(A-dev)
SE.2.1 Urban areas

Areas covered by a detailed development plan.

("Elsékerhetsverkets foreskrifter och allmanna rad om hur starkstromsanlaggningar ska vara utforda”,
Omrade med detaljplan: 5 kap. 6 § and 6 kap. (ELSAK-FS 2022:1))

(A-dev)
SE.2.1 Rural areas

Areas not covered by a detailed development plan

("Elsékerhetsverkets foreskrifter och allmanna rad om hur starkstrémsanlaggningar ska vara utférda”,
Omrade utan detaljplan: 5 kap. 6 § and 6 kap. (ELSAK-FS 2022:1))

(ncpt)
SE.3 Similar conductors

Similar conductors are conductors which have the same cross section, material, sag and attachment, see
also Table 5.8/SE.1.
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SE.4 Demarcation span

EN 50341-2-18:2023

Single spans which separate a line section build as a reinforced line type 1 with timber pole support and
with highest system voltage equal to or less than 55 kV. The demarcation span shall be supported by
demarcation supports which are timber pole supports without longitudinal guys.

23 Symbols

(ncpt)

SE.1
Symbol
Ei
Ei
Eiv
Ep
fetm
Ge
Jio
Jiw
gwo
Owi

Usk
UsL

&s

Go

Cp

Signification

Modulus of elasticity, initial stage (before ice load)
Modulus of elasticity, initial lower

Modulus of elasticity, initial upper

Modulus of elasticity, final stage (after ice load)
Mean value of axial tensile strength of concrete
Dead weight of the conductor

Ice-load at no wind

Ice-load at normal wind

Normal wind load at bare conductor

Normal wind-load at conductor covered by ice load
Horizontal clearance

Horizontal clearance at mixed conductor configuration,
height above ground

Voltage coefficient for distances

Voltage dependent distance

Lightning impulse withstand voltage

Switching impulse withstand voltage

Short duration wet power frequency withstand voltage
Vertical clearance

Vertical clearance at mixed conductor configuration

Free space, from high water level, for sailing,
given by the authorities

Clearance between conductors, factor in conductor
calculation

Strain elongation due to creep
Strain elongation due to stress
Stress value

Stress value in conductor at 0 °C

Highest stress value at which Ei is valid

Full document details: BS EN 50341-2-18:2023
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3 Basis of design
3.2 Requirements of overhead lines
3.22 Reliability requirements

(A-dev)
SE.1.1 Reliability level 2

Reliability level 2 with partial factors in accordance with 4.13 of this NNA shall be used for overhead lines
of class A in Sweden for which this NNA is applicable.

(ncpt)
SE.1.2 Reliability level 1

Reliability level 1 with partial factors in accordance with 4.13 of this NNA shall be used for overhead lines
of class B in Sweden for which this NNA is applicable.

(A-dev)
SE.1.3 Class A

Lines designed for the ice load in accordance with 4.5.2/SE.1.1, SE.1.2, SE.2 and 4.6.4./SE.1.1 and
fulfilling the fault current capacity requirements of 11.14/SE.1. Examples are reinforced lines and other
lines which are intended to be a part of systems which are used for transmission and distribution over the
entire country, or which otherwise are of substantial importance.

(Regulations and general advice of the National Electrical Safety Board regarding the installation of
electrical installations "Elsékerhetsverkets foreskrifter och allméanna rad om hur starkstromsanlaggningar
ska vara utforda”, 5 kap. 5 § together with 6 kap. 1, 10 and11 §§, ELSAK-FS 2022:1).

(ncpt)
SE.14 Class B

Lines designed for the ice load in accordance with 4.5.2/SE.1.3, SE.1.4, SE.2 and 4.6.4./SE.1.2.
Examples are distribution lines.

Deviation from this classification can be justifiable in special cases. However, the requirements for class
B are the minimum requirements for all lines.

(A-dev)
SE.2.1 Reinforced lines type 1

Reinforced lines of type 1 shall fulfil the requirements of class A. Reinforced line of type 1 is demarcated
by terminal supports. For lines on timber poles with highest system voltage equal to or less than 55 kV
the terminal supports for a reinforced line type 1 can be replaced by demarcation spans. The demarcation
spans itself are not considered as a reinforced line.

The route and design of reinforced lines of type 1 shall be such that the risk of damage is prevented as
far as possible. Reinforced line of type 1 may thus not be routed over or in perilous vicinity of shooting
ranges, chemical industries which emit gas that is harmful to line materials, or locations where
combustible objects or inflammables exist to such an extent that a fire could be perilous for the line. Nor
may a reinforced line of type 1 or demarcation spans be routed close to buildings or structures of such
low structural strength that will not withstand occurring wind loads. It shall be guaranteed that falling trees
will not damage the line of type 1 or the demarcation span. (Brottséker ledning: 6 kap. 1, 10 and 11 §§,
ELSAK-FS 2022:1).

(A-dev)

SE.2.2 Reinforced lines type 2

Reinforced lines of type 2 shall fulfil the requirements of class A. Lines with highest system voltage up to
and including 25 kV and routed over urban areas. Reinforced line of type 2 need not to be demarcated by
terminal poles or demarcation spans. However, the requirements for reinforced line of type 2 shall also be
applied for minimum one span outside the border of the urban area for reinforced lines of type 2 routed in
forest. Lines routed in forests shall have a minimum clearance between tree trunk and phase of 3,5 m.

Exceptions for a few stray trees down to a clearance distance to 2 m may occur if an investigation state a
healthy tree with a solid root system. Remaining vegetation and twigs from trees shall for worst case have
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a clearance of minimum 1 m (Ledning i forstarkt utférande: 5 kap. 5 § and 6 kap. 1, and 11 §§, ELSAK-
FS 2022:1).

3.6 Design values
3.6.2 Design values of an action

(ncpt)
SE.1

When calculating the effect of the action on the conductor tension, the partial factors ye shall be applied to
the difference in actual conductor tension and tension at 0 °C in bare conductor. The partial factors y¢
shall not be applied to wind and ice loads for calculation of the conductor tension.

3.7 Partial factor method and design formula
3.7.3.2 Design situations related to permanent and variable actions

(ncpt)
SE.1

For all load cases and load combinations the basic design equation is:

Ed =2 y6 Gk + Z ya Qnk

3.7.3.3 Design situations related to permanent, variable and accidental actions

(ncpt)
SE.1

For all load cases and load combinations the basic design equation is:
Ed =2 y6 Gk + Z ya Qnk
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4 Actions on lines
41 Introduction

The Swedish approach for calculation of climatic loads on transmission lines can be classified as an
approach 3 method. The value of the peak wind pressure is given directly.

4.3 Wind loads
434 Turbulence intensity and peak wind pressure

(snc)

SE.1

The characteristic wind pressure gp (h) depends on the height h and the gust wind speed. Height h is the
vertical distance in metres from the ground or water surface to the centre of gravity of the wind exposed

surface. For a transmission line, which crosses over a single height on a plain or flat country, h is the
height to the centre of gravity over the plain.

Values given below are valid for Sweden in general. In mountainous regions and at exposed locations
along the coast line higher wind pressures may occur, which have to be considered.

(snc)
SE.1.1  For normal wind conditions the following formulas are valid

forh<25m gp (h) = 500 (N/m2)
forh>25m Qo (h) = 500 + 6 - (h - 25) (N/m2)
(snc)

SE.1.2 For extreme wind conditions the following formulas are valid

forh<10m g (h) =800 (N/m?)

forh>10m Qo (h) = 800 + 6 - (h - 10) (N/m?)
NOTE For determining electrical clearances the formulas for normal wind conditions shall be used.
4.4 Wind forces on overhead line components

441 Wind forces on conductors
4411 General

(ncpt)

SE.1

The recommended method for calculating the reference height of the conductor is proposal 1 from Table
4.3, but any of the other proposals can be selected to simplify the calculations.

For the calculation of the mechanical conductor tension in a line-section, a reference height of 25 m can
be assumed if no other value may be considered more appropriate.

For covered and insulated conductors, the diameter of the conductor (d) is to be taken as the overall
diameter including the thickness of insulation.

4.4.1.2 Structural factor

(ncpt)
SE.1

The structural factor for the conductor is:

Documents

Document Sharing Hub

Full document details: BS EN 50341-2-18:2023


http://www.avadocuments.com/doc/bs-en-50341-2-18-2023
http://www.avadocuments.com/doc/bs-en-50341-2-18-2023

Sweden -17/92 - EN 50341-2-18:2023

for spans Gc=0,5

forjumpers Gc=1,0
4.41.3 Drag factor
(ncpt)
SE.1
Method 1 is recommended.
4.4.2 Wind forces on insulator sets
(ncpt)
SE.1
The structural factor, the drag factor and the area of the insulator can be simplified to
Gins * Cins * Ains = 0,16 - Lins (m2)
where
Lins is the length of one insulator string (m).
The formula for wind forces on insulator sets can therefore be written
Qwins = Qp (h) - 0,16 - Lins
4.4.3 Wind forces on lattice towers
4.4.3.1 General
(ncpt)
SE.1
The wind forces on a tower can be determined with method 1 or with method 2.
Reference height of each tower section or each tower member is the height above ground of the
geometrical centre of the tower section or the tower member being considered.
4.4.3.2 Method1
(ncpt)
SE.1
The structural resonance factor is Gt = Gic = 1,0

(ncpt)
SE.2 For lattice support the drag factor is:

rectangular cross section with flat sided members Ct=3,95-5,79 -y +3,86 -

N

rectangular cross section with cylindrical members Ct=230-324-y+294-

N

triangular cross section with flat sided members Ct=340-4,71 -y + 3,37 -

R R XX

N

triangular cross section with cylindrical members Ct=1,95-2,68"y +2,76 -
where y is the solidity ratio, see Figure 4.2.
(ncpt)
SE.3 For tower body or portal leg with triangular cross section the wind load is:

Qwt=qgp(h) - Gt At- Ct (N/m)
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4.4.3.3 Method 2

(ncpt)

SE.1

The structural resonance factor is Gm = 1,0

The drag factor is Cm = 1,6 for flat-sided members and 1,0 for cylindrical members.
444 Wind forces on poles

(ncpt)
SE.1
Method 1 is preferred.

The structural resonance factor is Gpoi = 1,0

4.5 Ice load

4.5.2 Ice forces on conductors
(snc)

SE.1 Uniform ice load

For transmission lines in regions where greater uniform ice load is expected, higher values than those
given below have to be considered.

(snc)
SE.1.1 Ice load at normal wind conditions for class A lines

Ice load at normal wind conditions gw=m2,916 + 10,162 d (N/m)
where
d = bare conductor diameter (mm).

For covered and insulated conductors, the diameter of the conductor (d) is to be taken as the overall
diameter including the thickness of insulation.

Ice load giw shall be used in the load cases of normal wind referred to in 4.12.2/SE.

(snc)
SE.1.2 Ice load at no wind for class A lines

Gio = (G + 06 - 9812 + 92 — g, 981 (N/m)
where
gw = iceload at normal wind, N/m
ge = dead weight of the conductor, kg/m
gwi = normal wind load at conductor covered by ice load, N/m
gio = iceload at no wind, minimum 20 N/m

Ice load gio shall be used in the load cases at still air referred to in 4.12.2/SE.

(snc)
SE.1.3 Ice load at normal wind conditions for class B lines

Ice load at normal wind conditions gw=m 0,441 + 1 0,063 d (N/m)
where
d = bare conductor diameter (mm).
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For covered and insulated conductors, the diameter of the conductor (d) is to be taken as the overall
diameter including the thickness of insulation.

Ice load giw shall be used in the load cases of normal wind referred to in 4.12.2/SE.
(snc)
SE.1.4 Ice load at no wind for class B lines

9o = V(G +9e 9817 +9% — g, 981 (N/m)
where
gw = ice load at normal wind, N/m
ge = dead weight of the conductor, kg/m
gwi = normal wind load at conductor covered by ice load, N/m
gio = iceload at no wind

Ice load gio shall be used in the load cases at still air referred to in 4.12.2/SE.
(snc)
SE.1.5 Ice load at normal wind conditions for overhead insulated cables

Ice load at normal wind conditions giw =20 N/m

Ice load giw shall be used in the load cases of normal wind referred to in 4.12.2/SE.
(snc)
SE.1.6 Ice load at no wind for overhead insulated cables

Uniform ice load at no wind gio = 20 N/m
Ice load gio shall be used in the load cases at still air referred to in 4.12.2/SE.
(snc)
SE.2 Non uniform ice load

Non-uniform ice load is supposed to appear in any single span while the adjacent spans have no ice. Still
air can be assumed during non-uniform ice load.

Non-uniform ice load is expected to be 10 Newton per metre conductor in Sweden in general. For
transmission lines in regions where greater non-uniform ice load is expected, higher values have to be
considered.

Higher non-uniform ice loads than 10 Newton per metre conductor can be expected within the following
regions:

a) Within a zone of some tenths of km width, in open terrain towards the sea along the coast
between the cities of Gavle and Haparanda. In such terrain transmission lines of class A and
span with crossings in transmission lines of class B shall be designed for a non-uniform ice load
of minimum 20 Newton per metre conductor.

b) North of the river Daldlven, in upland terrain approximately 400 m above sea level and higher. In
such terrain transmission lines of class A and span with crossings in transmission lines of class B
shall be designed for a non-uniform ice load of minimum 30 Newton per metre conductor.

c) Bare mountain regions at altitude above forest. In such terrain the non-uniform ice load can
considerably exceed the values given under a) and b). Due to lack of experience no values can
be pre-set, and such value shall be determined for each individual case.

Documents

Document Sharing Hub

Full document details: BS EN 50341-2-18:2023


http://www.avadocuments.com/doc/bs-en-50341-2-18-2023
http://www.avadocuments.com/doc/bs-en-50341-2-18-2023

EN 50341-2-18:2023 - 20/92 - Sweden

4.6 Combined wind and ice loads

4.6.2 Drag factors and ice densities

(snc)

SE.A

The ice density is: pi = 9000 N/m3 = 917,4 kg/m3

(snc)
SE.2

The drag factor for ice covered conductors (including insulated cables) is: Cic = 1,0
4.6.3 Mean wind pressure and peak wind pressure
(snc)

SE.1

The wind at ice condition is the normal wind conditions given in 4.3.4/SE.1.1
4.6.4 Equivalent diameter D of ice covered conductor

(snc)
SE.1 Ice thickness at normal wind condition

(snc)
SE.1.1 Ice thickness at normal wind condition for class A

Ice thickness at normal wind condition 18 mm

For determining the wind surface for ice coated conductors the diameter increased by twice the ice
thickness shall be used for the surface calculation.

For covered conductors the diameter of the conductor (d) is to be taken as the overall diameter including
the thickness of insulation.

(snc)
SE.1.2 Ice thickness at normal wind condition for class B

Ice thickness at normal wind condition 7 mm

For determining the wind surface for ice coated conductors the diameter increased by twice the ice
thickness shall be used for the surface calculation.

For covered conductors the diameter of the conductor (d) is to be taken as the overall diameter including
the thickness of insulation.

(snc)
SE.1.3 Ice thickness at normal wind condition for overhead insulated cables

Ice thickness at normal wind condition 10 mm

For determining the wind surface for ice coated conductors the diameter increased by twice the ice
thickness shall be used for the surface calculation.

For insulated cables the diameter of the conductor (d) is to be taken as the overall diameter including the
thickness of insulation.

4.7 Temperature effects

(snc)

SE.1

The design temperature in all load-cases given in 4.12.2/SE shall be 0 °C unless otherwise noted.

Temperatures for calculation of clearances, see 5.6/SE.2.
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4.8 Security loads

(ncpt)
SE.1

Two methods to determine the security load are available: "basic assumption" and "alternative
assumption”. The most favourable method can be chosen.

(ncpt)
SE.1.1 Basic assumption

For a fixed attached conductor or shield wire, i.e. tension insulator set, pin or line post insulator or shield
wire attachment, a reduction factor equal to 0,4 shall be applied to the horizontal component of the
conductor force on one side of the support, at uniform ice, conductor temperature 0 °C, in still air at initial
stage before conductor creep. For a not fixed attached conductor, i.e. suspension insulator set, a
reduction factor equal to 0,7 shall be applied to the horizontal component of the conductor force on one
side of the support. No contributing support from the other conductors shall be considered. The vertical
component of the conductor force (weight span) shall not be reduced.

(ncpt)
SE.1.2 Alternative assumption

100 % conductor tension reduction for the conductor or shield wire, located at the most unfavourable
position, at no ice, conductor temperature 0 °C, in still air at initial stage before conductor creep. When
establishing the residual static load it may be assumed, except in crossings, that the adjacent spans are
equal to the ruling span of the transmission line. No partial factors apply when establishing the residual
static load.

After that the residual static load has been established it shall be increased by applying a partial factor in
accordance with Table 4.7/SE.1 or Table 4.7/SE.2 as appropriate.

Relaxation of load resulting from any swing of the insulator assemblies, deflection or rotation of the
support and the interaction with other conductors may be made. For bundle conductors, the reduction will
affect all sub conductors in the bundle. The weight span shall not be reduced.

4.9 Safety loads

4.9.1 Construction and maintenance loads
(ncpt)

SE.1

All supports shall have the strength and be assembled in such a way that no permanent deformation
occurs during construction and maintenance.

4.12 Load cases

4.12.2 Standard load cases

(ncpt)

SE.1

Load cases according to SE.2 and SE.3 are valid for lines with bare and covered conductors.
Load cases according to SE.4 are valid for demarcation spans.

Load cases according to SE.5 are valid for lines with overhead insulated cables.

The design temperature for the following load cases shall be in accordance with 4.7/SE.1.

The tension load in the conductors for the following load cases shall be calculated in accordance with
9.6.4/SE.1 with partial factors according to Table 4.7/SE.1 and 4.7/SE.2. See also 3.6.2/SE.1.

Documents

Document Sharing Hub

Full document details: BS EN 50341-2-18:2023


http://www.avadocuments.com/doc/bs-en-50341-2-18-2023
http://www.avadocuments.com/doc/bs-en-50341-2-18-2023

EN 50341-2-18:2023 - 22/92 - Sweden

(ncpt)
SE.2 Tangent and angle supports

(ncpt)
SE.2.1 Load case 1a Wind load

This load case shall be used for all types of lines with bare and covered conductors except lines with
supports of natural grown timber poles.

e Dead weight

¢ Wind load on the conductors and on the support with accessories in accordance with
4.3.4/SE1.2.

(ncpt)
SE.2.2 Load case 2a Uniform ice loads on all spans

e Dead weight
¢ Uniform ice load at no wind on the conductors in accordance with 4.5.2/SE.1.2 or SE.1.4.

e An additional vertical load Qx of 1000 N, equivalent to the weight of a linesman with tools, acting
in the most unfavourable point. The load is not required for pin insulator hooks and structural
parts, which cannot be climbed.

Ice loads on supports can in general be neglected.

(ncpt)
SE.2.3 Load case 2b Uniform ice loads, transversal bending

This load case can normally be ignored in Sweden.

(ncpt)
SE.2.4 Load case 2c - 2d Unbalanced ice loads

These load cases can normally be ignored in Sweden.

(ncpt)
SE.2.5 Load case 3 Combined wind and ice load

e Dead weight
e Ice load at normal wind on the conductors in accordance with 4.5.2/SE.1.1 or SE.1.3.

¢ Normal wind load on the conductors and on the support with accessories in accordance with

4.3.4/SE.1.1.
Ice loads on supports can in general be neglected.
(ncpt)
SE.2.6 Load case 4 Minimum temperature with/without wind loads

These load cases can normally be ignored in Sweden for lines with bare and covered conductors.

(ncpt)
SE.2.7 Load case 5a Security loads, torsional loads

Natural grown timber poles with accessories and transmission line class B supports do not have to be
designed for this load case.

Suspension insulator sets and line-post insulators do not have to be designed for this load case.

(ncpt)
SE.2.7.1 Basic assumption

e Dead weight
¢ Uniform ice load at no wind on the conductors in accordance with 4.5.2/SE.1.2.

e Reduction of the conductor tension on one side of the support in accordance with 4.8/SE.1.1,
Basic assumption. The reduction of the conductor tension is assumed to occur in one conductor
only, regardless of the number of circuits per support or the number of conductors ﬁr phase.
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In this load case crossarms and insulator attachments may be permanently deformed. Clearances shall
be maintained to keep the transmission line in provisional service.

Ice loads on supports can in general be neglected.

(ncpt)
SE.2.7.2 Alternative assumption

e Dead weight

e Reduction of the conductor tension on one side of the support in one conductor (one bundle) in
accordance with 4.8/SE.1.2, Alternative assumption

(ncpt)
SE.2.8 Load case 5b Security loads, longitudinal loads

This load case can normally be ignored in Sweden except for demarcation spans.

(ncpt)

SE.2.9 Load case 6a Safety loads, construction and maintenance loads
4.9 to be fulfilled.

(ncpt)

SE.2.10 Load case 6b Safety loads, loads due to the weight of linesmen
See SE.2.2

(ncpt)

SE.3 Terminal support

(ncpt)
SE.3.1 Load case 1a Wind load

This load case shall be used for all types of lines with bare and covered conductors except lines with
supports of natural grown timber poles.

e Dead weight

¢ Wind load on the conductors and on the support with accessories in accordance with
4.3.4/SE1.2.

e Conductor tensions from all conductors or conductor tensions from the conductors on one side of
the support, whichever resulting in the most severe stress.
(ncpt)
SE.3.2 Load case 2a Uniform ice loads on all spans

e Dead weight
¢ Uniform ice load at no wind on the conductors in accordance with 4.5.2/SE.1.2 or SE.1.4.

e Conductor tension from all conductors on one side of the support. Terminal support that
demarcates reinforced transmission line shall, in this load case, be designed for the one-sided
conductor tensions from all the conductors in the reinforced transmission line. Terminal support
that terminates a transmission line at a substation shall be designed for the one-sided conductor
tensions from all conductors in the terminated transmission line. It is also recommended to design
the terminal support for the one-sided conductor tensions from the conductors between the
terminal support and the substation.

e An additional vertical load Qk of 1000 N, equivalent to the weight of a linesman with tools, acting
in the most unfavourable point. The load is not required for pin insulator hooks and structural
parts that cannot be climbed.

(ncpt)
SE.3.3 Load case 2b Uniform ice loads, transversal bending

This load case can normally be ignored in Sweden.
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(ncpt)
SE.3.4 Load case 2c - 2d Unbalanced ice loads

These load cases can normally be ignored in Sweden.

(ncpt)
SE.3.5 Loadcase 3 Combined wind and ice load

e Dead weight
e Ice load at normal wind on the conductors in accordance with 4.5.2/SE.1.1 or SE.1.3.

¢ Normal wind load on the conductors and on the support with accessories in accordance with
4.3.4/SE1.1.

e Conductor tensions from all conductors or conductor tensions from the conductors on one side of
the support, whichever resulting in the most severe stress.

(ncpt)
SE.3.6 Load case 4 Minimum temperature with/without wind loads

These load cases can normally be ignored in Sweden for lines with bare and covered conductors.

(ncpt)
SE.3.7 Load case 5a Security loads, torsional loads

e Dead weight
¢ Uniform ice load at no wind on the conductors in accordance with 4.5.2/SE.1.2 or SE. 1.4.

e Conductor tension from all conductors, however for some conductors the tension shall be
reduced as follows:

e For transmission line class A the reduction of the conductor tension shall be the number and
combinations of conductors which results in the most unfavourable case. Reduction in conductor
tension in accordance with 4.8/SE.1.1, Basic assumption.

e For transmission line class B reduction of the conductor tension in one conductor in accordance
with 4.8/SE.1.1, Basic assumption.

(ncpt)
SE.3.8 Load case 5b Security loads, longitudinal loads

This load case can normally be ignored in Sweden except for demarcation spans.

ncpt

(SE?3).9 Load case 6a Safety loads, construction and maintenance loads
4.9 to be fulfilled.

SE.3.10 Load case 6b Safety loads, loads due to the weight of linesmen
See SE.3.2

(ncpt)

SE.4 Demarcation support of timber poles

(ncpt)

SE.4.1 Load case 1a Wind load

This load case can normally be ignored for lines with natural grown timber poles in Sweden.

(ncpt)
SE.4.2 Load case 2a Uniform ice loads on all spans

e Dead weight
¢ Uniform ice load at no wind on the conductors in accordance with 4.5.2/SE.1.2.

e An additional vertical load Qk of 1000 N, equivalent to the weight of a linesman with tools, acting
in the most unfavourable point. The load is not required for structural parts that cannot be

limbed.
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(ncpt)
SE.4.3 Load case 2b Uniform ice loads, transversal bending

This load case can normally be ignored in Sweden.

(ncpt)
SE.4.4 Load case 2c - 2d Unbalanced ice loads

These load cases can normally be ignored in Sweden.

(ncpt)
SE.4.5 Loadcase3 Combined wind and ice load

e Dead weight
e |ce load at normal wind on the conductors in accordance with 4.5.2/SE.1.1.

¢ Normal wind load on the conductors and on the support with accessories in accordance with
4.3.4/SE.1.1.

(ncpt)
SE.4.6 Load case 4 Minimum temperature with/without wind loads

This load case can normally be ignored in Sweden for lines with bare and covered conductors.

(ncpt)
SE.4.7 Load case 5a Security loads, torsional loads

This load case can normally be ignored for demarcation spans.

(ncpt)
SE.4.8 Load case 5b Security loads, longitudinal loads

e Dead weight

e Full reduction of the conductor tension on one side of the support in all conductors at 0 °C in
initial conditions. The deflection of the support can be considered.

In this load case crossarms and insulator attachments may be permanently deformed. Special strength
requirements for timber poles in this load case are stated in 7.5.5.3/SE.1. The clearances shall be
maintained to keep the transmission line in provisional service. The ground clearance is equal to the
requirements at short circuit condition in accordance with 5.9.2/SE.1 and SE.2.

(ncpt)

SE.4.9 Load case 6a Safety loads, construction and maintenance loads
4.9 to be fulfilled.

(ncpt)

SE.4.10 Load case 6b Safety loads, loads due to the weight of linesmen
See SE.4.2.

(ncpt)

SE.5 Overhead insulated cable lines

(ncpt)

SE.5.1 Load case 1a Wind load
This load case can normally be ignored for lines with overhead insulated cables in Sweden.

(ncpt)
SE.5.2 Load case 2a - 2d Ice load at no wind

These load cases can normally be ignored for lines with overhead insulated cables in Sweden.

(ncpt)
SE.5.3 Loadcase 3 Combined wind and ice load

e Dead weight
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e |ce load at normal wind on the conductors in accordance with 4.5.2/SE.1.5.
e Normal wind load on the conductors in accordance with 4.3.4/SE.1.1.

(ncpt)
SE.5.4 Load case 4 Minimum temperature without wind loads

This load case can normally be ignored for supports.
e Dead weight of conductor
e  Minimum temperature in accordance with 5.6/SE.2.1

(ncpt)
SE.5.5 Load case 5a, 5b Security loads

This load case can normally be ignored for lines with overhead insulated cables in Sweden.

(ncpt)

SE.5.6 Load case 6a Safety loads, construction and maintenance loads
4.9 to be fulfilled.

(ncpt)

SE.5.7 Load case 6b Safety loads, loads due to the weight of linesmen

e Dead weight

e An additional vertical load Qk of 1000 N, equivalent to the weight of a linesman with tools, acting
in the most unfavourable point. The load is not required for structural parts that cannot be

climbed.
413 Partial factors for actions
(ncpt)
SE.1

The loads which are referred to in the load cases are characteristic load values and shall be multiplied
with the partial factors ye and ya. Each load case is divided in two load combinations in accordance with
Table 4.7/SE.1.
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(ncpt) Table 4.7/SE.1 - Partial factors for actions

Partial Load
Action factors | combination
Symbol
1 22

Permanent actions:

Dead weight of insulators, supports, foundations, soil and YG 1,0 1,0
ground water

Dead weight of conductors Y6 1,1 1,0
Conductor tension for bare conductors at 0 °C e 1,1 1,0
Variable actions: Y0 1,43 1,0
Wind and ice loads. Additional loads.

Residual static load at one-sided conductor tension reduction,
alternative assumption according to 4.8/SE.1.2

Difference in actual conductor tension and tension at 0 °C on

bare conductor.

Dynamic maintenance and construction loads: YG 1,8 1,3
e.g. stringing loads or dynamic loads during transportation

1) Load combination 1 is normally determinant for supports and guys.

2) Load combination 2 is valid for conductors, earth-wires and insulators. Load combination 2 is

also valid when checking deformations, electrical clearances and concrete cracks
(Serviceability limit state).

(ncpt)
SE.2 Partial factors for actions at guy failure

Partial factors shall be taken from Table 4.7/SE.2 with reference to Table 5.8/SE.5. The most
unfavourable load combination shall be used.

(ncpt) Table 4.7/SE.2 - Partial factors for actions at guy failure

Partial Load
Action combination
factors
Symbol 1
Permanent actions:
Dead weight of conductors e 1,1
Dead weight of insulators, supports, foundations, soil and e 1,0
ground water
Conductor tension for bare conductors at +15 °C" 16 1,1
Variable actions: 1Q 1,43
Wind load. Difference at +15 °C between conductor tension
at normal wind and no wind."
1) At final stadium after the conductor has been subject to ice load and after conductor creep.
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5 Electrical requirements
5.3 Insulation co-ordination
(ncpt)

SE.1 Creepage distance of insulator set
Creepage distances for insulators in polluted areas are chosen according to IEC/TS 60815.

Table 5.16/SE.1 gives the creepage distance for vertically positioned phase glass and porcelain insulator
sets at different contamination levels. The figures in the Table 5.16/SE.1 are valid for all operation
voltage levels and types of system earthing.

For V-sets consisting of string insulator units the figures in Table 5.16/SE.1 may be decreased with 10-
20 %. For a horizontally positioned insulator set the washing effect from rain is of great importance. If a
good, natural washing effect cannot be expected the creepage distance shall be in accordance with Table
5.16/SE.1.

When very long creepage distance is required the length of the insulator string in certain cases will be
larger than normal. In these cases, special arcing devises or electrodes shall be installed in order to
reduce the maximum short front overvoltage on a section in the vicinity of a substation.

(ncpt) Table 5.16/SE.1 - Creepage distance for glass and porcelain insulators in
contamination areas

Creepage distance
Pollution Examples of typical environments in mm/kV
classes (Phase to earth
voltage Us/\3)

Very light |> 50 km from any sea or open dry land 22,0

> 10 km from man-made pollution sources

Light 10-50 km from the sea or open dry land 27,8

5-10 km from man-made pollution sources

Medium | Line within 1 km from an area with polluting industries 34,7

Line protected by forests within 10-20 km from the west coast
(Norwegian border-Falsterbo)

Line within ~10 km from the south coast (Falsterbo-the north
cape of the island of Oland)

Heavy Line in area with polluting industries 43,3
Line in open agricultural areas within 40 km from the west coast

Line in other kinds of terrain within 10 km from the west coast

Very Line within 0,5 km from area with very severe polluting industries 53,7
heavy and line within such area

Line of considerable importance for the system within some
kilometre from the west coast

(ncpt)
SE.2 Insulators in interphase insulation

The creepage distance phase-to-phase shall be at least 175 % of the creepage distance chosen for phase-
to-earth insulation under the same environmental conditions.
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