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Foreword

This European Standard has been prepared by the former CENELEC BTTF 91-3, Space equipment
standardization, the work of which has been transferred by 113 BT to CENELEC TC 107X, Process
management for avionics.

It is based on a previous version Y originally prepared by the ECSS Product Assurance Working
Group, reviewed by the ECSS Technical Panel and approved by the ECSS Steering Board. The
European Cooperation for Space Standardization (ECSS) is a cooperative effort of the European
Space Agency, National Space Agencies and European industry associations for the purpose of
developing and maintaining common standards.

This European Standard is one of the series of space standards intended to be applied together for
the management, engineering and product assurance in space projects and applications.

Requirements in this European Standard are defined in terms of what shall be accomplished, rather
than in terms of how to organize and perform the necessary work. This allows existing organizational
structures and methods to be applied where they are effective, and for the structures and methods to
evolve as necessary without rewriting the standards.

The formulation of this European Standard takes into account the existing |[SO 9000 family of
documents.

The text of the draft was submitted to the formal vote and was approved by CENELEC as EN 50390
on 2004-04-01.

The following dates were fixed:

- latest date by which the EN has to be implemented
at national level by publication of an identical

national standard or by endorsement (dop) 2005-04-01
- latest date by which the national standards conflicting
with the EN have to be withdrawn (dow)  2007-04-01
Y ECSS-Q-70-08A. Documents
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Introduction

The main part of this standard is based on recommendations from the National Aeronautics and
Space Administration, and European soldering technology experts. Modifications have been
incorporated into the text to provide for the specific requirement of low-outgassing electrical systems
which are required by scientific and application satellites. Other additions have been made in the light
of recent technological advances and results of metallurgical test programmes. The methods and
workmanship contained in this standard are considered to be fully approved for normal spacecraft
requirements.

-_—

Scope

This standard defines the technical requirements and quality assurance provisions for the manual
soldering of high-reliability electrical connections intended for use in spacecraft and associated
equipment.

The rigorous requirements set by this standard ensure the high reliability of hand-soldered electrical
connections intended to withstand normal terrestrial conditions and the vibrational G-loads and
environment imposed by space flight. The proper tools, correct materials, design and workmanship
are covered by this standard. Acceptance and rejection criteria are stated and some workmanship
standards are included to discriminate between proper and improper work.

Wave-soldering processes and surface mount technologies are specified in separate documents, and
those processes require to be verified as prescribed in the respective standard.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

N 13291-2 Space product assurance — Part 2: Quality assurance
N 13291- Space product assurance — Part 3: Materials, mechanical parts and

processes

Space systems — Glossary of terms

Space product assurance — Non-conformance control system
N 100015-1 1992  Protection of electrostatic sensitive devices — Part 1: General requirements

ECSS-Q-70-02 Space product assurance — Thermal vacuum outgassing test for the
screening of space materials
ECSS-Q-70-10 ? Space product assurance — Qualification printed circuit boards
ECSS-Q-70-11 2 Space product assurance — Procurement of multilayer printed-circuit boards
ECSS-Q-70-28 2 Space product assurance — Repair and modification of printed-circuit board
assemblies
ECSS-Q-70-38 2 Space product assurance — High-reliability soldering for surface-mount and
mixed technology printed-circuit boards
ECSS-Q-70-71 2 Space product assurance — Data for the selection of space materials
16 pe published. Documents
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N 29453 (mod) Soft soldering fluxes — Chemical compositions and forms (ISO 9453)
ISO EN 29454 Flux specification
J-STD-004 Requirements for soldering fluxes

3 Terms, definitions and abbreviated terms
3.1 Terms and definitions

For the purposes of this European Standard, the terms and definitions given in EN_ 13701 and the
following apply.

3.1.1
base laminate
see “substrate”

3.1.2
bifurcated (split) terminal
terminal containing a slot or split in which wires or leads are placed before soldering

313
bit
removable heat store of a soldering iron

3.1.4
blister
delamination in a distinct local area or areas

3.1.5

bridging

build-up of solder or conformal coating between parts, component leads or base substrate forming an
elevated path (see “fillet”)

3.1.6

cable

two or more insulated conductors, solid or stranded, of equal length, contained in a common covering;
or two or more insulated conductors, of equal length, twisted or moulded together without common
covering; or one insulated conductor with a metallic covering shield or outer conductor (shielded cable
or coaxial cable)

317
chipped lead seal
cracked glass-to-metal component package seal

NOTE  Often caused during lead forming operations.

3.1.8

cleanroom

room in which the concentration of airborne particles is controlled, and which is constructed and used
in a manner to minimize the introduction, generation, and retention of particles inside the room, and in
which others parameters, e.g. temperature, humidity and pressure are controlled as necessary

3.1.9

clinched termination

conductor or component lead which passes through a printed circuit board and is then bent to make
contact with the printed circuit board pad

Documents
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3.1.10

cold solder joint

joint in which the solder has a blocky, wrinkled or piled-up appearance and shows signs of improper
flow or wetting action

NOTE A cold solder joint can appear either shiny or dull, but not granular. It normally has abrupt lines of demarcation rather
than a smooth, continuing fillet between the solder and the surfaces being joined. These lines are caused by either insufficient
application of heat or the failure of an area of the surfaces being joined to reach soldering temperature.

3.1.11
colophony
see “resin”

3.1.12

component

device which performs an electronic, electrical or electromechanical function and consists of one or
more elements joined together and which cannot normally be disassembled without destruction

NOTE  The terms component and part may be interchanged. Typical examples of components are transistors, integrated
circuits, hybrids and capacitors.

3.1.13
component lead
solid wire which extends from and serves as a connection to a component

3.1.14
conduction soldering
method of soldering which employs a soldering iron for transfer of heat to the soldering area

3.1.15

conductor

lead or wire, solid or stranded, or printed circuit patch serving as an electrical interconnection between
terminations

3.1.16
conformal coating
thin protective coating which conforms to the configuration of the covered assembly

3.1.17
connection
electrical termination

3.1.18

contact angle

angle enclosed between half-planes, tangent to a liquid surface and a solid-liquid interface at their
intersection

NOTE  In particular, the contact angle of liquid solder in contact with a solid metal surface. An approximate value for this can
be determined by shadow projection or other means, by measuring after the solder has solidified. Note that the contact angle is
always the angle inside the liquid.

3.1.19

contamination

particles, liquids, gases, materials and micro-organisms which by their presence can disturb the
performance of an item

3.1.20
cordwood construction
circuitry in which components are mounted between, and perpendicular to, two printed circuit or

conductive networks
Documents
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3.1.21
corrosion
deterioration of a metal by chemical or electrochemical reaction with its environment

3.1.22
cracked solder joint
soldered connection which has fractured or broken within the solder

3.1.23

crazing

condition existing in the base laminate of a printed circuit board in the form of connected white spots
or “crosses” on or below the surface of the base laminate, reflecting the separation of fibres in the
glass cloth and connecting weave intersections, usually related to mechanically induced stress

3.1.24

delamination

distinct separation of printed circuit board layers (resin from glass) originating from or extending to the
edges of a hole or edge of the board

3.1.25

dewetting

condition in a soldered area in which the liquid solder has not adhered intimately, characterized by an
abrupt boundary between solder and conductor, or solder and terminal or termination area (often seen
as a dull surface with islands of thicker shiny solder)

3.1.26

discrete component

any individually packaged electronic device, either active or passive (e.g. resistors, capacitors,
inductors, diodes and transistors)

3.1.27

disturbed solder joint

unsatisfactory connection resulting from relative motion between the conductor and termination during
solidification of the solder

3.1.28
dross
scum that forms on the surface of molten metal

NOTE  On liquid solder it can comprise impurity elements or oxidation products.

3.1.29
electrical connection
conductive connection in electrical or electronic circuits

3.1.30

encapsulating compound

electrically non-conductive compound used for environmental protection which completely encloses
and fills in voids between electrical components

3.1.31
eutectic alloy
alloy of two or more metals that has one distinct melting point

NOTE  One eutectic solder is a tin-lead alloy containing 63 % Sn and 37 % Pb which melts at 183 °C.

3.1.32
excessive solder joint
unsatisfactory connection wherein the solder obscures the configuration of the connection, or prevents

assessment of the true wetting angle Documents
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3.1.33
eyelet
tubular metal part inserted into a printed circuit board and having both ends headed or rolled over

3.1.34

fillet

smooth concave build-up of material between two surfaces, e.g. a fillet of solder between a
component lead and a solder pad or terminal, or a fillet of conformal coating material between a
component and printed circuit board

3.1.35

flatpack (flat package)

term used to describe the appearance of an integrated circuit which has been hermetically sealed
within a thin, rectangular enclosure, with flat coplanar leads protruding from the periphery

3.1.36

flux

material which, during soldering, removes the oxide film, protects the surface from oxidation, and
enables the solder to wet the surfaces to be joined

3.1.37

flux activity

property of a flux which allows the smallest contact angle between molten solder and a solid surface
(see also “rosin”)

3.1.38
flux particle
tiny fragment of flux residue of yellow or sometimes whitish translucent appearance

NOTE  Usually appears whitish green under ultraviolet light.

3.1.39
fractured joint
soldered connection which has fractured or broken within the solder (see “cracked solder joint”)

3.1.40
glass meniscus
glass fillet of a lead seal which occurs where an external lead leaves the package body

3.1.41

haloing

condition existing in the base laminate of a printed circuit board in the form of a light area around holes
or other machined areas on or below the surface of the laminate

3.1.42

hermetic seal

seal which protects an enclosed circuit from corrosion by preventing the entry of such contaminants as
water vapour

3.1.43
hook terminal
terminal formed in a hook shape

3.1.44

hybrid microcircuit

component performing an electronic circuit function which consists of a thick- or thin-film network on a
substrate which supports active or passive chip components connected to it
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3.1.45
icicles
see “solder icicle”

3.1.46

integrated-circuit component

individually packaged functional circuit formed by depositing an active or passive electronic element
on to a substrate

3.1.47

interfacial connection

conductor which connects conductive patterns between opposite sides of a printed circuit board
(normally a plated-through hole or metallic wire)

3.1.48

lap joint

joining or fusing of two overlapping metal surfaces with solder without use of any other mechanical
attachment or support

3.1.49

measling/measles

condition existing in the base laminate of printed circuit board in the form of discrete white spots or
“crosses” below the surface of the base laminate, reflecting a separation of fibres in the glass cloth at
the weave intersection

NOTE  During soldering this can be caused by excessive heat.

3.1.50

multi-layer circuit board

product consisting of alternate laminates of printed circuit substrates and insulators, bonded together
by simultaneous application of heat and pressure prior to drilling and plating holes for interconnections
(see also “printed circuit board”)

3.1.51

overheated solder joint

joint in which the solder can appear either shiny or dull, but which also has a crystalline appearance
and shows evidence of a grain structure caused by excessive dwell time of a solder iron, too great a
heat source, or repeated rework

3.1.52

pad

termination of a conducting surface on a printed circuit board to which leads are soldered to form an
electrical connection

NOTE  These can be described as either functional, where an active track is terminated, or non-functional, where the pad is
isolated.

3.1.53
pin hole
small hole in solder

3.1.54
pits
small holes or sharp depressions in the surface of solder

NOTE  Pits can be caused by flux blow-out due to entrapment or overheating.
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3.1.55
plated-through hole
hole formed by a deposition of metal on the inside surface of a hole

NOTE  Also known as a supported hole. The configuration is used to provide additional mechanical strength to the soldered
termination or to provide an electrical interconnection on a double-sided or multi-layer printed circuit board.

3.1.56
porous solder joint
joint with many pits having a grainy or gritty surface (due to overheating)

3.1.57

potting compound

compound, usually electrically non-conductive, used to encapsulate or as a filler between
components, conductors or assemblies

3.1.58

printed circuit board (PCB)

product resulting from the process of selectively etching unwanted copper from one or both surfaces
of a copper-clad insulating substrate to form a desired circuitry pattern which is subsequently solder-
or gold-plated

NOTE  The term printed circuit board covers the following families:
* single sided;

* double sided, rigid or flexible;

* multilayer, rigid or flex-rigid.

3.1.59

repair

action taken on a nonconforming product so that it will fulfil the intended usage requirements although
it will not conform to the originally specified requirements

[ISO 8402:1994]

NOTE 1 Repair is one type of disposition of a nonconforming product.

NOTE 2 Repair includes remedial action taken to restore, for usage, a once conforming but now nonconforming product, for
example, as part of maintenance.

3.1.60
resin
natural substance that is usually transparent or translucent and yellowish to brown

NOTE  Resins are formed in plant secretions and are soluble in organic solvents, but not water. This is a generic term, rosin
being the specific term with regard to soldering.

3.1.61
resistance soldering
method of soldering by passing a current between two electrodes through the area to be soldered

3.1.62
rework
action taken on a nonconforming product so that it will fulfil the specified requirements

[ISO 8402:1994]

NOTE  Rework is one type of disposition of a non conforming product.

3.1.63

rosin

natural resin obtained as the residue after removal of turpentine from the oleoresin of the pine tree,
consisting mainly of abietic acid and related resin acids, the remainder being resin acid esters
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NOTE 1 Itis non-corrosive and electrically non-conducting.
NOTE 2 Rosin is the basic constituent of the rosin flux family (see ISO EN 29454).

3.1.64
rosin-soldered joint
unsatisfactory connection which has entrapped rosin flux

3.1.65

shield

metallic sheath surrounding one or more wires, cables, cable assemblies, or a combination of wires
and cables that is used to prevent or reduce the transmission of electromagnetic energy to or from the
enclosed conductors

NOTE  The shield also includes an insulating jacket that can cover the metallic sheath.

3.1.66

solder

non-ferrous fusible metallic alloy of two or more metals (usually tin and lead) used when melted to join
or fuse metallic surfaces together and to provide a low resistance electrical path

3.1.67
solderability
property of a surface which allows it to be wetted by molten solder

NOTE  Standard tests exist to assess the solderability of conductors. Surfaces are considered to have a “good solderability”
if, following the procedures of this standard, solder wetting can be achieved within 3 s and dewetting does not occur before 8 s.

3.1.68
solder coating
surface coated with a thin, uniform layer of solder

3.1.69
solder-cup terminal
hollow, cylindrical terminal closed at one end to accommodate one or more conductors

3.1.70

solder icicle

conical peak or sharp point of solder usually formed by the premature cooling and solidification of
solder upon removal of the heat sources

3.1.71
solder pad
termination area on a printed circuit conductor

3.1.72
soldering
process of joining metallic surfaces through the use of solder without direct fusion of the base metals

3.1.73
soldering time
time required for a surface to be wetted by solder under specified conditions

3.1.74
staking compound (cement)
electrically non-conductive adhesive material used to anchor a component or item in place
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3.1.75

stress lines

“running parallel to the mounting surface” usually denote excessive soldering times or temperatures
and also rework: they are probably caused during soldering by differential expansions, i.e. between
the printed circuit board substrate which expands a far greater distance than the metallic material of
the joint

3.1.76

stress lines

‘running perpendicular to the mounting surface” commonly caused when the soldering iron bit is
removed too slowly from a liquid solder joint

3.1.77
stress relief
method or means to minimize stresses to the soldered termination or component

NOTE  Generally in the form of a bend or service loop in a component lead, solid or stranded wire to provide relief from stress
between terminations, as that caused, for instance by movement or thermal expansion.

3.1.78
stud termination
upright conductor termination through a printed circuit board

3.1.79
substrate
supporting dielectric material upon which the elements of a circuit are deposited or installed

3.1.80
tack solder
use of solder for the purpose of temporarily connecting a lead to a termination point

3.1.81

termination/terminal area

printed circuit pad

solder pad

conductive surface on a printed circuit board used for making electrical connections

3.1.82

thermal shunt

device with good heat-dissipation characteristics used to conduct heat away from an article being
soldered

3.1.83
tinning
coating of a surface with a uniform layer of solder before it is used in a soldered connection

3.1.84
tip
application surface at the end of the soldering-iron bit

3.1.85
turret terminal
round post-type grooved stud around which conductors are fastened before soldering

3.1.86

unaided eye

normal Snellen 6/6 (metric) vision including eye glasses required to correct defective vision to 6/6
(metric) equivalent

NOTE  Does not include microscopes, eye loops or any other magnifying device. Docu m ents
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3.1.87

weave exposure

surface condition of a printed circuit board laminate in which the unbroken woven-glass cloth is not
uniformly covered by resin

3.1.88

wetting

flow and adhesion of a liquid to a solid surface, characterized by smooth, even edges and low contact
angle

3.1.89
wicking
flow of molten solder or cleaning solution by capillary action

NOTE  Wicking occurs when joining stranded wire; solder is drawn within the strands, but normally not visible on outer
surface of strands. Wicking can also occur within the stress relief bend of a component lead.

3.1.90

wire

single metallic conductor of solid, or stranded, construction, designed to carry current in an electric
circuit, but which does not have a metallic covering, sheath or shield

NOTE For this standard, “wire” refers to “insulated electric wire”.

3.2 Abbreviated terms

The following abbreviated terms are defined and used within this European Standard.

Abbreviation Meaning

AWG American wire gauge

FEP fluorinated ethylene propylene copolymer

MOS metal-oxide semiconductor

PCB printed circuit board

PTFE polytetrafluoroethylene

RF radio frequency

RMA rosin, mildly activated (old term now defined by J-STD-004 Type L1: Rosin, low

activation with less than 0,5 % halide)

r.m.s. root-mean-square

4 Principles and prerequisites of reliable soldered connections

4.1 Principles

a) Reliable soldered connections result from proper design, control of tools, materials and work
environments, and careful workmanship.

b) The basic design concepts to ensure reliable connections and to prevent solder-joint failure are as
follows:

e stress relief which shall be inherent in the design, so that detrimental thermal and mechanical
stresses on the solder connections are avoided;
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e a method of solder-joint reinforcement, where adequate stress relief is not possible;

e materials which shall be so selected that the mismatch of thermal expansion coefficients is
minimal at the constraint points in the part-mounting configuration;

e avoidance of materials and processes which allow the formation of brittle intermetallics;
e designs which enable ready inspection of soldered connections.
4.2 Prerequisites

a) Each contractor is responsible for maintaining a documented soldering programme which meets
the requirements of this standard for the types of soldered connections employed in the articles
involved. The soldering programme shall include procedures for training, certification,
maintenance of certified status, recertification and revocation of certified status for soldering and
inspection personnel. The contractor shall also prepare and have readily available workmanship
standards consisting of satisfactory work samples or visual aids which clearly illustrate the quality
characteristics for all soldered connections involved. Also, the applicable illustrations in this
standard, supplemented as necessary, shall be utilized for visual standards.

b) Records shall be kept to provide identification between the finished product and the operator.
Records shall also be maintained of the training, testing and certification status of soldering
operators. Records shall be retained for at least ten years, or in accordance with project contract
requirements.

c) Equipment and tools shall be verified or calibrated periodically for proper operation, and records
of tool calibration shall be maintained.

d) For soldering requirements not covered in this standard, the contractor shall submit a process

procedure including all pertinent quality requirements to the relevant final customer for approval in
accordance with EN 13291-3.

e) The methods for preparing and assembling the components to be joined by soldering, and the
selection and use of tools shall conform to this standard.

f)  Components, terminals and conductors shall be mounted and supported as prescribed herein.
These requirements apply to assemblies designed to operate within the temperature limits from
-55 °C to +80 °C. More extreme temperatures or other unusual environmental applications require
special design measures to provide the necessary environmental survival capability.

g) Solder-joint configurations not shown in this standard shall be verification tested (see Clause 13)
by means of fully representative samples, before acceptance for flight equipment.

h) Operator and inspector training and certification is a prerequisite.

5 Preparatory conditions

5.1 Facility cleanliness

a) Unless classified as a cleanroom, the areas in which soldering is carried out shall be maintained
in a neat orderly fashion with no loose material (such as dirt, dust, solder particles, oils, clipped
wires) that can cause contamination of the soldered connection. Furniture shall be kept to a
minimum in the work areas and be arranged to allow easy and thorough cleaning of the floor.

b) A washroom and eating, drinking and smoking facilities shall be located in a separate room close
to, but outside, the soldering areas.

c) Working surfaces shall be covered with an easily cleaned hard top or have a replaceable surface
of clean, non-corrosive silicone-free paper.
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d) Tools to be used in the soldering operation shall be clean; excess lubricants shall be removed
before soldering starts.

e) Before assembly, wire, terminal and connector contacts shall be visually examined for
cleanliness, absence of oil films and freedom from tarnish or corrosion.

f)  Handling and storage of, for instance, electronic components shall be in accordance with 7.4 and
7.5.

5.2 Environmental conditions
The soldering area shall have a controlled environment which limits entry of contamination. The
following environmental conditions in the area shall be continuously maintained:

— room temperature: (22 £ 3) °C;

— relative humidity at room temperature: (55 £ 10) %.

The work stations shall not be exposed to draught. Fresh air shall be supplied to the room through a
filtering system and, so that there is a positive pressure difference with respect to adjacent rooms, the
exhaust air shall be suitably restricted.

5.3 Precautions against static charges

See also . Where devices susceptible to static charges (e.g. MOS, microwave
semiconductors, precision voltage regulators) are soldered, the following measures shall be taken
during component preparation, mounting, soldering and cleaning. The main point is to prevent the
build-up of static charges and to avoid potential differences by keeping personnel, equipment and
device leads at the same potential, i.e. ground.

a) The working bench shall be provided with a static dissipative top, which shall be connected to
ground. The resistance between the bench top and ground shall be greater than 50 kQ and less
than 2 MQ. A grounded wrist strap shall be worn when handling sensitive items. The strap shall
be connected to ground via a resistor of 1 MQ.

b) The working chair shall be provided with a cover of cotton or a conductive material.

c) Powered equipment at the work station shall be safely grounded. A ground-fault circuit interrupter
shall be installed.

d) Protective clothing and gloves made from treated (conducting) synthetic fibres shall be worn.

e) Where possible all tools, such as mounting aids, shall be conductive. Static charges on
non-conductive parts may be neutralized with ionized air.

f)  The soldering bit shall be grounded.

g) Devices shall be kept as shipped (in e.g. conductive sticks and foam) as long as possible.
Individual packaging shall only be removed at the work station. Containers shall be labelled as
containing devices sensitive to static electric charges.

54 Lighting requirements

The lighting intensity shall be a minimum of 1 080 lux on the work surface. At least 90 % of the work
area shall be shadowless and without severe reflections.
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