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Foreword 

This document (EN 50411-3-3:2011) has been prepared by CLC/TC 86BXA "Fibre optic interconnect, passive 
and connectorised components".  

The following dates are fixed: 

– latest date by which the EN has to be implemented 
at national level by publication of an identical 
national standard or by endorsement 

 
 
(dop) 

 
 
2012-11-14 

– latest date by which the national standards conflicting 
with the EN have to be withdrawn 

 
(dow) 

 
2014-11-14 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such patent rights. 
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Fibre organisers and closures to be used in optical fibre communication systems - 
Product specifications 

Part 3-3: Singlemode optical fibre fusion splice protectors 

Description Performance 
Type:  Fibre splice protector Application: EN 61753-1:2007, Category U 

Style: Fusion 

Operating 
wavelength: 

1 260 nm to 1 625 nm Attenuation grades  Maximum allowed change in 
attenuation ≤ ± 0,2 dB for 5 protected 
fusion splices placed in series 

Fibre category EN 60793-2-50 
Type B 1.1 and B 1.3 

Return loss grades Not applicable 

Related documents: 

EN 60793-2-50 Optical fibres – Part 2-50: Product specifications – Sectional specification for 
class B single-mode fibres (IEC 60793-2-50) 

EN 61300 series Fibre optic interconnecting devices and passive components – Basic test and 
measurement procedures (IEC 61300 series) 

EN 61753-1:2007 Fibre optic interconnecting devices and passive components performance 
standard – Part 1: General and guidance for performance standards 
(IEC 61753-1:2007) 

Outline and nominal dimensions: 
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Product as installed or fully recovered 

Type Fibre 

W  

 

mm 

H  

 

mm 

L  

Available lengths 

mm 

F1 Single fibre 1,2 3,2 30 

S1-12 Single fibre  1,25 1,25 15/20/25/30 

S1-13 Single fibre  1,3 1,3 15/20/25/30 

S1-16 Single fibre  1,6 1,5 15/20/25/30/40 

S1-22 Single fibre  2,2 2,2 25/30/35/40/45 

S1-24 Single fibre  2,4 2,4 20/25/35/40/45/60 

S1-26 Single fibre  2,6 2,6 35/40/45/60 

S1-32 Single fibre  3,2 3,2 45/60 

S1-37 Single fibre 3,7 3,7 68 

S2-37 Ribbon 4  3,7 3,5 40/45 

S3-40 Ribbon 8  4,0 3,7 40/45 

S4-45 Ribbon 12  4,5 4,0 25/30/40/45 
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1 Scope 

1.1 Product definition 

This European Standard contains the initial, start of life dimensional, optical, mechanical and environmental 
performance requirements, which a singlemode fusion splice protector need to meet in order for it to be 
categorised as an EN standard product. 

Although in this document the product is qualified for EN 60793-2-50 type B1.1 and B1.3 singlemode fibres it 
may also be suitable for fusion splice protection of multimode fibre with 125 µm diameter glass cladding and 
other singlemode fibres with 125 µm diameter glass cladding at other wavelengths. 

1.2 Interoperability 

The installed fusion splice protector needs to fit into optical fibre splice cassettes or splice trays. This European 
Standard specifies the following physical interface dimensions: 

 cross sectional profile with width, height or diameter(in millimetres); 

 length (in millimetres). 

1.3 Expected performance 

In this European Standard, the performance of the fusion splice protector is given with selected fibres as 
specified in Annex A.  

1.4 Operating environment 

The tests selected combined with the severities and durations are representative of an outdoor enclosed 
environment defined as category U in EN 61753-1. To ensure that the product can be used in closures, boxes 
or street cabinet for categories C, A, G and S (as defined EN 61753-1) the specified lower temperature is 
extended to -40 °C and requirements for temporary flooding have been added. 

1.5 Reliability 

Whilst the anticipated service life expectancy of the product in this environment is at least 20 years, 
compliance with this specification does not guarantee the reliability of the product. This should be predicted 
using a recognised reliability assessment programme. 

1.6 Quality assurance 

Compliance with this specification does not guarantee the manufacturing consistency of the product. This 
should be maintained using a recognised quality assurance programme. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

EN 60793-2-50, Optical fibres — Part 2-50: Product specifications — Sectional specification for class B single-
mode fibres (IEC 60793-2-50) 

EN 61300 (all parts), Fibre optic interconnecting devices and passive components — Basic test and 
measurement procedures (IEC 61300 all parts) 
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EN 61300-1, Fibre optic interconnecting devices and passive components — Basic test and measurement 
procedures — Part 1: General and guidance (IEC 61300-1) 

EN 61300-2-1, Fibre optic interconnecting devices and passive components — Basic test and measurement 
procedures — Part 2-1: Tests – Vibration (sinusoidal) (IEC 61300-2-1) 

EN 61300-2-4, Fibre optic interconnecting devices and passive components — Basic test and measurement 
procedures — Part 2-4: Tests — Fibre/cable retention (IEC 61300-2-4) 

EN 61300-2-5, Fibre optic interconnecting devices and passive components — Basic test and measurement 
procedures — Part 2-5: Tests — Torsion (IEC 61300-2-5) 

EN 61300-2-7, Fibre optic interconnecting devices and passive components — Basic test and measurement 
procedures — Part 2-7: Tests — Bending moment (IEC 61300-2-7) 

EN 61300-2-9, Fibre optic interconnecting devices and passive components — Basic test and measurement 
procedures — Part 2-9: Tests — Shock (IEC 61300-2-9) 

EN 61300-2-17, Fibre optic interconnecting devices and passive components — Basic test and measurement 
procedures — Part 2-17: Tests — Cold (IEC 61300-2-17) 

EN 61300-2-18, Fibre optic interconnecting devices and passive components — Basic test and measurement 
procedures — Part 2-18: Tests — Dry heat — High temperature endurance (IEC 61300-2-18) 

EN 61300-2-22, Fibre optic interconnecting devices and passive components — Basic test and measurement 
procedures — Part 2-22: Tests — Change of temperature (IEC 61300-2-22) 

EN 61300-2-26, Fibre optic interconnecting devices and passive components — Basic test and measurement 
procedures — Part 2-26: Tests — Salt mist (IEC 61300-2-26) 

EN 61300-2-45, Fibre optic interconnecting devices and passive components — Basic test and measurement 
procedures — Part 2-45: Tests — Durability test by water immersion (IEC 61300-2-45) 

EN 61300-2-46, Fibre optic interconnecting devices and passive components — Basic test and measurement 
procedures — Part 2-46: Tests — Damp heat cyclic (IEC 61300-2-46) 

EN 61300-3-3, Fibre optic interconnecting devices and passive components — Basic test and measurement 
procedures — Part 3-3: Examinations and measurements — Active monitoring of changes in attenuation and 
return loss (IEC 61300-3-3) 

EN 61300-3-28, Fibre optic interconnecting devices and passive components — Basic test and measurement 
procedures — Part 3-28: Examinations and measurements — Transient loss (IEC 61300-3-28) 

EN 61753-1:2007, Fibre optic interconnecting devices and passive components performance standard – 
Part 1: General and guidance for performance standards (IEC 61753-1:2007) 

3 Description 

3.1 Fusion splice protector 

3.1.1 General 

A singlemode fibre fusion splice protector is a passive component, which provides mechanical and 
environmental protection to a single fibre or ribbon fibre fusion splice. The fused fibres are protected against 
ingress of dust or temporary flooding by a sealing material, generally a polymer material like hot melt adhesive 
or mastic.  
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