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Foreword

This European Standard was prepared by the Technical Committee CENELEC TC 61, Safety of
household and similar electrical appliances. It covers safety aspects which are related to conveyor
dishwashing machines. A first draft was submitted to the Unique Acceptance Procedure in July 2003.
Due to a negative advice from the MD Consultant, received during the ongoing UAP, CENELEC TC 61
agreed in its meeting in Athens in November 2003 to review the draft. An ad-hoc meeting between the
MD consultant and the WG responsible for EN 50416 in March 2004 resolved all concerns of the MD
Consultant.

A second draft was submitted to the formal vote and was approved by CENELEC as EN 50416 on
2004-12-07.

The following dates were fixed:

– latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2005-09-01

– latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2007-12-01

This standard has to be used in conjunction with EN 60335-1, Household and similar electrical
appliances – Safety – Part 1: General requirements, which is referred to as Part 1. It was established
on the basis of the 2002 edition of that standard. Amendments and revisions of Part 1 have also to be
taken into account and the dates when such changes become applicable will be stated in the relevant
amendment or revision of Part 1.

This standard, supplements or modifies the corresponding clauses of Part 1, so as to convert it into
the European Standard: Safety requirements for commercial electric conveyor dishwashing machines.

When a particular subclause of Part 1 is not mentioned in this standard, that subclause applies as far
as is reasonable. When this standard states "addition", "modification" or "replacement", the relevant
text of Part 1 is to be adapted accordingly.

This European Standard has been prepared under a mandate given to CENELEC by the European
Commission and the European Free Trade Association and covers essential requirements of
EC Directive 98/37/EEC. See Annex ZZ.

NOTE 1 The following numbering system is used:

- subclauses, tables and figures that are numbered starting from 101 are additional to those in Part 1;

- unless notes are in a new subclause or involve notes in Part 1, they are numbered starting from 101, including those in a
replaced clause or subclause;

- additional annexes are lettered AA, BB, etc.

NOTE 2 The following print types are used:

- requirements: in roman type;
- test specifications: in italic type; 

- notes: in small roman type.

Words in bold in the text are defined in Clause 3. When a definition concerns an adjective, the adjective and the associated
noun are also in bold.

There are no special national conditions causing a deviation from this European Standard, other than
those listed in Annex ZA to EN 60335-1.

There are no national deviations from this European Standard, other than those listed in Annex ZB to
EN 60335-1.
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This European Standard applies in conjunction with EN 60335-1:2012 and its amendments, which 
is referred to in this document as “Part 1”. This European Standard supplements or modifies the 
corresponding clauses of Part 1 as indicated in the text.


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European foreword 

This document (EN 50416:2005/A1:2015) has been prepared by CLC/TC 61 "Safety of household and similar 
electrical appliances". 

The following dates are fixed: 

– latest date by which this document has to be implemented at 
national level by publication of an identical national standard 
or by endorsement 

(dop) 2016-08-10 

– latest date by which the national standards conflicting with 
this document have to be withdrawn 

(dow) 2018-08-10 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such patent rights. 
 
This document has been prepared under a mandate given to CENELEC by the European Commission and 
the European Free Trade Association, and supports essential requirements of EU Directive(s). 

For the relationship with EU Directive 2006/42/EC, see informative Annex ZZ, which is an integral part of this 
document. 

NOTE 1 The following numbering system is used:  

– subclauses, tables and figures that are numbered starting from 101 are additional to those in Part 1; 

– unless notes are in a new subclause or involve notes in Part 1, they are numbered starting from 101, including those in 
a replaced clause or subclause; 

– additional annexes are lettered AA, BB, etc. 

NOTE 2 The following print types are used: 

– requirements: in roman type; 

– test specifications: in italic type; 

– notes: in small roman type. 

Words in bold in the text are defined in Clause 3. When a definition concerns an adjective, the adjective and the associated noun are also 
in bold. 

 

Foreword to amendment A1

Full document details: BS EN 50416:2005+A1:2015

http://www.avadocuments.com/doc/bs-en-50416-2005-a1-2015
http://www.avadocuments.com/doc/bs-en-50416-2005-a1-2015


- 3 - EN 50416:2005

Contents 

Introduction ...............................................................................................................................................5

1 Scope................................................................................................................................................6

2 Normative references .......................................................................................................................6

3 Definitions .........................................................................................................................................7

4 General requirement.........................................................................................................................7

5 General conditions for the tests ........................................................................................................8

6 Classification.....................................................................................................................................8

7 Marking and instructions...................................................................................................................8

8 Protection against access to live parts .............................................................................................9

9 Starting of motor-operated appliances .............................................................................................9

10 Power input and current..................................................................................................................10

11 Heating............................................................................................................................................10

12 Void

13 Leakage current and electric strength at operating temperature....................................................10

14 Transient overvoltages ...................................................................................................................11

15 Moisture resistance.........................................................................................................................11

16 Leakage current and electric strength ............................................................................................12

17 Overload protection of transformers and associated circuits .........................................................12

18 Endurance.......................................................................................................................................12

19 Abnormal operation ........................................................................................................................12

20 Stability and mechanical hazards ...................................................................................................14

21 Mechanical strength........................................................................................................................15

22 Construction....................................................................................................................................15

23 Internal wiring..................................................................................................................................18

24 Components....................................................................................................................................18

25 Supply connection and external flexible cords ...............................................................................18

26 Terminals for external conductors ..................................................................................................19

27 Provision for earthing......................................................................................................................19

28 Screws and connections.................................................................................................................19

29 Clearances, creepage distances and solid insulation ....................................................................19

30 Resistance to heat and fire .............................................................................................................19

31 Resistance to rusting ......................................................................................................................20

32 Radiation, toxicity and similar hazards ...........................................................................................20

Annex AA (normative) Detergent and rinsing agent..............................................................................21

Annex BB (normative) Ageing test for elastomeric parts ......................................................................23

Annex CC (normative) Requirements to avoid backsiphonage ............................................................25

Annex ZZ (informative) Coverage of Essential Requirements of EC Directives ...................................28

Bibliography............................................................................................................................................28

BS EN 50416:2005+A1:2015
EN 50416:2005+A1:2015(E) - 4 -

13

14

14

15

15

16

16

16

16

18

19

20

24

24

24

25

25

25

25

25

26

26

27

29

31

6

7

7

8

9

10

10

10

13

13

Full document details: BS EN 50416:2005+A1:2015

http://www.avadocuments.com/doc/bs-en-50416-2005-a1-2015
http://www.avadocuments.com/doc/bs-en-50416-2005-a1-2015


BS EN 50416:2005+A1:2015
EN 50416:2005+A1:2015(E)- 5 -

Annex DD (normative)  Noise�������������������������������������������������������������������������������������������������������������������������34

Annex ZE (informative)  Specific additional requirements for appliances and machines intended for 
commercial use�����������������������������������������������������������������������������������������������������������������������������������������������37

Annex ZF (informative)  Criteria applied for the allocation of products covered by standards in the 
EN 60335 series under LVD or MD����������������������������������������������������������������������������������������������������������������37

Annex ZZ (informative)  Coverage of Essential Requirements of EU Directives������������������������������������38

Bibliography����������������������������������������������������������������������������������������������������������������������������������������������������38

Figure 101 – Splash apparatus����������������������������������������������������������������������������������������������������������������������26

Figure 102 – Off-limits for persons using cardiac pacemakers����������������������������������������������������������������26

Figure CC.101 – Arrangement for the determination of maximum and critical water level for dynamic 
backflow preventer������������������������������������������������������������������������������������������������������������������������������������������26

Figure CC.102 – Backsiphonage test������������������������������������������������������������������������������������������������������������27

Figure DD.101 – Microphone positions for determining the emission sound pressure level������������������34







Full document details: BS EN 50416:2005+A1:2015

http://www.avadocuments.com/doc/bs-en-50416-2005-a1-2015
http://www.avadocuments.com/doc/bs-en-50416-2005-a1-2015


- 5 - EN 50416:2005

Introduction

This European Standard has been prepared to provide a means of conforming to essential safety
requirements of the Machinery Directive 98/37/EC. Other requirements and other EU Directives may
be applicable to the machines falling within the scope of this standard.

Pressurized components incorporated in machines within the scope of this standard are pressure
equipment which is classified no higher than category I of the Pressure Equipment Directive.
According to Article 1, item 3.6 of the Pressure Equipment Directive this equipment is excluded from
its scope.

The requirements of Annex CC of this standard do not support a relevant ER of the Machinery
Directive 98/37/EC.
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1 Modification to Foreword 

Replace the first paragraph after the application dates by the following: 

This European Standard applies in conjunction with EN 60335-1:2012 and its amendments, which is referred 
to in this document as “Part 1”. This European Standard supplements or modifies the corresponding clauses 
of Part 1 as indicated in the text. 

2 Modification to Introduction 

Replace the text of the Introduction by the following: 

This European Standard has been prepared to provide a means of conforming to essential safety 
requirements of the Machinery Directive 2006/42/EC. Other requirements and other EU Directives may be 
applicable to the machines falling within the scope of this European Standard. 

This European Standard is a product family standard dealing with the safety of commercial electric conveyor 
dishwashing machines and takes precedence over horizontal and generic standards covering the same 
subject. 

This European Standard recognizes the level of protection against hazards such as electrical, mechanical, 
thermal, fire and radiation of commercial electric conveyor dishwashing machines when operated as in 
normal use taking into account the manufacturer's instructions. It also covers any reasonably foreseeable 
misuse of the machinery and takes into account the way in which electromagnetic phenomena can affect the 
safe operation of commercial electric dishwashing machines. 

A commercial electric conveyor dishwashing machine that complies with the text of this European Standard 
will not necessarily be considered to comply with the safety principles of the standard if, when examined and 
tested, it is found to have other features that impair the level of safety covered by these requirements. 

This European Standard takes into account the requirements of HD 60364-1 as far as possible so that there is 
compatibility with the wiring rules when the machinery is connected to the supply mains. However, national 
wiring rules may differ. 

Pressurized components incorporated in machines within the scope of this European Standard are pressure 
equipment that is classified no higher than category I of the Pressure Equipment Directive (93/68/EU). 
According to Article 1, item 3.6 of the Pressure Equipment Directive, this equipment is excluded from its 
scope. 

The requirements of Annex CC of this European Standard do not support a relevant ESHR of the Machinery 
Directive 2006/42/EC. 

3 Modification to Clause 1 Scope 

Delete NOTE 103. 

4 Modification to Clause 2 Normative references 

Delete EN ISO 12100-1:2003 and EN ISO 12100-2:2003.  

Replace EN 954-1:1996 by: 

EN ISO 13849-1:2008, Safety of machinery – Safety-related parts of control systems – Part 1: General 
principles for design (ISO 13849-1:2006)  




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1 Scope

This clause of EN 60335-1 is replaced by the following.

This European Standard deals with the safety of electrically operated conveyor dishwashing
machines for washing plates, dishes, glassware, cutlery and similar articles (e.g. trays,
food containers), with or without means for water heating or forced hot air drying, not intended for
household use, their rated voltage being not more than 250 V for single-phase machines connected
between one phase and neutral and 480 V for other machines. The spraying pressure shall not
exceed 1 MPa.

NOTE 101 These machines are used for example in restaurants, canteens, hospitals, and commercial enterprises such as
bakeries, butcheries, etc.

NOTE 102 Examples of such machines are

– flight type dishwashers,

– rack conveyor dishwashers.

These machines are designed to be connected to hot and/or cold water supply.

NOTE 103 Requirements to avoid backsiphonage of non-potable water into the public water supply are specified in
Annex CC.

Machines making use of steam or hot water for heating purposes are also within the scope of this
standard.

This standard does not apply to
– machines which are moveable,
– gas heating appliances which are part of conveyor dishwashing machines,
– machines intended for disinfection,
– machines intended to be used on board of sea-going vessels and aircraft,
– machines designed exclusively for industrial purposes, for example machines used in the food

industry for cleaning receptacles that serve as packaging for final products (e.g. bottle-cleaning
machines), and machines used in manufacturing processes,

– separately driven transport devices not confined in the machine,
– machines intended to be used in locations where special conditions prevail, such as the presence

of a corrosive or explosive atmosphere (dust, vapour or gas).

2 Normative references

This clause of EN 60335-1 is applicable except as follows.

Addition:

EN 563:1994 + A1:1999, Safety of machinery – Temperatures of touchable surfaces – Ergonomics
data to establish temperature limit values for hot surfaces

EN 954-1:1996, Safety of machinery – Safety related parts of control system – General principles for
design

EN 50242:1), Electric dishwashers for household use – Methods for measuring the performance

———————
1) In preparation.
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EN 61770:2009, Electric appliances connected to the water mains – Avoidance of backsiphonage and 
failure of hose-sets (IEC 61770:2008)


Text deleted
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EN 61770:1999, Electric appliances connected to the water mains – Avoidance of backsiphonage and
failure of hose-sets (IEC 61770:1998)

EN ISO 12100-1:2003, Safety of machinery – Basic concepts, general principles for design – Part 1:
Basic terminology, methodology (ISO 12100-1:2003)

EN ISO 12100-2:2003, Safety of machinery – Basic concepts, general principles for design – Part 2:
Technical principles (ISO 12100-2:2003)

ISO 1817:1999, Rubber, vulcanised – Determination of the effect of liquids

3 Definitions 

This clause of EN 60335-1 is applicable except as follows.

3.1.4 Addition:

The rated power input is the sum of the power inputs of all the individual elements in the machine
that can be on at one time; where there are several such combinations possible, that giving the
highest power input is used in determining the rated power input.

3.1.9 Not applicable

3.101
conveyor dishwashing machine (rack or flight type)
a machine in which the various processes e.g. washing, rinsing etc., are carried out, the load being
moved through the various operations automatically

3.101.1
rack conveyor dishwasher 
a machine in which the load is being moved through the various operations in racks

3.101.2 
flight type dishwasher
a machine, equipped with an endless conveyor which is so designed that the load can be placed
directly on that conveyor

3.102
indicated level
a mark on the machine to indicate the maximum liquid level for correct operation

3.103
blocking device
a device to ensure that the vertical lift door does not close completely after the locking device is
released.

3.104
locking device
a device to ensure that the vertical lift door remains open

4 General requirement

This clause of EN 60335-1 is applicable.
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EN ISO 3744, Acoustics – Determination of sound power levels and sound energy levels of noise 
sources using sound pressure – Engineering methods for an essentially free field over a reflecting plane 
(ISO 3744) 

EN ISO 3746, Acoustics – Determination of sound power levels and sound energy levels of noise 
sources using sound pressure – Survey method using an enveloping measurement surface over a 
reflecting plane (ISO 3746) 

EN ISO 4871:2009, Acoustics – Declaration and verification of noise emission values of machinery and 
equipment (ISO 4871:1996) 

EN ISO 9614-2, Acoustics – Determination of sound power levels of noise sources using sound 
intensity – Part 2: Measurement by scanning (ISO 9614-2) 

EN ISO 11201, Acoustics – Noise emitted by machinery and equipment – Determination of emission 
sound pressure levels at a work station and at other specified positions in an essentially free field over 
a reflecting plane with negligible environmental corrections (ISO 11201) 

EN ISO 11204, Acoustics – Noise emitted by machinery and equipment – Determination of emission 
sound pressure levels at a work station and at other specified positions applying accurate environmental 
corrections (ISO 11204) 

EN ISO 11688-1, Acoustics – Recommended practice for the design of low-noise machinery and 
equipment – Part 1: Planning (ISO/TR 11688-1)

EN ISO 13849-1:2008, Safety of machinery – Safety-related parts of control systems – Part 1: General 
principles for design (ISO 13849-1:2006) 

ISO 1817:2011, Rubber, vulcanized or thermoplastic – Determination of the effect of liquids

ISO 3864-1, Graphical symbols – Safety colours and safety signs – Part 1: Design principles for safety 
signs and safety markings


EN 50416:2005/A1:2015 (E) 

5 

Replace EN 61770:1999 by: 

EN 61770:2009, Electric appliances connected to the water mains – Avoidance of backsiphonage and failure 
of hose-sets (IEC 61770:2008) 

Replace ISO 1817:1999 by: 

ISO 1817:2011, Rubber, vulcanized or thermoplastic – Determination of the effect of liquids 

Addition: 

EN ISO 3744, Acoustics – Determination of sound power levels and sound energy levels of noise sources 
using sound pressure – Engineering methods for an essentially free field over a reflecting plane (ISO 3744) 

EN ISO 3746, Acoustics – Determination of sound power levels and sound energy levels of noise sources 
using sound pressure – Survey method using an enveloping measurement surface over a reflecting plane 
(ISO 3746) 

EN ISO 4871:2009, Acoustics – Declaration and verification of noise emission values of machinery and 
equipment (ISO 4871:1996) 

EN ISO 9614-2, Acoustics – Determination of sound power levels of noise sources using sound intensity – 
Part 2: Measurement by scanning (ISO 9614-2) 

EN ISO 11201, Acoustics – Noise emitted by machinery and equipment – Determination of emission sound 
pressure levels at a work station and at other specified positions in an essentially free field over a reflecting 
plane with negligible environmental corrections (ISO 11201) 

EN ISO 11204, Acoustics – Noise emitted by machinery and equipment – Determination of emission sound 
pressure levels at a work station and at other specified positions applying accurate environmental corrections 
(ISO 11204) 

EN ISO 11688-1, Acoustics – Recommended practice for the design of low-noise machinery and equipment – 
Part 1: Planning (ISO/TR 11688-1) 

ISO 3864-1, Graphical symbols – Safety colours and safety signs – Part 1: Design principles for safety signs 
and safety markings 

5 Modification to Clause 3 Definitions 

3.1.9 Replacement: 

normal operation 
appliances intended to be connected to a water supply are connected to a water supply having the pressure 
and temperature specified in the instructions. 

If a range of temperatures and pressures is specified in the instructions then the water supply is at the 
conditions within the range that will give the most unfavourable temperature results. 

Water inlets intended for cold water only are connected to a source supplying water at a temperature of 
15 °C ± 5 °C. 

The appliance is filled with the maximum quantity of water for which it is designed, without detergents or 
rinsing agents. The appliances are tested without dishes. 

The appliances are operated continuously. 




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EN 61770:1999, Electric appliances connected to the water mains – Avoidance of backsiphonage and
failure of hose-sets (IEC 61770:1998)

EN ISO 12100-1:2003, Safety of machinery – Basic concepts, general principles for design – Part 1:
Basic terminology, methodology (ISO 12100-1:2003)

EN ISO 12100-2:2003, Safety of machinery – Basic concepts, general principles for design – Part 2:
Technical principles (ISO 12100-2:2003)

ISO 1817:1999, Rubber, vulcanised – Determination of the effect of liquids

3 Definitions 

This clause of EN 60335-1 is applicable except as follows.

3.1.4 Addition:

The rated power input is the sum of the power inputs of all the individual elements in the machine
that can be on at one time; where there are several such combinations possible, that giving the
highest power input is used in determining the rated power input.

3.1.9 Not applicable

3.101
conveyor dishwashing machine (rack or flight type)
a machine in which the various processes e.g. washing, rinsing etc., are carried out, the load being
moved through the various operations automatically

3.101.1
rack conveyor dishwasher 
a machine in which the load is being moved through the various operations in racks

3.101.2 
flight type dishwasher
a machine, equipped with an endless conveyor which is so designed that the load can be placed
directly on that conveyor

3.102
indicated level
a mark on the machine to indicate the maximum liquid level for correct operation

3.103
blocking device
a device to ensure that the vertical lift door does not close completely after the locking device is
released.

3.104
locking device
a device to ensure that the vertical lift door remains open

4 General requirement

This clause of EN 60335-1 is applicable.
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Replace EN 61770:1999 by: 

EN 61770:2009, Electric appliances connected to the water mains – Avoidance of backsiphonage and failure 
of hose-sets (IEC 61770:2008) 

Replace ISO 1817:1999 by: 

ISO 1817:2011, Rubber, vulcanized or thermoplastic – Determination of the effect of liquids 

Addition: 

EN ISO 3744, Acoustics – Determination of sound power levels and sound energy levels of noise sources 
using sound pressure – Engineering methods for an essentially free field over a reflecting plane (ISO 3744) 

EN ISO 3746, Acoustics – Determination of sound power levels and sound energy levels of noise sources 
using sound pressure – Survey method using an enveloping measurement surface over a reflecting plane 
(ISO 3746) 

EN ISO 4871:2009, Acoustics – Declaration and verification of noise emission values of machinery and 
equipment (ISO 4871:1996) 

EN ISO 9614-2, Acoustics – Determination of sound power levels of noise sources using sound intensity – 
Part 2: Measurement by scanning (ISO 9614-2) 

EN ISO 11201, Acoustics – Noise emitted by machinery and equipment – Determination of emission sound 
pressure levels at a work station and at other specified positions in an essentially free field over a reflecting 
plane with negligible environmental corrections (ISO 11201) 

EN ISO 11204, Acoustics – Noise emitted by machinery and equipment – Determination of emission sound 
pressure levels at a work station and at other specified positions applying accurate environmental corrections 
(ISO 11204) 

EN ISO 11688-1, Acoustics – Recommended practice for the design of low-noise machinery and equipment – 
Part 1: Planning (ISO/TR 11688-1) 

ISO 3864-1, Graphical symbols – Safety colours and safety signs – Part 1: Design principles for safety signs 
and safety markings 

5 Modification to Clause 3 Definitions 

3.1.9 Replacement: 

normal operation 
appliances intended to be connected to a water supply are connected to a water supply having the pressure 
and temperature specified in the instructions. 

If a range of temperatures and pressures is specified in the instructions then the water supply is at the 
conditions within the range that will give the most unfavourable temperature results. 

Water inlets intended for cold water only are connected to a source supplying water at a temperature of 
15 °C ± 5 °C. 

The appliance is filled with the maximum quantity of water for which it is designed, without detergents or 
rinsing agents. The appliances are tested without dishes. 

The appliances are operated continuously. 
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For normal operation conditions, the appliance is operated as follows: 

– appliances are operated in accordance with the instructions for use, but with the controls intended to be 
set by the user set at maximum or that setting giving the most unfavourable temperature results. 

Add the following: 

3.105 
guard 
part of the appliance specially designed to provide protection by means of a physical barrier 

3.106 
operator 
person installing, operating, adjusting, maintaining, cleaning or moving the appliance 

3.107 
workstation 
place, as defined in the technical documentation of the relevant appliance, where the operator has to be in 
attendance to operate, or to adjust, or to control the appliance 

EXAMPLE The location where the operator loads the appliance. 

6 Modification to Clause 4 General requirement 

Replace by the following: 

This clause of Part 1 is applicable except as follows: 

Replace the first paragraph by the following: 

Appliances shall be constructed so that they function safely so as to cause no danger to persons or 
surroundings during normal use, even in the event of carelessness, and during installation, adjusting, 
maintenance, cleaning, repairing or transportation. 

7 Modification to Clause 7 Marking and instructions 

7.1 Replace the fourth and fifth dashed items of Part 1 by the following: 

 business name and full address of the manufacturer and, where applicable, his authorized representative; 

 model or type reference, serial number, if any, and production year; 

NOTE 101 Production year is the year when the production process is completed. The production year can be a 
part of the serial number. 

Add a new dashed item: 

 designation of the appliance. The designation may be a combination of letters and/or numbers and should 
enable to identify the machine as specified in the instructions. 

Delete the first and the second dashed items of the addition. 




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



This clause of Part 1 is applicable except as follows: 

Replace the first paragraph by the following: 

Appliances shall be constructed so that they function safely so as to cause no danger to persons or 
surroundings during normal use, even in the event of carelessness, and during installation, adjusting, 
maintenance, cleaning, repairing or transportation.


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5 General conditions for the tests 

This clause of EN 60335-1 is applicable except as follows.

5.3 Addition:

The tests of 22.6 are carried out before the tests of Clause 19.

5.101 Machines are tested as motor-operated appliances, even if they incorporate a heating
element.

Machines incorporating means for heating water, but that may also be operated without the heating
elements being energized, are tested without the heating elements energized should this be more
unfavourable.

5.102 Machines, when assembled in combination with or incorporating other appliances, are tested in
accordance with the requirements of this standard. The other appliances are operated simultaneously
in accordance with the requirements of the relevant standards.

6 Classification

This clause of EN 60335-1 is applicable except as follows.

6.1 Replacement:

Machines shall be class I with respect to protection against electric shock.

Compliance is checked by inspection and by the relevant tests.

6.2 Modification:

Replace the requirement paragraph with the following.

Machines shall be at least IPX4 with respect to protection against harmful ingress of water.

7 Marking and instructions 

This clause of EN 60335-1 is applicable except as follows.

7.1 Addition:

Machines shall be marked in addition with

– the year of production,
– the serial number,
– the water supply pressure or range of pressures, in kilopascals (kPa), for machines intended to be

connected to a water supply, unless this is indicated in the instruction sheet,
– the maximum permissible steam supply pressure, in kilopascals (kPa), unless this is indicated in

the instruction sheet,
– the maximum permissible hot water supply pressure, in kilopascals (kPa), unless this is indicated

in the instruction sheet,
– the maximum permissible water, steam and hot water supply temperatures in degrees Celsius,

unless this is indicated in the instruction sheet.

BS EN 50416:2005+A1:2015
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For normal operation conditions, the appliance is operated as follows: 
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Delete the first and the second dashed items of the addition. 
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7.12 Add the following before the second paragraph in Part 1: 

The front cover of the instructions shall include the substance of the following warning: 

CAUTION: Read the instructions before using the machine. 

This wording may be replaced by symbols ISO 7000-0434 and ISO 7000-0790. 

Replace the addition by the following: 

If symbols IEC 60417-5021, ISO 7000-0434 and ISO 7000-0790 are used on the product or in the instructions, 
their meaning shall be explained. 

The instructions shall contain at least the following information: 

 business name and full address of the manufacturer or where applicable his authorized representative; 

 model or type reference of the appliance as marked on the appliance itself, except for the serial number; 

 general description of the appliance, when needed due to the complexity of the appliance; 

 designation of the appliance together with its explanation in case it is given by a combination of letters 
and/or numbers; 

 intended use of the appliance as covered by the scope of this European Standard; 

 meaning of the symbols used on the appliance and in the instructions; 

 drawings, diagrams, descriptions and explanations necessary for the safe use, maintenance and repair of 
the appliance and for checking its correct functioning; 

 information regarding putting into service, safe operation, handling, transportation, storage of the 
appliance taking into account its weight and, if necessary, instructions for the training of operators; 

 instructions to enable adjustment and maintenance to be carried out safely, including the protective 
measures that should be taken during these operations; 

 conditions in which the appliance meets the requirement of stability during use, transportation, assembly, 
dismantling when out of service, testing or foreseeable breakdowns;  

NOTE 101 General rules on schedules concerning transportation requirements and tests can be found in 
EN ISO 4180. 

 operating method to be followed in the event of accident or breakdown to prevent unsafe actions; 

 possible reasonably foreseeable misuse and, whenever relevant, a warning against the effects it may 
have on the safe use of the appliance. 

The words ‘Original instructions’ shall appear on the language version(s) verified by the manufacturer or by 
the authorised representative. 

When a translation of the original instructions has been provided by a person introducing the appliance on the 
market, the meaning of the sentence ‘Translation of the original instructions’ has to appear in the relevant 
instructions delivered with the appliance. 




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5 General conditions for the tests 

This clause of EN 60335-1 is applicable except as follows.

5.3 Addition:

The tests of 22.6 are carried out before the tests of Clause 19.

5.101 Machines are tested as motor-operated appliances, even if they incorporate a heating
element.

Machines incorporating means for heating water, but that may also be operated without the heating
elements being energized, are tested without the heating elements energized should this be more
unfavourable.

5.102 Machines, when assembled in combination with or incorporating other appliances, are tested in
accordance with the requirements of this standard. The other appliances are operated simultaneously
in accordance with the requirements of the relevant standards.

6 Classification

This clause of EN 60335-1 is applicable except as follows.

6.1 Replacement:

Machines shall be class I with respect to protection against electric shock.

Compliance is checked by inspection and by the relevant tests.

6.2 Modification:

Replace the requirement paragraph with the following.

Machines shall be at least IPX4 with respect to protection against harmful ingress of water.

7 Marking and instructions 

This clause of EN 60335-1 is applicable except as follows.

7.1 Addition:

Machines shall be marked in addition with

– the year of production,
– the serial number,
– the water supply pressure or range of pressures, in kilopascals (kPa), for machines intended to be

connected to a water supply, unless this is indicated in the instruction sheet,
– the maximum permissible steam supply pressure, in kilopascals (kPa), unless this is indicated in

the instruction sheet,
– the maximum permissible hot water supply pressure, in kilopascals (kPa), unless this is indicated

in the instruction sheet,
– the maximum permissible water, steam and hot water supply temperatures in degrees Celsius,

unless this is indicated in the instruction sheet.
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If the reversal of a motor could result in a hazard, the direction of rotation shall be clearly and visibly
indicated on the motor.

7.6 Addition:

[symbol 5021 of IEC 60417-1] equipotentiality

7.12 Addition:

The meaning of symbol 5021 of IEC 60417-1 shall be explained.

7.12.1 Replacement:

The machine shall be accompanied by instructions detailing any special precautions necessary for
installation. The maximum level of the water discharge outlet shall be indicated in the instructions.
Instructions for cleaning, shall be given. They shall include a warning that the machine is not to be
cleaned with a water jet. When cleaning the machine the electrical supply source shall be switched off.

For machines that are permanently connected to fixed wiring and for which leakage currents may
exceed 10 mA, particularly if disconnected or not used for long periods, or during initial installation, the
instructions shall give recommendations regarding the rating of protective devices, such as residual-
current devices, to be installed.

Compliance is checked by inspection.

7.101 Machines intended to be filled by hand or a manually operated tap shall be marked with an
indicated level.

Compliance is checked by inspection.

7.102 Equipotential bonding terminals shall be marked with symbol 5021 of IEC 60417-1.

These indications shall not be placed on screws, removable washers or other parts that can be
removed when conductors are being connected.

Compliance is checked by inspection.

8 Protection against access to live parts 

This clause of EN 60335-1 is applicable.

9 Starting of motor-operated appliances

This clause of EN 60335-1 is applicable except as follows.

9.101 Fan motors providing a cooling effect in order to comply with the requirements of Clause 11
shall start under all voltage conditions that may occur in use.

Compliance is checked by starting the motor three times at a voltage equal to 0,85 times rated
voltage, the motor being at room temperature at the beginning of the test.

The motor is started each time under the conditions occurring at the beginning of normal operation or,
for automatic machines, at the beginning of the normal cycle of operation, the motor being allowed to
come to rest between successive starts. For machines provided with motors having other than
centrifugal starting switches, this test is repeated at a voltage equal to 1,06 times rated voltage.
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7.12 Add the following before the second paragraph in Part 1: 

The front cover of the instructions shall include the substance of the following warning: 

CAUTION: Read the instructions before using the machine. 

This wording may be replaced by symbols ISO 7000-0434 and ISO 7000-0790. 

Replace the addition by the following: 

If symbols IEC 60417-5021, ISO 7000-0434 and ISO 7000-0790 are used on the product or in the instructions, 
their meaning shall be explained. 

The instructions shall contain at least the following information: 

 business name and full address of the manufacturer or where applicable his authorized representative; 

 model or type reference of the appliance as marked on the appliance itself, except for the serial number; 

 general description of the appliance, when needed due to the complexity of the appliance; 

 designation of the appliance together with its explanation in case it is given by a combination of letters 
and/or numbers; 

 intended use of the appliance as covered by the scope of this European Standard; 

 meaning of the symbols used on the appliance and in the instructions; 

 drawings, diagrams, descriptions and explanations necessary for the safe use, maintenance and repair of 
the appliance and for checking its correct functioning; 

 information regarding putting into service, safe operation, handling, transportation, storage of the 
appliance taking into account its weight and, if necessary, instructions for the training of operators; 

 instructions to enable adjustment and maintenance to be carried out safely, including the protective 
measures that should be taken during these operations; 

 conditions in which the appliance meets the requirement of stability during use, transportation, assembly, 
dismantling when out of service, testing or foreseeable breakdowns;  

NOTE 101 General rules on schedules concerning transportation requirements and tests can be found in 
EN ISO 4180. 

 operating method to be followed in the event of accident or breakdown to prevent unsafe actions; 

 possible reasonably foreseeable misuse and, whenever relevant, a warning against the effects it may 
have on the safe use of the appliance. 

The words ‘Original instructions’ shall appear on the language version(s) verified by the manufacturer or by 
the authorised representative. 

When a translation of the original instructions has been provided by a person introducing the appliance on the 
market, the meaning of the sentence ‘Translation of the original instructions’ has to appear in the relevant 
instructions delivered with the appliance. 
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