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BS EN 50522:2010

National foreword

This British Standard is the UK implementation of EN 50522:2010.
Together with BS EN 61936-1:2010, it partially supersedes BS 7354:1990.
Where conflict exists between BS EN 50522:2010 and BS 7354:1990 the 
provisions of BS EN 50522:2010 take precedence.

The UK participation in its preparation was entrusted to Technical 
Committee PEL/99, Erection and operation of power installations. 
Preparation of this National Foreword and the National Annexes was 
entrusted to both PEL/99 and Technical Committee GEL/600, Earthing. 
A list of organizations represented on these committees can be obtained 
on request to their secretaries.

NOTE To ensure wide participation in the process, GEL/600, in particular, has 
strengthened its membership to include more representation from the UK 
Electricity Supply industry (TSOs and DNOs) and an earthing test equipment 
manufacturer. Furthermore, detailed consultation has been carried out with The 
Energy Networks Association (ENA) through its Earthing Co-ordination Group.

National Annexes NA, NB and NC have been appended to this standard.

Background and developments to IEC/CENELEC documents

In recent years, two documents have existed side-by-side covering, among 
other things, the earthing of high voltage installations. The first was HD 
637 S1, Power installations exceeding 1kV, published in 1999 while the 
other was IEC 61936-1, of the same title, published in 2002. These docu-
ments were produced by working groups of the committees CENELEC TC/ 
99X and IEC TC/99, respectively. As these documents were not published at 
the same time and the composition of the working groups was to some 
extent different, a situation arose such that significant discrepancies 
existed between these two documents, notably, concerning the 
fundamental safety criterion of allowable human body current and body 
impedance values under step and touch voltage conditions. This situation 
was not ideal, and an initiative was taken to develop a revision to IEC 
61936-1 under maintenance team IEC TC/99 MT4 and to release it as a 
European standard. At the same time, a working group CENELEC TC/99X 
WG1 was formed to extract the earthing content of HD 637 S1 and bring 
to publication a new European standard on earthing (EN 50522). Parallel 
voting of EN 61936-1 and EN 50522 was arranged, in order to achieve 
harmonization of the adopted electrocution safety criteria and both 
documents were published in 2010.

Background and development of UK earthing design standards

Over a similar period, within the UK, there were three important concur-
rent documents concerning the earthing of HV power installations. The 
first, BS 7354:1990, Code of practice for design of high-voltage open-
terminal stations, prepared by Technical Committee PEL/92, covered 
similar topics to IEC 61936-1, with Section 7 devoted to earthing. The 
other two documents, exclusively concerning earthing, were published by 
the Energy Networks Association, and can be considered as a set. These 
are Technical Specification 41/24 Issue 1 – 1992, Guidelines for the 
installation, testing and maintenance of main earthing systems in 
substations and Engineering Recommendation S34, Amendment 2 – 
1988, A guide for assessing the rise of earth potential at substation sites.
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In the period of the preparation of EN 61936-1 and EN 50522, the BSI 
committees GEL/600 and PEL/99 coordinated activities with the aim to:

a)  achieve pro-active representation of UK interests on CENELEC 
TC/99X and IEC TC/99 working groups; and 

b)  bring about a harmonization of the criteria for station earthing 
design in the UK. 

From this work, the following important aspects of the National Annexes in 
this document that differ from the EN 50522 are worth highlighting.

1) Recognition of the probabilistic nature of electrical system safety 

There has been a reaffirmation in BS EN 61936-1:2010 of the explicit 
recognition that the parameters involved in assessing safety are 
probabilistic in nature, with regard to the fault current magnitude and 
duration, as well as the probability of the fault occurrence, and the pres-
ence probability of a human being. This has led to the introduction of a 
new additional approach to earthing system design in the UK based on 
probabilistic methods, which is outlined in National Annex NA using a 
design flow chart and developed with case studies in National Annex NB.

2) Deviations of UK safety limits compared to IEC/CENELEC limits 

The release of DD IEC/TS 60479-1:2005, Effects of current on human beings 
and livestock – Part 1: General aspects, provided new data on human 
electrocution safety parameters; specifically new and lower values of human 
body impedances. The CENELEC and IEC working groups were concerned 
that this would result in lower maximum tolerable values of touch voltages, 
and as a result, proposed a modified method for calculating such voltages
 based on an ‘average’ of different shock scenarios and based on body
 impedances not exceeded for 50% of the population (note, the first edition
 of IEC 61936-1 was based on left-hand to feet body impedances not
 exceeded for 5% of the population). However, as a result of advice
 obtained from the UK Health and Safety Executive (HSE), consensus
 was reached between PEL/99 and GEL/600 that UK HV earthing systems
 have to be designed according to tolerable voltages  based on body
 impedances not exceeded for 5% of the  population, as given in
 DD IEC/TS 60479-1:2005, Table 1 (Column 2) rather  than the 50% values
 (Column 3). Also worth noting has been the consensus  among PEL/99
 and GEL/600 to move away from using the tolerable body current curve
 ‘c1’ to curve ‘c2’ from DD IEC/TS 60479-1:2005, again, based on
 advice from the UK HSE. This marks a departure from the very strict 
deterministic limits observed previously under ENATS 41-24. However,

 the reduction in values of IEC published body impedances means that
 the resultant values of tolerable voltages are not greatly affected and  
certainly not reduced.

Accordingly, the UK obtained a variation to the new CENELEC and IEC 
standards which has been recognized in the foreword of 
BS EN 61936-1:2010 and BS EN 50522:2010, Annex Q (A-Deviations). 
Hence, these documents specify the required difference in approach to 
earthing design in the UK, based on the 5% body impedance values. This 
variation affects the fundamental design parameters and in National Annex 
NA, a revised set of tolerable voltage curves has been produced to replace 
EN 50522:2010, Figure 4 (Section 5.4.3) and Figure B.2 (Annex B). The new 
UK tolerable touch voltage figures are given in National Annex NA.

3) Additional guidance on assessing fault current distribution, earth 
potential rise, design and testing of earthing systems 

Differences in the UK approach to earthing design
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BS EN 61936-1:2010 partially supersedes BS 7354:1990, and in particular 
it supersedes the earthing section of BS 7354. However, EN 50522:2010 
does not provide sufficient detailed guidance on specific aspects of design 
and testing of earthing systems. In view of this, the committees PEL/99 
and GEL/600 have decided to recommend that reference is made to ENAS 
34 for recommendations and guidance on assessing rise of earth potential 
and to ENATS 41-24 for recommendations and guidance for the design, 
installation, testing and maintenance of earthing systems in substations. It 
should be emphasised that the tolerable safety limits contained in ENAS 
34 and ENATS 41-24 are not applicable and it is noted that both ENAS 34 
and ENATS 41-24 are expected to be revised in the near future to take into 
account the new safety limits, as given in Annex A of this document.

4) Recognition of the use of computer-aided earthing design tools

Over the past 20 years, UK power companies and consultants have 
increasingly relied on the use of computer-aided earthing design tools. It is 
recognized that computation of earth impedances and prospective safety 
voltages for complex earthing systems and soils using simplified equations 
may lead to inaccurate safety assessments. Accordingly, modern computa-
tion software tools may be employed. It is advisable to verify calculated 
values through direct testing of the installation on commissioning and 
periodically throughout its lifetime. Additional guidance on earth system 
testing is given in National Annex NC.

This publication does not purport to include all the necessary provisions of 
a contract. Users are responsible for its correct application.
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ISBN 978 0 580 80537 0

ICS 29.120.50

Compliance with a British Standard cannot confer immunity from 
legal obligations.

This British Standard was published under the authority of the Standards 
Policy and Strategy Committee on 3   2012.

Amendments/corrigenda issued since publication

Date Text affected

31 October 2012 National foreword / national annex correction

0 September

BS EN 50522:2010

Full document details: BS EN 50522:2010

http://dx.doi.org/10.3403/30191892
http://dx.doi.org/10.3403/00413162
http://dx.doi.org/10.3403/00413162U
http://www.avadocuments.com/doc/bs-en-50522-2010
http://www.avadocuments.com/doc/bs-en-50522-2010


   
EUROPEAN STANDARD EN 50522 
NORME EUROPÉENNE  

EUROPÄISCHE NORM November 2010 
  

CENELEC 
European Committee for Electrotechnical Standardization 

Comité Européen de Normalisation Electrotechnique 
Europäisches Komitee für Elektrotechnische Normung 

 
Management Centre: Avenue Marnix 17, B - 1000 Brussels 

  
  
© 2010 CENELEC -  All rights of exploitation in any form and by any means reserved worldwide for CENELEC members. 

 Ref. No. EN 50522:2010 E 
  

ICS 29.120.50 Supersedes HD 637 S1:1999 (partially) 
 
 

English version 
 
 

Earthing of power installations exceeding 1 kV a.c. 
 

 
 
Prises de terre des installations 
électriques en courant alternatif de 
puissance supérieure à 1 kV 
 

 Erdung von Starkstromanlagen mit 
Nennwechselspannungen über 1 kV 
 

 
 
 
 

This European Standard was approved by CENELEC on 2010-11-01. CENELEC members are bound to comply 
with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European Standard 
the status of a national standard without any alteration. 
 
Up-to-date lists and bibliographical references concerning such national standards may be obtained on 
application to the Central Secretariat or to any CENELEC member. 
 
This European Standard exists in three official versions (English, French, German). A version in any other 
language made by translation under the responsibility of a CENELEC member into its own language and notified 
to the Central Secretariat has the same status as the official versions. 
 
CENELEC members are the national electrotechnical committees of Austria, Belgium, Bulgaria, Croatia, Cyprus, 
the Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, 
Latvia, Lithuania, Luxembourg, Malta, the Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, 
Spain, Sweden, Switzerland and the United Kingdom. 
 

Full document details: BS EN 50522:2010

http://dx.doi.org/10.3403/30191665U
http://www.avadocuments.com/doc/bs-en-50522-2010
http://www.avadocuments.com/doc/bs-en-50522-2010


 – 2 – 

Foreword 
 
This European Standard was prepared by the Technical Committee CENELEC TC 99X, Power 
installations exceeding 1 kV a.c. (1,5 kV d.c.). It was submitted to formal vote and was accepted by 
CENELEC as EN 50522 on 2010-11-01. 

Together with EN 61936-1:2010 this document supersedes HD 637 S1:1999. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CEN and CENELEC shall not be held responsible for identifying any or all such patent rights. 

The following dates were fixed: 

– latest date by which the EN has to be implemented 
at national level by publication of an identical 
national standard or by endorsement 
 

 
 
(dop) 

 
 
2011-11-01 

– latest date by which the national standards conflicting 
with the EN have to be withdrawn 

 
(dow) 

 
2013-11-01 

NOTE The text identical with IEC 61936-1 is written in italics. 

__________ 
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1 Scope 

This European Standard is applicable to specify the requirements for the design and erection of earthing 
systems of electrical installations, in systems with nominal voltage above 1 kV a.c. and nominal frequency 
up to and including 60 Hz, so as to provide safety and proper functioning for the use intended. 

For the purpose of interpreting this standard, an electrical power installation is considered to be one of the 
following: 

a) substation, including substation for railway power supply; 
b) electrical installations on mast, pole and tower; 
 switchgear and/or transformers located outside a closed electrical operating area; 
c) one (or more) power station(s) located on a single site; 
 the installation includes generators and transformers with all associated switchgear and all electrical 

auxiliary systems. Connections between generating stations located on different sites are excluded; 
d) the electrical system of a factory, industrial plant or other industrial, agricultural, commercial or public 

premises. 

The electrical power installation includes, among others, the following equipment: 

– rotating electrical machines; 
– switchgear; 
– transformers and reactors; 
– converters; 
– cables; 
– wiring systems; 
– batteries; 
– capacitors; 
– earthing systems; 
– buildings and fences which are part of a closed electrical operating area; 
– associated protection, control and auxiliary systems; 
– large air core reactor. 

NOTE In general, a standard for an item of equipment takes precedence over this standard. 

This European Standard does not apply to the design and erection of earthing systems of any of the 
following: 

– overhead and underground lines between separate installations; 
– electric railways; 
– mining equipment and installations; 
– fluorescent lamp installations; 
– installations on ships and off-shore installations; 
– electrostatic equipment (e.g. electrostatic precipitators, spray-painting units); 
– test sites; 
– medical equipment, e.g. medical X-ray equipment. 

This European Standard does not apply to the requirements for carrying out live working on electrical 
installations. 

BS EN 50522:2010 
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2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

EN 60529, Degrees of protection provided by enclosures (IP Code) (IEC 60529) 

EN 60909, Short-circuit currents in three-phase a.c. systems (IEC 60909) 

HD 60364-1, Low-voltage electrical installations – Part 1: Fundamental principles, assessment of general 
characteristics, definitions (IEC 60364-1, modified) 

HD 60364-4-41, Low-voltage electrical installations – Part 4-41: Protection for safety – Protection against 
electric shock (IEC 60364-4-41, modified) 

IEC 60050(151):2001, International Electrotechnical Vocabulary (IEV) – Part 151: Electrical and magnetic 
devices 

IEC 60050(195):1998, International Electrotechnical Vocabulary (IEV) – Part 195: Earthing and protection 
against electric shock 

IEC 60050(601):1985, International Electrotechnical Vocabulary (IEV) – Part 601: Generation, 
transmission and distribution of electricity – General 

IEC 60050(602):1983, International Electrotechnical Vocabulary (IEV) – Part 602: Generation, 
transmission and distribution of electricity – Generation 

IEC 60050(604):1987, International Electrotechnical Vocabulary (IEV) – Part 604: Generation, 
transmission and distribution of electricity – Operation 

IEC 60050(605):1983, International Electrotechnical Vocabulary (IEV) – Part 605: Generation, 
transmission and distribution of electricity – Substations 

IEC 60050(826):2004, International Electrotechnical Vocabulary (IEV) – Part 826: Electrical installations 

IEC 60287-3-1, Electric cables – Calculation of the current rating – Part 3-1: Sections on operating 
conditions – Reference operating conditions and selection of cable type 

IEC/TS 60479-1:2005, Effects of current on human beings and livestock – Part 1: General aspects 

IEC 60949:1988, Calculation of thermally permissible short-circuit currents, taking into account non-
adiabatic heating effects 

IEC/TS 61000-5-2, Electromagnetic compatibility (EMC) – Part 5: Installation and mitigation 
guidelines – Section 2: Earthing and cabling 
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3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

3.1 General definitions 

3.1.1 
electrical equipment 
item used for such purposes as generation, conversion, transmission, distribution or utilization of electric 
energy, such as electric machines, transformers, switchgear and controlgear, measuring instruments, 
protective devices, wiring systems, current-using equipment 

[IEV 826-16-01] 

3.1.2 
rated value 
value of a quantity used for specification purposes, established for a specified set of operating conditions 
of a component, device, equipment, or system 

[IEV 151-16-08] 

3.1.3 
high voltage 
voltage exceeding 1 000 V a.c. 

3.1.4 
low voltage 
voltage not exceeding 1 000 V a.c. 

3.1.5 
operation 
all activities, including both electrical and non-electrical work activities, necessary to permit the power 
installation to function 

NOTE These activities include switching, controlling, monitoring and maintenance 

3.2 Definitions concerning installations 

3.2.1 
closed electrical operating area 
room or location for operation of electrical installations and equipment to which access is intended to be 
restricted to skilled or instructed persons or to lay personnel under the supervision of skilled or instructed 
persons, e.g. by opening of a door or removal of protective barrier only by the use of a key or tool, and 
which is clearly marked by appropriate warning signs 

3.2.2 
substation 
part of a power system, concentrated in a given place, including mainly the terminations of transmission or 
distribution lines, switchgear and housing and which may also include transformers. It generally includes 
facilities necessary for system security and control (e.g. the protective devices) 

NOTE According to the nature of the system within which the substation is included, a prefix may qualify it. 

EXAMPLES: transmission substation (of a transmission system), distribution substation, 400 kV substation, 20 kV substation. 

[IEV 605-01-01] 
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3.2.3 
power station 
installation whose purpose is to generate electricity and which includes civil engineering works, energy 
conversion equipment and all the necessary ancillary equipment 

[IEV 602-01-01] 

3.2.4 
installations of open design 
installations where the equipment does not have protection against direct contact 

3.2.5 
installations of enclosed design 
installations where the equipment has protection against direct contact 

NOTE For degrees of enclosure protection see EN 60529. 

 

3.3 Definitions concerning safety measures against electric shock 

3.3.1 
protection against direct contact 
measures which prevent persons coming into hazardous proximity to live parts or those parts which could 
carry a hazardous voltage, with parts of their bodies or objects (reaching the danger zone) 

3.3.2 
protection in case of indirect contact 
protection of persons from hazards which could arise, in event of fault, from contact with exposed 
conductive parts of electrical equipment or extraneous conductive parts 

3.3.3 
enclosure 
part providing protection of equipment against certain external influences and, in any direction, protection 
against direct contact 

3.4 Definitions concerning earthing 

3.4.1 
(local) earth 
part of the Earth which is in electric contact with an earth electrode and the electric potential of which is 
not necessarily equal to zero 

NOTE The conductive mass of the earth, whose electric potential at any point is conventionally taken as equal to zero. 

[IEV 195-01-03, modified] 

3.4.2 
reference earth 
(remote earth) 
part of the Earth considered as conductive, the electric potential of which is conventionally taken as zero, 
being outside the zone of influence of the relevant earthing arrangement 

NOTE The concept “Earth” means the planet and all its physical matter. 

[IEV 195-01-01, modified] 

3.4.3 
earth electrode 
conductive part, which may be embedded in a specific conductive medium, e.g. in concrete or coke, in 
electric contact with the Earth 

[IEV 195-02-01] 

BS EN 50522:2010 

EN 50522:2010 (E)

Full document details: BS EN 50522:2010

http://dx.doi.org/10.3403/02109898U
http://www.avadocuments.com/doc/bs-en-50522-2010
http://www.avadocuments.com/doc/bs-en-50522-2010


– 10 – 

3.4.4 
earthing conductor 
conductor which provides a conductive path, or part of the conductive path, between a given point in a 
system or in an installation or in equipment and an earth electrode 

[IEV 195-02-03] 

NOTE Where the connection between part of the installation and the earth electrode is made via a disconnecting link, 
disconnecting switch, surge arrester counter, surge arrester control gap etc., then only that part of the connection permanently 
attached to the earth electrode is an earthing conductor. 

3.4.5 
protective bonding conductor 
protective conductor for ensuring equipotential bonding 

3.4.6 
earthing system 
arrangement of connections and devices necessary to earth equipment or a system separately or jointly 

[IEV 604-04-02] 

3.4.7 
earth rod 
earth electrode consisting of a metal rod driven into the ground 

[IEV 604-04-09] 

3.4.8 
structural earth electrode 
metal part, which is in conductive contact with the earth or with water directly or via concrete, whose 
original purpose is not earthing, but which fulfils all requirements of an earth electrode without impairment 
of the original purpose 

NOTE Examples of structural earth electrodes are pipelines, sheet piling, concrete reinforcement bars in foundations and the 
steel structure of buildings, etc. 

3.4.9 

electric resistivity of soil, E 
resistivity of a typical sample of soil 

3.4.10 

resistance to earth, RE 
real part of the impedance to earth 

3.4.11 

impedance to earth, ZE 
impedance at a given frequency between a specified point in a system or in an installation or in equipment 
and reference earth 

NOTE The impedance to earth is determined by the directly connected earth electrodes and also by connected overhead earth 
wires and wires buried in earth of overhead lines, by connected cables with earth electrode effect and by other earthing systems 
which are conductively connected to the relevant earthing system by conductive cable sheaths, shields, PEN conductors or in 
another way. 

3.4.12 

earth potential rise (EPR), UE 
voltage between an earthing system and reference earth 

3.4.13 
potential 
voltage between an observation point and reference earth 
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3.4.14 

(effective) touch voltage, UT 
voltage between conductive parts when touched simultaneously 

NOTE The value of the effective touch voltage may be appreciably influenced by the impedance of the person in electric contact 
with these conductive parts. 

[IEV 195-05-11, modified] 

3.4.15 

prospective touch voltage, UvT 
voltage between simultaneously accessible conductive parts when those conductive parts are not being 
touched 

[IEV 195-05-09, modified] 

3.4.16 

step voltage, US 
voltage between two points on the earth’s surface that are 1 m distant from each other, which is 
considered to be the stride length of a person 

[IEV 195-05-12] 

3.4.17 
transferred potential 
potential rise of an earthing system caused by a current to earth transferred by means of a 
connected conductor (for example a metallic cable sheath, PEN conductor, pipeline, rail) into areas 
with low or no potential rise relative to reference earth resulting in a potential difference occurring 
between the conductor and its surroundings (Figure 1). 
NOTE The definition also applies where a conductor, which is connected to reference earth, leads into the area of the potential 
rise. 

3.4.18 
stress voltage 
voltage appearing during earth fault conditions between an earthed part or enclosure of equipment or 
device and any other of its parts and which could affect its normal operation or safety 

3.4.19 
global earthing system 
equivalent earthing system created by the interconnection of local earthing systems that ensures, by the 
proximity of the earthing systems, that there are no dangerous touch voltages 

NOTE 1 Such systems permit the division of the earth fault current in a way that results in a reduction of the earth potential rise at 
the local earthing system. Such a system could be said to form a quasi equipotential surface 

NOTE 2 The existence of a global earthing system may be determined by sample measurements or calculation for typical 
systems. Typical examples of global earthing systems are in city centres; urban or industrial areas with distributed low- and high-
voltage earthing (see Annex O). 

3.4.20 
multi-earthed HV neutral conductor 
neutral conductor of a distribution line connected to the earthing system of the source transformer and 
regularly earthed 

3.4.21 
exposed-conductive-part 
conductive part of equipment which can be touched and which is not normally live, but which can become 
live when basic insulation fails 

[IEV 826-12-10] 

BS EN 50522:2010 

EN 50522:2010 (E)

Full document details: BS EN 50522:2010

http://www.avadocuments.com/doc/bs-en-50522-2010
http://www.avadocuments.com/doc/bs-en-50522-2010


– 12 – 

3.4.22 
extraneous-conductive-part 
conductive part not forming part of the electrical installation and liable to introduce an electric potential, 
generally the electric potential of a local earth 

[IEV 826-12-11, modified] 

3.4.23 
PEN conductor 
conductor combining the functions of both protective earthing conductor and neutral conductor 

[IEV 826-13-25] 

3.4.24 
earth fault 
fault caused by a conductor being connected to earth or by the insulation resistance to earth becoming 
less than a specified value 

[IEV 151-03-40:1978] 

NOTE Earth faults of two or several phase conductors of the same system at different locations are designated as double or 
multiple earth faults. 

3.4.25 

system with isolated neutral 
system in which the neutrals of transformers and generators are not intentionally connected to earth, 
except for high impedance connections for signalling, measuring or protection purposes 
[IEV 601-02-24, modified] 

3.4.26 

system with resonant earthing 
system in which at least one neutral of a transformer or earthing transformer is earthed via an arc 
suppression coil and the combined inductance of all arc suppression coils is essentially tuned to the earth 
capacitance of the system for the operating frequency 
NOTE 1 In case of no self-extinguishing arc fault there are two different operation methods used: 

- automatic disconnection; 
- continuous operation during fault localisation process. 

In order to facilitate the fault localisation and operation there are different supporting procedures: 
- short term earthing for detection; 
- short term earthing for tripping; 
- operation measures, such as disconnection of coupled busbars; 
- phase earthing. 

NOTE 2 Arc suppression coil may have high ohmic resistor in parallel to facilitate fault detection. 

3.4.27 

system with low-impedance neutral earthing 
system in which at least one neutral of a transformer, earthing transformer or generator is earthed directly 
or via an impedance designed such that due to an earth fault at any location the magnitude of the fault 
current leads to a reliable automatic tripping due to the magnitude of the fault current 
[IEV 601-02-25, 601-02-26] 

3.4.28 
earth fault current, IF 
current which flows from the main circuit to earth or earthed parts at the fault location (earth fault location) 
(Figure 2 and Figure 3) 
NOTE 1 For single earth faults, this is, 
– in systems with isolated neutral, the capacitive earth fault current; 
– in systems with high resistive earthing, the RC composed earth fault current; 
– in systems with resonant earthing, the earth fault residual current; 
– in systems with solid or low impedance neutral earthing, the line-to-earth short-circuit current. 

NOTE 2 Further earth fault current may result from double earth fault and line to line to earth. 
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3.4.29 

current to earth, IE 
current flowing to earth via the impedance to earth (see Figure 2) 
NOTE The current to earth is the part of the earth fault current IF, which causes the potential rise of the earthing system. For the 
determination of IE see also Annex L. 

3.4.30 

reduction factor, r 
factor r of a three phase line is the ratio of the current to earth over the sum of the zero sequence currents 
in the phase conductors of the main circuit (r = IE  / 3 I0) at a point remote from the short-circuit location 
and the earthing system of an installation 

3.4.31 
circulating transformer neutral current 
portion of fault current which flows back to the transformer neutral point via the metallic parts and/or the 
earthing system without ever discharging into soil 

3.4.32 

horizontal earth electrode 
electrode which is generally buried at a depth of up to approximately 1 m. It can consist of strip, round bar 
or stranded conductor and can be laid out to form a radial, ring or mesh earth electrode or a combination 
of these 

3.4.33 

cable with earth electrode effect 
cable whose sheaths, screens or armourings have the same effect as a strip earth electrode 

3.4.34 

foundation earth electrode 
conductive structural embedded in concrete which is in conductive contact with the earth via a large 
surface 
[IEV 826-13-08, modified] 

3.4.35 

potential grading earth electrode 
conductor which due to shape and arrangement is principally used for potential grading rather than for 
establishing a certain resistance to earth 
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1m

1m

S1
S3

S2

A

UvS

UvT

UE UvT

1m

EE E

B



Reference earth 
(in sufficient 
distance)

Without         
potential grading

With           
potential grading

Cable having a continous metallic 
sheath insulated throughout but with 
both ends exposed. Sheath is 
connected to earth at the substation.

 
 
E Earth electrode UE Earth potential rise 
S1, S2, S3 Potential grading earth UvS Prospective step voltage 
 electrodes (e.g. ring earth UvT Prospective touch voltage 
 electrodes), connected to A Prospective touch voltage resulting 
 the earth electrode E   from transferred potential in case of 
   single side cable sheath earthing 
  B Prospective touch voltage resulting 
   from transferred potential in case of  
   cable sheath earthed on both sides  
   Earth surface potential 
 

Figure 1 - Example for the surface potential profile and for the voltages 

in case of current carrying earth electrodes 
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Equivalent circuit

Reference earth

 3 I0

 (1- rE) 3 I0IN

IF

RES

IRS

Zoo

UE

Earthing system

Earth wire

Phase conductor

IE

Zoo

IF = 3 I0 + IN 
IE = rE · (IF – IN)
UE = IE · ZE

For equal earth wire tower 
footing impedances of the 
overhead lines

ZE = 1
RES

+ n 1
1

Zoo

Reference earth

RES RETRET

IRS

IFIN
 3 I0

 (1- rE) 3 I0

UE

 
 
3 I0 Three times zero sequence current of the line 
IN Current via neutral earthing of the transformer 
IF Earth fault current 
IE Current to earth (cannot be measured directly) 
IRS Current via the resistance to earth of the mesh earth electrode 
rE Reduction factor of the overhead line 
RES Resistance to earth of the mesh earth electrode 
RET Resistance to earth of the tower 
Z Chain impedance (earth wire/tower footing) of the overhead line assumed to be 

infinite 
ZE Impedance to earth 
UE Earth potential rise 
n Number of overhead lines leaving the substation (here: n = 2) 
 

Figure 2 - Example for currents, voltages and resistances for an earth fault 

in a transformer substation with low impedance neutral earthing 
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NOTE IC may include ohmic component. 
 

a) Earth fault current in a system with isolated neutral 
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b) Earth fault current in a system with resonant earthing 
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I F = I’’ k1 
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c) Earth fault current in a system with low impedance neutral earthing 
 
NOTE If IC is in the same order as I”k1 this current has to be considered additionally. 
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Ce Ce

L3

L1
L2

I F = I RES    after a short time  I’’ k1  

( I’’ k1)

I RES

I’’ k1

L

 
 

d) Earth fault current in a system with resonant earthing 

and temporary low impedance neutral earthing 
 
 
 
 

L3

L1
L2

I F = I’’ kEE 

I’’ kEEI’’ kEE

Fault location 1 Fault location 2

 
 

e) Double earth fault current in a system with isolated neutral or resonant earthing 
 

IF Earth fault current 
IC Capacitive earth fault current (complex value, including ohmic component) 
IL Sum of the currents of the parallel arc-suppression coils (complex value, including ohmic 

component) 
 
IH Harmonic current (different frequencies) 
IRES Earth fault residual current 
I“k1 Initial symmetrical short-circuit current for a line-to-earth short circuit 
I“kEE Double earth fault current 

 
NOTE IR is the ohmic part of the complex value of (IC + IL). 
 

Figure 3 - Essential components of earth fault currents in high voltage systems 

BS EN 50522:2010 

EN 50522:2010 (E)

Full document details: BS EN 50522:2010

http://www.avadocuments.com/doc/bs-en-50522-2010
http://www.avadocuments.com/doc/bs-en-50522-2010


  – 18 – 

4 Fundamental requirements 

4.1 General requirements 

This standard provides the criteria for design, installation, testing and maintenance of an earthing system 
such that it operates under all conditions and ensures the safety of human life in any place to which 
persons have legitimate access. It also provides the criteria to ensure that the integrity of equipment 
connected and in proximity to the earthing system is maintained. 

Installations and equipment shall be capable of withstanding electrical, mechanical, climatic and 
environmental influences anticipated on site. 

The design shall take into account 

– the purpose of the installation, 

– the users requirements such as power quality, reliability, availability, and ability of the electrical 
network to withstand the effects of transient conditions such as starting of large motors, short power 
outages and re-energization of the installation, 

– the safety of the operators and the public, 

– the environmental influence, 

– the possibility for extension (if required) and maintenance. 

4.2 Electrical requirements 

4.2.1 Methods of neutral earthing 

The method of neutral earthing strongly influences the fault current level and the fault current duration. 
Further more the neutral earthing method is important with regard to the following: 

– selection of insulation level; 

– characteristics of overvoltage limiting devices such as spark gaps or surge arresters; 

– selection of protective relays; 

– design of earthing system. 

The following are examples of neutral earthing methods: 

– isolated neutral; 

– resonant earthing; 

– high resistive earthing; 

– solid (low impedance) earthing. 

The choice of the type of neutral earthing is normally based on the following criteria: 

– local regulations (if any); 

– continuity of supply required for the network; 

– limitation of damage to equipment caused by earth faults; 

– selective elimination of faulty sections of the network; 

– detection of fault location; 

– touch and step voltages; 

– inductive interference; 

– operation and maintenance aspects. 
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One galvanically connected system has only one method of neutral earthing. Different galvanically 
independent systems may have different methods of neutral earthing. If different neutral earthing 
configurations can occur during normal or abnormal operating conditions, equipment and protective 
system shall be designed to operate under these conditions. 

4.2.2 Short-circuit current 

Installations shall be designed, constructed and erected to safely withstand the mechanical and thermal 
effects resulting from short-circuit currents. 

The objective is to determine the worst case fault scenario for every relevant aspect of the functional 
requirements, as these may differ. The following types of fault shall be examined at each voltage level 
present in the installation: 

a) three phases to earth; 
b) two phases to earth; 
c) single phase to earth; 
d) phase to phase via earth (cross country earth fault). 

Faults within and outside the installation site shall be examined to determine the worst fault location. 

Simultaneous faults in different voltage systems are not considered. 

Installations shall be protected with automatic devices to disconnect three-phase and phase-to-phase 
short-circuits. 

Installations shall be protected either with automatic devices to disconnect earth faults or to indicate the 
earth fault condition. The selection of the device is dependent upon the method of neutral earthing. 

The standard value of rated duration of the short-circuit is 1,0 s. 

NOTE 1 If a value other than 1 s is appropriate, recommended values would be 0,5 s, 2,0 s and 3,0 s. 

NOTE 2 The rated duration should be determined taking into consideration the fault switching time. 

4.3 Safety criteria 

The hazard to human beings is that a current will flow through the region of the heart which is sufficient to 
cause ventricular fibrillation. The current limit, for power-frequency purposes is derived from the 
appropriate curve in IEC/TS 60479-1. This body current limit is translated into voltage limits for 
comparison with the calculated step and touch voltages taking into account the following factors: 

- proportion of current flowing through the region of the heart; 
- body impedance along the current path; 
- resistance between the body contact points and e.g. metal structure to hand including glove, feet to 

remote earth including shoes or gravel; 
- fault duration. 

 
It must also be recognized that fault occurrence, fault current magnitude, fault duration and presence of 
human beings are probabilistic in nature. 

For installation design, the curve shown in Figure 4 is calculated according to the method defined in 
Annex A and Annex B. 

NOTE The curve is based on data extracted from IEC/TS 60479-1: 

- body impedance from Table 1 of IEC/TS 60479-1(not exceeded by 50 % of the population); 
- permissible body current corresponding to the c2 curve in Figure 20 and Table 11 of IEC/TS 60479-1 (probability of ventricular 

fibrillation is less than 5 %); 
- heart current factor according to Table 12 of IEC/TS 60479-1. 
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The curve in Figure 4, which gives the permissible touch voltage, should be used. 

As a general rule meeting the touch voltage requirements satisfies the step voltage requirements, 
because the tolerable step voltage limits are much higher than touch voltage limits due to the different 
current path through the body. 

For installations where high voltage equipment is not located in closed electrical operating areas, e.g. in 
an industrial environment, a global earthing system should be used to prevent touch voltages resulting 
from HV faults exceeding the low voltage limits given in HD 60364-4-41 (e.g. 50 V). 

4.4 Functional requirements 

The earthing system, its components and bonding conductors shall be capable of distributing and 
discharging the fault current without exceeding thermal and mechanical design limits based on backup 
protection operating time. 

The earthing system shall maintain its integrity for the expected installation lifetime with due allowance for 
corrosion and mechanical constraints. 

Earthing system performance shall avoid damage to equipment due to excessive potential rise, potential 
differences within the earthing system and due to excessive currents flowing in auxiliary paths not 
intended for carrying parts of the fault current. 

The earthing system, in combination with appropriate measures, shall maintain step, touch and transferred 
potentials within the voltage limits based on normal operating time of protection relays and breakers. 

NOTE The requirement to keep step and touch voltages within permissible levels does not apply to temporary earth connections 
(portable earthing equipment) at work locations. 

The earthing system performance shall contribute to ensuring electromagnetic compatibility (EMC) among 
electrical and electronic apparatus of the high-voltage system in accordance with IEC/TS 61000-5-2. 

5 Design of earthing systems 

5.1 General 

Parameters relevant to earthing system dimensioning are: 

 value of fault current 1) ; 
 fault duration 1) ; 
 soil characteristics. 
 

5.2 Dimensioning with respect to corrosion and mechanical strength 

5.2.1 Earth electrodes 

The electrodes, being directly in contact with the soil, shall be of materials capable of withstanding 
corrosion (chemical or biological attack, oxidation, formation of an electrolytic couple, electrolysis, etc.). 
They have to resist the mechanical influences during their installation as well as those occurring during 
normal service. It is acceptable to use steel embedded in concrete foundations and steel piles or other 
natural earth electrodes as a part of the earthing system. Mechanical strength and corrosion 
considerations dictate the minimum dimensions for earth electrodes given in Annex C. If a different 
material, for example stainless steel, is used, this material and its dimensions shall meet the functional 
requirements. 
 
___________ 

1) These parameters mainly depend on the method of earthing the neutral of the high voltage system. 
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5.2.2 Earthing conductors 

Due to mechanical strength and stability against corrosion minimum cross-sections are: 
 copper: 16 mm² (but see also G.5) 
 aluminium: 35 mm² 
 steel: 50 mm² 
 

5.2.3 Bonding conductors 

It is recommended that the sizing of bonding conductors is in line with 5.2.2. 
 
NOTE Earthing and bonding conductors made of steel need appropriate and suitable protection against corrosion. 

 

5.3 Dimensioning with respect to thermal strength 

5.3.1 General 

The currents to be taken into account for earthing conductors and earth electrodes are specified in 
Table 1. 
 
NOTE 1 In some cases steady-state zero-sequence currents must be taken into account for the dimensioning of the relevant 
earthing system. 

NOTE 2 For design purposes, the currents used to calculate the conductor size should take into account the possibility of future 
growth. 

The fault current is often subdivided in the earth electrode system; it is, therefore, feasible to dimension 
each electrode and earthing conductor for only a fraction of the fault current. 
 
Final temperatures involved in the design and to which reference is made in Annex D shall be chosen in 
order to avoid reduction of the material strength and to avoid damage of the material surrounding, for 
example concrete or insulating materials. No permissible temperature rise of the soil surrounding the 
earth electrodes is given in this standard because experience shows that soil temperature rise is usually 
not significant. 
 

5.3.2 Current rating calculation 

The calculation of the cross-section of the earthing conductors or earth electrodes depending on the value 
and the duration of the fault current is given in Annex D. There is discrimination between fault duration 
lower than 5 s (adiabatic temperature rise) and greater than 5 s. The final temperature is to be chosen 
taking into account the material and the surroundings. Nevertheless, the minimum cross-sections of 5.2.2 
have to be considered. 
 
NOTE The current carrying capability of the type of joints used (especially bolted joints) is to be taken into account. 
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Table 1 - Relevant currents for the design of earthing systems 

Type of high voltage system 

Relevant for thermal 
loading a e Relevant for earth 

potential rise and touch 
voltages Earth 

electrode 
Earthing 

conductor 
Systems with isolated neutral  

 I"kEE I"kEE IE = r ∙ IC   
b
 

System with resonant earthing 

Includes short time earthing for detection  

 

Substations without arc-suppression 
coils f I"kEE I"kEE IE = r ∙ IRES   

b
 

Substations with arc-suppression coils 
I"kEE I"kEE

 c
 IE = r ∙ 2 

RES
2 

L II     b h
 

Systems with low-impedance neutral earthing 

Includes short time earthing for tripping g  

 Substation without neutral 
earthing I"k1 I"k1 IE = r ∙ I"k1 

Substation with neutral earthing I"k1 I"k1 IE = r ∙ (I"k1-IN) d 
a If several current paths are possible a split up may be considered. 
b If there is no automatic disconnection of earth faults, the need to consider double earth faults depends 

on operational experience. 
c The earthing conductor of the Petersen coil has to be sized according to the maximum coil current. 
d It has to be checked if external fault may be decisive. 
e The minimum cross-sections of annex C are to be considered. 
f In case of not well compensated system the general approach of 10% IC can not be applied. The 

reactive/capacitive component of residual current has to be considered additionally. 
g Short term earthing of system with resonant earthing starts automatically within 5 s after earth fault 

detection. 
h In case of a fault in the substation the capacitive earth fault current IC has to be considered. In case of 

further coils external to the substation they may be considered. 
 

Legend: 
  

IC Calculated or measured capacitive earth fault current  
IRES Earth fault residual current (see Figure 3b)  

If the exact value is not available, 10 % of IC may be assumed. 
IL Sum of the rated currents of the parallel arc-suppression coils in the relevant substation  
I"kEE Double earth fault current calculated in accordance with IEC 60909. 

For I“kEE 85 % of the initial symmetrical short-circuit current may be used as a maximum value 
I"k1 Initial symmetrical short-circuit current for a line-to-earth short-circuit, calculated in accordance with 

EN 60909 
IE Current to earth (see Figure 2) 
IN Current via neutral earthing of the transformer (see Figure 2) 
r Reduction factor (see Annex I) 

 If the lines and cables leaving the substation have different reduction factors, the relevant current has to be 
determined (in accordance with Annex L). 
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5.4 Dimensioning with regard to touch voltages 

5.4.1 Permissible values 

Touch voltage limits are given in Figure 4, as stated in 4.3 (safety criteria). 
 
However Figure 4 is based only on bare hand to hand or hand to feet contact. It is allowable to use the 
calculations given in Annex A to take account of additional resistances e.g. footwear, superficial high 
resistivity materials. 
 
Every earth fault will be disconnected automatically or by hand. Thus touch voltages of very long or 
indefinite duration do not appear as a consequence of earth faults. 
 

5.4.2 Measures for the observance of permissible touch voltages 

Application of the fundamental requirements will give the basic design of the earthing system. This design 
has to be checked with respect to touch voltages and could then be considered as a type design for 
similar situations. 
 
For the values of the permissible touch voltages UTp Figure 4 shall be used. These permissible values are 
considered to be satisfied if 
 
- either one of the conditions C is satisfied: 

 
C1: The relevant installation becomes a part of a global earthing system. 
 
C2: The earth potential rise, determined by measurement or calculation does not exceed double the 

value of the permissible touch voltage in accordance with Figure 4. 
 
- or the relevant recognized specified measures M are carried out in accordance with the magnitude of 

the earth potential rise and the fault duration. These measures are described in Annex E. 
 
Additional resistances can be taken into account to determine the prospective permissible touch voltage 
UvTp according to Annex A and Annex B. 
 
A flowchart of this design process is given in Figure 5. 
 
If neither the conditions C are satisfied nor the recognized specified measures M are carried out, then the 
stipulation for the permissible touch voltage UTp of Figure 4 has to be proved, generally by measurements. 
 
Alternatively a type design may be used that ensures the requirements in 5.4.1 are fully met. 
 
NOTE As an alternative to using the conditions C and the recognized specified measures M the values of the touch voltages can 
be checked by field measurements. 

 
Transferred potentials are always to be checked separately. 
 
The earth potential rise and touch voltages of an earthing system may be calculated from available data 
(soil resistivity, impedance to earth of existing earthing systems, see Annex J). For the calculation all earth 
electrodes and other earthing systems, which are reliably connected to the relevant earthing system with 
sufficient current carrying capacity, may be considered. In particular, this applies to connected overhead 
earth wires, wires buried in earth and cables with earth electrode effect. This also applies to earthing 
systems, which are conductively connected to the relevant earthing system via sheaths or screens of 
cables, PEN-conductors or in another way. 
 
For the proof by calculation with the help of Figure J.3 all cables with earth electrode effect can be 
considered, unless they are laid on more than four routes. These cables may belong to systems of 
different voltages. 
 
NOTE In the case of more than four routes their mutual influence must not be neglected; therefore out of the existing routes only 
four have to be selected. In case several cables are laid in a certain route, the length may be included only once. 
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For the determination of the earth potential rise and touch voltages the currents of Table 1 are relevant. 
 
For proof by measurement, Clause 8 (with reference to Annex H and Annex L) has to be considered. 

5.4.3 Design procedure 

Design of an earthing system can be accomplished as follows: 

a) data collection e.g. earth fault current, fault duration and layout; 

b) initial design of the earthing system based on the functional requirements; 

c) determine if it is part of a global earthing system; 

d) if not, determine soil characteristics e.g. specific soil resistivity of layers; 

e) determine based on earth fault current the current discharged into soil from earthing system; 

f) determine based on layout, soil characteristics and parallel earthing systems the overall impedance to 
earth; 

g) determine earth potential rise; 

h) determine permissible touch voltage; 

i) if the earth potential rise is below the permissible touch voltage and the requirements of Table 2 are 
met, the design is complete;  

NOTE The design is also complete if EPR is less then 2 UTp according to 5.4.2. 

j) if not, determine if touch voltages inside and in the vicinity of the earthing system are below the 
tolerable limits; 

k) determine if transferred potentials present a hazard outside or inside the electrical power installation. If 
yes, proceed with mitigation at exposed location; 

l) determine if low voltage equipment is exposed to excessive stress voltage. If yes, proceed with 
mitigation measures, which can include separation of HV and LV earthing systems; 

m) determine if the circulating transformer neutral current can lead to excessive potential differences 
between different parts of the earthing system. If yes, proceed with mitigation measures; 

Once the above criteria have been met, the design can be refined, if necessary, by repeating the above 
steps. Detailed design is necessary to ensure that all exposed conductive parts, are earthed. Extraneous 
conductive parts shall be earthed, if appropriate. 

The structural earth electrode shall be bonded and form part of the earthing system. If not bonded, 
verification is necessary to ensure that all safety requirements are met. 

Metallic structures with cathodic protection may be separated from the earthing system. Precautions such 
as labelling shall be taken to ensure that when such measures are taken, maintenance work or 
modifications will not inadvertently nullify them. 
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Figure 4 - Permissible touch voltage 

NOTE For duration of current flow considerably longer than 10 s a value of 80 V may be used as permissible touch voltage UTp. 
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Basic Design 

Determination of  I E ,  Z E 
from this: 

U E  =  I E  x  Z E 

U E   2  U Tp U Tp  refers to 

Fig. 4 

relevant  I E  from Tab. 1 
Z E  see L.3 

U E   4  U Tp 

Determination of  U T 
or 

Determination of  I B 

(Calculation 
or 

Measurement) 

I Bp  (permissible  
body current)  

refers to curve c2 
of IEC/TS 60479-1 
(see Annex B) 

Recognized 
specified 

measures M 

Additional 
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U T     U Tp 
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I B     I B p 
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Figure 5 - Design of earthing systems, if not part of a global earthing system 

(C1 of 5.4.2 ), with regard to permissible touch voltage UTp by checking the earth 

potential rise UE or the touch voltage UT 
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6 Measures to avoid transferred potential 

6.1 Transferred potential from High voltage systems to Low voltage systems 

6.1.1 High and low voltage earthing systems 

Where high and low voltage earthing systems exist in proximity to each other and do not form a global 
earthing system, part of the EPR from the HV system can be applied on the LV system. Two practices are 
presently used: 

a) interconnection of all HV with LV earthing systems; 

b) separation of HV from LV earthing systems. 

In either case, the relevant requirements concerning step, touch and transfer potentials specified below 
shall be complied with within a substation and at a LV installation supplied from that substation. 

NOTE Interconnection is preferred when practicable. 

6.1.2 LV supply only within HV substations 

Where the LV system is totally confined within the area covered by the HV earthing system both earthing 
systems shall be interconnected, even if there is no global earthing system. 

6.1.3 LV supply leaving or coming to HV substations 

Full compliance is ensured if the earthing system of the HV installation is part of a global earthing system 
or connected to a multi-earthed HV neutral conductor in a balanced system. If there is no global earthing 
system the minimum requirements of Table 2 shall be used to identify those situations where 
interconnection of earthing systems with low voltage supply outside the high voltage installation is 
feasible. 

If high voltage and low voltage earthing systems are separate, the method of separating earth electrodes 
shall be chosen such that no danger to persons or equipment can occur in the low voltage installation. 
This means that step, touch and transfer potentials and stress voltage in the LV installation caused by a 
high voltage fault are within the appropriate limits. 

NOTE For installations with rated voltages below 50 kV a distance of 20 m between separated earthing systems has been used 
in many cases. For certain soil structures other values may be appropriate. 

6.1.4 LV in the proximity of HV substation 

Special consideration should be given to LV systems which are located in the zone of influence of the HV 
substation earthing system. 

For industrial and commercial installations a common earthing system can be used. Due to the close 
proximity of equipment it is not possible to separate earthing systems. 
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Table 2 - Minimum requirements for interconnection of low voltage  
and high voltage earthing systems based on EPR limits 

Type of LV system 
a, b

 

EPR Requirements 

Touch Voltage 

Stress Voltage 
c 

 

Fault duration 

 tf ≤ 5 s 

Fault duration 

tf > 5 s 

TT Not applicable EPR ≤ 1 200 V EPR ≤ 250 V 

TN EPR ≤ F ∙ UTp 
d, e

 EPR ≤ 1 200 V EPR ≤ 250 V 

IT 

Distributed protective earth 

conductor 
As per TN system EPR ≤ 1 200 V EPR ≤ 250 V 

Protective earth conductor not 

distributed 
Not applicable EPR ≤ 1 200 V EPR ≤ 250 V 

a
 For definitions of the type of LV systems, see HD 60364-1. 

b
 For telecommunication equipment, the ITU recommendations should be used. 

c
 Limit may be increased if appropriate LV equipment is installed or EPR may be replaced by local potential differences 

based on measurements or calculations 

d
 If the PEN or neutral conductor of the low voltage system is connected to earth only at the HV earthing system, the value of 

F shall be 1. 

e
 UTp is derived from Figure 4. 

NOTE The typical value for F is 2. Higher values of F may be applied where there are additional connections of the PEN 
conductor to earth. For certain soil structures, the value of F may be up to 5. Caution is necessary when this rule is applied in 
soils with high resistivity contrast where the top layer has a higher resistivity. The touch voltage in this case can exceed 50 % 
of the EPR. 

 
 

6.2 Transferred potentials to telecommunication and other systems 

 
Rules for telecommunication systems in or in the vicinity of high voltage earthing systems are outside the 
scope of this standard. Existing international documents (e.g. ITU recommendations and directives) are to 
be taken into account when dealing with transferred potentials to telecommunication systems. 
 
Cables and insulated metallic pipes going into or out of a substation can be exposed to voltage 
differences during an earth fault inside the substation. 
 
Depending on the way the cable screen and/or armouring are earthed (at one or both ends) significant 
stress voltages or currents in the screen and/or armouring may occur. The insulation of cables or pipes 
has to be dimensioned accordingly. 
 
In case of earthing at one end this may be done inside or outside the substation. Attention is to be paid to 
the possible touch voltages at the insulated other end. 
 
Precautions, as shown by the following examples, may be taken where necessary: 
- interruption of the continuity of metallic parts where they leave the area of the earthing system; 
- insulation of conductive parts or areas; 
- installation of suitable barriers around conductive parts or areas to prevent their being touched; 
- installation of an insulated barrier between parts connected to different earthing systems; 
- suitable potential grading; 
- limiting overvoltages by using suitable devices. 
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