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European foreword 

This document (EN 50527-2-3:2021) has been prepared by CLC/TC 106X “Electromagnetic fields in the 
human environment”. 

The following dates are fixed: 

• latest date by which this document has to be 
implemented at national level by publication of 
an identical national standard or by 
endorsement 

(dop) 2022-08-09 

• latest date by which the national standards 
conflicting with this document have to be 
withdrawn 

(dow) 2024-08-09 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CENELEC shall not be held responsible for identifying any or all such patent rights. 

This document has been prepared under a Standardization Request given to CENELEC by the European 
Commission and the European Free Trade Association. 

Any feedback and questions on this document should be directed to the users’ national committee. A complete 
listing of these bodies can be found on the CENELEC website. 
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1 Scope 

This document provides the procedure for the specific assessment required in EN 50527-1:2016, Annex A, for 
workers with implanted neurostimulator systems (NS), specifically of the type used for spinal cord stimulation 
(SCS). 

It is recognized that implantable neurostimulators have been developed for a wide variety of clinical 
applications, however the SCS devices within the scope of this document represent the largest segment of the 
implantable neurostimulator applications thus far. 

NOTE 1 If the worker has other Active Implantable Medical Devices (AIMDs) implanted additionally, they are assessed 
separately according to EN 50527-1 or other particular standards within the EN 50527 series. 

The purpose of the specific assessment is to determine the risk for workers with implanted SCS devices arising 
from exposure to electromagnetic fields (EMF) at the workplace. The assessment includes the likelihood of 
clinically significant effects. 

NOTE 2 This document does not address risks from contact currents, or the effects upon any associated non-
implantable devices (e.g. Patient Programmers). 

The techniques described in the different approaches can also be used for the assessment of publicly 
accessible areas. 

The frequency range to be observed is from 0 Hz to 3 GHz. Above 3 GHz no interference with the devices 
within the scope of this document is expected to occur. 

NOTE 3 The rationale for limiting the observation range to 3 GHz can be found in ISO 14708-3 [1]. 

NOTE 4 Further information concerning the functions of neurostimulator systems can be found at 
https://www.aans.org/Patients/Neurosurgical-Conditions-and-Treatments/Spinal-Cord-Stimulation. 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content constitutes 
requirements of this document. For dated references, only the edition cited applies. For undated references, 
the latest edition of the referenced document (including any amendments) applies. 

EN 50527-1:2016, Procedure for the assessment of the exposure to electromagnetic fields of workers bearing 
active implantable medical devices - Part 1: General 

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in EN 50527-1:2016 and the following apply. 

ISO and IEC maintain terminological databases for use in standardization at the following addresses: 

— IEC Electropedia: available at https://www.electropedia.org/ 

— ISO Online browsing platform: available at https://www.iso.org/obp 

3.1 
implantable pulse generator 
IPG 
part of the active implantable medical device, including the power supply and electronic circuit that produces 
an electrical output 

3.2 
neurostimulator system 
NS 
active implantable medical device comprising an implantable pulse generator and therapy delivering electrodes 
usually part of implanted electrical leads that are intended to deliver therapy to a patient by electrically 
stimulating certain nerve structures, along with an associated external patient programming device 
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3.3 
electrode 
electrically conducting part (usually the termination of a lead) which is designed to form an interface with body 
tissue or body fluid 

3.4 
bipolar lead 
lead with at least two electrodes that are electrically isolated from each other 

3.5 
AIMD-Employee 
worker with an active implantable medical device 

Note 1 to entry: For the purposes of this document, the term AIMD-Employee refers to the patient whose implant consists 
of a neurostimulator system of the type intended for spinal cord stimulation. 

3.6 
assessment team 
team consisting of: 

—   employer and if applicable, his occupational health and safety experts and/or occupational physician; 

—   AIMD-Employee and his responsible physician; 

—   (technical and medical) experts as necessary, e.g. manufacturer of the device 

3.7 
unipolar stimulation 
stimulation using a single electrode with reference to the outer shell of the implantable pulse generator 

3.8 
single lead bipolar stimulation 
stimulation using two or more adjacent electrodes of a single lead structure 

Note 1 to entry: Leads for use with SCS devices typically have a minimum of 8 electrodes. 

3.9 
two lead bipolar stimulation 
stimulation using two or more electrodes located on two separate leads that are implanted in close proximity 
to one another 

3.10 
device 
<in the context of this document> implanted spinal cord stimulator 

3.11 
electromagnetic field 
EMF 
<in the context of this document> alternating electric field, alternating magnetic field, or radio wave between 
1 Hz and 3 GHz whether continuous, pulsed, or modulated in space or time 

3.12 
spinal cord stimulator 
SCS 
neurostimulator system designed specifically for stimulation of the human spinal cord to treat chronic pain by 
electrically stimulating the spinal cord but not the Dorsal Root Ganglion (DRG) 
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3.13 
General Public Reference Level 
GPRL 
measurable level of electric or magnetic field strength given in Council Recommendation 1999/519/EC for the 
general public environment, exposure to which is not considered harmful for persons not bearing an active 
implant 

3.14 
nerve stimulation ratio 
NSR 
ratio of the electric field at the spinal cord induced by external electromagnetic fields, to the electric field level 
below which the AIMD-Employee is not expected to perceive nervous system stimulation 

3.15 
tissue damage ratio 
TDR 
ratio of the electrode current induced by external electromagnetic fields, to the current for a given electrode 
area below which the AIMD-Employee is not expected to undergo any damage to the tissues surrounding the 
implanted electrode 

4 Specific assessment 

4.1 Overview of specific assessments 

4.1.1 Relation to OH&S Management Systems 

Nonionizing radiation is a hazard to the health of workers. Whether this hazard constitutes a risk is determined 
in the process of hazard identification and risk assessment (e.g. ISO 45001:2018, 6.1.2 [2], and 
OHSAS 18001, 4.3.1 [3]). Assessing this hazard on all workplaces should be integrated into the organization’s 
process of risk assessment for occupational safety and health. In that process, the general aspects for AIMD-
Employees shall be considered, regardless if an AIMD-Employee is actually present at that workplace.  
The organization has to plan and foresee the repetition of the hazard evaluation and risk assessment at a 
definite interval. If there is a change of the work-system at the workplace (i.e. new machinery, new installations 
producing EMF, or a change in the configuration of the implant) the risk assessment according to this document 
shall be repeated. 

4.1.2 Description of the assessment process 

Spinal Cord Stimulation (SCS) is generally used for chronic pain reduction. The stimulation does not provide 
therapy in direct relation to AIMD-Employee safety, so changes to therapy, or turning therapy off, does not 
pose a specific risk to the AIMD-Employee. It is noted that an AIMD-Employee can also receive therapy 
changes which can appear as a “shock” or “jolt” due to abrupt movements such as coughing and laughing as 
well as from postural changes such as standing up from seating, or vice versa. These are not significant direct 
risk situations to the AIMD-Employee, but there can be indirect implications due to the nature of the occupation 
or positioning. Such indirect risks might include for example, dropping a tool, losing balance, unintended 
exposure to dangerous situations, etc. A workplace risk assessment needs to consider a balance of the 
benefits of continued employment, and the possible effects assessed in this document, both direct and indirect, 
due to the nature of the employment. 

The risks to an AIMD-Employee resulting from exposure to EMF in the workplace include the categories of 
effects upon the implanted device, as well as the possibility of clinically significant effects upon the AIMD-
Employee as further described below: 

— The implanted SCS can itself be influenced in a way that leads to temporary or permanent loss of therapy, 
or delivery of a corrupted form of therapy that might not meet the needs of the patient such that they might 
be unable to carry out their employee functions. ISO 14708-3 [1] is the product standard that addresses 
the risks of malfunction and damage to the SCS NS when exposed to EMF. The working group has 
deemed the risks to the AIMD-Employee related to malfunction and device damage to be acceptable, and 
they are therefore not assessed by this document. See C.2 for additional rationale. 
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— The AIMD-Employee might experience unintended effects upon their nervous system due to nerve 
stimulation arising from induced currents in their implanted lead system resulting from exposure to external 
EMF. These effects can include unpleasant sensations, up to and including “shocking” and “jolting”, 

— The induced currents might be of sufficient magnitude to cause tissue damage. This risk would occur at 
higher exposure levels and where the EMF frequencies are high enough that they would not be perceived 
by the AIMD-Employee. 

To address these risks, this document describes a multi-phase risk assessment as summarized in Figure 1. 

— Exclusion from further assessment based upon a consideration of prior history 

— Exclusion from further assessment based upon a survey of the equipment in the workplace 

— Exclusion from further assessment if the AIMD-Employee has a SCS with a mode of operation that the 
AIMD-Employee can activate that temporarily prevents current flow in the stimulation leads (and thereby 
discontinues therapy delivery) while at the workplace. Reliance on this exclusion would be dependent 
upon the ability of the AIMD-Employee to tolerate the lack of therapy while still carrying out their assigned 
work tasks. See also C.2.7. 

— Assessment of the likelihood that the induced current arising from the EMF environment of the workplace 
will exceed the stimulation threshold (i.e. limit of perceived stimulation) for the spinal cord portion of the 
human nervous system. 

— Assessment of the likelihood that the induced current arising from the EMF environment of the workplace 
could cause damage to the tissues of the spinal cord. This risk is present when the characteristics of the 
induced currents are such that they are not perceived by the AIMD-Employee yet are of sufficient 
magnitude to result in a level of deposited power as to cause tissue damage as a result of tissue heating. 
The underlying approach is first to allow work without restriction if it can be determined that no unintended 
nerve stimulation and no tissue damage would occur, 
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Figure 1 — Overview of the assessment process 
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4.2 Specific assessment phase 0: Exclusion based on history and physician warnings 

Further risk assessment is not necessary if a history of uninfluenced behaviour at the workplace exists and a 
responsible physician has confirmed that this history is sufficient to exclude clinically significant interaction. 
The conditions for uninfluenced behaviour are provided in EN 50527-1:2016. 

When a SCS NS is tested according to ISO 14708-3, the manufacturer is required to provide in the 
accompanying documents “warnings or precautions to be taken to prevent adverse effects to the patient due 
to hazards associated with electromagnetic disturbances”. These are generic warnings for the specific model 
of SCS and intended to instruct the patient about risks they might encounter in their daily lives. They are not 
specific to a particular patient’s implant scenario, in that SCS devices such as those covered by this document 
do not contain sensing functions, and therefore no associated sensitivity settings that a physician might adjust 
that would affect the immunity to electromagnetic interference. 

Figure 2 summarizes the situations where further risk assessment is unnecessary, and where further 
assessment (beginning with 4.3) is required. To apply these exclusions, the assessment team first needs to 
list all equipment used by the AIMD-Employee in the workplace, and then compare that list to Table A.1 in 
Annex A. The team should consider how the equipment is used by the AIMD-Employee, as well as what history 
(if it exists) relative to interaction between the equipment and the AIMD-Employee’s SCS. 

For equipment included in and used according to Table A.1: 

Warnings 
History 

Un-Influenced 
Behaviour 

Influenced 
Behaviour No History available 

Warning from responsible 
physician or given in 
patient instructions for 
use? 

No 1 3 1 

Yes 2 3 3 

  

For equipment not included in or not used according to Table A.1, further risk assessment 
according to 4.3 is required 

 

Legend 

1 Further risk assessment unnecessary-proceed to Clause 5 

2 
Further risk assessment is not required if responsible physician has confirmed 
that this history is sufficient to exclude clinically significant interaction-proceed 
to Clause 5, otherwise to 4.3. 

3 Further risk assessment according to 4.3 is required 

Figure 2 — Summary of assessment exclusion criteria 
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4.3 Specific assessment phase 1: Consideration of equipment and SCS therapy type 

This phase of the assessment is undertaken when the exclusions described in 4.2 cannot be applied. This is 
the case when there is a history of influenced behaviour or one of the following three conditions exists: 

a) there is equipment present in the workplace that is not included in Table A.1; 

b) there is equipment present in the workplace that is not used in accordance with Table A.1; 

c) all equipment at the workplace is listed in Table A.1 and is used accordingly, but the AIMD-Employee has 
received warning(s) from the responsible physician (or listed in their Patient Instructions for Use) that their 
device might be susceptible to EMF associated with one or more of these workplace equipment items. 

Figure 3 depicts phase 1 of the specific assessment. The steps to be taken are based upon a consideration of 
equipment in the workplace and consultation with the responsible physician and / or the Patient Instructions 
for Use. 

Information relevant to the equipment or other field generating sources under consideration shall be collected 
to answer sufficiently the following two questions: 

— can it be determined that the clinically significant effects described in 4.1.2 will not occur as a result of 
expected exposure to the equipment under consideration? If so, no further assessment is required, and 
documentation of the result can proceed, as required in Clause 5; 

— can it be determined that the AIMD-Employee can return to the workplace only with restrictions placed on 
the work tasks or areas of access? If so, no further assessment is required, and documentation of the 
work restrictions can proceed as required in Clause 5. 

When neither of these questions can be answered positively, the assessment continues to phase 2a according 
to 4.4. 

The intent of this subclause is to find and utilize information that might already exist and that allows the 
assessment to be completed without further, costlier and time-consuming effort. It is recommended that 
experts who are likely to have such information be contacted. Examples of such experts are the device 
manufacturer, equipment manufacturer, employer’s technical department, consultants, or others skilled in EMF 
effects with implanted devices. 
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Figure 3 — Specific assessment phase 1 
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4.4 Specific assessment phase 2a – workplace EMF compared to Action Levels 

When steps of the specific assessment phase 1 shown in Figure 3 have been followed but fail to mitigate or 
to dismiss risk to the AIMD-Employee arising from prior history, specific equipment or physician warnings, then 
phase 2 assessment shall be performed. 

Phase 2 assessment is divided into three subphases (2a, 2b and 2c). Phase 2a as depicted in Figure 4 shall 
be performed first. The goal of Phase 2a assessment is to determine if the risks of unintended nerve stimulation 
and of tissue damage are acceptable based upon a consideration only of the workplace EMF levels relative to 
the Action Levels (ALs) defined in the EMF Directive [4] and the type of stimulation in use for the AIMD-
Employee. The basis for phase 2a assessment results from the analysis and methodology summarized in 4.6, 
and detailed in Annexes C, D, E, and F. 

This phase 2a of the assessment avoids further mathematical analysis on the part of the assessment team 
and can lead to a conclusion of no work restrictions for a majority of AIMD-Employees. 

Phase 2a assessment is carried out in the following steps: 

Step 1: Determine the levels of EMF associated with the equipment in question. 

This determination is ordinarily done by performing an EMF site survey wherein the fields are measured directly 
in the workplace at the separation distances expected in daily exposure for the AIMD-Employee. Such 
measurements should account for seasonal variations (if any), as well as measurement at lesser distances to 
better understand the boundaries where higher exposures might occur. 

The assessment of risks for SCS devices forms part of the risk assessment required under Article 4 of the 
EMF Directive [4]. Article 4.5(d) relates specifically to workers with active implantable medical devices. Article 
4.1 requires the employer to assess all risks for workers arising from electromagnetic fields at the workplace 
and, if necessary, measure or calculate the levels of EMF to which workers are exposed. These assessments 
are carried out, either by measurement or calculation in relation to ALs and Exposure Limit Values (ELVs) 
which are specified in the annexes of the Directive. Extensive supporting material on performing these 
measurements is provided in [5] and [6]. Other useful information is included in the other two volumes of the 
latter publication. 

As a result, employers already know which regions of the workplace have fields that do not exceed the ALs 
specified in the EMF Directive. In practice this applies to most workplaces. More particularly they will know 
whether their workplace includes areas where the fields might exceed the ALs, and they are required to apply 
protective measures in those regions. There will therefore normally be no requirement to make a separate 
assessment of exposure for workers with implanted SCS devices. 

Step 2: Determine stimulation type 

Collect information concerning the specific implant situation. For this phase 2a, it is only necessary to know 
the type of stimulation in use (unipolar, bipolar single-lead, or bipolar two-lead). This can generally be obtained 
from the responsible physician. 

Step 3: Compare workplace EMF levels to the assessed ALs 

Compare the EMF field levels determined in step 1 against the ALs (blue lines) in Figure 5 and Figure 6 at all 
frequencies. If the AL values are not exceeded, proceed to step 4. Otherwise, for any frequency at which the 
field exceeds the ALs, record the frequency and associated field type and level. Then proceed with the specific 
assessment phase 2b described in 4.5. 

Step 4: Consideration of stimulation type 

If the type of stimulation in use for the AIMD-Employee is not unipolar, then the AIMD-Employee is allowed to 
work without restrictions. Proceed to Clause 5 to document the results. If the type of stimulation is unipolar, 
proceed to step 5. 
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Step 5: Exclusion by changing stimulation to bipolar 

It is possible that the AIMD-Employee was implanted with a lead system capable of bipolar stimulation, yet for 
some reason, the implanting physician programmed the IPG to a unipolar stimulation mode. As an alternative 
to proceeding with phases 2b and (if necessary) 2c, the responsible physician can be consulted about the 
possibility of changing the stimulation programming to a bipolar mode. If the physician agrees, this can be 
performed, and the AIMD-Employee may work without restrictions, and the assessment proceeds to Clause 5. 
If the responsible physician cannot be contacted, or if they indicate reprogramming is not clinically appropriate, 
proceed to step 6. 

Step 6: Exclusion for “device off” mode 

If the AIMD-Employee has a SCS whose outputs can be shut off in high-impedance mode (see C.2.7), and the 
AIMD-Employee is able to work with the SCS in this mode receiving no therapy, the AIMD-employee is allowed 
to work with this restriction, and the results documented according to Clause 5. If this “device off” exclusion 
does not apply, proceed with the specific assessment phase 2b described in 4.5. 
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Figure 4 — Specific assessment phase 2a — Initial assessment of risk of unintended nerve 
stimulation or tissue damage 

4.5 Overview of specific assessment phases 2b and 2c 

Phase 2b of the specific assessment is necessary when either of the following conditions exist: 

— the EMF levels in the workplace at the position of the AIMD-Employee’s spine exceed the ALs in Figure 5 
and Figure 6. 

Full document details: BS EN 50527-2-3:2021

https://doi.org/10.3403/BSEN50527?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-en-50527-2-3-2021
http://www.avadocuments.com/doc/bs-en-50527-2-3-2021


EN 50527-2-3:2021 (E) 

18 

— the stimulation mode of the AIMD-Employee’s IPG is necessarily unipolar, and the device cannot be 
placed in a “device off” mode (see C.2.7). 

The phase 2b specific assessment involves the comparison of the EMF levels with thresholds for nerve 
stimulation and tissue damage that have been developed in accordance with Annex E. This phase requires 
only inspection of threshold plots provided in 4.7. 

Phase 2c of the assessment, should it be necessary, involves a mathematical adjustment to the known EMF 
levels based upon specific information about the implanted lead(s) for the specific AIMD-Employee. In order 
to proceed with phase 2c assessment as described in 4.8, it is necessary for the assessment team to obtain 
additional information about the AIMD-Employee’s SCS IPG and lead(s). 

Subclause 4.6 provides a summary of the methodology and analysis developed for assessing the risk of 
unintended nerve stimulation and tissue damage. It is provided here only to aid the assessment team in 
understanding the principles and mathematical manipulations necessary to carry out the assessment steps 
detailed in 4.8. 

The assessment team may continue to 4.7 directly in order to continue phase 2b of the assessment. 

4.6 Methodology for assessment of unintended nerve stimulation and tissue damage risk 

4.6.1 General 

This subclause is provided for information only to aid in understanding the methodology for the specific 
assessment described in this document. It is included here primarily to avoid the necessity to refer to the 
lengthier text in the Annexes. 

Assessment of the risk of unintended nerve stimulation that might exceed the threshold of perception is a 
complex topic. Annex E together with Annexes C, D, and F, provides an analysis methodology for 
determination of whether or not an external EMF will be of sufficient magnitude to result in stimulation of the 
spinal cord by way of induced currents and internal fields. 

The risk of induced currents that might result in damage to tissue adjacent to the electrodes is also analysed 
in Annex E. 

4.6.2 Overview of the assessment method given in Annexes D and E 

Annex D introduces the SCS devices and important parameters associated with their use. 

In E.2 the values of the internal electric field Basic Restriction for nerve stimulation specified by ICNIRP (the 
International Commission on Non-Ionizing Radiation Protection) are used as a basis for analysing whether 
nerve stimulation might arise from external magnetic and electric fields. 

In E.3 the values of the internal electric field Basic Restriction for local heating in the body specified by ICNIRP 
are used to analyse whether or not tissue damage might occur. 

The method for assessing whether nerve stimulation will be caused by external fields is based on evaluating 
the quantity NSR. If NSR > 1 then nerve stimulation might occur, and if NSR ≤ 1, nerve stimulation is not 
expected. 

The stages of the method for assessing nerve stimulation are set out in E.5.1, and the results of the 
assessment are contained in the remainder of E.5. 

The method for assessing whether tissue damage will be caused by external fields is based on evaluating the 
quantity TDR. If the TDR > 1 then tissue damage might occur, and if NSR ≤ 1, tissue damage is not expected. 

The stages of the method for assessing tissue damage are set out in E.6.1, and the results of the assessment 
are contained in the remainder of E.6. 

Both of the methods, for assessing whether nerve stimulation and tissue damage might occur, depend on 
calculating the voltage between the stimulation electrodes induced by the external electric and magnetic fields, 
and the consequent current flowing in the tissue between these electrodes. These are presented in E.4. 

The assessments of E.5 and E.6 are brought together in E.7 and presented in 4.6.6. 
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4.6.3 Selection of device parameters for assessment 

The outcome of the assessment depends on a number of parameters. To simplify this, analyses have been 
carried out for particular sets of parameters representative of worst-case situations. The device parameters 
that were used for these analyses are presented in Table 1. Their choice is explained in E.4. 

Table 1 — Device parameters used for phase 2a and 2b assessments 

Parameter Affects Unipolar Bipolar 
(two lead) 

Bipolar 
(one lead) 

Lead length, cm Magnetic and electric field 
exposures 70 70 70 

Lead induction loop area, cm2 Magnetic field exposures 612 140 10 

Electrode spacing, cm Electric field exposures 50 5,4 3,7 

Electrode area, mm2 Electric and magnetic field 
exposures 6 6 6 

Distance between electrodes 
and spinal cord, mm 

Electric and magnetic field 
exposures 2 2 2 

4.6.4 Assessment levels for electric and magnetic fields 

The electric and magnetic field levels for the analyses (Assessment Levels) were selected to correspond with 
various expressions of electric and magnetic field restriction specified in European Legislation for limiting 
exposures to the general public and workers throughout. They cover frequencies between 1 Hz and 300 GHz. 

Two sets of Assessment Values are used. These are: 

— the Action Levels (ALs) from the EMF Directive [7]; 

— the GPRLs from the Council Recommendation [8]. 

These are representative of the higher fields that might be found in occupational environments, and in 
environments accessible to the general public, respectively. They do not represent the highest fields that might 
be found in either of those environments considered by those documents. 

The higher exposure conditions are permissible through demonstrating compliance with the Basic Restriction 
(in the EMF Recommendation) or with the ELVs (in the EMF Directive) where both of these are expressed in 
terms of the internal electric field in the body rather than the external field levels. 

The analyses and assessment in Annex E are derived from whole-body-average exposures and therefore 
might not be equivalent to specific values for localized exposures. Fields from some small devices that emit 
electromagnetic fields and are used close to the body (such as mobile phones) are assessed on the basis of 
the local heating limits rather than the whole body average heating and might produce higher levels of field 
than are assessed here. 

Figure 5 and Figure 6 depict the assessment levels based upon the EMF Directive [7] and ICNIRP Guidance 
([4], [9]) as set out in Table 2. 
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Table 2 — Assessment levels 

Assessment 
Levels for Defined in 

Nerve 
stimulation 

effects, from 
Thermal effects, 

from 

Occupational 
Exposures 

EU EMF Directive, 
Annex II: Non-thermal effects, Low Action Levels, 
Tables B1, B2 
Annex III: Thermal Effects, Action Levels, 
Table B1 

ICNIRP 2010 
Occupational 
Reference 
Level 

ICNIRP 1998 
Occupational 
Reference Level 

General Public 
Exposures 

EU EMF Recommendation, 
Reference Levels 

ICNIRP 1998 
GP Reference 
Level 

ICNIRP 1998 GP 
Reference Level 

NOTE 1 For fields up to 10 MHz, Table B.2 of the Directive defines a Low Action Level and a High Action Level. The 
Action Levels used in this document in this frequency range are the lesser of these two values, and are designated 
throughout the remainder of this document as „LF LAL“ as they correspond to a low frequency (LF) range. 
NOTE 2 For fields above 100 kHz, Table B.1 of the Directive defines Action Levels. For those frequencies above which 
the field strength values resulting from Table B.1 equal the values from Table B.2, they are designated throughout the 
remainder of this document as „RF AL“ as they generally correspond to a higher radio frequency (RF) range. 
NOTE 3 For convenience, the power frequency of 50 Hz is denoted by the vertical dashed line in Figure 5, Figure 6, 
and all subsequent Figures where appropriate. 

E.4.1.5 for magnetic field and E.4.2.5 for electric field explain these choices including the how the overlap 
region between low frequency effects and radio frequency effects is addressed. 
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4.6.5 NSR and TDR calculation results for unipolar and bipolar configurations 

Figure 7 and Figure 8 show the results of calculation of the NSR and TDR for the external electric 
fields corresponding to the EMF Directive Action Level (blue lines) and the EMF Recommendation 
reference level (green lines), carried out for the variety of three electrode configurations. 

Solid lines in these figures represent values for unipolar stimulation. Dashed / dotted lines represent 
values for bipolar stimulation with cylindrical / paddle electrode configurations, respectively. 

Figure 9 and Figure 10 show similar calculations of NSR and TDR for the external magnetic fields 
corresponding to the EMF Directive Action Level (blue lines) and the EMF Recommendation 
reference level (green lines). 

Solid lines in these figures represent values for unipolar stimulation. Dashed / dotted lines represent 
values for bipolar stimulation with two-lead / one-lead stimulation configurations, respectively. 

The values shown in these figures are the basis for phase 2a and 2b specific assessments assuming 
that the AIMD-Employee is implanted with a lead having the characteristics given in Table 1. 

 

Figure 7 — Values of NSR for assessed electric field exposures 
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Figure 8 — Values of TDR for assessed electric field exposures 
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Figure 9 — Values of NSR for assessed magnetic field exposures 
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Figure 10 — Values of TDR for assessed magnetic field exposures 

4.6.6 Phase 2a risk assessment summary 

Table 3 summarizes the risk analysis results based upon a consideration of two applicable exposure 
limits and the type of stimulation in use. Green signifies that both NSR ≤ 1 and TDR ≤ 1, so that nerve 
stimulation and tissue damage are not expected. These results form the basis for the procedure 
outlined in 4.4 and as illustrated in Figure 4. 

Table 3 — Phase 2a assessment summary 

Applicable exposure limits Unipolar 
Bipolar 

(two leads) 
Bipolar 

(one lead) 

Complying with the ALs in 
Figure 5 and Figure 6 
Applies to Workplaces. 

NSR: OK 
TDR: Further assessment required for 
magnetic field in the range 0,24 GHz to 
3,5 GHz 
TDR: Further assessment required for 
electric field in the range 2,4 MHz to 
30 MHz 

OK OK 

Complying with the Reference 
Levels of EMF Recommendation. 
Applies to the General Public. 

OK 
 

OK OK 
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4.7 Specific Assessment phase 2b – workplace EMF compared to NSR / TDR EMF 
threshold levels 

4.7.1 Phase 2b general approach 

In 4.6, the values of NSR and TDR were shown for the case where the exposure level for electric or 
magnetic fields was exactly at the ALs. It can be seen that for the majority of frequencies of interest 
the NSR and TDR values are considerably less than 1. This means that exposure to higher levels of 
EMF might be possible before the NSR or TDR would approach a value of 1. As shown in Annex E, 
the NSR and TDR values are linearly proportional to the exposure level. This can be expressed in 
general terms by these two conceptual equations: 

NSRNSR k EMF= ×  

TDRTDR k EMF= ×  

Where NSRk  is the constant of proportionality for NSR values, TDRk  is the constant of proportionality 

for TDR values, and EMF  is the value of the measured EMF in the workplace. Note that in reality, 
there are separate values for all of these variables for both electric and magnetic fields. 

This relationship has been used to derive a theoretical maximum exposure threshold level (for both 
electric and magnetic fields) as a function of frequency for both NSR and TDR, using the following 
equations: 

,    AL
max NSR

AL

EMFEMF
NSR

=  

,    AL
max TDR

AL

EMFEMF
TDR

=  

Where ALEMF  represents the ALs given in Figure 5 and Figure 6, ALNSR  represents the NSR 

values in Figure 7 and Figure 9, ALTDR  represents the TDR values in Figure 8 and Figure 10, and 

, max NSREMF  and , max TDREMF  are the theoretical maximum exposure thresholds at which the NSR 

and TDR achieve a value of 1, respectively. As noted above, there are separate calculations of these 
thresholds for electric and magnetic fields, as well as for each of the lead/electrode configurations 
possible. 

The results of this derivation are presented in Figure 11 through Figure 18. 

The approach in phase 2b of the assessment is to consider the workplace exposure situation using 
Figure 11 through Figure 18 as applicable. 

4.7.2 EMF threshold zones 

In Figure 11 through Figure 18, the range of exposure values has been divided into eight distinct 
zones, as described in Table 4. 
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Table 4 — Description of exposure zones for phase 2b assessment procedure 

Zone Description 

1 

For bipolar stimulation of any type, Zone 1 consists of all exposure values below the ALs. In this 
sense, the Zone 1 regions shown in Figure 11 through Figure 14 exactly match those values below 
the blue lines in Figure 5 and Figure 6. 
For unipolar stimulation the Zone 1 upper limit is reduced to a level below the ALs in two 

frequency ranges where the value of , max TDREMF  is actually lower than the ALs. In these two 
ranges (from 2,4 MHz to 30 MHz for electric fields, and 0,24 GHz to 3 GHz for magnetic fields) the 

upper limit of Zone 1 is set to the values of , max TDREMF . 

Regardless of stimulation type, for the purposes of this document, workplace exposures falling 
within Zone 1 should result in working without restrictions. 

2a 

For any type of stimulation, Zone 2a consists of exposure values between the Low Action Level and 
High Action Level as defined by the EMF Directive. Exposure in Zone 2a is not expected to result 
in any increased risk to the AIMD-Employee as a result of their implant. However, in Zone 2a, there 
might be a risk to the AIMD-employee due to effects described in the EMF Directive. Assessment 
and mitigation of these risks is outside the scope of this document, and any resultant restrictions for 
working need to be considered as part of compliance with the EMF Directive article 5. 

2b 

For unipolar stimulation only, Zone 2b consists of only electric field exposures in the frequency 
range 0,6 MHz to 3,5 MHz with levels between the Low Action Level and High Action Level. 
Exposure in Zone 2b presents a risk of tissue damage for the AIMD-Employee due to their implant, 
as well as the additional risks to them in general as described for Zone 2a. The additional risk due 
to their implant can potentially be dismissed using the phase 2c assessment procedure. 

2c 
For unipolar stimulation only, Zone 2c consists of electric field exposures with levels below any ALs, 
but where TDR > 1. Exposure in Zone 2c presents a risk of tissue damage for the AIMD-Employee 
only due to their implant. This risk can potentially be dismissed using the phase 2c assessment 
procedure. 

2d Same as Zone 2c but corresponding to magnetic field exposures. 

3 

For any type of stimulation, Zone 3 consists of all exposure values above any ALs, but no greater 

than the lesser of the values of , max NSREMF  or , max TDREMF . Throughout Zone 3, both the NSR 
and TDR values are by definition < 1. Exposure in Zone 3 is not expected to result in any 
increased risk to the AIMD-Employee as a result of their implant. However, in Zone 3, there is a 
risk to the AIMD-employee due to effects described in the EMF Directive. Assessment and 
mitigation of these risks is outside the scope of this document, and any resultant restrictions for 
working need to be considered as part of compliance with the EMF Directive article 5. 

4 

For any type of stimulation, Zone 4 consists of all exposure values above , max NSREMF  and less 

than the values of , max TDREMF . Throughout Zone 4, NSR is > 1, and TDR values are < 1. This 
means that AIMD-Employees experiencing exposures corresponding to Zone 4 will have a risk of 
unintended nerve stimulation, in addition to the overall risks associated with Zone 3 exposures. 

5 

For any type of stimulation, Zone 5 consists of all exposure values above , max TDREMF . 
Throughout Zone 5, TDR values are > 1. The values of NSR can be either less than or greater 
than 1, depending upon the frequency of the EMF. This means that in addition to the overall risks 
associated with Zone 3 exposures, AIMD-Employees experiencing exposures corresponding to 
Zone 5 are at risk of tissue damage, whether or not unintended nerve stimulation might be 
expected. 
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4.7.3 Conversion of EMF values 

EMF site surveys can produce results for fields that are measured in decibels (dB) relative to a 
particular reference value. For example, a field level of 100 µT will likely be expressed as 40 dBµT. 
Similarly, an electric field of 10 kV/m will be expressed as 80 dBV/m. Before performing the 
comparisons called for in 4.7.4, or the calculations and further comparisons required in 4.8, the 
values of electric and magnetic fields need to be converted back to linear values of the same units 
as in Figure 5, Figure 6, and Figure 11 through Figure 18. This is done by applying the conversions 
as follows: 

( ) 20
   10

dBE

linear
VE m

  
 =  

where EdB is the reported field level in dBV/m 

NOTE The Figures given in this document present value of electric field in kV/m. Therefore, the result from 
the above conversion needs to be divided by 1000 prior to making the comparisons called for in 4.7.4. 

( ) 20
   10

dBB

linearB µT
  
 =  

where BdB is the reported field level in dBµT 

4.7.4 Phase 2b assessment procedure 

NOTE Some of the field-strengths identified in this section can also be sufficient for the general human 
exposure to exceed the ELVs. In such cases the risk assessment for general human exposure would take 
precedence. 

Bipolar stimulation 

Step 1: Using only the recorded EMF levels that exceeded the ALs in step 3 of the phase 2a 
assessment, determine the exposure zone for each source / level using the appropriate Figure given 
in Table 5. Where the stimulation lead type or configuration is unknown, use the default Figure. 

Table 5 — Applicable zone charts for bipolar stimulation 

Electric 
Fields 

Lead Type 

Cylindrical Paddle 

Figure 11 (default) Figure 12 

Magnetic 
Fields 

Lead Configuration 

One-lead Two-lead 

Figure 13 (default) Figure 14 

Step 2: If the comparisons in step 1 show that all EMF levels are below the applicable upper limits of 
Zone 2a, then the AIMD-Employee is allowed to work. Proceed to Clause 5 to document the results. 
If the results of step 1 show that there are EMF levels in Zones 3, 4 or 5, then the AIMD-Employee 
shall work with restrictions. 

Unipolar stimulation 

Step 1: Using only the recorded EMF levels that exceeded the ALs in step 3 of the phase 2a 
assessment, determine the exposure zone for each source / level using the appropriate Figure given 
in Table 6. For any frequency at which the EMF is within Zone 2b, 2c, or 2d, record the EMF type 
and level. 
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Table 6 — Applicable zone charts for unipolar stimulation 

Electric 
Fields 

All frequencies except 2,4 MHz to 30 MHz 2,4 MHz to 30 MHz 

Figure 15 Figure 16 

Magnetic 
Fields 

All frequencies except 0,24 GHz to 3 GHz 0,24 GHz to 3 GHz 

Figure 17 Figure 18 

NOTE The discontinuity in Figure 16 represents an artefact of the analysis using a rounded value of a 
scaling factor and can be ignored when making comparisons for electric fields in this frequency range. 

Step 2: If the comparisons in step 1 show that all EMF levels are below the applicable upper limits of 
Zone 2a, then the AIMD-Employee is allowed to work. Proceed to Clause 5 to document the results. 
Otherwise, proceed to step 3. 

Step 3: If the comparisons in step 1 show that none of the additional EMF levels from step 2 
correspond to Zones 3, 4, or 5 (e.g. they are strictly contained within Zone 2b, 2c or 2d) proceed to 
step 4. Otherwise, the AIMD-Employee shall work with restrictions. Proceed to Clause 5 to document 
the results. 

Step 4: At this point in the assessment, there are exposures corresponding to Zone 2b, 2c, or 2d. In 
this case the AIMD-Employee has a combined risk (of tissue damage) as a result of their implant and 
due to potential health effects overall from exposure above the Low Action Level. If the latter effects 
can be mitigated or dismissed by the assessment team, then the assessment should proceed to 4.8. 
Otherwise the AIMD-Employee shall work with restrictions developed as a result of compliance with 
the EMF Directive. Proceed to Clause 5 to document the results. 
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